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Methods for Monitoriw and Diamosiw the Efficiencv of Catalvtic 
Converters 

Summary 

The evolution of methods concerned with on-board (OBD) and non-OBD monitoring and 
diagnosing of efficiency of catalytic converters of internal combustion engines is described 
based on patents and published patent applications. Non-patent references are also used. 

The basic principles of modem catalytic converters are described in an extensive Introduction, 
where the importance of monitoring and diagnosing the efficiency of catalytic converters is 
demonstrated. 

The book is divided into four parts. The first part describes methods involving the use of 
oxygen or a i rhe l  ratio exhaust gas sensors to determine the oxygen storage capacity of a 
catalytic converter. The second part describes methods involving the use of temperature 
sensors to determine the exothermic reaction capacity of a catalytic converter. The third part 
describes all other methods existing in patent literature that monitor and diagnose the efficiency 
of catalytic converters. The great majority of the methods of the third part involves exhaust gas 
concentration measurements. The fourth part comprises a general discussion of all methods 
described. 

In the beginning of each part, a short introduction is given to explain the problem that the 
methods attempt to solve. The methods in each part are presented in chronological order per 
patent applicant. This helps to evaluate how the patent applicant has improved his methods 
over time. 

A patent number index with information about the patent applicants, inventors, priorities and 
patent-families, an inventor index, a company index and a subject index can be found at the end 
ofthe book. 
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Preface 

The dramatic evolution of catalytic converters in the last thirty years was a result of a need 
worldwide to reduce pollution created by the exhaust gases of internal combustion engines. 
Environmental concerns have led American, Japanese and European Union (EU) legislation to 
pose continuously stricter emission limits for petrol engines in the last decades. 

The catalytic converter has become the most important means of exhaust treatment to achieve 
the desired emission limits. The international legislation has also created a need for a regular 
assessment of the efficiency of the catalytic converter in order to detect a deterioration of its 
conversion efficiency as soon as this deterioration takes place. The assessment of conversion 
efficiency of a catalytic converter can take place during normal driving of a vehicle (on-board 
diagnosis or OBD) or in a workshop by specialized technicians. The most important methods 
nowadays are the OBD methods. 

This book is an attempt to describe the evolution of methods concerned with on-board (OBD) 
and non-OBD monitoring and diagnosing of the efficiency of catalytic converters of internal 
combustion engines based mainly on patents and published patent applications. A limited 
amount of non-patent literature has been also used. All patent and non-patent documents cited 
in this book originate from the systematically classified documentation of the European Patent 
Ofice (EPO). For the Japanese patent literature the technical abstracts published in English by 
the Japanese Patent Office have been used. 

The presentation has been focused on the sequence of steps used by each method to assess the 
conversion efficiency of a catalytic converter. Only a limited number of engine measuring set- 
ups and associated instruments used are described in detail to reduce the material to a 
manageable size. It should be noted that no verification of the feasibility of a method or a 
device or a measuring instrument or even the operation of a device or a measuring instrument 
is needed to render them patentable. 

The methods in each part are presented in chronological order per patent applicant. This helps 
to evaluate how the patent applicant has improved his methods over time. The patent or patent 
application number, the name of the applicant and the date of publication are indicated for each 
document cited in the book. A patent number index, an inventors index, a company index and a 
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subject index is found at the end of the book. A list of the non-patent literature used is also 
cited at the end of the book. 

It is not unusual that the patent applications have been filed in several countries, each referring 
to a common first filing i.e. priority. These applications are said to belong to the same patent- 
family. In this book the earliest published document of a patent family has been selected to be 
cited. The reader may choose to consult a family document published in another language from 
the patent numbers index found at the end of the book. 

The basic principles of modern catalytic converters are described in an extensive Introduction, 
where the importance of monitoring and diagnosing the efficiency of catalytic converters is 
proven. 

The book is divided into four parts. 
The first part describes methods involving the use of oxygen or aidfuel ratio exhaust gas 
sensors to determine the oxygen storage capacity of a catalytic converter. 
The second part describes methods involving the use of temperature sensors to determine the 
exothermic reaction capacity of a catalytic converter. 
The third part describes all other methods existing in patent literature that monitor and 
diagnose the efficiency of catalytic converters. The great majority of the methods of the third 
part comprises exhaust gas concentration measurements. 
The fourth part comprises a general discussion of all methods described. 

I would like to thank the editor, Simon Behmo, for his help and interest in this book, the 
directors Jean-Marie Schmitter and Hermann Nehrdich for their support, the director Roland 
Wohlrapp and my colleagues Simon Mansell, Alan Fordham, Peter Raven and Panos 
Triantaphillou for critically reading the manuscript and for their many helpful suggestions. 

For permission to use certain figures and tables, thanks are extended to the Society of 
Automotive Engineers (SAE), to the Institution of Mechanical Engineers, to Springer-Verlag 
Wien-New York, to Elsevier Science B.V. and to the publishers of Automotive Engineer and 
Automobiltechnische Zeitschrifi (ATZ). 

I must not end without an expression of immense gratitude to my wife Virginia and to my sons 
Theodore and Dimitrios for their understanding and support which they have given me during 
the writing of this book. 

Rijswijk, February 1998 

Marios Th. Sideris 
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Introduction 

In order to meet increasingly stringent restrictions on the emissions of certain polluting gases 
by automotive internal combustion engines, it is common nowadays for the exhaust systems of 
such engines to include catalytic converters. The exhaust gas from the engine passes through 
such converters and pollutant gas constituents are converted into less undesirable gases by the 
catalytic action of the catalyst within the converter for venting to the atmosphere. 

Catalytic action in general is the action of certain materials to provoke with their presence in a 
suitable environment chemical reactions, without themselves being modified by this reaction. In 
exhaust systems noble metals play the role of these catalytic materials (cutufysts). 

The dramatic evolution of catalytic converters in the last 30 years was a result of a need 
worldwide to reduce pollution created by the exhaust systems of internal combustion engines. 
Pollutants hydrocarbons (HC) and 
particles (e.g. carbon) are produced from the incomplete combustion of the aidfuel mixture in 
the engine. These, in combination with the atmospheric conditions can lead to photochemical 
reactions which generate smog and contribute to the production of acid rain. 

Studies in the United States have shown that about 10 per cent of vehicles are responsible for 
50 per cent of the CO emissions at the sites studied. Besides, experience has shown that a 
desired durability (80000 Km) of anti-pollution systems of gasoline cars cannot be guaranteed 
with high confidence levels. Therefore, special emphasis is given to tailpipe inspections and 
maintenance programs ([ 1 I). Environmental concerns have led American, Japanese and 
European Union (EU) legislation to pose continuously stricter emission limits for gasoline 
engines over the last decades. 

like nitrogen oxides (NO,), carbon monoxide (CO), 

1 



2 Methods for Monitoring and Diagnosing the Efficiency of Catalytic Converters 

Evolution of legislation 

In general, petrol or spark-ignition engines emit oxides of nitrogen (NO and small amounts of 
NO2 - collectively referred to as NO,), carbon monoxide (CO) and organic compounds, which 
are unburnt or partially burnt hydrocarbons (HC). Compression-ignition or diesel engines emit 
smaller amounts of CO and HC, their main problem being particulate emissions 

The Clean Air Act was the first law that sought to control auto emissions throughout the 
USA. This law set I975 and I976 exhaust requirements at 

1.5 @mile (0.93 g/km) for HC, 
15 g/mile (9.37 dkm)  for CO and 
3.1 @mile (1.93 g/km) for NO,. 

Emission levels were measured by the Federal Test Procedure (FTP) established by the U.S. 
Environmental Protection Agency (EPA). 

The FTP '75 test cycle simulates an 1 I-mile driving cycle through Los Angeles at an average 
speed of 34.1 K d h .  The FTP test measures CO, HC and NO, with a constant volume 
sampling system and involves a cold start afler an engine sits idle for eight hours, a hot start 
and a combination of urban and highway conditions ([3]). 

Fig. I shows the four phases of the American FTP '75 test cycle and the behavior of the HC in 
exhaust. The four phases of an engine according to this test cycle is: the cold start phase, the 
stabilized phase, the engine off phase and the warm phase. The upper part of the figure shows 
the variation of the velocity of the vehicle vs. time whereas the lower part of the figure shows 
the variation of HC emissions vs. time. It is obvious that from all phases, the cold start phase 
produces most of the HC emissions (80%) ([2]). 

A change being assessed is to expand the FTP to include conditions that involve aggressive 
driving behavior at high speed and high acceleration, rapid fluctuation in speed, use of air 
conditioners and start-up atter an engine is turned off for intermediate periods (e.g. 30 
minutes). This will result in higher space velocities and greater concentrations of pollutants, 
which will place more demand on the converter. 

Subsequent state and federal laws have set ever more stringent automobile emissions 
standards. Amendments to the Clean Air Act in 1990 phased in together standards over a 
period that extends well beyond 2000. Afler 1996, catalytic converters in new vehicles must 
last 100000 miles. The standards for 2004 are: 

0.125 g/mile (0.078 g/km) non-methane HC 
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I .7 g/mile (1.062 &m) CO 
0.2 g/mile (0.125 dkm)  NO, 

California has even stricter laws. For example, non-methane HC emissions (NMHC) must be 
0.075 g/mile (0.046 g/km) by 2000 in 96% of all cars. Through the remainder of the 1990s, 
California law stipulates standards for Transitional Low Emission Vehicles (TLEV), Low 
Emission Vehicles (LEV) and for Ultra Low Emission Vehicles (ULEV) (see [3], and [4]). 

P H A S E S  
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0 125 500 1000 1500 2000 2500 
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! * 

0 125 500 1000 1500 2000 2500 
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Total Emission per Test - FTP '75 cycle 

Fig. 1 (from [2], p. 19) 

The first standards set in Europe to mandate the use of a catalytic converter were set by the 
EC93 standards. This brought European standards to levels comparable with those that were 
introduced in the USA in the 1980s. 

In 1997, a second stage of European legislation was introduced for all new cars, covering both 
petrol and diesel engines. These standards brought EU rules into line with US standards 
introduced between 1994 and 1996. 

A third state of legislation has been proposed by the European Commission to set emissions 
standards for 2000 and beyond. It comes as a draft directive, which also proposes that petrol 
vehicles with electronically controlled catalytic converters should be fitted with on-board 
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diagnostic (OBD) systems that indicate when emissions are not conforming to standard and 
require hrther investigation ([SI). 

Fig. 2 shows the so called New European Driving Cycle (NEDC) adopted in 1989, that is used 
in the European Union at the present and corresponds to the USA FTP '75 driving cycle of fig. 
1 [34]. It has been applied since the beginning of 1993 to all passenger cars weighing less than 
2500 kg. The driving cycle consists of two parts, a city driving part and an Extra Urban 
Driving Cycle (EUDC) part. The EUDC part uses car speeds up to 120 km/h. The city driving 
part consists of an extremely high idling time part (31%) and engine breaking and the mean 
driving speed is only 19 km/h. In this way the NEDC does not f i l f i l  the aspect of a 
representative city driving and as it can be seen in fig. 3 it covers only a small part of a real 
engine operation field. This simply means that the emissions quantity allowed in this operation 
range of an internal combustion engine is limited by the law. The comparison of the FTP '75 
and the NEDC cycles shows that the FTP '75 cycle comprises a higher collection of load and 
speed ranges when driving in the city than the corresponding European cycle (fig. 3). 

B W 

2 a2 40 

0 
B 

I- 
195 ' 195 ' 195 ' 

-start of end of 
cycle 
7 

time (s) 

end of 
cycle 
7 

400 
time (s) 

test duration : 1220 s 
test length : 11,007 km 
average cycle speed : 32.5 km/h 
max. speed : 120km/h 

Fig. 2 (from [34], p. 161) 

Table 1 shows the European exhaust emission standards (restrictions) for passenger cars for 
the four main pollutants Le. carbon monoxide (CO), nitrogen oxides (NO,), hydrocarbons 
(HC) and particles. The EC96 (EURO TI) is the current European standard (effective January 
1997), whereas the EC2000 (EURO 111) and EC2005 (EURO IV) correspond to the proposed 
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European standards to be met in years 2000 and 2005 respectively (see also European directive 
9411 2/EEC). The last four columns correspond to the current USA Federal emission standards 
(1996), to the Californian TLEV (1996-1998+), LEV (2000) and ULEV (2005) emission 
standards. 

US drimg cycle 
SS EU driving cycle 

1.4 

1.2 

1.0 
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0.2 onsumption 
spec& 

www 
0 

rotational speed @I’M) 

Fig. 3 (from [34], p. 162) 

As Table 1 shows, in some respects the draft 2005 European regulations are more severe than 
the Californian ULEV standards, which until now have been seen as very close to the limit of 
what is technically feasible for the internal combustion engine. The proposed European 2005 
limit of 0.25 g/km NO, for light duty diesel engines is completely beyond the diesel’s 
technology reach unless one key technology, the NO, reduction catalytic converter, can be 
brought to full effectiveness and to production in the meantime. It must be borne in mind that 
the driving cycles of EC2005 and ULEV involved differ significantly (see [6] and [7]). For the 
TLEV, LEV and ULEV standards the HC is measured as non-methane organic gases 
(NMOG). 
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The current European exhaust emissions standards for heavy duty diesel vehicles over 3.5 tons 
(EURO stage 11, effective October 1996) are: 

CO 4.0 gkWh, 
HC 1.1 gkWh 
NO,7.0 g/kWh and 
particles 0.15 g/kWh. 

The German government has introduced incentives to encourage early adoption of the 2000 
limits. It recently brought in tax incentives for the retro-fitting of existing vehicles with closed- 
loop three-way catalytic converters (petrol) or oxidation catalytic converters (diesel). 

Similar standards like the ones of Europe and the USA have been adopted by Japan. However, 
the testing cycles in all three regions differ from each other, because the authorities try to 
reproduce conditions more typical of their own traffic patterns. 

Emission standards like the ones of EC96 can be met only by making use of catalytic 
converters and especially three-way catalytic converters. 

As shown in Table 1, compression-ignition or diesel engines produce smaller amounts of CO 
and HC than petrol engines, their main problem being particulate emissions. The NO, 
emissions are comparable for the two engines, however the diesel engines emit significantly 
fewer hydrocarbons than the petrol engines. The different composition of pollutants of the 
exhaust gases for petrol and diesel engines has led to a different catalytic converter technology 
for each type of engine. 

Before handling the problem of monitoring of catalytic converters, a few elements concerning 
the technology of catalytic converters will be presented below. Most of the technology 
described in this book refers to spark-ignition (petrol) engines. However a few elements 
concerning diesel engines are also described. 



Type of 
engine 

Petrol 

Diesel 
indirect 
injection 

Pollutant 

co 
HC + NO, 

HC 
NO, 

NMHC* 
Nh4OG** 

EC96 
Euro Stage 

zz 
(@m) 

2.2 
0.5 
NIA 
NIA 

EC2000 
Euro Stage 

IZZ 
(ghm) 

EC200S 
Euro Stage 

zv 
(@m) 

US Federd 
emission 
standards 

(1996) 
@mile) 

TLEV 

(g/mile) 
‘1996-1 998+) 

3.4 14.2 

0.4 10.6 

3.125 1’0.156 

LEV 
(2000) 

(g/mile) 

3.4 I 4.2 

0.2 10.3 

0.075 I 0.09C 

ULEV 
(2005) 

(g/mile) 

1.7 I 2.1 

0.04 
0.2 10.3 

0.04 I 0.055 

50000 miles 
[or 5 years) I’ 
100000 miles 
(or 10 years) 

2.3 
NIA 
0.2 

0.15 

1 
NIA 
0.1 
0.08 

3.4 14.2 

0.4 10.6 
0.25 10.31 

~ 

co 
HC + NO, 

NO, 
Particles 

1 
0.7 
NIA 
0.08 

0.64 
0.56 
0.5 
0.05 

0.5 
0.3 
0.25 
0.025 

~ 

Diesel 
direct 

injection 

co 
HC + NO, 

NO, 
Particles 

1 
0.9 
NIA 
0.1 

0.64 
0.56 
0.5 
0.05 

0.5 
0.3 
0.25 
0.025 

80000 km 50000 miles 
(or 5 years) I’ 
100000 miles 
(or 10 years) 

Durability 80000 km 80000 km 50000 miles 
(or 5 years) I’ 
100000 miles 
(or 10 years) 

50000 miles 
(or 5 years), 
100000 mile: 
(or 10 years; 

*NMHC: Non-methane hydrocarbons **NMOG: Non-methane organic gases 

Table 1 : European and American Exhaust Emission Standards for Passenger cars 
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Materials used in catalytic converters 

A catalytic converter for an internal combustion engine comprises in general three main 
elements: the ceramic or metallic support, the alumina washcoat (usually stabilized gamma 
alumina y-AI203) and the noble metal (fig. 4). Single or double washcoats may be applied. 
Double coats are used to enhance specific reactions and improve durability by separating 
components of the catalyst [3]. The coated substrate is air dried and calcined to about 450-500 
"C to ensure good adhesion. Washcoat thickness, which ranges from 20-60 pm, is engineered 
for minimal diffusional resistance, so gases readily reach the catalytically active sites. It is also 
configured for maximum resistance to contaminants, many of which deposit in the outer 10 to 
15 pm of the washcoat. The washcoat is 5-1 5% of the converter weight and has a surface area 
of I 00-200 m2/g. 

The noble metals are impregnated into the highly porous alumina washcoat. Active catalytic 
converters contain about 0.1 to 0.15% noble metals. The most commonly catalytic materials 
(noble metals) used in the automotive industry are Platinum (Pt), Rhodium (Rh), Palladium 
(Pd) and Ruthenium (Ru), which become efficient for temperatures over 140 "C. The quantity 
of noble metals contained in a catalytic converter is 2-3 grams. 

Recent trends in improvement of the catalyst relevant properties of the fbels available in the 
U.S.A and Europe, along with the wide application of advanced engine management systems 
with a capability for much tighter aidfuel control close to stoichiometry (aidfbel ratio=14.7) , 
lead to the use of tri-metal catalysts (Pt, Rh, Pd). 

Other materials used are common metals like Nickel (Ni), Chromium (Cr) and Copper (Cu). 
The disadvantage of these metals is that they become efficient at temperatures over 400 "C 
([8l). 

In oxidation catalytic converters for diesel engines, a silica washcoat is preferred over alumina 
in order to minimize sulfate production. Also, Palladium (Pd) is preferred over Platinum (Pt) 
for the same reasons. 

A catalytic converter has an ox i~ i~ i? i~~4 i ic l io i i  to transform chemically the carbon monoxide 
(CO) in carbon dioxide (COz) and the hydrocarbons (HC) to carbon dioxide (C02) and water 
(HZO) according to the chemical reactions: 

2 co + 0, + 2 ( 7 0 ,  

A catalytic converter can also have a reducing jiiriclion by accelerating the reaction of 
hydrogen (Hz) and carbon monoxide (CO) with nitrogen oxides (NO,) to produce nitrogen 
(N2) and carbon dioxide (COZ) according to the chemical reaction: 
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In addition to the noble metals, the alumina washcoat of a three-way catalytic converter also 
contains other components like Laz03 andlor BaO, which hnction as catalytic promoters or 
stabilizers against aging. La203 and BaO consist 1 to 2% of the washcoat. Ceriicm is normally 
present in high quantities in the washcoat in the form of CeOz (10 to 20%) and has multiple 
finctions: stabilization of the washcoat layer and improvement of thermal resistance, 
enhancement of noble metal catalytic activity, promotion of the water gas shift reaction and an 
oxygen storage component. Iridium has remarkable activity for NO, reduction under net 
oxidizing conditions but it tends to form volatile oxides. Ruthenium and Nickel have catalytic 
properties for NO, reduction, as already mentioned, and nickel is also capable of suppressing 
H;?S formation ([9]). 

An interesting historical overview of the development of materials for catalytic converters can 
be found in [3]. 

a) catalytic converter with spheres or pellets like support 

Insulation 

b) catalytic converter with ceramic m 
support 

Fig. 5 (from [8], p. LXVIJ) 

The substrate of a catalyst can be in the form of a metallic honeycomb (fig. 4). This usually 
consists of flat and corrugated metal sheets stacked one on top of the other which are fixed 
together (e.g. by welding). Other forms of the substrate are: pellets or spheres (fig. Sa) or 
ceramic monoliths (fig. 5b). 
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A typical monolith has square cross section channels with inside dimensions of the order of 1 
mm separated by thin (0.1-0.15 mm) porous walls. The number of channels per cm2 varies 
between 60 and 100, although even higher cell densities of the order of 200 channels per cm2 
have been demonstrated for metallic honeycombs. 

At high operation temperatures of the catalytic converter, heat is transferred from the 
converter to the environment. This heat loss occurs via convection ( f ie  and forced) and 
radiation from the converter shell. For this reason insulation material is inserted between the 
substrate and the housing for thermal protection of the environment. 

In the case of ceramic monoliths, a resilient mat is also provided between the housing and the 
substrate in order to protect the substrate from being damaged from vibrations or shocks (see 
e.g. patent disclosures EP0492083 (1992), EP0505720 (1992), DE19509029 (1995)). 
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Types of catalytic converters 

There are three main types of catalytic converters used in spark-ignition engines, which are 
described in detail in [8]. 

A “one-way or oxidaiioti ca/a/ytk cotiverter” (fig. 6a) oxidizes the unburned CO and HC in 
the exhaust gases and converts them in COz and HzO. In fuel injection engines the necessary 
oxygen for the oxidation is simply received by increasing the quantity of air in the engine 
air/hel mixture. In engines which use carburetors, a supply of secondary air in the exhaust pipe 
upstream of the converter is necessary. 

A ‘‘two-way catalytic corwer/er” (fig. 6b) comprises two consecutive catalytic bodies. The first 
body is used to convert NO, to ammonia (NH3). The second body converts non-burnt and 
partially burnt hydrocarbons (HC) to water and carbon dioxide (CO2) and carbon monoxide 
(CO) to C0.r by oxidation. The regulation of the engine aidhe1 mixture becomes necessarily 
rich (excess of hel)  in order to convert the NO,. The supply of secondary air between the two 
bodies may transform a part of NH, back to NO,. The system is not optimal, but it can be used 
in the case of engines with carburetors without electronic control. 

A “lhree-way ca/aly/ic converler” (fig. 6c) has the capability to eliminate efficiently the three 
basic pollutants CO-NO,-HC. The main condition is that the engine aidfuel mixture should be 
kept stoichiometric (14.7 gram air for 1 gram of petrol), which is the theoretical proportion for 
a complete combustion of the mixture. The coefficient ?L (definition of h - see next chapter) 
characterizes the importance of the difference between the real aidfuel ratio and the ratio 
theoretically needed. This condition is satisfied by making use of a ?L (lambda) sensor or an 
oxygen sensor upstream of the catalytic converter (fig. 4 and fig. 5c). These sensors detect the 
composition of the exhaust gases. An electronic unit receives the output signal of the ?L or the 
oxygen sensor and corrects the quantity of fuel injected to the engine. Three-way catalytic 
converters are the most commonly used converters nowadays. 

As shown in fig. 7, the three-way catalytic converter removes three pollutant in the exhaust 
gases, i.e., NO,, HC, and CO at the same time by reducing NO, and oxidizing HC and CO, 
when the air-fuel ratio of the exhaust gas is the stoichiometric air-he1 ratio. However, when 
the air/fuel ratio of the exhaust gas becomes rich compared to the stoichiometric air-he1 ratio, 
the ability of the three-way catalytic converter to oxidize HC and CO becomes low, and when 
the air-he1 ratio of the exhaust gas becomes lean compared to the stoichiometric air-fuel ratio, 
the ability of the three-way catalytic converter to reduce NO, becomes low. 

The rate of decrease in the ability to reduce NO, when the air-fuel ratio is lean is more rapid 
than the rate of decrease in the ability to oxidize HC and CO when the air-fuel ratio is rich. 
Therefore, when the air-fuel ratio of the exhaust gas periodically swings between rich and lean 
under the air-fuel ratio control, as explained in next chapter, the purification of the NO, by the 



Introduction 13 

three-way catalytic converter becomes insufficient when the air-&el ratio is lean (see e.g. 
EP0627548 (1 994)). 

1 one-way catalytic converter 
secondary air .. / 

+' :e, 
I 

3 

catalytic converter 

b) two-way catalytic converter 
reduction catalytic oxidation catalytic 

converter converter 

+ 
.I, 

secondary air 

c) three-way catalytic converter 

control 

airlfuel 7 tuning 
three-way catalytic 

converter 
Na, HC, CO 

Fig. 6 (from [8], p. LXVII) 
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Further, when the concentration of NO, in the exhaust gas becomes low, the ability of the 
three-way catalytic converter to purifl NO, in the exhaust gas becomes low since the 
possibility of the NO, molecules in the exhaust gas being reduced on the catalytic converter 
becomes lower as the concentration of the NO, in the exhaust gas becomes lower. Therefore, 
even if two catalytic converters are disposed in the exhaust passage in series, the ability of the 
catalytic converter disposed downstream becomes very low since a large part of NO, in the 
exhaust gas is already removed before flowing into the downstream catalytic converter by the 
upstream catalytic converter, and the concentration of NO, in the exhaust gas flowing into the 
downstream catalytic converter becomes low. Thus, it is difficult to increase the ability of the 
catalytic converter to remove NO, in the exhaust gas by using two three-way catalytic 
converters in series when the air-he1 ratio of the exhaust gas is lean. 

STO hi I DMETR I C 
A I R-FUEL RAT I 0 

R I CH - tEAN 
A I R-FUEL RAT I O  

Fig. 7 (from EP0627548) 

Examination of modem trends shows that designs are concentrated on operation at aidfuel 
ratios leaner than stoichiometric for fuel economy benefits and reduction of COz emissions. 
Nowadays, lean-bum four-stroke, two-stroke and diesel engines operate at aidfuel ratios 
greater than 20: 1. Conventional three-way converters control the CO and HC at these air/hel 
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ratios but they cannot control the emissions of NO, since they must operate at stoichiometric 
aidhe1 ratios to obtain simultaneous control of all emissions. A great effort is put on the 
development of converters that can control NO, emissions with lean calibrations. The 
development of a catalyst system that could control NO, under a lean operation of a diesel 
engine ( 14S<air/fiel ratio<22) would be a significant breakthrough (lean NO, catalytic 
converter). 

The new catalysts are based on zeolites containing active metals exchanged within the zeolite 
structure e.g. zeolite converters containing platinum, rhodium and iridium (see e.g. [lo]). 

A recent trend to control exhaust emissions is to install a NOx absorbent downstream of the 
three-way catalytic converter. This absorbs NO, when the engine operates with a lean air/fbel 
ratio and releases NO, when the engine operates with a rich aidfuel ratio. The CO and HC 
passing through the three-way catalytic converter during the rich operation reduce then the 
NO, released from the absorbent (see e.g. EP0627548 (1994), US5388403 (1995)). 

Fig. 8a and fig. 8b explain the mechanism of the absorption and the releasing operation of NO, 
in the case where platinum Pt and barium Ba are carried on the carrier of the absorbent, as an 
example, but it is considered that a similar mechanism is also applied even if other precious 
metal, alkali metals, alkali earth metals, or rare earth metals are used. 

a) lean aidfuel ratio b) rich aidfuel ratio 

Fig. 8 (fiom EP0627548) 

When the air-fuel ratio of the in-flowing exhaust gas is lean (fig. Sa), the oxygen is deposited on 
the surface of platinum Pt in the form of 0; or 02- which react with NO to produce NO;! 
(2N0 + 02 +2N02). Then, a part of the produced NO2 is oxidized on the platinum Pt and 
absorbed into the NO, absorbent. While bonding with the barium oxide BaO, it is diffised in 
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the absorbent in the form of nitric acid ions NO3 (fig. Sa). In this way, NO, is absorbed in the 
NO, absorbent. 

When the oxygen concentration in the in-flowing exhaust gas is lowered, the production of 
NO2 is lowered and the reaction proceeds in an inverse direction (NO, -+N02), and thus nitric 
acid ions NO; in the absorbent are released in the form of NO2 from the NO, absorbent. In this 
case, components such as HC and CO, which exist in the exhaust gas, react with the oxygen 
0; or (I2. on the platinum Pt and are oxidized. After oxygen 0; or 0'- on the platinum Pt are 
consumed by HC and CO in the exhaust gas, NO, released from the NO, absorbent as well as 
NO, emitted from the engine are reduced by the HC and CO remaining on the platinum Pt. This 
oxidation of the HC and CO consumes the oxygen component existing near the NO, absorbent, 
and the concentration of oxygen in the atmosphere around the NO, absorbent is lowered. Also, 
the NO2 released from the NO, absorbent reacts with the HC and CO in the exhaust gas as 
shown in Fig. 8b and is reduced to N2. In this way, when the NO2 on the surface of the 
platinum Pt reacts with HC and CO in the reducing agent, and when the NO2 no longer exists 
on the surface of the platinum R, the NO2 is successively released from the absorbent. 
Accordingly, when HC and CO components exist in the in-flowing exhaust gas, the NO, is 
released from NO, absorbent and quickly reduced to N2. The HC and CO component in the 
exhaust gas immediately react with the 0, or 02- on the platinum Pt and are oxidized, and 
subsequently if the HC and CO still remain after the 0;or 02-on the platinum Pt are 
consumed, the NO, released from the absorbent and the NO, emitted from the engine are 
reduced. 

In diesel engines, oxidation catalytic converters are used to convert a large part of the 
hydrocarbon constituents of the soluble organic fraction (SOF), as well as gaseous HC, CO, 
odor creating compounds and mutagenic emissions. 

The NO, reduction in diesel engines and lean-bum petrol engines is achieved by the so called 
selective catalytic reduction (SCR) catalytic converters. A reducing agent is introduced in the 
exhaust gases upstream of the catalytic converter to promote reduction of the NO,. Such 
reducing agents are: hydrocarbons, ammonia, urea, hydrogen etc. More information on 
supplying reducing agents to the exhaust gases can be found in EP0709129 (1996), 
EP0737802 (1996), EP0723805 (1996), EP0537968 (1993), EP0498598 (1992). 

In some other cases like the one described in EP0510498 (1992), an ammonia synthesizing 
catalytic converter is introduced in the exhaust system that transforms part of the NO, of the 
exhaust gases to ammonia. The ammonia produced plays the role of a reducing agent and 
reacts with the remaining of nitrogen oxides of the exhaust gases to produce nitrogen so no 
external addition of ammonia is  necessary. 

Other ways to reduce NO, in the exhaust gases is to recirculate part of the exhaust gases (e.g. 
10%) back to the engine or to inject water in the combustion chamber. The recirculation 
systems are called EGR (Exhaust Gas Recirculation) systems. The recirculated exhaust gas 
decreases the flame temperature in the engine cylinder and provides a shortage of oxygen in 
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co 

HC 

NOx 

the combustion chamber that does not allow the formation of NO,. Water also reduces the 
flame temperature inside the diesel engine cylinder and contributes to reduction of NO,. 
However, both methods complicate considerably the control of the engine and a lot of 
additional components and instrumentation must be added to the engine system [33]. 

Precious metal loaded 
three-way catalytic 
converter 
three-way catalytic 
converter 
three-way catalytic 
converter 

As already shown in Table 1, the main pollutant of diesel engines is the particulate matter 
(soot). Particles are captured in filters or traps. The accumulated particulate raises filter 
backpressure, i.e. the pressure difference across the filter or trap which is necessary to force 
the exhaust through it. The filters are cleaned periodically by oxidizing the collected particulate 
(regeneration of filter) to decrease the high backpressure. In modem diesel engines catalytic 
coated filters and oxidation catalysts are used to eliminate particulate matter from the exhaust 
gas. 

Table 2 summarizes the application of catalytic converters in different technology engines . .  
([91). 

Pdlutnnt 1 Spark-ignition engine 

Particulate 

Lean-burn spark- 
ignition engine 
Precious metal loaded 
oxidation catalytic 
converter 
oxidation catalytic 
converter 
lean zeolite based or 
precious metal loaded 
NO, reduction 
catalytic 
converter 

Diesel engine 

oxidation catalytic 
converter 

oxidation catalytic 
converter 
lean NO, reduction 
catalytic converter 

Filter regeneration aid 
(catalytically coated 
filters, fuel additives to 
lower filter regeneration 
temperature) 

TABLE 2: Application of catalytic converters in different technology engines 
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Control of catalytic converters during a cold engine start-up 

The temperature of the exhaust gas in a warmed-up spark-ignition engine can vary from 300 to 
400 "C during idle, to about 1000 "C in full load operation. The temperature of the exhaust 
gas of a warmed-up compression-ignition (diesel engine) contains a substantial quantity of 
oxygen and is at lower temperatures (1 00-700 "C). However, during a cold engine start up, the 
temperature of the catalytic converter is very low and the converter is not activated. Till the 
moment that the activation (light-off) temperature of the converter is attained (-200-300 "C), 
the HC and CO produced by the engine are not converted and contribute to a high pollution of 
the atmospheric air. About 6040% of existing HC emissions are produced from the time that 
the converter takes to start operating after vehicle ignition (fig. 1) for both the FTP '75 cycle 
and the New European Driving Cycle (NEDC). This problem is discussed in detail in [2 ,  7, 9- 
121. 

Two main approaches exist to face this problem: 
a) ac/ive approach, which relies on the controlled supply of additional energy to raise 

exhaust gas temperature during cold start-up and consequently to the accelerated 
activation of the catalytic bodies. Systems like electric heaters, afterburners and fuel 
burners belong to this category. 

which relies on the employment of exhaust system design 
changes in order to reduce cold start-up emissions (e.g. positioning of the catalytic 
converter closer to the engine, use of secondary converters, HC adsorbents, heat 
storage systems and heat exchangers and insulated exhaust pipes to reduce the heat 
transfer of the exhaust gas between engine and catalytic converter) 

b) passive approach. 

I:'iectric heaters 

An electric heater is installed upstream or inside the converter, or the converter itself consists 
of electrically conductive material that can be heated if supplied with electric current (fig. 9d). 
The addition of secondary air assists the oxidation of HC and CO and consequently to the 
warming of the converter. In many cases, an electrically heated secondary converter (EHC) is 
installed upstream of the main converter (fig. 9e). This EHC converter is of a small volume and 
can be heated up very fast. It oxidizes the HC and the CO of the exhaust gases and the heat 
produced warms up the main catalytic converter. 

The heater is provided with electric current from the battery or the alternator of the vehicle. 
The typical car battery is not a practical power source to supply the electrical power needed 
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because the electrical load on the vehicle battery during the period required may exceed the 
rated battery output. Also, there is a measurable delay between the time the operator places the 
ignition switch in the "on" position and the time the heater brings the converter to the light-off 
temperature. An alternator powered electrically heated catalytic converter (APEHC) still 
requires a 5 to 10% increase in battery capacity to cope with the EHC start-up scenario. 

The development target is to obtain an electrical power consumption of 1 kW. Up to now this 
target has not been reached and electrical power of 3-4 kW is still required for larger engines. 
This leads to an unacceptable increase in size of the engine generator system or else in the 
battery (see [2]). 

An alternative solution is to expose the upstream part of the catalytic converter to an 
alternating magnetic field or to electromagnetic radiation having such a frequency that the 
washcoat of the converter and the particles dispersed in the washcoat are heated to light-off 
temperature without a corresponding increase in the temperature of the entire converter. A 
magnetron producing microwave radiation can be used for this purpose (see W09014507 
( 1990)). 

Afterburners 

An afterburner can be also installed upstream of the catalytic converter. In this case during cold 
engine start up, the engine operates with a rich aidfuel mixture and air is introduced in the 
exhaust pipe (fig. 99. An ignition plug ignites the produced air/fLel mixture upstream of the 
catalytic converter and the heat produced warms up the converter. Such a method is described 
in [ 131. The solution of an afterburner can produce smoke and the combustion is not very 
reliable. 

Fuel burners 

In the case of fig. 9g, a fuel burner is positioned parallel to the exhaust pipe and near the 
converter. The burner consists of a burning chamber with a fLel/air mixing system and ignition 
device. Contrary to the afterburner chamber of fig. 9f, this heating system operates in principle 
independently of the engine's current running mode. During cold engine start up, the fuel 
burner burns the air/fuel mixture provided in its combustion chamber and the hot exhaust gas 
produced heats fast the catalytic converter. Heating rates exceeding 40 "C/s are common for 
systems that are heated electrically or by means of fuel burners. 
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throttle 

internal combustion 
-* -c 

* - * - *  b) 

Fig. 9 (from [9], p. 18) 
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Disadvantages of the method are: increased fuel consumption, a significant number of 
components, the necessity to monitor safe ignition procedures and to protect the converter 
from overheating. Advantages and disadvantages of the above described methods are 
extensively discussed in [ 121. 

Close-coupled converters 

Positioning the converter close to the exhaust port of the internal combustion engine is an 
efficient way of increasing the inlet temperature of the converter during cold start-up of the 
engine (fig. 9b). In high load condition of the engine the aging of the catalyst material can be 
accelerated due to high temperatures of the exhaust gases (up to 1000 "C). 

Palladium is a more suitable catalyst material for close-coupled converters than rhodium and 
platinum because: 

a) it has a lower operating temperature 
b) it is extremely effective in removing hydrocarbons, particularly with rich aidfie1 

c) it is much more tolerant of high temperatures 
mixtures 

Secondary converters 

A secondary or starter or light-off or auxiliary or pre-catalytic converter or pre-catalyst 
upstream can be also installed upstream of the main catalytic converter (see fig. 9c). This 
converter is installed close to the exhaust manifold and has a small volume in order to be 
activated very fast (small thermal inertia). The oxidation of the HC and CO on this converter 
releases heat that activates fast the main converter. After the main converter is activated, the 
secondary converter is usually bypassed to protect it from high temperatures developed close 
to the exhaust manifold (see US5089236 (1992), EP0727567 (1996)). As already mentioned 
above, an electric heater may also be installed in the secondary converter to activate even 
faster the main converter (fig. 9e). 

Secondary converters use palladium-rhodium or palladium only as catalysts with high precious 
metal loading thus favoring exothermic oxidation reactions and consequently producing heat 
utilized to heat-up the main converter. 



22 Methods for Monitoring and Diagnosing the Efficiency of Catalytic Converters 

Secondary converters create a high back pressure which reduces the overall engine efficiency 
and robs the engine of power output. 

Hydrocarbon adsorhenls 

Another approach to control the hydrocarbon emission during the cold-start of the engine is by 
installing a HC adsorbent upstream of the catalytic converter. This adsorbs HC during cold 
operation of the engine and releases HC during a hot operation of the engine, when the 
catalytic converter is activated. The catalytic converter then converts the released HC. 
Crystalline molecular sieves such as zeolites have HC adsorbing properties. Zeolites are 
aluminum silicates with controlled porosity used as cracking catalysts in petrochemical 
refineries and retain hydrocarbons on their surface via the attraction of electric charge. As the 
exhaust temperature increases, the heat desorbs the trapped hydrocarbons by breaking the 
electric bonds, permitting them to flow into the main catalytic converter for oxidation. 

The HC adsorbent can be also bypassed during a hot operation of the engine to spare the HC 
adsorbent from harmfid thermal excursions (see EP0727567 (1996), EP0602963 (1994)). 

Secondary air 

During the cold start phase, most engines must operate with richer than stoichiometric fbel 
mixtures in order to ensure smooth operation without stalling. The lack of oxygen in the 
exhaust allows non-oxidized CO and HC to be emitted to the environment. This problem is 
solved by injecting secondary air in the exhaust gas downstream of the engine exhaust ports. 
The injected air oxidizes the CO and HC of the exhaust gas and the heat produced lights-off 
the catalytic converter. 

The light-off time achieved in this way in FTP '75 test cycle is less than 40 sec (compared to 
100 sec of the conventional catalytic system). The respective reduction of cumulative HC 
emissions in the FTP '75 test cycle can reach even 50% (depending on the engine and exhaust 
piping characteristics). 

Secondary 
( ~ 9 ,  171). 

air injection requires a separate piping system, as well as I an electrically driven 
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Another way to make a catalytic converter effective for cold engine start-up is to keep it hot 
with some kind of heat storage system while the car is parked. This device might be similar to a 
thermos bottle or air-gap pipe that fits over the converter. The problem with this technique is 
releasing the heat once hot exhaust starts pouring in so the contents do not overheat ([14]). 

EHC HC ' adsorben 

An alternative approach is to heat the main catalytic converter by means of a cross-flow 
catalytic converter-heat exchanger combination like the one of fig. 10d. The exhaust gas 
leaving the engine and passing through the converter heats the part of the converter that is on 
the far downstream side, thus reaching the light-off temperature to oxidize the HC released for 
example by a HC adsorbent. 

Engine 

Combinations of the above mentioned approaches as well as other methods not described in 
this book may be also found in the literature. An example of such combinations is given in fig. 
10, where a HC adsorbent, an electrically heated catalytic converter (EHC), a close-coupled 
converter, a main catalytic converter and a heat exchanger are combined in the exhaust pipe of 
an internal combustion engine (see W09508702 (1995)). 

Main catalytic 
converter EHC 

Engine 
catalytic converter 

-.c( EHC~-~k heat exchanger dsorbe 
+ HC 

I I 

Fig. 10 (fiom W09508702) 
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Oxygen storage 

As shown in fig. 4, a h-sensor is used in the exhaust pipe with a three-way catalytic converter 
as a feedback-control of the engine air/hel ratio, In modern engines, an oscillation cycle of the 
engine aidfuel ratio around the stoichiometric value (from rich to lean and vice-versa) is 
deliberately imposed by the management system of the engine. In such dynamic conditions, the 
catalytic converter converts bigger quantities of NO,, CO and HC than when operating under a 
steady state condition. At least part of the improved performance is thought to be due to the 
ability of the catalyst to undergo reduction-oxidation reactions. Such a catalyst component is 
usually referred to as an oxygen storage component. 

In its oxidized state, the catalyst can provide oxygen for CO and HC oxidation in a rich 
exhaust gas environment, and in the process be reduced. When the exhaust cycles to lean 
conditions, this reduced component can adsorb oxygen or NO, (which removes NO, directly 
or indirectly by reducing the oxygen concentration). The oxidized component can, in turn, 
provide oxygen for CO and HC oxidation in the next rich cycle. Components such as CeO2 or 
Re02, which exhibit this reduction-oxidation behavior are included in the washcoat of 
commercial three-way catalytic converters. 

Studies have shown that oxygen adsorption and desorption phenomena, under periodically 
varying inlet conditions, are attributed to the presence of cerium and, to a much lesser extent, 
other washcoat materials ([9]). The tinction of cerium as oxygen storage component is based 
on its ability to form both 3- and 4-valent oxides. Under net oxidizing conditions the following 
Ce oxide reactions may take place. 

Under net reducing conditions, CeO2 fhctions as an oxidizing agent according to the 
following reactions: 

The interaction of Ce oxides with HC is of minor importance. The oxygen storage availability 
is apparently a function of the washcoat Ce content and dispersion. Moreover, the stored 
oxygen available to react under operating conditions is a function of the local temperature and 
reduction-oxidation environment ([9]). 
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Poisoning: irreversible 
adsorption or reaction odwith 
the surface 
Inhibition: competitive 
reversible adsorption of poisof 
precursor(s) 
Poison-induced reconstructing 
of catalytic surfaces 
Physical/chemical blockage of 
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Monitoring and diagnosing the efJiciency of catalytic converters 

Sintering (re-dispersion) 

Alloying 

Support changes 

The catalyst within the catalytic converters has a limited lifetime so that the efficiency of the 
converter deteriorates with age and use. Table 3 summarizes all possible deactivation 
mechanisms for automotive catalysts ([ 11). For current catalytic converter systems, 
deactivation resulting from the fouling (carbonaceous deposits) category is minimal. 

Carbonaceous 
deposits (coking) 

One of the most important reasons for deactivation of automotive catalysts is the exposure of 
the catalyst to high temperatures. This enhances reduction of the alumina surface area and 
sintering of the noble metals resulting in losses of effective catalytic area. 

support pore structure linteractions 
(MetaVmetal oxide- support 

The catalyst can be degraded or “poisoned by the presence of some pollutants, such as lead 
compounds and oil additives (sulfir or phosphorous) in the exhaust gases. These chemically 
contaminate the washcoat and noble metals, and reduce the active catalytic area by covering 
the active centers of the coating. 

I 

I I I Chemical 

Thermal sock 

Attrition 

Physicai 
breakage 

linteractions I I 
IOxidation (alloy 
segregation) 
Noble metal surface 
orientation 
Metal volatilization 

TABLE 3: Summary of deactivation mechanisms for automotive catalysts 
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Tests in [32] have clearly shown that converter performance in the form of HC conversion 
efficiency was found to generally decrease when the sulhr content in the he1 used was 
increased. 

The catalyst activity after a certain vehicle mileage strongfy differs along the substrate length. 
Typically, the front part of the substrate is deactivated much faster. On the one hand, poison 
deposits occur in higher concentrations in this area, on the other hand, the reaction zone 
located in the first few centimeters of the substrate results in higher structure temperatures. 

It is also possible for the catalytic converters to be damaged during use, for instance by 
fracturing causing leaks to the atmosphere of exhaust gas. 

For all the above mentioned reasons, it is desirable to monitor the performance of catalytic 
converters. 

The present book refers to oii-board (OBI)) or iiori-OBD monitoring methods of the condition 
of a catalytic converter installed in the exhaust pipe of an internal combustion engine vehicle. 
The term “non-OBD means methods of monitoring taking place in workshops by specialized 
technicians and special equipment. The term “on-board” means methods of monitoring taking 
place during driving of the vehicle and being executed by the control unit of the vehicle. On- 
board methods are the most recent ones and in some legislatures their application has become a 
statutory requirement. 

The first generation of on-board diagnostics (OBD I) was introduced by the state of California 
in all vehicles sold by 1990. This first generation OBD did not monitor many important 
emission control subsystems, such as the evaporative emissions system, the secondary air 
injection and the catalytic converter. 

Table 4: Emission reduction measures to be monitored by on-board diagnostics 
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Legislation HC (gkm) 
EPA 0.12* 

CARB (TLEV) emission limits 

CARR (LE kj emission limits 

CARR (ULEV) emission limits 
European 0.4 

1.5 x the respective 

I . 5  x the respective 

1 .5  x the respective 
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CO (gkm) NOx k h m )  
1.06* 0.31* 
1.5 x the respective 1.5 x the respective 
emission limits emission limits 
1.5 x the respective 1.5 x the respective 
emission limits emission limits 
I .5  x the respective 1.5 x the respective 
emission limits emission limits 
3.2 0.6 

The starting point for legislation for monitoring catalytic converters was in 1988 in the United 
States, with the OBD I1 (On-Board Diagnostics) standard. The definite form of this standard 
was issued in I99 1 by the California Air Resources Board (CARI3) and was introduced in 
California in 1994. Further extensions of this legislation have been proposed in the United 
States by the Environmental Protection Agency (EPA), and also in Europe, under the common 
name of EOBD (European On-Board Diagnostics) (see EP0588123 (1994)). 

The OBD 11 specifications include installation in motor vehicles of electronic systems which 
can monitor periodically the efficiency of anti-pollution devices, or in general, can detect and 
indicate the occurrence of phenomena liable to produce an excessive increase in emissions by 
the vehicle. 
Table 4 summarizes all emission reduction measures that are monitored by a modem OBD 
system ([2]). 

Table 5 :  Malfhctioning criteria for catalytic converters 

The main anti-pollution device, which requires monitoring in order to indicate malhnctioning 
in terms of exceeding some predefined threshold values for emissions measured in the type- 
approval test cycle (for example the so-called FTP '75 cycle), is the catalytic converter 
installed in the exhaust pipe (see EP0588123 (1994)). 

Tables 5 and 6 show the malfunctioning criteria for catalytic converters for different emission 
technology vehicles for EPA, CARB and European legislation. The case of Transitional Low 
Emission Vehicles (TLEV) is also included. ( [9 ] ,  [IS] and [16]). 
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The objective of this book is to serve as a compendium of the literature and the methods 
existing in the field of monitoring of catalytic converters only, with a particular emphasis on 
patent disclosures. Of course, some selected non-patent literature is also included. 

The book is divided in four chapters. Each of the chapters 1 to 3 reflects a group of methods 
for the monitoring of catalytic converters. 

Chapter 1 comprises methods that use oxygen or airlfuel ratio (A or lambda) sensors upstream 
and downstream of the converter in order to detect degradation of the converter. 

Chapter 2 comprises methods that use temperature measurements of the exhaust gases inside 
or outside the catalytic converter in order to detect degradation of the converter. 

Chapter 3 comprises all other methods not covered by the methods of chapters 1 and 2. Mostly 
this chapter comprises direct methods of diagnosis of catalytic converters by means of HC, CO 
or NO, sensors. 

CARB 

CARB 

CARB 

Federal 
OBD 
Regulation 

TI,EV 
(models 1994, 
1995) 
Non-I, E Kv 

0.2 5 g/inile) 
(HC 

LEVs 
(NMOG 
0.125 g/mile) 

Catalytic converter conversion rate HC<60-80% at steady 
state condition 

Catalytic converter caused deterioration of the HC-results 
by 0.4 g/mile (=IS x 0.25 g/mile) 

~~ 

Main cataZvfic converfer: decline of the HC- 
conversion rate in the FTP-Test to SO-60% (i.e. final raw 
emission > 40-50% of raw emission 
Snrall vol. Catalytic com)erter: decline of the HC- 
conversion rate in the FTP-Test by 4040% in comparison 
to the value at 4000 miles (6400 km) (also valid for large 
primary catalytic converters if monitored together with 
downstream substrate) 
defective front converters must be separately detected 
monitoring of RHC with regard to HC-conversion rate and 
heating function 
Catalytic converter caused deterioration of the HC FTP- 
results by 0.4 @mile (=I .5 x 0.25 g/mile or HC FTP-result 
> 0.6 g/mile) 

Table 6: Requirements OBD I I catalytic converter monitoring (Malfunction Criteria) 
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Chapter 4 presents a comparison of the methods discussed in Chapters 1,2 and 3 

The measuring arrangements of all three methods are summarized in fig. 11 and Table 7 [l]. 
In fig. 11, the different sensors used as well as their installation positions are clearly indicated. 

The methods are presented in chronological order per patent applicant, starting fiom the older 
methods till the most recent ones. This helps to evaluate how a patent applicant has improved 
his methods in time. The main criteria for the order of presentation of the patent applicants are: 

a) patent applicants with the earliest presentation dates of such methods and 
b) patent applicants with the largest production of such methods. 

Air Flow 
4 
M Wf 

internal combustion engine 

0000 

Ternperatwe t sensor 

1 I 

Fig. I I (fiom [l], p. 174) 

Each patent disclosure is given by its publication number followed by the year of publication 
e.g. US5177463 (1993). Only one published member per family of documents (i.e. documents 
published in different countries by the same patent applicant and having the same priority 
number and date) is given. In most of the cases the earliest published family document number 
is given. 

A patent number index, an inventors index, a company index and a subject index is found at the 
end ofthe book. 
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I Sensor 

A few elements of theory are presented in the beginning of each chapter to contribute to 
better understanding of the described methods. 

sensors I measurement 

The original patent and non-patent literature available at the European Patent Office (EPO) i 
Rijswijk, Netherlands was the main source of information used in this book. For the Japanes 
patent literature the technical abstracts published in English by the Japanese Patent Office wer 
used. 

Diagnosis 
principle 
Suitable 
operation 
mode 

I Chapter I I Chapter2 I Chapter3 
Method I Dual O2 I Temperature 1 HC, CO, NO, 

A-sensor Surface ionization, sensors. Calorimetric 

Measurement of 0 2  Detection of HC or CO oxidation, 
storage capacity exothermic heat NO, reduction 
Hot engine. Variable, also All modes 
Most of the times at 
steady state operation 

Variable resistance sensors 

transient operation 

Table 7: Overview of on-board efficiency diagnosis methods of catalytic converters 
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Chapter I 

Catalytic Converter Functionality Diagnosis by Means of 
Oxygen or Air/Fuel Ratio Sensors 

This chapter comprises methods of diagnosing degradation of the hnctionality of catalytic 
converters by making use of two oxygen or lambda (h) sensors placed upstream and 
downstream of a catalytic converter (fig. 12). For reasons of simplicity the two sensors will be 
called from here onwards just tpstream and downstream sensor. 

Before explaining the principles used by these methods, a few definitions used hrther in the 
chapter are given followed by a short explanation of how the injection system of modern 
vehicle engines is controlled. 

The composition of the combustible a i rhe l  mixture fed to the engine must be right to within 
close limits. The criterion is the ratio lambda (h) 

existing oxygeit cmterrt ac tima1 errgitre air I j t e l  ratio - A =  - 
stoichiometric oxygen coiiteirt 14.7 
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where the existing oxygen content can be measured, for example, in grams of oxygen per gram 
of intake mixture. The sloichiomelric oxygen content is what is theoretically 
necessary for complete combustion of the fuel. In a precisely correct intake mixture, h is equal 
to one. The stoichiometric engine aidfuel ratio for petrol engines is equal to 14.7. When h is 
less than one in the intake mixture (rich air/fiel mixture), carbon monoxide (CO) and 
hydrocarbons (HC) appear in the exhaust gases downstream of the converter. When h is more 
than one (lean aidfuel mixture) nitrogen oxide (NO,) appears. 

In the patent literature different types of oxygen sensors are used for monitoring purposes like 
EGO (Exhaust Gas Oxygen) sensors or UEGO (Universal Exhaust Gas Oxygen) sensors or 
HEGO (Heated Exhaust Gas Oxygen) sensors. 

Air Flow 
---+ + 

Fig. 12 (from [9], p. 22) 

Before examining in detail the diagnosing methods that use h or oxygen sensors, it is 
worthwhile to explain the operation principles of these sensors as described in [l]. 
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A-probe and UEGO sensor operation principles 

The principle of operation of the 5 probe is shown in fig. 13. The elongated thin-wall ceramic 
thimble isolates the exhaust gas from the atmospheric air which is in contact with the interior 
of the thimble. The interior and exterior surfaces of the thimble are coated with porous 
platinum bands or strips that serve as catalytic surfaces as well as electrodes which are 
connected by means of external circuitry. 

The thimble is fabricated from zirconium oxide which contains a small amount of a lower 
valent oxide, such as yttrium oxide. The dispersion of the trivalent yttria within the tetravalent 
zirconia crystalline lattice results in valence ‘holes’ which allow oxygen ions to migrate 
through the zirconia wall of the thimble but prevent such migration by oxygen atoms and 
molecules or by any other kind of ion, atom or molecule. 

The migration of oxygen ions through the zirconia thimble involves several processes. As the 
porous platinum electrode is on the air side of the thimble, atmospheric oxygen molecules are 
catalytically dissociated into oxygen atoms. 

Each liberated oxygen atom gains two electrons and is thereby converted into an oxygen ion 
which migrates through the thimble under certain conditions. Catalyzed reactions also occur at 
the porous platinum electrode on the exhaust gas side of the thimble. Each oxygen ion that 
emerges from the thimble loses the two extra electrons to be converted into an oxygen atom. 
These ‘migrated’ oxygen atoms associate with each other to form diatomic molecules to 
become part of C02 or water vapor molecules. The net effect of the migration of oxygen ions 
through the thimble wall is the transport of electrons via the oxygen ions through the wall, 
from the inner surface, and the return flow of electrons from the outer surface to the inner 
surface via the external circuit. The net result in the circuit is the development of an 
electromotive potential of about 900 mV. 

In the temperature range met in automobile exhaust systems, the operation of the zirconia cell 
involves oxidationheduction reactions on the porous platinum electrode on the exhaust gas 
side of the thimble, mainly reactions of CO and H2 with exhaust gas 02. Therefore, voltage 
generation in the outer circuit can only take place if reducing agents are present and available 
for reaction with the oxygen ions that migrate through the cell thimble. Consequently, the 
concentrations of the reducing agents must be greater than those needed for stoichiometric 
reaction with exhaust gas oxygen. 

The sensor output takes its high value (600-900 mV) when the exhaust gas mixture is rich and 
its low value (under 150 mV) for lean exhaust gas. It exhibits, therefore, a ‘step function’ 
characteristic, which can be used to detect deviations from stoichiometry. However, sensor 
output voltages for temperatures under 250 “C are low even in the presence of excess of 
reducing agents in which case it is not possible to detect deviations from stoichiometry. 
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I fi tnsulator 

Exhaust flow 

e 
t 

Fig. 13 (from [I],  p. 175) 

Usually an internal heating element is added to the sensor in order to minimize the time needed 
to reach the operating temperature after a cold start. For a typical four cylinder car driven on 
the FTP ‘75 test cycle, use of a heated sensor reduces the time required to achieve the 
operating temperature from SO to 30 sec after a cold start up. The steady state output voltage 
of the sensor (Table 8 [ I ] ) ,  as well as its response, depends also on the concentration of the 
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exhaust gas in a rather complex manner. For relatively small concentrations of reducing agents 
(CO, H2), the response of the sensor becomes significantly slower. 

Migration pattern 

Diffusion chamber 

Vs - electrode 

Vs + electrode 

Fig. 14 (from [l], p. 175) 

Fig. I4 shows a universal air/hel ratio heated exhaust gas oxygen sensor (UEGO) presented 
by the NGK Spark Plug company. The main characteristic of the sensor is the output 
proportionality for large ranges of air/hel ratio. It also exhibits faster response, improved 
accuracy and superior aging characteristics. 

Sensor developments crucial to measurement and exhaust emission control are presented in 
[18]. A sensor with improved characteristics over the HEGO and UEGO sensors is the so 
called NEEGO sensor (Non  IGydihriirm Exhaust Gas Oxygen Sensor) presented in [ 191. 
However this sensor is still under investigation and has not been applied yet in real OBD 
measurements. 
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Concentration 

*Indolene clear fuel is a 470 ppm sulfur content fuel 

Table 8: Typical voltage sensitivity of zirconia cells (Lsensors) 
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Control of engine airfluel ratio 

The richness of the aidfuel mixture (i.e. ratio I )  of an internal combustion engine is mostly 
controlled by adjusting the duration of opening of each of the fuel injector valves. The 
adjustment of the ratio h precisely enough to enable the catalytic converter to operate 
effectively, converting all three CO, HC and NO, into harmless substances, is mostly achieved 
by controlling the engine aidfuel ratio by means of a I-sensor (similar to this described in fig. 
13) installed in the exhaust pipe of the engine upstream of the catalytic converter (closed-loop 
COr?trOf) (fig. 12). 

The h-sensor responds to changes in exhaust-gas composition resulting from deviations from 
h=l in the intake mixture by producing an abrupt voltage jump in its output signal, a high 
voltage corresponding to a rich intake mixture (h less than 1). 
The voltage signal from the hsensor is transmitted to a proportional integral computer (fig. 
12), which responds by changing the duration of opening of the fie1 injection valves, so as to 
make the intake mixture richer or leaner, whichever may be required, i.e. the controlling 
computer, responding to the output signal of the Lsensor, corrects the richness of the intake 
mixture to bring it back to h=l. In practice, h oscillates at high frequency but with a low 
amplitude, the effective h being the mean of the oscillations (conversion window). 

A catalytic converter, for example a three-way catalytic converter, has an oxygen storage 
function i.e. it absorbs and stores excess oxygen existing in the exhaust gases when the air/fiel 
ratio of the aidfuel mixture fed into the engine cylinder becomes lean, and releases oxygen 
when the aidfuel ratio of the air/ikel mixture fed into the engine cylinder becomes rich. 
Accordingly, where the aidhe1 ratio is alternately changed on the rich side and the lean side of 
the stoichiometric aidfuel ratio, since excess oxygen is absorbed and stored in the three-way 
catalytic converter due to its oxygen storage hnction when the aidfuel mixture becomes lean, 
NO, is reduced. Conversely, when the aidfuel mixture becomes rich, since the oxygen which 
has been absorbed and stored in the catalytic converter is released, HC and CO are oxidized. 
As a consequence, NO,, HC and CO can be purified at the same time. 

In theory a properly operating catalytic converter promotes the complete reaction between free 
oxygen in the exhaust stream resulting in the ideal products of combustion, i.e. COZ and water 
vapor. As a result the exhaust stream downstream of the catalytic converter is composed 
primarily of these products, and has a low concentration of reducing agents. The lack of 
oxygen and low concentration of reducing agents in the exhaust stream leads to a decrease in 
oxidationheduction activity at the noble metal electrode (e.g. Pt) of a downstream oxygen 
sensor. In such conditions the output signal of the downstream sensor of a properly operating 
catalytic converter under steady state operating conditions will tend to stabilize with low 
fluctuations in the output response pattern (see US5228335 (1993)). 

With continued use the catalytic converter becomes degraded by thermal aging, sintering and 
crystallization of the active surface layer, and it is poisoned by such substances as S, Pb, P, Zn 
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and Mg, with the consequence that the oxygen storing ability of the converter falls away (see 
Table 3). Decreases in the ability of the catalytic converter to convert the reducing agents in 
the exhaust stream results in free oxygen passing through the catalytic converter without 
reacting during lean operation of the engine. Thus, the downstream sensor reflects the decrease 
of conversion activity with more rich-to-lean fluctuation of oxygen, as a result of the increase 
in untreated exhaust gases passing through the catalytic converter. 

Summarizing, when the catalytic converter operates properly, it dampens the fluctuations in 
oxygen content, thus the downstream sensor produces a distinguishably different sensor 
response pattern from that obtained from the upstream sensor. The more advanced the 
deterioration of the catalytic converter the more the voltage response pattern of the 
downstream sensor tends to approach the voltage response pattern of the upstream sensor. 
When the catalytic converter has completely deteriorated, the oxygen conversion efficiency is 
completely lost. Therefore, the oxygen content of the exhaust stream downstream of the 
catalytic converter resembles much more the oxygen content upstream of the catalytic 
converter and therefore the response patterns of the two sensors resemble much more to each 
other. 

However, the system is very dynamic and non-linear as the catalytic converter deteriorates 
with use over time. The ever changing oxygen storage capability of the catalytic converter 
makes a simple moment by moment comparison of voltage of frequency sensor output non- 
determinative of catalytic converter adequacy or failure. Additionally, other factors influencing 
the determination of the efficiency of a catalytic converter like aging of the two sensors, 
operating conditions of the engine. temperature of exhaust gases etc. complicate even further 
this determination. For that reason sophisticated substantially real time phase difference, 
crossing ratio, integration methods etc. applied by computer algorithms are necessary to result 
in a successful means of substantially real time determination of catalytic converter adequacy 
or failure. 

As mentioned in the previous paragraph, an important factor that influences the precision of 
assessment of the efficiency of the catalytic converter is the deterioration or aging of the 
oxygen sensors installed upstream or downstream of the catalytic converter. Particularly the 
upstream oxygen sensor, which is directly exposed to hot exhaust gases, undergoes faster 
deterioration than the downstream oxygen sensor. The rate at which the deterioration proceeds 
is thus different between the upstream and downstream oxygen sensors, which results in an 
error in the result of deterioration determination (see US5325664 (1994)). For this reason, 
modem methods to assess the functionality of catalytic converters comprise simultaneous 
assessment of degradation of oxygen sensors and compensation of the errors due to this 
degradation. 

Additionally, the sensors installed upstream and downstream of the catalytic converter may 
have different characteristics, due to manufacturing tolerances. These tolerances must be taken 
into account during the assessment of the condition of the catalytic converter. 

The temperature of the catalytic converter is also an important factor that can influence the 
correct determination of the deterioration of a catalytic converter by means of oxygen or 
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air/fbel sensors. The oxygen storage capacity of the catalytic converters in general varies with a 
change in the temperature, which causes a variation in the indication of the sensor placed 
downstream of the catalytic converter. 

During the deterioration diagnosis procedure, the engine air/f%el ratio is controlled in such a 
way as to achieve certain operating conditions. Great attention should be paid in order not to 
increase the emissions of the internal combustion engine during this deterioration diagnosis 
procedure. 

A typical engine layout for monitoring the efficiency of a catalytic converter is shown in fig. 12 
(see e.g. DE4139560 (1993)). Fig. 12 shows a catalytic converter having an oxygen probe 1 
arranged upstream of the converter and an oxygen probe 2 arranged downstream of the 
converter, a value-determining unit, an evaluation unit and a characteristic field. 
The value-determining unit includes a computation device (CPU) and an operating-state 
detector and can work as a control unit to regulate the air/fuel mixture supplied to the engine. 

The computation unit receives an upstream-probe signal 11 from the upstream probe 1 and a 
downstream-probe signal 12 from the downstream probe 2. From these signals, the 
computation unit evaluates the performance loss of the catalytic converter. The computation 
unit performs this evaluation during e.g. a steady-state operation of the engine to which the 
catalytic converter is connected. The operating state is announced by a detector when the 
engine is operated in the steady state. The value determined by the computation unit is 
compared to a characteristic-field value in the evaluation unit with the characteristic-field value 
being supplied from the characteristic field. If the comparison shows that the catalytic 
converter has a performance loss which is impermissibly high, then the evaluation unit emits a 
fault signal to the driver warning means e.g. a Malfhction Indication Lamp (MIL,). 

Values of variables are supplied to the operating-state detector and the characteristic field and 
indicate the operating state of the internal combustion engine. Such variables are: engine speed, 
vehicle speed, water coolant temperature, load, temperature of exhaust gases etc.(fig. 12). The 
control unit processes all the input and regulates the aidfuel mixture supplied to the engine. 

The control unit may comprise calculation means, integrators, comparators, storage means etc. 
Signal filtering means, A/D converters and other necessary data equipment devices may be 
included in the system. 

Most of the methods presented in this book concern on-board diagnostic methods although a 
few methods applied by skilled technicians in workshops are also presented. 





Chapter 1.1 

Robert Bosch GmbH 

In DE2328459 (1975) the company Robert Bosch GmBH proposed one of the earliest 
methods for monitoring a catalytic converter by installing two oxygen sensors, one upstream 
and one downstream of the converter. A warning signal is produced when a voltage difference 
indication between the downstream and the upstream sensors of the oxygen concentration in 
the exhaust gases as a function of aidfuel ratio 1 passes over a predetermined threshold (fig. 
15, lines 28,29), showing that the catalyst cannot oxidize anymore the impurities and must be 
replaced. 

The indication of the sensor can also be corrected for differences in temperature between the 
upstream and the downstream side of the catalytic converter (US4007589 (1977)). The 
disadvantage of the method is that it is accurate only in certain operational domains, which are 
quite difficult to define. 

In DE2444334 (1976) an oxygen concentration sensor upstream of the catalytic converter 
sends a voltage change signal to a monitoring electronic system at certain operating conditions. 
If within a predetermined time interval a similar downstream sensor also changes its output 
voltage, then that is an indication of a too short time difference in this change, meaning that the 
catalytic converter is defective. 

43 
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28 

Fig. 15 (from US4007589) 

In DE4009901 (1991) the aidfuel ratio of the engine starts oscillating at certain operating 
values of load and rotational speed. The signal from each probe then starts fluctuating around a 
mean value q.2 within allowable limits If both signals exceed their limits for longer than a 
preset period of time (fig. 16) then an alarm signal is produced indicating a failure of the 
catalytic converter. 

-__---- 

downstream probe 

Fig. 16 (from DE4009901) 

In DE4024210 (1992) the aidfuel ratio starts oscillating at predetermined operating conditions 
around a mean value from rich to lean and vice versa. The predetermined conditions are 
defined as a stationary load-rotational speed point, where load and speed changes remain 
between certain limits for a predetermined time interval. The measured ratio of the two probe 
signals is then formed: 
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The ratio Ji is used as an indication of the conversion rate of the catalytic converter (fig. 17). 
The catalytic converter is considered operational for a value of R<0.6. M e r  this point the 
catalytic converter is considered as aged. The measured value of the ratio R is also used for 
controlled modification (reduction) of the amplitude of controlled oscillation with decreased 
conversion rate of the catalytic converter (compensation of aging of catalytic converter). 

I - 
0.6 - 

0.2  

time 

Fig. 17 (from DE4024210) 

In DE4039762 (1992) the evaluation of the catalytic converter is based on the signal overshoot 
of the downstream sensor when the air/fbel ratio supplied to the engine changes from lean to 
rich within a predetermined time period. Fig. 18a (leR part) shows the course of the upstream 
sensor output signal during this change, while fig. 18b shows the corresponding output signal 
of the downstream sensor. When the overshoot OS exceeds a predetermined amplitude the 
catalytic converter is considered as aged. Alternatively when the air/t%el ratio is regulated from 
rich to lean within a predetermined time period (fig. 18% right part), the amplitude of the back- 
shoot BS of the output signal of the downstream sensor is used as the evaluation parameter of 
catalytic converter aging (fig. 1812). 
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Fig. 18 (from DE4039762) 

In GB2254939 (1992). the evaluation parameter of aging of a catalytic converter is the 
difference of an actual and a simulated L value of a downstream sensor. The estimation of the 
simulated value involves the measurement of the air mass flow inducted by the engine and 
computation of the oxygen flow to the engine (by multiplying the air mass flow by a factor k 
indicating the mass of oxygen in air). 

where: 
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k = constant 

The deviation M upstream of the catalytic converter compared to value “1” is determined. 
This deviation is positive for lean he1 mixture and negative for rich fuel mixture. The oxygen 
flow into the catalytic converter is determined then as the product of the computed oxygen 
flow to the engine and the above mentioned 1 deviation. 

The oxygen storage of the catalytic converter is defined as that oxygen quantity from a 
continuous additive oxygen flow being able to be stored by the catalytic converter from an 
oxygen free empty state up to an overflow limit, at which the concentration of oxygen in the 
exhaust gas leaving the catalytic converter is above a predetermined value. 

A simulated downstream value of 1 is then set to “1” for as long as the catalytic converter is 
disposed in a filling (emptying) state below (above) an overflow (a depletion) threshold or it is 
set to the upstream 1 value when either of the thresholds is crossed. The method thus utilizes a 
model of the temporal behavior of oxygen flows. 
The method can be extended in measuring the actual 12 value, modifying the defined oxygen 
storage volume of the converter until the simulated temporal mean value of 1 2  corresponds 
with the actual 1, value and utilizing the modified oxygen storage volume as a measure of the 
state of aging of the converter. 

In DE41 12478 ( I  992) a controlled oscillation of the 11 value from rich to lean and vice-versa 
takes place (fig. 19a). When the downstream probe shows a significant variation of 1 2  (fig. 
19b,c), then the time integrals of the products of the exhaust gas flow through the catalytic 
converter times 1, and times 12 are formed: 

T2 

As a measure of the performance loss of the catalytic converter, either the difference between 
said integrals or the quotient of said difference and one of said integrals is used: 
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When one of these values is out of a predetermined range then the catalytic converter is 
considered to be of low performance. 

catalytic converter 
A 2 1  ;; ; slightly deteriorated 

b) t 

I 
cata lytic converter 

deteriorated 

TIME 

Fig. 19 (from DE4 1 12478) 

In DE4112479 (1992) the engine aidfuel ratio is forced to oscillate between a rich and a lean 
value. The quotient of the measured downstream maximum 112 value over the upstream 
maximum 11 value is used then as a deterioration variable AZ for determining the deterioration 
of a catalytic converter. 

The method then comprises correction of AZ based on values of the operating variables, in 
order to reduce the influence of the operating conditions on AZ. 
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In this way AZ can be reliably determined for a variety of operating conditions rather than only 
a few selected operating conditions. 

standard air mass flow standard oscillation frequency 
actual air mass flow actual oscillation frequency 

AZ'= A Z .  

A,?"= AT./?, * (1 - k, . -) 14 
AZ' 

Fig. 20 (from DE41 12479) 
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where: 

Aa - -  a-i 
kr. k2 : constants 

Fig. 20 shows the case of a deteriorated catalytic converter at different operating conditions. 
An idealized time-dependent variation of AI from lean to rich state and vice-versa is shown, 
which is symmetrical around “1”. This means that for a new catalytic converter so much 
oxygen is stored in the catalytic converter in the lean phase as taken therefrom in the following 
rich phase for oxidizing non-combusted exhaust gas components. The thick line corresponds to 
the corresponding measured A 2  value, which, as it can be noticed at time point T1, changes 
indicating that at this point the catalytic converter is exhausted (deteriorated catalytic 
converter). At To the catalytic converter is emptied of stored oxygen. The ratio of the 
maximum amplitudes of these two E. values defines the variable AZ. 

As shown in fig. 20b. the reduction of storage capacity of the catalytic converter leads to a 
shift of TI to the let? and consequently to an increase ofA2,,,,x and ofAZ. 

Figs. 20c-e show different AZ values which depend on the operating conditions of the catalytic 
converter and not necessarily to a change of the state of the catalytic converter. Fig. 20c shows 
the case of a low E.lmax due to a long time period of work of the catalytic converter in the lean 
region. In fig. 20d the control position is shifted towards rich, while in fig. 20e a higher control 
frequency of aidfuel ratio oscillation is used than that of fig. 20a. 

In DE4112480 (1992) the engine is first brought into a forced inertia and idling condition. It is 
then operated with a lean aidfuel ratio mixture @ = I  .05) for a certain time (e.g. 5 sec) until 
the catalytic converter is completely filled with oxygen and the rotation speed is stabilized (fig. 
21a). Then from time point TI onwards, the engine is operated with a A varied in the opposite 
sense (rich) so that the upstream E . 1  value changes in the corresponding direction. The time 
taken between the starting time instant TI till a time instant T3 is measured. T? is the time 
instant at which the signal E.2 of the downstream probe changes in the same sense as the 
upstream one and exceeds a certain threshold E (figs. 2labc). The aging state is defined by the 
parameter AZ which is calculated as follows: 

where 

At 7:v -7; 
k: constant 
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Q,,, : the volume of air introduced to the engine during the time interval At, 

RPM 

A 1  
1,05 

0,95 

A2 
1,05 

0,98 
0,95 

h 

TIME 

Fig. 2 1 (from DE4 1 12480) 

The method of DE4128823 (1993) can be better explained with reference to fig. 22. To is the 
moment where the signal of the upstream probe changes from lean to rich. The broken line 
indicates the corresponding behavior of the downstream sensor output signal. The symbol t, is 
the time span defined as 

where 
t,,, : measured phase shift time of the signals from the two probes 

t =A:  gas travel time from the upstream probe to the catalytic converter upstream face 
Q*, 

tc;A.: = k2 : gas travel time from the catalytic converter upstream face to the downstream 
Q-, 

probe 
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Q, k2: constants dependent on probe arrangement and the catalytic converter volume 
&,, : the volume of air measured at the intake of the engine. 

The actual storage capacity of the catalytic converter is then calculated from the formula: 

r n, I.% 

AZ = J k, . AA, (1) Q,,,, ( I )  d/ 
TO 

where 

A n , ( / ) =  A , ( / ) - I  

and k3 gives the content of oxygen in the air. 

A 

1 -  

Fig. 22 (from DE4128823) 
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It is also logical to assume that the value of the air mass flow is constant and equal to the one 
at time To. By also setting k j  I the above mentioned formula is drastically simplified. 

If f A ~  is a predefined time interval and 

then the formula becomes 

If the value of AZ is lower than a predetermined threshold E then the catalytic converter is 
considered to have been deteriorated. 
The method requires no special test running of the engine and can be carried out at any 
stationary running state of  the engine. 

catalytic converter 
slightly deteriorated 

catalytic converter 
greatly deteriorated 

TIME 

Fig. 23 (ffom DE41 39560) 
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In DE4139560 (1993) a method is presented, which is applicable at stationary conditions of 
the engine (e.g. idling). A number of n oscillations of the upstream 11 signal takes place 
between a rich and a lean value. The product of the two 1 signals is formed 

P = A, . 

Then the sum of all these products is formed and the average value is calculated 

If AZ<E, where E is a predefined threshold, then the catalytic converter is considered to be of 
low efficiency. 

For a higher precision, the upstream signal can be correlated with a phase shift with the 
downstream signal. This correlation value is used for evaluating the performance loss of the 
catalytic converter. This can be better explained by means of fig. 23, where the airhe1 ratio 
variation measured by the upstream sensor (fig. 23a) and the corresponding a i rhe l  ratio 
variation measured by the downstream sensor are shown for the case of a slightly deteriorated 
catalytic converter (fig. 23b) and for the case of a greatly deteriorated catalytic converter (fig. 
23c). A phase shift r is  present between hl and l.2, which is essentially dependent upon the 
running time of the exhaust gas from the upstream sensor to the downstream sensor. This 
phase shift r is hardly dependent upon converter performance loss. The simplest correlation 
used is the cross correlation by multiplying the upstream phase shifted signals hl(t + t) with the 
downstream measured signals b ( t )  and by summing the individual products. 

Another correlation used is the orthogonal correlation. The signals Al(t) and hz(t) are 
multiplied with each other in order to obtain a real component RE after averaging. The 
upstream signal is then shifted by a quarter period (p/4) with respect to the output signal and 
the two signals are multiplied and an imaginary component is obtained. The amplitude and the 
phase p of the output signal can then be computed from the real and imaginary components. 
All four signals, that is the real and imaginary components, the amplitude and the phase p can 
each be used individually for evaluating the state of the performance loss of the catalytic 
converter. 

In patent application Ern546318 (1993) the following method is considered. At time instant to 
it is assumed that the oxygen deficient input quantity in the catalytic converter is higher than 
the oxygen stored. The quantity of fuel injected in the engine then starts oscillating. The engine 
air/f%el modulation factor I*R has a square wave form and the mean value slowly runs down in 
time towards a lean shift of mean aidflow ratio (fig. 24a). The hatched areas over 1 indicate a 
deficiency of oxygen, while the areas under /.'I(= 1 represent an excess oxygen input quantity. 
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The corresponding indication of upstream probe is given in fig. 24b, where it simply shows the 
rich-lean or reverse change in each case with a low signal level being characteristic for oxygen 
excess. 

Fig. 24c shows that the downstream probe registers the rich phase when the oxygen deficient 
input quantity is greater than the oxygen storage capability of the catalytic converter. With 
advancing test duration the oxygen deficient input quantity decreases and finally falls below the 
oxygen quantity that can be stored in the catalytic converter. The oxygen quantity stored in the 
oxygen excess phases is then no longer compensated by the oxygen deficient input quantity and 
the voltage signal Vz no longer reaches a threshold value E at time point td (fig. 24c). After f d  it 
only shows a lean mixture. 

FR: N F  modulation factor 
FR+ 

a 
1 

V4 A 
I 

b 

I t 0  t 

I t0  

Fig. 24 (from EP05463 18) 

Finally, the lower the oxygen storage capacity of the catalytic converter, the later point t,~ will 
occur. In this way the oxygen deficient input quantity is used to some extent as a criterion for 
the condition of a catalytic converter. Fig. 24d shows a case with a time (fd-fo) higher than the 
one of fig. 24c, showing a less efficient catalytic converter. 
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t 

Fig. 25 (fiom DE421 11 16) 

In DE4211116 (1993), at a certain time to a number of oscillations of the engine aidfitel ratio 
takes place from rich to lean and the opposite. The mean value of the variation is maintained 
constant, while the amplitude of the variation increases (fig. 25a). The corresponding voltage 
indication VI of the upstream sensor is shown in fig. 25b, while the corresponding voltage 
indications VZ of the downstream sensor for a non-efficient and for an efficient converter are 
shown in figs. 25c and d respectively. The time tl at which simultaneously the upper peak of 
the VZ variation passes over an upper predefined threshold value and the lower peak of the 
V2 variation passes under a lower predefined threshold EZ is considered to be the degradation 
criterion of a catalytic converter. The smaller the oxygen storage capability of the catalytic 
converter the earlier point tl appears. 

Patent application DE4323243 (1995) refers to a need-based method of heating a catalytic 
converter. The converting power of the catalytic converter is determined by means of the two 
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oxygen sensors which are arranged upstream and downstream of the converter respectively. 
Such methods are known in the prior art. If the converting power determined in this manner is 
not sufficient, measures are taken for heating the converter until a sufficient converting power 
is reached. If the heating measures do not lead to a sufficiently high converting power of the 
catalyst within a predetermined time interval, a diagnostic function is started in order to 
determine whether the converter is damaged. In this way, a damaged converter is not heated 
unnecessarily strongly and measures can be taken to limit the damage and to warn the driver. 
On the other hand, if the catalyst has sufficient converting power, the heating is stopped or not 
even started. 

In DE4337793 (1995) a two-point regulation method is used. The signal 11 of the upstream 
probe is used as the first airhe1 regulation signal from rich to lean and vice versa with a 
certain frequency. When the frequency of the downstream signal is fixed and certain operating 
conditions of the engine are set (e.g. idling), then a two-point engine aidfuel ratio control is 
taken as the actual control signal with the downstream signal considered as a first control 
signal. The frequency f of this regulation is averaged and compared to a threshold fiequency 
value f,. If averaged P f ,  then the catalytic converter is considered as aged and should be 
replaced. 

The method of DE4408504 (1995) uses a specially built gas component concentration sensor 
for monitoring the efficiency of catalytic converters. The sensor comprises a solid oxygen-ion 
conducting electrolyte having two measuring electrodes. The electrolyte consists of ZrOz 
which is stabilized with Y20.1. The first measuring electrode catalyzes the equilibrium setting 
of the exhaust gas, whereas the second electrode does not. A heating device controls the 
temperature of the electrodes. The catalytic activity of the electrodes can be adjusted via 
temperature by arranging them in different temperature regions of the electrolyte. The frst 
measuring electrode consists of platinum (Pt) or a platinum alloy with rhodium or palladium. 
The second measuring electrode consists of gold and/or silver, a platinum alloy with gold 
and/or silver or platinum-bismuth. 

The method of DE19623335 (1997) comprises the following steps: 
I ) determining an actual output signal value of the downstream oxygen sensor 
2) estimating an expected output signal value of the downstream oxygen sensor by means of 

the measured output signal of the upstream oxygen sensor and the measured quantity of 
aidfuel mixture introduced in the combustion chamber of the engine. The expected values 
correspond to a model catalytic converter that still has a sufficient conversion ability 

3) calculating the sum (or integral) of differences of the determined actual and expected output 
signals of the downstream oxygen sensor during a time period 

4) inhibiting the summation of step 3 when 
a) the oxygen filling degree of the converter is higher than a predetermined maximum 

value or the oxygen filling degree of the converter is lower than a predetermined 
minimum value. or 
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b) the per time unit oxygen surplus or shortage of exhaust gas oxygen flowing into the 

5 )  determining that the catalytic converter is deteriorated when the calculated sum (or integral) 
converter is higher than a predetermined maximum value 

of differences of step 3 during said time period is higher than a predetermined threshold 

Fig. 26 shows the criteria to determine the deterioration of a catalytic converter with the 
present method. The distribution in time of the integrated differences of the actual and 
expected values of the output signal of the downstream sensor is shown for four catalytic 
converters with different efficiencies. 

Line 1 corresponds to a catalytic converter almost suffering the same deterioration as a model 
catalytic converter that is used to define the expected values of the output signal of the 
downstream sensor. The fact that the integral of differences between actual and expected 
values is almost zero means that the catalytic converter is similar to the one used as a model 
and the conversion ability is still high. 

Line 2 corresponds to a new catalytic converter with superior conversion ability than the model 
catalytic converter, because it damps the oxygen oscillations better than the model converter. 
The differences between actual and expected values of the output signal of the downstream 
sensor are negative. In other words, the converters that show a line like 2 under the zero line 
are in good condition. 

Lines 3 and 4 correspond respectively to a deteriorated converter and to a catalytic converter 
with no conversion ability. In both cases the measured actual values of the output signal of the 
downstream sensor are greater than the expected values that are based on a still efficient 
catalytic converter. 

Integral of differences actual-expected output signal values of downstream sensor 
1.5 
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Fig. 26 (from DE19623335) 
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Daimler-Benz AG 

In DE3443649 (1986) a workshop test method is proposed. At constant operating conditions, 
a controlled slight oscillation of the engine air/fuel ratio around the stoichiometric one with a 
certain frequency is imposed. First the upstream probe is used as the control probe and the 
corresponding frequency indicati0n.h is determined. Then the downstream probe is used as a 
control probe for the same operating conditions and the corresponding frequency of the 
control .f2 is determined (two-point closed loop control). The quotient of these two controlled 
frequencies is formed 

.A 
.fi 

AZ=- 

and compared with a given required value range of quotients. If the quotient falls out of this 
range then the catalytic converter is considered as exhausted. This range is predefined once for 
the actual type of vehicle or catalytic converter. It obviates the need for road testing. 

In US4622809 (1986) at predefined operating conditions the engine airhe1 ratio forcibly 
oscillates with a certain frequency. The corresponding output voltages of the upstream 
(control) and downstream (test) probes are shown in fig. 27a. 
B is the maximum permissible amplitude of the downstream probe signal. If this limit is 
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exceeded (fig. 27b). the catalytic converter should be replaced, because the smaller the 
amplitude of this signal, the more complete has been the conversion of the exhaust gases in the 
catalytic converter. The averaged value of the downstream probe is also determined and it 
should fall in a predefined range A (fig. 27). In the case where the averaged signal does not fall 
in this range A (fig. 27c), the operating point of the control system is changed for such a length 
of time until the downstream probe has reached a desired value 

rnVc 
rnVolts 

;onbol Drobe test probt 

Time 9 Ti me b) 

C) Time 

Fig. 27 (from US4622809) 
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In GB2178857 (1987) another workshop test method is applied. At idling or fast idling 
conditions, a forced switch of the engine airhe1 ratio fiom rich to lean and the opposite takes 
place. By introducing a delay element (RC element or a low pass filter) in the control circuit of 
the 1. probe located upstream of the catalytic converter, the switch is retarded by 10 to 5000 
msec (preferably 50 to 200 msec). The amount of measured remaining combustible 
constituents in the exhaust gases after the catalytic converter is a measure of its condition. 

In GB2225860 (1990) two oxygen probes are installed in a catalytic converter (fig. 28) in its 
axial direction. The catalytic converter volume between the two probes is equal to 10-30% of 
the total catalyst volume. A sinusoidal forced oscillation of the engine aidfuel ratio (fiom rich 
to lean and the opposite) takes place. The time delay (phase shift) between a respective signal 
of each of the exhaust oxygen probes is evaluated in the control unit (not shown) to provide a 
measure of the state of the aging of the catalytic converter. 

catalytic converter 

Evaluation Unit 

Fig. 28 (from GB2225860) 





Chapter 1.3 

Ford Motor Co. - Ford France SA - Ford Werke AG - Ford 
Motor Co. Canada - Ford Motor Co. Ltd. 

Ford has presented since 1992 a significant number of methods concerning diagnostic methods 
of deterioration of catalytic converters. Most of these methods, except otherwise mentioned, 
have been applied for the engine layout of fig. 29 (see EP0619420 (1994)). 

The controller is shown in the b!ock diagram of fig. 29 as a conventional microcomputer 
including: microprocessor unit, input ports, output ports, read-only memory (ROM) for 
storing the control program, random access memory (RAM) for temporary data storage which 
may also be used for counters or timers, keep-alive memory for storing learned values and a 
conventional data bus. 

The controller is shown receiving various signals from sensors coupled to the engine including: 
measurement of inducted mass airflow from a mass airflow sensor, engine coolant temperature 
!?om a temperature sensor, and indication of engine speed (rpm) from a tachometer. 

The output signal VI from a conventional exhaust gas oxygen sensor 1, positioned upstream 
of catalytic converter, i s  compared to a reference value associated with stoichiometry in a 
comparator for providing a compared output signal V I .  Compared signal VI is a two-state 
signal which is a predetermined high voltage when exhaust gases are rich of stoichiometry and 
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a predetermined low voltage when exhaust gases are lean of stoichiometry. Both compared 
and non-compared signals are coupled to the controller. 

Another conventional exhaust gas oxygen sensor 2 is shown coupled to the exhaust manifold 
downstream of the catalytic converter and provides signal VZ to the controller which is related 
to oxygen content in the exhaust gases. Output signal VZ is also compared to a reference 
value associated with stoichiometry in the comparator for providing two-state output signal 
V2 to the controller. The two-state output signal Vz is preselected high voltage when exhaust 
gases downstream of the catalytic converter are rich of stoichiometry and a low preselected 
voltage when such exhaust gases are lean of stoichiometry. 

The intake manifold of the engine is shown coupled to a throttle body having primary throttle 
plate positioned therein. The throttle body is also shown having a fuel injector coupled 
thereto for delivering liquid fie1 in proportion to the pulse width of a signal from the 
controller. Fuel is delivered to the fuel injector by a conventional fuel system including fuel 
tank, fuel pump, and fuel rail. 

n 

Fig. 29 (tiom EP06 19420) 



Ford Motor Co. - Ford France SA - Ford Werke AG - Ford Motor Co. Ltd. 65 

limit I - test I limit 
cycle I i n t e m i  cycle 

In EP0466311 (1992) a forced modulation (from rich to lean and vice versa) of frequency 
and/or amplitude of the engine air/fbel ratio takes place. The diagnosis is initiated when the 
engine is operating in closed-loop feedback mode and the engine is in steady state speed 
condition. The frequency and the amplitude of the modulation must hlfill certain conditions. 
During this modulation the catalytic converter is considered as degraded, when it is determined 
that there is an absence of substantial change between events in the downstream sensed air/fbel 
characteristic. This change can be 

limit 1- test +imit 
cycle interva cycle 

I )  a change in degree of frequency andlor amplitude of downstream A/F characteristic 

2) a change in time for the downstream sensor to return to cyclical operation. 
or 

In Fig. 30 an example of an artificial amplitude modulation is presented. The left part 
corresponds to a good catalyst, the middle part corresponds to a good catalyst with low 
oxygen storage while the right part corresponds to a degraded catalyst. At time instant TO, the 
CPU imposes a A/F modulation signal and determines whether or not the downstream sensor 
output exceeds a particular threshold E during a predetermined time interval AT (timed 
window). In the right hand portion of fig. 30 the voltage of the downstream sensor passes over 
threshold E before the expiration of AT, so the catalytic converter is considered as degraded. 
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high 92 storage 
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Fig. 30 (from EP04663 11) 
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In  fig. 31a an example of artificial frequency modulation of the engine airhe1 ratio is 
presented. The artificial frequency modulation is initiated at a high frequency at the beginning 
of the interrogation period and progressively reduced to below the normal limit cycle 
frequency of the closed-loop feedback system at termination of the interrogation period. 
During the interrogation period the amplitude of the oscillation is set higher than the amplitude 
of a normal limit cycle. For an efficient catalytic converter, the downstream sensor does not 
detect any modulation breakthrough until the AIE frequency has reached some low value. For 
faulty catalytic converters this breakthrough appears at a much higher air/fLel ratio fiequency. 
“Breakthrough is defined herein to mean that the oxygen storage capacity of the catalytic 
converter has been exceeded, and the modulation signals pass through the converter. 

A/F 

+Test Interval 4 

t 

Time To breakthrough 

Fig. 3 1 (from EP04663 1 1) 
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For linear decrease in time of the A/F modulation frequency, the oxygen storage can be 
determined by measuring the time that it takes for the downstream sensor to start switching 
after the test cycle has begun. 

The downstream sensor might be an EGO or a hydrocarbon sensor 

In US5099647 (1992) an UEGO sensor and a HEGO sensor are installed respectively 
upstream and downstream of the catalytic converter. The outputs of the two sensors are 
coupled to a complementary filter set characterized by a crossover frequency. 

The output of the upstream sensor is applied to a high pass filter, while the output of the 
downstream sensor is applied to a low pass filter. A summer receives inputs from each of the 
high and low pass filter sections and provides an output to a feedback controller which in turn 
controls a fuel metering system applying fuel to the engine. The method comprises three 
embodiments: 

1 )  A low crossover frequency is established. The catalytic converter is then considered as 
exhausted when the measured amplitude of the downstream sensor is less than a 
predetermined amplitude, or 

2) the crossover frequency can be increased until the catalyst monitoring signal reaches a 
predetermined amplitude. The crossover frequency that achieves this predetermined 
amplitude is then determined. The catalytic converter is considered as aged when this 
crossover frequency is greater than a predetermined one, or 

3) the crossover frequency increases until the engine control means reaches airlfuel ratio limit 
cycle operation. The crossover frequency that achieves this limit cycle operation is then 
determined. The catalytic converter is considered as exhausted when this frequency of 
a i rhe l  limit operation is greater than a stored frequency. 

A lrmif cycle is defined as the cycle of variation in aidfuel ratio control signal from a rich limit 
to a lean limit and back to the rich limit again. 

In US5157919 (1992) the control system operates in a limit cycle mode, and frequencies of 
the limit cycles are changed by changing parameters of a system controller. Parameters of the 
catalytic converter are defined based on such limit cycle frequencies. These parameters are 
matched with experimentally developed functions to estimate catalytic converter efficiency. 
The method comprises the following steps: 
1) initiation of a closed loop air/fUel ratio control system using the downstream EGO probe 
2) measuring the frequency of the limit cycle 
3) changing one or more times, operating or structural parameters of a system controller to 

generate different limit cycle frequencies 
4) measuring the frequency of each limit cycle 
5) solving a system of equations which relate the limit cycle frequencies to the catalytic 

converter parameters and 
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6) determining the catalytic converter efficiency from a predetermined catalytic converter 
efficiency characterized as function of a transport time delay and time constants 

The equations of step 5 are formed as follows: The exhaust is described as a transport delay 
time T, (due to time from fuel delivery to engine cylinder till exhaust gas reaches the EGO 
sensor) and a set of first order low pass filters connected in series (due to catalytic converter 
oxygen storage damping of exhaust fluctuations, response of EGO, physical mixing and 
chemical reactions of the exhaust gases in the exhaust pipe). 

In a form of Laplace transform, the transfer function lV,,(s) of the system is 

where To are the low pass filter constants. 
1” and 7d are unknown parameters which are to be determined during a test 
A controller with transfer function in Laplace form 

can be used, where H is the calibratable gain (jumpback) and G is the controller ramp 

The limit cycle period 7;, of the controller can be calculated from the following system of n+l 
equations with (n+l) unknown parameters 

where: 
c, is a known function of the controller jumpback H and the time constants T, . 

The set of equations is formed by changing G, H or both of them n times. Additionally, (n+l) 
limit cycles Ti corresponding to each controller parameter setting should be measured. Then 
the set of (n+l) algebraic equations may be solved using any known numerical method. The 
catalytic converter efficiency is then determined from a predetermined catalytic converter 
efficiency characterized as a function of the calculated transport time delay and the calculated 
time constants. 

In US5159810 (1992) the downstream EGO sensor is used for the engine closed loop airkel 
control during monitoring of the catalytic converter. The measured limit cycle frequency at 
various engine speednoad conditions is compared to stored benchmark limit cycle frequencies 
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as finctions of engine speed/load conditions. If the measured frequency is higher than the 
stored one, the catalytic converter is considered to be degraded. 

In W09303358 (1 993) two differentially catalyzed EGO sensors replace the conventional 
EGO sensor downstream of the catalytic converter (fig. 32). One of the sensors is highly- 
catalyzed while the other one is low or non-catalyzed. As it can be noticed from fig. 32, there 
is an important change of the downstream highly-catalyzed sensor signal depending on whether 
the catalytic converter is good or bad. 

The low or non-catalyzed sensor signal shows smaller amplitude variations, because the sensor 
cannot equilibrate the gases in the case of a bad converter and the sensor is consequently 
saturated. 
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Fig. 32 (from W09303358) 

f fhe  engine is operated under closed-loop control by making use first of the downstream 
highly-catalyzed sensor and then by making use of the downstream low or non-catalyzed 
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sensor and the change in the engine aidfuel ratio feedback signal is observed while doing so. 
Since the two sensors will produce the same output voltage at a different aidfuel ratio value, 
there will be a difference in the aidfie1 feedback signal of the engine depending on which 
sensor is in control. The magnitude of the change in aidfuel feedback signal is used as an 
indicator of the condition of the catalytic converter. 

In fig. 33 a preferred embodiment of the current method is presented. The feedback signal of 
aidfuel ratio using a low or non-catalyzed downstream sensor, gradually increases to a new 
higher level over a period 5-10 sec in the case of a degraded catalytic converter. This period is 
enough for an accurate, clear comparison of the signals to be made. In case of a good catalytic 
converter this signal remains essentially the same as for the highly-catalyzed sensor. The 
method does not require any comparisons to pre-stored data for the evaluation of the condition 
of the catalytic converter. 
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Fig. 33 (from W09303358) 

The oxygen sensors used in the method of W09303358 (1993) are described in detail in 
W09303357 (1 993). 
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In EP0521641 (1993) and US5313791 (1994) thefeedhack p i n  of the feedback loop control 
is the parameter that defines the exhaustion of a catalytic converter. The rate at which the 
controller system increases or decreases the engine airhe1 ratio for a step change in the 
downstream HEGO sensor output is defined as the p i n  of the post-catalytic converter air/fbel 
feedback system. The engine is operated under closed-loop control with the downstream 
HEGO probe controlling the air/hel ratio. Three embodiments of this method are presented: 

. - rr ' ( , , , \ yu t ion  

c z A "I - 
i 

z ; i r i b u t i o n / i  

1 )  The gain of the downstream air/hel feedback loop is set at a low value during test. Low 
value means that when the catalytic converter conversion efficiency is high enough then no 
definite limit cycle oscillation is produced. Any degradation of the catalytic converter is 
detected by looking for a decrease in the amplitude of the HEGO sensor output fluctuations 
compared to the value measured with a good catalytic converter. Temperature corrections 
to the HEGO control signal may also be applied. 

2) The gain of the feedback loop is automatically adjusted to maintain the amplitude of the 
HEGO sensor output at a particular value. As the catalytic converter conversion efficiency 
decreases, the gain would automatically increase. When the gain exceeds some preset level 
then the catalytic converter is considered as exhausted. 

3 )  The feedback gain is increased from an initial low value until it is high enough to produce a 
relatively clean limit cycle oscillation. At that point, the gain is held constant and the limit 
cycle frequency is measured. A low gain is used initially to prevent overdriving the catalytic 
converter, which could result in a multiplicity of limit cycle frequencies. Thus, indication of 
catalytic converter degradation is based on a combination of the feedback gain required to 
produce a limit cycle oscillation and the value of the limit cycle frequency. 

Fig. 34a (from US52654 16) Fig. 34b (from US5265416) 
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In US5265416 (1993) the aidfuel ratio fed to the engine is perturbed on a cylinder-to-cylinder 
basis above and below a mean or average aidfuel ratio. That is, individual cylinders are fed, in 
their firing sequence, alternately rich and lean aidfuel mixtures with no overall rich or lean shift 
of the fuel mixture (maldistribution). The output signal of the downstream of the catalytic 
converter installed EGO sensor during the perturbation is compared to the corresponding 
signal measured a time period either immediately preceding or immediately following this 
perturbation. As it can be seen from fig. 34a, the EGO sensor output is substantially unaffected 
for both cases of perturbed and non-perturbed engine aidfuel ratio and for the case of an 
efficient catalytic converter. The EGO sensor output is measurably affected by cylinder-to- 
cylinder maldistribution in the case of low efficiency converter (fig. 34b). In both figures the 
EGO sensor output is shown as the portion of time the output signal is on the rich side of the 
EGO sensor switch-point. The difference of the EGO outputs for the cases of cylinder-to- 
cylinder aidfuel ratio maldistribution and non-maldistribution is a measure of catalytic 
converter efficiency. 

airffiel t 
ratio ' I  lean perturbation 

time 

Fig. 35 (from US5272872) 

In US5272872 (1993) the test period starts at steady state conditions of the engine, during 
which the closed loop fuel control of the engine is carried out by using only the output signal 
of the upstream EGO sensor. Aidfuel ratio perturbations are generated comprising 
establishment of an initial lean interval of the aidfuel ratio higher than the stoichiometric one, 
followed by a series of rich intervals alternating with lean intervals (fig. 35). 
The lean intervals are of a small amplitude and long duration whereas the rich intervals are of 
high amplitude and short duration. The average aidfuel remains equal to  the stoichiometric 
one. The number of perturbations sensed by the upstream sensor is compared to the number of 
perturbations detected by the downstream EGO sensor following the initial lean interval. An 
efficiency value of the catalytic converter is then determined on the basis of this comparison. 
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This value is then compared to a pre-determined, stored value of the catalytic converter 
efficiency in order to determine if the converter is within an acceptable efficiency range. 

In US5289678 (1994) a dual closed loop airhe1 ratio control system is used with two EGO 
sensors installed upstream and downstream of the catalytic converter. The number of times the 
downstream EGO sensor switches from rich to lean and vice versa is compared to the 
corresponding number of times the upstream EGO sensor switches during normal system 
operation over the course of a test period. 

The ratio of the switching frequencies is calculated and compared to a pre-determined, stored 
value in order to draw conclusions about the efficiency of the catalytic converter. Typically, for 
a well hnctioning catalytic converter, the upstream sensor may switch ten times for each 
downstream sensor switch. As the catalytic converter degrades the ratio moves closer to one- 
to-one. A normalization of the frequency ratio calculation allows the reduction of dependence 
of engine speed and load on the downstream sensor. 

In US5319921 (1994) the test of the catalytic converter takes place at steady operating 
conditions. During test mode, a test signal is produced, which has a total variation of zero 
mean value. The test signal is a periodic function having a frequency higher than the natural 
frequency of the limit-cycle of the downstream EGO sensor. The control of the fuel in the 
engine takes place by means of a control signal produced from this test signal and the signal of 
the downstream EGO sensor (e.g. by summing the two signals). After a certain number of 
cycles the controlling system locks up the test signal i.e. the output signal from downstream 
EGO sensor and the controller of the system oscillate with the same frequency as the test 
signal. Then a value of the downstream output signal is compared to a stored value 
corresponding to a minimum acceptable efficiency of the catalytic converter. This output can 
be the integral, over a test interval, of an absolute value of the downstream output signal 
deviation from stoichiometry (h=l), divided by the integral over the test interval of the fuel 
flow control signal deviation from stoichiometry. A failure signal is produced when the 
measured efficiency is lower than an acceptable value. 

In US5351484 (1994), the efficiency of a light-off catalytic converter installed upstream of a 
main catalytic converter is monitored. Two EGO sensors are installed upstream and 
downstream of the light-off catalytic converter. The monitoring is activated when the mass of 
the air flow into the engine is such that the space velocity is sufficiently low and the catalytic 
converter monitoring is not saturated. The ratio of the frequencies of the downstream EGO 
switching to the upstream EGO switching is used then as criterion of degradation of the 
catalytic converter. 

In US5353592 (1994) an attempt is made to provide a catalytic converter monitoring method 
while concurrently maintaining airhe1 control. Two EGO sensors upstream and downstream 
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of the catalytic converter are used. The measured inducted flow of air to the engine (hrther 
called simply “air flow”) is used as a criterion of the catalytic converter degradation. The 
method consists of the following steps: 
I )  adjusting the engine aidfuel ratio in response to the feedback signal derived from the 

upstream EGO output 
2) accumulating one of a plurality of air flow values upon each transition in output states of the 

downstream EGO sensor output, each of the air flow values being related to one of a 
plurality of inducted air flow ranges inducted into the engine and said air flow value which is 
accumulated upon the downstream sensor output transition is related to the air flow range 
in which the downstream sensor output transition occurred 

3) averaging the accumulated air flow values over a test period e.g. by dividing said air flow 
values accumulated over said test period by an accumulation of said downstream sensor 
transitions over said test period 

4) and providing an indication of converter degradation when the average falls below a pre- 
selected average. 

The test period is completed when the engine has operated for at least a minimum pre-selected 
number of upstream sensor output transitions per air flow range. The transitions in the 
upstream and downstream EGO sensors are generated by comparing each sensor output to a 
reference. 

In EP0619420 (1994) a ratio of the transition frequency of the downstream EGO sensor over 
the transition frequency of the upstream EGO defines the criterion of efficiency of the catalytic 
converter. The method consists of the following steps: 
1) defining a number of inducted engine air flow ranges 
2) separately counting the number of transitions from lean aidfuel ratio to rich and vice versa 

of the upstream EGO sensor in each of the inducted air flow ranges 
3) limiting each of the separate upstream sensor counts to one of a corresponding plurality of 

pre-selected maximum values for each of the air flow ranges 
4) generating a separate test period for each of the flow ranges when the upstream sensor 

reaches the corresponding maximum value of transitions 
5) counting the corresponding transitions of the downstream sensor output for each separate 

test period 
6) summing all transition counts of the downstream sensor output for air flow ranges for at 

least the test period corresponding to each of the flow ranges 
7) summing all transition counts of the upstream sensor output for air flow ranges for at least 

the test period corresponding to each of the flow ranges 
8) forming the ratio of the sum of step 6 over the sum of step 7 
9) concluding that the catalytic converter is degraded when this ratio exceeds a predetermined 

ratio 

The method also includes the steps of controlling fuel delivered to the engine in response to a 
feedback of the upstream sensor output and trimming this output in response to a trim signal 
derived from the downstream sensor output. 
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In US5363646 (1994) the following steps are applied: 
1) integrating an output of the upstream oxygen sensor to generate a feedback variable 
2) controlling he1 delivery to the engine in response to this feedback variable 
3) providing a test period each time the engine has completed operation within each of a 

plurality of inducted air flow ranges for at least a minimum duration in each of said air flow 
ranges. Said minimum duration comprises a pre-selected number of transitions of the 
feedback variable per air flow range. 

4) generating a monitoring ratio related to a ratio of frequency of transitions in the feedback 
variable to frequency of transitions from the downstream sensor output for each of said test 
periods 

5) providing a weighted average of the monitoring ratio over a plurality of test periods 
6) indicating degradation in efficiency of the converter when the weighted average of step 5 

exceeds a predetermined value (for a pre-selected number of times). 

The weighted average of the monitoring ratio of step 5 is reset to the monitoring ratio itself 
after the monitoring ratio exceeds the weighted average by a pre-selected amount A. 
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Fig. 36 (from US53636463 
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This operation is described in fig. 36, where TPI to TP7 correspond to 7 test periods. Lines 
630,632,634 and 638 correspond to a hypothetical selected monitoring ratio, a corresponding 
weighted average ratio, a deviation A from the weighted average ratio and a reference ratio 
indicating a faulty catalytic converter respectively. Selected ratios are shown at the end of each 
test period. 
At the end of TPl the selected ratio (line 630) is higher than the reference ratio (638). This 
seems to be a casual fluctuation and is not an indication of catalytic converter failure because 
the corresponding weighted average ratio (line 632) is below reference line 638. At the end of 
TP6 the selected ratio (line 630) exceeds weighted average ratio (line 632) by more than A. 
Accordingly, the weighted average ratio (line 632) is reset to selected ratio (line 630) as shown 
at TP6. The reset weighted average (line 632) at TP6 exceeds reference line 638 indicating a 
degraded catalytic converter. 

In US5381656 (1995) the following mentioned steps are followed: 
1) generating a feedback variable by integrating an output of the upstream oxygen sensor 
2) trimming said integration by a signal derived from the output of the downstream oxygen 

3) cycling the above mentioned variable above and below a nominal value 
4) adjusting fuel delivered to the engine by the feedback variable 
5) generating a first test signal by squaring the peak amplitude of said feedback variable for 

each cycle of a plurality of cycles of step 3 and summing the squares 
6) generating a second test signal by squaring the peak amplitude of the downstream sensor 

output for each cycle of a plurality of cycles of step 3 and summing the squares 
7) completing a test cycle generated when the engine has operated during a plurality of 

inducted air flow ranges each for a predetermined duration. This duration comprises a pre- 
selected number of cycles of the feedback variable. 

8) after completion of test cycle, indicating degraded catalytic converter when a ratio of the 
second test signal over the first test signal exceeds a predetermined ratio 

sensor 

In US5386693 (1995) the following steps are applied 
1) integrating an output of the upstream oxygen sensor to generate a feedback variable 
2) controlling fuel delivery to the engine in response to this feedback variable 
3) providing a test period each time the engine has completed operation within each of a 

plurality of inducted air flow ranges for at least a minimum duration in each of said air flow 
ranges. Said minimum duration comprises a pre-selected number of transitions of the 
feedback variable per air flow range. 

4) generating a first monitoring ratio related to a ratio of frequency of transitions in the 
feedback variable to frequency of transitions from the downstream sensor output for each 
of said test periods 

5) generating a second monitoring ratio related to a ratio of amplitude of transitions in the 
feedback variable to amplitude of transitions fiom the downstream sensor output for each 
of said test periods 
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6) indicating degradation in efficiency of the converter when at least both said first monitoring 
ratio and said second monitoring ratio are beyond pre-selected values during said test period 

7) by hrther generating a third monitoring ratio related to a ratio of an integration of said 
feedback variable to an integration of the downstream exhaust gas oxygen sensor output 
during this test period and wherein said indicating step 6 is also responsive to said third 
monitoring signal. 

In US5404718 (1995) the method consists of the following steps: 
1 )  providing a test cycle each time the engine has completed operation within each of a 

plurality of inducted air flow ranges for at least a minimum duration in each of said air flow 
ranges. Said minimum duration comprises a pre-selected number of transitions from a first 
state to a second state of the output signal of the upstream sensor while the engine operates 
in one of said flow ranges. 

2) integrating an output of the upstream oxygen sensor over said test cycle to generate a 
feedback variable 

3) controlling fuel delivery to the engine in response to this feedback variable 
4) integrating an absolute value of the feedback variable over said test cycle to generate a first 

5 )  integrating a rectified output of the downstream sensor over said cycle to generate a second 

6 )  calculating a ratio of said second control signal to said first control signal to determine 

control signal 

control signal 

catalytic efficiency by comparing this ratio to a predetermined one. 

In US5390490 (1995) the method follows the steps mentioned below: 
1) detecting the oxygen content of the exhaust gases by means of the upstream sensor 
2) detecting the oxygen content downstream of the catalytic converter by means of the 

3) maintaining the airlfhel mixture fed to the engine at a first bias value 
4) calculating a first time value, which is indicative of the time required for the upstream 

sensor to detect the exhaust gas produced from the combustion of the aidfuel mixture 
maintained at the first bias value 

5) calculating a second time value, which is indicative of the time required for the downstream 
sensor to  detect the exhaust gas produced fiom the combustion of the airltiel mixture 
maintained at the first bias value 

6) estimating the efficiency of the catalytic converter from pre-stored data by making use of 
these first and second time values. If the efficiency is outside a predetermined range then the 
catalytic converter is considered as exhausted. 

downstream sensor 

Additionally, the method allows a repetition of steps 4 and 5 for calculating a third and a fourth 
time value when the exhaust gas produced from the combustion of the aidfuel mixture is 
maintained at a second bias value. Then the efficiency of the catalytic converter is additionally 
responsive to said second bias value and to said third and fourth time values. In this case the 
aidfuel mixture is altered abruptly from the first to the second bias value. 
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The method of US5499500 (1996) comprises the following steps: 
1) adjusting the he1 delivered to the engine (responsive to the upstream oxygen sensor) to 

maintain the engine aidhe1 ratio at a desired value 
2) pumping electric current at a gradually increasing amplitude into an electrode of the 

downstream exhaust gas oxygen sensor having a non-catalytic electrode until the output of 
the sensor changes output states 

3) providing an indication of the converter efficiency in relation to the pumping current 
amplitude occurring at the change of the downstream sensor output state 

The method also allows checking of the condition of the downstream sensor and to retard the 
engine ignition timing when the efficiency of the catalytic converter is less than a 
predetermined efficiency. 

The method of US5522219 (1996) allows the monitoring of the condition of an auxiliary 
catalytic converter installed in a bypass channel upstream of the main catalytic converter and 
the monitoring of the main catalytic converter as well (fig. 37). 

The exhaust gases are enabled to flow through the auxiliary catalytic converter when the 
temperature of the exhaust gases is lower than a predetermined value and the exhaust gases are 
enabled to flow only through the main catalytic converter when the temperature is over the 
predetermined value. This switching of the exhaust gases flow takes place by means an 
electronic control of two bypass valves, one installed in the bypass channel and one installed in 
the main channel. The method comprises the following steps: 
1) establishing test conditions based on the air flow inducted to the engine (see the description 

of any of the methods mentioned above) 
2) adjusting the engine aidfuel ratio in response to a feedback variable derived from the 

oxygen sensor installed upstream of the main catalytic converter 
3) correcting the feedback variable in response to a correction signal derived from the oxygen 

sensor downstream of the main catalytic converter 
4) allowing flow of the exhaust gas through the main catalytic converter at high temperatures 

of the gases 
5 )  providing a first ratio of transitions in outputs of exhaust gas oxygen sensors respectively 

positioned downstream and upstream of the main catalytic converter 
6) allowing flow of the exhaust gas through the auxiliary catalytic converter at low 

temperatures of the gases 
7) providing a second ratio of transitions in outputs of exhaust gas oxygen sensors respectively 

positioned downstream and upstream of the auxiliary catalytic converter 
8) indicating degraded operation of the main catalytic converter when the first ratio exceeds a 

first predetermined ratio 
9) indicating degraded operation of the auxiliary converter when both the second ratio exceeds 

a second predetermined ratio and an indication of the air flow inducted into the engine 
exceeds a predetermined air flow 
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The method of patent US5544481 (1996) comprises the following steps: 
1) delivering fuel to the engine in proportion to a fuel signal 
2) adjusting the fuel signal with a feedback variable derived from a comparison of a reference 

amplitude to an output amplitude of the upstream exhaust gas oxygen sensor 
3) biasing the fuel signal in relation to a biasing signal derived from a comparison of a 

reference value to an output amplitude of the downstream exhaust gas oxygen sensor 
4) generating a difference in amplitude of the downstream sensor output amplitude between 

two successive sample periods 
5) storing the downstream sensor output amplitude as a peak amplitude each sample period 

when the downstream sensor amplitude difference changes signs thereby providing a stored 
peak value 

6) indicating a downstream sensor transition when the downstream sensor difference between 
the stored peak value and the peak value stored during a previous change in said sign of the 
downstream sensor amplitude exceeds a predetermined value 

7) indicating catalytic converter efficiency from a ratio of transitions of the downstream 
sensor transitions to transitions of the upstream signal derived from the upstream sensor 
output amplitude 

fuel tank 
9 

inducted 
auxiliary catalyst air flow 

Fig. 37 (from USS522219) 
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Engines with multiple cylinder groups 

The following methods refer to the case of an engine with two banks of cylinders comprising a 
catalytic converter at the common pipe section of the two banks (fig. 38). 

Referring to fig. 38, an engine has two exhaust pipes (left and right), one for each bank of the 
engine which are joined together in a common exhaust pipe which is applied to a catalytic 
converter. From the catalytic converter an exhaust pipe passes the exhaust gas to the outside. 
An exhaust gas oxygen sensor la is located in the left bank exhaust pipe, an exhaust gas 
oxygen sensor Ib is located in the right bank exhaust pipe, an exhaust gas oxygen sensor 1 is 
located upstream of the converter and an exhaust gas oxygen sensor 2 is located downstream 
of the converter. The exhaust gas oxygen sensor la is a typical air fuel ratio amplitude signal 
versus time characterizing the exhaust gas carried in let? bank exhaust pipe. The exhaust gas 
oxygen sensor 1 b is an air fuel ratio amplitude signal versus time characterizing the exhaust gas 
carried in the right bank exhaust pipe. A catalytic converter monitoring control module is 
coupled to exhaust gas oxygen sensors 1 and 2 to sense a switching rate of sensors 1 and 2 and 
to determine when monitoring of the catalytic converter can occur. The control module is also 
coupled to exhaust gas oxygen sensors la and Ib to sense switching signals used for aidfuel 
ratio control. 

Fig. 38 (from US5357753) 
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In US5357753 (1994), a method for detecting deterioration of a catalytic converter is 
presented for a layout similar to this of fig. 38. 
If the airlfuel ratios in the two branches are out of phase, then the aidfuel ratio upstream of the 
catalytic converter is substantially constant (fig. 39a) and monitoring is disabled. Monitoring is 
made possible when a forced variation of the aidtiel ratio upstream of the catalytic converter 
exists and is over a certain threshold (fig. 39b). That means that the airhe1 signals in the two 
branches are in phase. Then the signals of the upstream sensor (fig. 39c) and the downstream 
sensor (fig. 39d) are compared and the effectiveness of the catalytic converter is determined. 
The two sensors placed in the branches are used as feedback elements, whereas the sensors 
installed upstream and downstream of the catalytic converter are used only for the monitoring. 
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Fig. 39 (from US5357753) 

In US5385016 (1995) a method to monitor a catalytic converter is presented for an engine 
with two cylinder banks as the one of US5357753 (1994). The arrangement of the sensors is 
similar to the one of fig. 38 except for the fact that the sensor placed between the junction of 
the two exhaust gas branches and the catalytic converter is removed. The method consists of 
the following steps: 
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1) adjusting the fuel delivered to the left bank of cylinders in response to the upstream sensor 
placed at the right exhaust branch and in response to the oxygen sensor placed downstream 
of the catalytic converter 

2) adjusting the fuel delivered to the right bank of cylinders in response to the upstream sensor 
placed at the left exhaust branch and in response to the oxygen sensor placed downstream 
of the catalytic converter 

3) creating an inferred signal by combining output signals from said left and right exhaust 
oxygen sensors. An inferred signal is an inference of an output from a hypothetical exhaust 
gas oxygen sensor exposed to a hypothetical blended mixture of exhaust gases from the 
right and left exhaust manifolds. The inferred signal i s  extracted from a lookup table in 
fbnction of the sampled signals of the left and right oxygen sensors 

4) indicating converter efficiency in response to a ratio of a count in transitions between output 
states of the downstream sensor to the count in transitions between output states of said 
inferred signal. When this ratio exceeds a predetermined one the catalytic converter is 
considered as degraded 

The creation of the inferred signal and indication of the catalytic converter efficiency occur 
during a test period, which is completed when the engine has completed operation within each 
of a plurality of inducted air flow ranges for at least a minimum duration in each of said air 
flow ranges. The minimum duration is determined when the inferred signal has completed a 
predetermined number of transitions. 

The table of inferred signals of step 3 is generated by empirical testing and measurements for 
many combinations of catalytic converter upstream signals. 



Chapter 1.4 

Toyota Motor Co. Ltd. 

Toyota has presented since 1990 a significant number of methods concerning diagnostic 
methods of deterioration of catalytic converters. Most of these methods, except otherwise 
mentioned, have been applied for an engine layout similar to that of fig. 40. 

In fig. 40, an air-intake passage of the engine is provided with a potentiometer-type airflow 
meter for detecting an amount of air drawn into the engine and generates an analog voltage 
signal proportional to the amount of air flowing through. The signal from the air-flow meter is 
transmitted to a multiplexer incorporating analog-to-digital (AD) converter of the control 
circuit. 

Crank angle sensors, for detecting the angle of the crankshaft (not shown) of the engine, are 
disposed at a distributor. The first of the crank angle sensors generates a pulse signal at every 
720 DEG crank angle (CA) and the second crank angle sensor generates a pulse signal at every 
30 DEG CA. The pulse signals from the crank angle sensors are supplied to an input/output 
(VO) interface of the control circuit. Further, the pulse signal of the second crank angle sensor 
is then supplied to an interruption terminal of a central processing unit (CPU) . 

In the air intake passage, a fuel injection valve is provided at an inlet port of each cylinder of 
the engine, for supplying pressurized fuel from the he1 system to the cylinders of the engine. 

83 
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(ALARM con t ro I, 

Fig. 40 (from EP0547326) 

A coolant temperature sensor for detecting the temperature of the coolant is disposed in a 
water jacket of a cylinder block of the engine. The coolant temperature sensor generates an 
analog voltage signal in response to the temperature of the coolant, and transmits this signal to 
the A/D converter of the control circuit . 
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In the exhaust system, a three-way reducing and oxidizing catalytic converter is disposed in the 
exhaust passage downstream of the exhaust manifold. The catalytic converter is able to remove 
three pollutants in the exhaust gas, i.e., CO, HC and NO,, simultaneously. 

An upstream oxygen sensor I is provided at the exhaust manifold , i.e., upstream of the 
catalytic converter. A downstream oxygen sensor 2 is disposed at an exhaust pipe downstream 
of the catalytic converter. The upstream oxygen sensor 1 and the downstream oxygen sensor 2 
generate output signals corresponding to the concentration of the oxygen component in the 
exhaust gas. More specifically, the oxygen sensors 1 and 2 generate output voltage signals 
which are changed in accordance with whether the air-fuel ratio of the exhaust gas is rich or 
lean, compared with the stoichiometric air-fuel ratio. The signals output by the oxygen sensors 
1 and 2 are transmitted to the ND converter of the control circuit. 

The control circuit, which consists of a microcomputer, may further comprise a central 
processing unit (CPU), a read-only-memory (ROM) for storing a main routine and interrupt 
routines such as a fuel injection routine, an ignition timing routine and constants, etc., a 
random-access-memory (RAM) for storing temporary data, a backup RAM (B-RAM), and a 
clock generator for generating various clock signals. The backup RAM is directly connected to 
a battery (not shown), and therefore, the content of the backup RAM is preserved even when 
the ignition switch (not shown) is turned off 

A throttle valve operated by a vehicle driver, is provided in the intake air passage, together 
with an idle switch for detecting the opening of the throttle valve and generating a signal when 
the throttle valve is fully closed. This signal is supplied to the I/O interface of the control 
circuit. 

A secondary air supply valve for introducing secondary air to the exhaust manifold is provided 
to thereby reduce the emission of HC and CO during a deceleration or idling operation of the 
engine. 

An alarm which is activated when it is determined that the catalytic converter has deteriorated. 

A down counter, a flip-flop , and a drive circuit are provided in the control circuit for 
controlling the fuel injection valve. 

When a he1 injection amount is calculated, the fuel injection amount is preset in the down 
counter, and simultaneously, the flip-flop is set, and as a result, the drive circuit initiates the 
activation of the fuel injection valve. On the other hand, the down counter counts up the clock 
signal from the clock generator, and finally, a logic "1"  signal is generated from the terminal of 
the down counter, to reset the flip-flop, so that the drive circuit stops the activation of the fuel 
injection valve, whereby an amount of fuel corresponding to the fuel injection amount TAU is 
supplied to the cylinders. 
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Interruptions occur at the CPU when the A/D converter completes an A/D conversion and 
generates an interrupt signal; when the second crank angle sensor generates a pulse signal; and 
when the clock generator generates a special clock signal. 

The intake air amount data from the airflow meter and the coolant temperature data from the 
coolant sensor are fetched by A/D conversion routine(s) executed at predetermined intervals, 
and then stored in the RAM ; i.e., the intake air amount data and the coolant temperature data 
in RAM are renewed at predetermined intervals. The engine speed is calculated by an intempt 
routine executed at 30 DEG CA, Le.. at every pulse signal of the crank angle sensor, and is 
stored in the RAM. 

In JP2091440 (1990), at certain conditions of air flow inducted to the engine and of engine 
load, the aidfuel ratio of the engine oscillates from lean to rich and vice versa. The aidfirel ratio 
is adjusted in accordance with the outputs of the upstream and downstream oxygen sensors. 
When the number of oscillations of the downstream sensor exceeds a certain value, the 
catalytic converter is considered as degraded. 

In JP2030915 (1990), JP2033408 (1990) and JP2207159 (1990) the air/firel ratio of the 
engine changes from a lean to a rich state. The time that is needed for the downstream sensor 
to also change from lean to rich state is measured (lime lug). When this time is less than a 
predetermined value then the catalytic converter is considered as degraded. 

In JP3057862 (1991) the ratio of the reversals of the output signals of the two oxygen sensors 
during feedback-control is formed and compared to a predetermined threshold. If the threshold 
is exceeded then the catalytic converter is considered as deteriorated. 

In US5088281 (1992) the main criterion used for the evaluation of the efficiency of the 
catalytic converter is also the lime lug (phase shift) between the time point of a signal switch 
indicated by the upstream oxygen sensor and the corresponding time point that the 
downstream oxygen sensor senses this signal switch. The signal switch can be a forced change 
of the engine aidfuel ratio from stoichiometry to a rich state or from stoichiometry to a lean 
state or a combination of the two. The catalytic converter is considered as degraded when the 
measured time lag is lower than a predetermined value. 
One embodiment of the method is  shown in fig. 41. The engine aidhel ratio starts at time 
point T2 switching forcibly from lean to rich and vice versa according to fig. 41a. Figs. 41b,c 
and d show the signal of the downstream sensor for the cases of a small, a medium and a large 
deterioration of the catalytic converter respectively. The time (T1- T2) is long enough to expel 
all oxygen from the catalytic converter (rich state). The time (T5 - T3) corresponds to a lean 
state and at Ts oxygen is filly stored in the catalytic converter. T4 (T4’, Ti’) is the time point at 
which the downstream sensor detects a switch from a rich side to a lean side. T6 (T6’. Tg).) is 
the time point at which the downstream sensor detects a switch from a lean side to a rich side. 
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The sum of the time lags (Tq - Tq)+( T6 - T5) is calculated. If this sum is lower than a 
predetermined value the catalytic converter is considered as degraded. 

I 
I I 1 ;  
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I I  I j rich 

airlfuel 

amount lean 

Fig. 41 (from US508828 1) 
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In US5134847 (1992) the technique proposed comprises the following steps: 
1) adjusting an aidfuel ratio in accordance with the outputs of the upstream and downstream 

oxygen sensors 
2) detecting whether the catalytic converter is deteriorated in accordance with an output of the 

downstream sensor while the aidfuel ratio is adjusted by an air/fbel correction amount. The 
criteria of deterioration proposed are: 

a) when the amplitude of the output signal from the downstream oxygen sensor is 
larger than a predetermined value, or 

b) when the period of the output signal of the downstream oxygen sensor is smaller 
than a predetermined value, or 

c) when the ratio of periods of the output of the upstream oxygen sensor to the 
period of the output of the downstream oxygen sensor is larger than a 
predetermined value. 

3) detecting whether the upstream sensor is a normal state in accordance with the output of 

4) prohibiting the detection of state of the catalytic converter efficiency when the upstream 
said sensor 

oxygen sensor is in an abnormal state. 

In US5165230 (1992) the following steps are comprised: 
I) calculating an aidfuel ratio feedback correction amount in accordance with an output of the 

upstream sensor. The correction procedure skips down said aidfuel ratio feedback 
correction amount by a leati skip amount when an output of the upstream sensor is switched 
from a lean side to a rich side, gradually decreases the aidfuel ratio feedback correction 
amount by a lean integration amount when the output of said upstream sensor is on the rich 
side, skips up the air/fbel ratio feedback correction amount by a rich skip amount when the 
output of said upstream sensor is switched from the rich side to the lean side, and gradually 
increases said aidfuel ratio feedback correction amount by a rich integration amount when 
the output of said upstream sensor is on the lean side. The correction procedure may also 
include rich and lean delay means for delaying the output of the upstream sensor when 
switched from lean to rich aidfuel and from rich to lean air/fuel respectively. 

2) controlling the air/fbel ratio to a predetermined target aidfuel ratio on the basis of said 
aidfuel ratio feedback correction amount 

3) determining whether or not an engine running state is a predetermined engine running state 
4) reducing a rate of change of said aidfuel ratio feedback correction amount when it is 

determined that the engine running state is said predetermined engine running state. The 
reduction procedure reduces the lean and rich skip amounts and/or the lean and rich 
integration amounts by multiplying them with certain coefficients. 

5 )  determining that the condition of the three-way catalyst has deteriorated by utilizing an 
output of the downstream aidfuel ratio sensor when the engine runs in said predetermined 
state. The criterion of deterioration is whether the number of reversions of the output of the 
downstream sensor per unit time is larger than a predetermined number. 

As shown in fig. 42 for the case of a slightly deteriorated converter, since the rate of change of 
the aidfuel ratio feedback correction amount becomes small, the rate of change of the voltage 
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output by the upstream oxygen sensor also becomes small. Accordingly, since the rate of 
change of the oxygen storage amount becomes small, the time for which the oxygen storage 
amount is zero becomes short, and thus the voltage output of the downstream sensor is rarely 
higher than the threshold E .  Accordingly, when a slight deterioration of the condition of the 
catalytic converter is determined, the frequency of the voltage output by the downstream 
oxygen sensor is considerably lower than the frequency of the voltage output by the upstream 
oxygen sensor. 
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Fig. 42 (from US5165230) 

Further, when a considerable deterioration of the catalytic converter is determined (fig. 43), 
since the full oxygen storage amount becomes lower, the time (TX - T4) for which the oxygen 
storage amount is zero is increased, and thus the voltage output by the downstream sensor is 
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rarely higher than an increase in the threshold E. As a result, it can be determined that the 
condition of the catalytic converter has considerably deteriorated when the ratio of the 
frequency of the voltage output of the downstream oxygen sensor to the frequency of the 
voltage output by the downstream oxygen sensor is larger than a predetermined value. 

converter considerably deteriorated 
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Fig. 43 (from US5 165230) 

In E80536789 (1993) the criterion of deterioration of the catalytic converter is the ratio of the 
lengths of the response curves of the output signal of the downstream sensor to the output 
signal of the upstream sensor when the engine is feedback controlled. 
When this ratio is larger than a predetermined value the catalytic converter is considered as 
degraded. In another embodiment the criterion can be the ratio of the length of the response 
curve of the downstream sensor to a variable determined by the operating load of the engine 
during feedback control. 

In DE4234102 (1993) the following steps are considered: 
1 )  detecting the signal condition that the output signal of the downstream aidfuel ratio sensor 

is being maintained at either a rich side aidfuel ratio or a lean side aidfuel ratio compared 
with a stoichiometric aidfuel ratio for more than a predetermined time during the feedback 
control of the engine by said feedback control means 

2) calculating an area surrounded by the output signal response curve of the downstream 
aidfie1 ratio sensor and a predetermined reference value line 
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3) calculating an area surrounded by the output signal response curve of the upstream airhe1 

4) forming the ratio of the two areas 
5) determining whether or not the three-way catalytic converter has deteriorated in accordance 

with said area of step 2 or ratio of areas of step 4 when the signal condition detecting means 
detects that the output signal of the downstream airhe1 ratio sensor is being maintained at 
either said rich side or said lean side air/hel ratio for more than said predetermined time. 

ratio sensor and a predetermined reference value line 
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Fig. 44 (fiom DE4234 102) 
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When only the area of the downstream sensor is used in order to determine the efficiency of 
the catalytic converter, then the predetermined reference value, based on which said area of the 
output signal response curve of the downstream aidfuel ratio sensor is calculated, is: 

1) a minimum value of the output signal of the downstream aidhe1 ratio sensor during 
each oscillation cycle thereof and the three-way catalyst has deteriorated when said 
area is more than a predetermined value, or 

2) a predetermined constant value, and the three-way catalyst has deteriorated when 
said area is larger than a predetermined first value and smaller than a predetermined 
second value 

Similar predetermined reference values are calculated for the upstream sensor when the ratio of 
areas is used as a criterion of efficiency detection. 
An embodiment of this method is shown in fig. 44. Fig. 44e shows the forced voltage 
oscillation around h=l of the upstream sensor fiom rich to lean and vice versa, whereas figs. 
44a-d show the corresponding variations of the downstream sensor for different efficiencies of 
the catalytic converter. The mean value of the downstream sensor does not oscillate around 
h=l by influencing the operation characteristics of the sensor or by influencing the fuel 
injection properties of a certain engine cylinder. 
In this case the zero voltage line is considered as the predetermined reference value of step 2. 
The area under the oscillation line of the sensor becomes maximum when the catalytic 
converter works normally and the sensor works towards the rich side region (fig. 44c). The 
area under the oscillation line becomes minimum when the catalytic converter works normally 
and the sensor works towards the lean side region (fig. 44d). When the catalytic converter is 
degraded (figs. 44a,b) the area under the oscillation curve always lies between the maximum 
value of fig. 44c and the minimum value of fig. 44d. 

In EP0547326 (1993) the following steps are considered: 
1) generating an output signal corresponding to m airlfuel ratio of the exhaust gas upstream of 

the catalytic converter by means of the upstream sensor 
2) generating an output signal corresponding to an aidfuel ratio of the exhaust gas 

downstream of the catalytic converter by means of the downstream sensor 
3) feedback controlling the aidfuel ratio of the engine by a feedback control based on the 

output signal of the upstream aidfuel ratio sensor 
4) calculating the lengths of the output signal response curves of the upstream and 

downstream aidtire1 ratio sensors when the engine is feedback controlled 
5) forming the ratio of the length of the downstream sensor signal to the length of the 

upstream sensor signal 
6) calculating the areas surrounded by the output signal response curves and reference lines of 

said upstream and downstream air/fuel ratio sensors when the engine is controlled by said 
feedback control means 

7) forming the ratio of the area of the downstream sensor signal to the area of the upstream 
sensor signal 
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8) determining for a given time period whether the catalytic converter has deteriorated when 
the relationship between the value of said ratio of the lengths and said ratio of the areas 
satisfjr predetermined conditions. These conditions are: 

a) the value of said ratio of the lengths is larger than or equal to a 
predetermined first value, and the value of said ratio of the lengths is 
smaller than said first value but larger than a predetermined second 
value while the value of said ratio of the area is smaller than or equal 
to a predetermined third value 

b) a ratio of the value of said ratio of the lengths to the value of said 
ratio of the areas is larger than a predetermined value 

c) I )  a ratio of the value of said ratio of the lengths to the value 
of said ratio of said areas is larger than a first value; and, 

I I )  said ratio of the lengths is larger than a second value. 
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Fig. 45 (from EP0547326) 
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The method detects accurately the efficiency of a three-way catalytic converter regardless of 
the deterioration of the oxygen sensors. 
In fig. 45 and fig. 46 ratios of signal lengths L and ratios of signal areas A are shown for 
normal and degraded catalytic converters respectively. 

d 

Fig. 46 (from EP0547326) 

Upstream oxygen sensor: 
a) sensor not deteriorated: Both length LI and area A, are large regardless of 

the deterioration of the catalytic converter (figs. 45a,b) and figs. 46a,b) 
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b) sensor deteriorated: Both L, and A, are small regardless of the deterioration 
of the catalytic converter (figs. 45c,d and figs. 46.c,d) 

Downstream oxygen sensor: 
a) catalytic converter not deteriorated: 1) Length L2 is small regardless of the 

deterioration of the downstream sensor (figs. 45a-d) 2) Area A2 is large for 
non-deteriorated oxygen sensor (figs. 45%~)  and is medium for deteriorated 
downstream oxygen sensor (figs. 45b,d) 

b) catalytic converter deteriorated: 1) Both L2 and A2 are large for non- 
deteriorated downstream oxygen sensor (figs. 46a,c) 2) L2 is medium and 
A2 is small for deteriorated downstream oxygen sensor (figs. 46b,d) 

The ratios of lengths and areas are calculated and shown to the two right columns of fig. 45 
and fig. 46. The combination of these ratios gives an accurate estimation of the condition of 
the catalytic converter. 

An embodiment of the method is shown in fig. 47. The hatched area indicates the area in which 
the catalytic converter i s  determined to be deteriorated. 
For L2/ L, > A the catalytic converter is considered as deteriorated. 
For Lz/ Lt < B the catalytic converter is  considered as non-deteriorated. 
For B < L2/ L1 < A and AZ/ AI < C the catalytic converter is considered as deteriorated. 
The values A, B and C depend on type of catalytic converters and sensors used. 

Fig. 47 (from EP0547326) 
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The method of 385179935 (1993) comprises only one aidfie1 sensor installed downstream of 
a rhodium catalytic converter. The method comprises the following steps: 
1) feedback-controlling the engine aidfuel ratio based on the output signal of the downstream 

2) detecting the inversion period of the output signal of the downstream sensor 
3) judging deterioration of the catalytic converter when the inversion period detected in step 2 

air/fuel sensor so as the actual aidfuel ratio corresponds to the stoichiometric one 

becomes shorter than a predefined threshold. 

The method of JP6159048 (1994) also comprises only one aidfie1 sensor installed 
downstream of the catalytic converter. The method comprises the following steps: 
I )  detecting fuel-cut of the internal combustion engine 
2) making aidfie1 ratio rich when the fie1 supply is found to have been suspended for a 

3) computing the oxygen adsorption capacity of the catalytic converter based on the detected 

4) assessing the degradation of the catalytic converter based on the computed oxygen 

specified period of time 

values of the downstream aidfuel ratio sensor and the engine intake air 

adsorption capacity 

-:upstream sensor 

Fig. 48 (from US52791 15) 

The method of US52791 15 (1994) consists of the following steps: 
1) measuring the aidfuel ratio upstream of the catalytic converter by means of an upstream 

sensor 
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2) measuring the aidfuel ratio downstream of the catalytic converter by means of a 
downstream sensor 

3) feedback controlling the aidfuel ratio of the engine by a feedback control based on the 
output signal of the upstream air/fuel ratio sensor 

4) changing over the aidfie1 ratio of the exhaust gas flowing into the catalyst, from a lean 
adfuel ratio to a rich aidfuel fuel ratio hlrich (fig. 48) 

5) calculating a length of time ATri,h which is necessary for the catalyst to release the oxygen 
stored therein after the air/fiel ratio is changed over to said rich aidfuel ratio. During time 
L\Tfich the aidfuel ratio of the downstream sensor is maintained at the stoichiometric value 
&=I (fig. 48) 

6) determining a degree of deterioration of the catalyst after said length of time has elapsed 
7) determining said degree of deterioration of the catalyst from a difference AI.,,& between the 

aidfie] ratio hlrich detected by said first aidfuel ratio sensor and the aidfie1 ratio h2rich 
detected by said second aidfuel ratio sensor when compared to predetermined data 

In US5282383 (1994) the method comprises the steps of 
1 )  adjusting an air/fiel ratio correction factor in accordance with the output of the upstream- 

side a i rhe l  ratio sensor so that an aidfie1 ratio is controlled at a predetermined target 
aidfuel ratio that is equal to the stoichiometric aidfuel ratio, the aidfuel ratio changing from 
the rich state to the lean state, or vice versa 

2) monitoring fluctuations in the output of the downstream-side air/fuel ratio sensor around a 
predetermined reference voltage 

3) determining that the degree of deterioration of said catalyst is such that a diagnostic 
procedure is required when the number of these fluctuations during a predetermined interval 
is greater than a predetermined value 

4) shifting the aidfie1 ratio that is controlled in accordance with said adjusting step to an 
aidfuel ratio that is not equal to the stoichiometric aidfuel ratio (e.g. lean) 

5) determining whether said catalyst converter has deteriorated in accordance with the output 
of the downstream-side a i rhe l  ratio sensor when 

a) the number of fluctuations is greater than a predetermined value, or 
b) the difference between the number of upstream-side fluctuations and 

the number of downstream-side fluctuations, when the number of 
upstream-side fluctuations is greater than a first predetermined 
value, is greater than a second predetermined value, or 

c) a ratio of the number of downstream-side fluctuations to the number 
of upstream-side fluctuations is greater than a predetermined value, 
which is about ” 1 ‘I. 

The adjusting step I comprises the step of 
a) increasing the aidfuel ratio correction factor when the aidfuel ratio 

changes from the lean state to the rich state, and decreasing the 
airhiel ratio correction factor when the aidfuel ratio changes from 
the rich state to the lean state. or 



98 Methods for Monitoring and Diagnosing the EWciency of Catalytic Converters 

b) gradually increasing the air/fhel ratio correction factor while the 
air/fhel ratio remains in the rich state, and gradually decreasing the 
aidfhel ratio correction factor while the air/fuel ratio remains in the 
lean state, or 

c) delaying a time at which the aidfuel ratio changes from the rich state 
to the lean state by a predetermined lean delay time, and a time at 
which the aidfhel ratio changes from the lean state to the rich state 
by a predetermined rich delay time. 

The corresponding shifting step 4 comprises respectively the step of a),b) varying said 
correction factor or c) varying said lean delay time and said rich delay time. 

time 

01 
time 

Fig. 49 (from US5282383) 
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The method can be better explained by making use of fig. 49. In fig. 49a the upstream oxygen 
sensor output is denoted while in fig. 49b the corresponding airhe1 correction amount is 
presented that is changed in order to shift the actual airhe1 ratio to the lean side. Figs. 49c,d 
and e correspond to the voltage signal of the downstream sensor for the cases of a normal 
converter, a 20% deteriorated converter and a 50% deteriorated converter respectively. In the 
case of fig. 49e the number of reversals per unit time period of the downstream sensor output 
is larger than in the cases of figs. 49c and d and can be easily distinguished. 

The method of EP0602468 (1994) comprises the steps of 
1)  detecting an air/fbel ratio of the exhaust gas upstream of the catalytic converter 
2) detecting the air/fbel ratio of the exhaust gas downstream of the catalytic converter 
3) controlling the air/fbel ratio of the engine by a feedback control based on the output of the 

upstream air/fbel ratio sensor 
4) calculating the ratio of the length of the output signal response curve of the downstream 

air/fbel ratio sensor and the length of the output signal response curve of the output signal 
response curve of the upstream aidfirel ratio sensor, when the engine is controlled by said 
feedback control means 

5) calculating the ratio of the area bounded by the output signal response curve of the 
downstream aidfie1 ratio sensor and a reference line thereof and the area bounded by the 
output signal response curve of the upstream air/fbel ratio sensor and a reference line 
thereof 

6) determining the degree of transition of the operating condition of the engine and correcting 
the value of said ratio of areas of the output signal response curves in accordance with said 
degree of transition of the operating condition of the engine 

7) detecting deterioration of the catalytic converter based on the ratio of the lengths, the 
corrected ratio of the areas and the degree of transition of the operating condition of the 
engine, The catalytic converter has deteriorated when the relationship between said ratio of 
the lengths of the output response curves and said corrected value of the ratio of the areas 
satisfies predetermined conditions. 

The determination of transition of step 6 comprises: 
a) detecting the number of reversals between a rich aidfuel ratio side and a lean air/fbel ratio 

side of the output signal of said upstream airhe1 ratio sensor over a predetermined time, 
and determining the degree of transition in such a manner that the degree of transition 
becomes larger as said number of reversals decreases, or 

the rate of change of the pressure in the intake manifold, or 
8 the rate of change of the intake air flow, or 

the rate of change of the degree of opening of the throttle valve, or 
rn the rate of change of the traveling speed of the vehicle driven by the engine 

b) detecting whether the number of occurrences of 

exceeds a predetermined rate or not over a predetermined time and determining the degree of 
transition in such a manner that the degree of transition becomes larger as said number of 
occurrences increases. 
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The method is also applicable in transient operation states of the engine (deceleration or 
acceleration) and it is an improvement of the method of EP0547326 (1993). 

The method of JW269330 (1995) uses the time delay difference in response of the upstream 
and downstream sensors to judge the deterioration of the catalytic converter, This difference is 
calculated from a time at which the output signal of the upstream sensor becomes lower than a 
predetermined value to another time at which the output signal of the downstream sensor 
becomes lower than the predetermined value. Half the maximum voltage output of the sensor 
is used as a predetermined value. 

The method of US5412941 (1995) prevents accuracy errors during determination of the 
condition of a catalytic converter and comprises the steps of: 
1) detecting an aidfuel ratio of the exhaust gas upstream of the catalytic converter 
2) detecting the air/hel ratio of the exhaust gas downstream of the catalytic converter 
3) controlling the aidfuel ratio of the engine by a feedback control based on the output of the 

upstream aidfuel ratio sensor 
4) determining whether the engine operating conditions are not appropriate to determine the 

deterioration of the three-way catalyst, in which a period of a cycle of said feedback control 
of the air/fuel ratio becomes larger than a value appropriate for the determination of the 
deterioration of said three-way catalytic converter 

5 )  prohibiting the determination of the deterioration of the three-way catalytic converter when 
it is determined that the engine operating conditions are not appropriate 

6) calculating lengths of the output signal response curves of said upstream and downstream 
air/fuel ratio sensors 

7) calculating areas surrounded by the output signal response curves and reference value lines 
of said upstream and downstream air/fiel ratio sensors 

8) calculating a ratio of said length of the output signal response curve of said upstream 
aidfuel ratio sensor to said length of the output signal response curve of said downstream 
aidfuel ratio sensor 

9) calculating a ratio of said area of the output signal response curve of said upstream aidfuel 
ratio sensor to said area of the output signal response curve of said downstream aidfuel 
ratio sensor 

10) determining whether said three-way catalytic converter has deteriorated in accordance with 
said ratio of the lengths and said ratio of areas (see method of EP0547326 (1993)). 

The condition determining step 4 comprises: 
a) detecting the interval of reversals between a rich aidfie1 ratio side 

and a lean air/hel ratio side of the output signal of the upstream 
air/fuel ratio sensor, and determining that the engine operating 
conditions are not appropriate for said determination of the 
deterioration of the three-way catalyst when said interval of 
reversals of the output of the upstream air/fiel ratio sensor becomes 
longer than a predetermined value, or 
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b) detecting an amount of intake air flow of the engine, and determining 
that the engine operating conditions are not appropriate for said 
determination of the deterioration of the three-way catalyst when 
said amount of intake air flow of the engine becomes smaller than a 
predetermined value. 

I c I nnlcal stoic h io mefri- 
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.I----. : downstream sensor 
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Fig. 50 (from US541 4996) 

The method of US5414996 (1995) comprises the steps of 
1 )  changing over the aidfuel ratio at an upstream side of the catalyst between a predetermined 

2) detecting the aidfuel ratio AI of the exhaust gas upstream of the catalytic converter 
3) detecting the aidfuel ratio 
4) detecting the amount of the engine intake air Ooir (as a measure of the exhaust gas passing 

rich aidfuel ratio L c h  and a predetermined lean aidfuel ratio hr., (fig. 50) 

of the exhaust gas downstream of the catalytic converter 

5) 

through the catalytic converter) during a time AT from when the air/fuel ratio is changed 
over from one of said predetermined rich aidfuel ratio Lilich and said predetermined lean 
aidfuel ratio kcan to the other predetermined aidfuel ratio to when the aidfuel ratio detected 
by the downstream aidfuel sensor becomes approximately equal to the air/fuel ratio 
detected by the upstream aidfuel ratio sensor (fig. 50) 
calculating the amount of oxygen stored in the catalyst from said amount of the engine 
intake air and a difference AA between the stoichiometric air/fuel ratio @=I) and the 
air/fuel ratio detected by the upstream air/fuel ratio sensor. The amount of oxygen stored is 
calculated from the formula 
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where a = ratio of the amount of oxygen contained in air 

ofoxygen stored in the catalyst. 
6) determining a degree of deterioration of the catalyst on the basis of said calculated amount 

The method of JP8210126 (1996) describes a catalytic converter deterioration discrimination 
device, which inhibits the deterioration judgment when a value of the constant used for the 
feedback control of the engine airhel ratio reaches a predetermined threshold. The feedback 
control is based on the output signal of the upstream oxygen sensor. The method prevents 
judgment error due to a leak in the exhaust pipe. 

correction I 

Fig. 5 1 (from EP0690213) 
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The method of EP0690213 (1996) comprises the following steps: 
1 )  temporarily changing the aidfuel ratio of the exhaust gases from rich to lean for a 

predetermined fixed time to 
2) detecting the variation of the air/fuel ratio of the exhaust gases by means of an oxygen 

concentration sensor installed downstream of the catalytic converter 
3) detecting a peak value of the level of the output of the downstream oxygen sensor within 

the predetermined fixed time during which the aidfuel ratio of the exhaust gases flowing 
into the catalytic converter is temporarily maintained at a lean or at a rich aidhe1 ratio 

4) judging a degree of deterioration of the catalytic converter on the basis of the peak value of 
the output of the downstream sensor 

Fig. 51a shows the feedback fuel correction coefficient for a predetermined fixed time to, that 
is, when the air/hel ratio is made rich for the predetermined fixed time to. Figs. 51b and c show 
the corresponding measured air fuel ratio and current I, (mA) of the downstream sensor for 
the cases of a new (I), a slightly deteriorated (II), a much deteriorated (111) and a completely 
deteriorated (IV) catalytic converter. The higher the deterioration of the catalytic converter the 
shorter the time during which the aidfuel ratio of the exhaust gases is maintained substantially 
at the stoichiometric air/hel ratio (fig. 5 1 b). 

The corresponding peak of the current I, becomes smaller the larger the degree of 
deterioration of the catalytic converter (fig. 51c). The value of current I, becomes zero for a 
completely deteriorated converter (case IV). 
The method is also applied to NO, adsorbents. 

In the method of E330743433 (1996) the following steps are considered: 
I )  detecting the air/fuel ratio upstream of the catalytic converter by means of an upstream 

sensor 
2) detecting the airhe1 ratio downstream of the catalytic converter by means of a downstream 

sensor 
3) feedback controlling the engine air/hel ratio between a rich and a lean value by means of 

the upstream sensor 
4) calculating the amount of oxygen released from the catalytic converter when the air/fhel 

ratio of the exhaust gas flowing into the catalytic converter is rich, based on the value 
obtained by a temporal integration of the amount of the deviation of the aidfuel ratio 
flowing into the catalytic converter from the stoichiometric aidfuel ratio 

5) controlling the length of the time period in which the aidfuel ratio of the exhaust gas 
flowing into the catalytic converter becomes a rich aidfuel ratio in such a manner that the 
amount of oxygen released from the catalytic converter becomes a predetermined value 

In a first embodiment of the method the following hrther steps are considered: 
a) controlling the length of the output signal response curve of the downstream airhe1 sensor 
b) determining the degree of deterioration of the catalytic converter based on this length of the 

output signal response curve of the downstream airhe1 sensor 



I04 Methods for Monitoring and Diagnosing the Eficiency of Catalytic Converters 

In a second embodiment of the method the following further steps are considered: 
a) calculating a first integral value obtained by a temporal integration of the difference between 

the maximum and minimum values in each cycle of fluctuation of the output signal of the 
upstream air/hel sensor 

b) calculating a second integral value obtained by a temporal integration of the difference 
between the maximum and minimum values in each cycle of fluctuation of the output signal 
of the downstream aidfuel sensor 

c) calculating lengths of the output signal response curves of the two sensors 
d) estimating the length of the output signal response curve of the downstream sensor in an 

imaginary condition in which the catalytic converter is considered to be removed from the 
exhaust pipe by multiplying the length of the output of the upstream sensor (step (c)) and 
the ratios between the calculated first and second integral values (steps (a) and (b)) 

e) calculating the degree of deterioration of the catalytic converter based on the estimated 
length of the output signal of the downstream sensor and the length of the output signal of 
the downstream sensor as calculated in step (d). 

The method of EP0748927 (1996) comprises the following steps: 
1)  detecting the aidfuel ratio upstream of the catalytic converter by means of an upstream 

air/fuel sensor 
2) detecting the air/fUel ratio downstream of the catalytic converter by means of a downstream 

aidfuel sensor 
3) feedback controlling the engine airhel by means of the output of the upstream sensor in 

such a manner, that the aidfuel ratio of the exhaust gas flowing into the catalytic converter 
becomes a predetermined ratio 

4) determining the deterioration of the catalytic converter based on the output signal of the 
downstream air/fUel sensor during the feedback control 

5) detecting the flow rate of the intake air drawn to the engine 
6) inhibiting the operation for determining the deterioration of the catalytic converter of step 4 

when the flow rate of intake air drawn to the engine is out of a predetermined allowable 
range 

7) setting the allowable air flow range in accordance with: 
a) the temperature of the catalytic converter, or 
b) the engine speed 

In this way the method takes into account the fact that a catalytic converter has different 
oxygen storage capacities at e.g. different temperatures of the catalytic converter. 

The method of EP0756072 (1 997) comprises the following steps: 
1 )  grasping an ability value in relation with a current purification ability of the catalytic 

converter. The ability value can be based a) on a current oxygen storage ability or b) on a 
current HC purification ability of the converter 

2) grasping a varying amount of the ability value grasped in step 1. The varying amount of the 
ability value can be expressed 
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a) as a ratio of a varying amount of the ability value to a varying 

b) as a ratio of a varying amount of the ability value to a varying 

3) determining that the catalytic converter is deteriorated when said varying amount grasped in 

amount of time or 

amount of the temperature of the catalytic converter 

step 2 is smaller than a predetermined value 

The test takes place when the temperature of the catalytic converter is within a predetermined 
state and/or the engine operation is steady and/or when an amount of intake air is within a 
predetermined range. 

The method of EP0756073 (1997) comprises the following steps: 
I )  feedback-controlling the air/hel ratio of the exhaust gases flowing into the catalytic 

converter so that the aidfuel ratio of the exhaust gases fluctuates around a center value on 
the lean air/fbel ratio side compared to the stoichiometric air/fhel ratio (fig. 52a) 

2) determining whether the catalytic converter has absorbed oxygen to its maximum oxygen 
storage capacity (saturation) during the period in which the a i rhe l  ratio of the exhaust gas 
flowing into the catalytic converter is on a lean side (step 1) (figs. 52b,d) 

3)  prohibiting the determination of deterioration of the catalytic converter when the 
determination of step 2 does not indicate a saturated catalytic converter whereas allowing 
the determination of deterioration of the catalytic converter when the determination of step 
2 indicates a saturated catalytic converter 

4) calculating the amount of CO and HC in the exhaust gas flowing into the catalytic converter 
based on the output of the upstream air/fbel sensor, when the aidhel ratio of the exhaust 
gas is feedback-controlled 

5) calculating the amount of CO and HC in the exhaust gas flowing out from the catalytic 
converter based on the output of the downstream aidfuel sensor, when the air/fhel ratio of 
the exhaust gas is feedback-controlled 

6) determining the deterioration of the catalytic converter based on the inflow and outflow 
amounts of HC and CO as calculated in steps 4 and 5 

The curves of figs. 52b,c illustrate the change in the amount of oxygen stored in the catalytic 
converter and the response of the output V2 of the downstream air/hel sensor, respectively, 
when the converter is normal. The curves of figs. 52d,e illustrate the change in the amount of 
oxygen stored in the catalytic converter and the response of the output V2 of the downstream 
air/fhel sensor, respectively, when the converter is deteriorated. 
As shown in curves of figs. 52b,d, the converter absorbs oxygen up to its saturation point. 
When the air/fhel ratio of the exhaust gases temporarily largely fluctuates to the rich side (point 
A, fig. 52a), the catalytic converter releases all the absorbed oxygen (point B, fig. 52b). 
Therefore the reversal of V2 occurs even though the catalytic converter is normal (point C, fig. 
52c). However, if the portion A of the curve of fig. 52c is compared with the portion 3 of the 
curve of fig. 52e, the amount of fluctuation of Vz to the rich side and the length of the period 
in which Vz stays on the rich side become smaller for the case of a normal converter than that 
of a deteriorated converter (point E, fig. 52e). Namely, even if the air/fbel ratio of the exhaust 
gas flowing into the catalytic converter fluctuates to the rich side in the same manner, the 
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fluctuation of Vz changes in accordance with the amount of oxygen stored in the catalytic 
converter (saturation). As explained above, the amount of oxygen stored in the catalytic 
converter can be calculated fi-om the rich gas inflow amount (the amount of HC and CO in the 
exhaust gas flowing into the converter) and the rich gas outflow amount (the amount of HC 
and CO in the exhaust gas flowing out fi-om the converter). Therefore, the rich gas inflow and 
outflow amounts in each cycle are calculated in accordance with the outputs VI and V2, 

respectively, and the deterioration of the catalytic converter is determined by comparing the 
rich gas inflow amount and the rich gas outflow amount. 
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Fig. 52 (fi-om EP0756073) 
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The method of EP0770767 (1 997) comprises the following steps: 
I )  detecting the aidhel concentration of the exhaust gases upstream of the three-way catalytic 

2) detecting the oxygen concentration of the exhaust gases downstream of the three-way 

3) feedback-controlling the engine air/fGel ratio based on the output signal of the upstream 

converter by means of an upstream aidfie1 sensor 

catalytic converter by means of a downstream oxygen sensor 

sensor. The feedback correction amount consists of 
a) a proportional term to achieve the stoichiometric air/hel ratio and 
b) an integral term for bringing an integrated value of an error between 

the actual air/fiel ratio and the stoichiometric aidfie1 ratio to zero 

a) the length of a response curve that the output of the downstream 
sensor describes during the time that the aidfie1 ratio is feedback- 
controlled, or 

b) the ratio of the response curve of the output signal of the 
downstream sensor with a deterioration determination reference 
value during the time that the air/fiel ratio is feedback-controlled. 

4) determining deterioration of the three-way catalytic converter on the basis of 

The method 

DETECT I ON 
INTERRUPTED 

Fig. 53 (from EP0770767) 

hrther comprises the steps. 



108 Methods for Monitoring and Diagnosing the Efficiency of Catalytic Converters 

5) interrupting the calculation of the response curve length of step 4 for a predetermined 
length of time when the output of the upstream sensor or the amount of change of said 
output exceeds a preset value, or/and 

6) imposing an upper limit on an absolute value of the integral term or on a gain of the integral 
term of step 3 during the deterioration determination, or/and 

7) inhibiting the correction of the output of the upstream sensor (step 3) when the 
determination of deterioration takes place, orland 

8) imposing a limit so that the determination of deterioration is carried out only when the 
response curve length or variation amplitude of the output of the upstream sensor is within 
a prescribed range, or/and 

9) changing the deterioration determination reference value according to the response curve 
length or variation amplitude of the output of the upstream sensor. 

Fig. 53 shows the principle of embodiment i). If the output VI of the upstream sensor exceeds 
a limit value (limits “a”, “b’, fig. 53a) that can cause an excessive response of the output of the 
downstream sensor, then the summation of data for determination of the deterioration of the 
catalytic converter is interrupted for a prescribed duration of time considering the distance 
between the two sensors (the time required until the gas detected by the upstream sensor 
reaches the downstream sensor) (fig. 53b). 

The method of EP0793009 (1997) comprises the following steps: 
1) measuring the oxygen content of the exhaust gas upstream of the catalytic converter by 

means of an upstream oxygen sensor 
2) measuring the oxygen content of the exhaust gas downstream of the catalytic converter by 

means of a downstream oxygen sensor 
3) feedback-controlling the engine aidfuel ratio so as to bring the engine aidfuel ratio to a 

target air/fuel ratio on the basis of a difference between an output of the upstream oxygen 
sensor and a target output corresponding to said target aidfuel ratio 

4) determining the lengths of the response curves of the output signals of the upstream and 
downstream oxygen sensors respectively for a prescribed period during the aidfuel ratio 
feedback control of step 3 

5 )  calculating 
a) an amplitude of the output of the upstream sensor, measured in 

reference to the target output 
b) a period from the time the output of the upstream sensor crosses the 

target output to the time this output returns to the target output, 
each time an inversion occurs in the output of the upstream sensor 
with respect to the target output during the aidfuel ratio feedback 
control 

6) correcting on the basis of the calculated amplitude and period in step 7 the output response 

7) judging deterioration of the catalytic converter on the basis of the lengths of the response 
curve length of the upstream sensor 

curves of the output signals of the two sensors determined in steps 4 and 6. 
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The method of EF0796985 (1997) comprises the following steps: 
1 )  detecting the oxygen content of the exhaust gases upstream of the catalytic converter by 

means of an upstream aidfitel sensor 
2) detecting the oxygen content of the exhaust gases downstream of the catalytic converter by 

means of a downstream aidfuel sensor 
3) feedback-controlling the engine aidfitel ratio to  a target aidfitel ratio in accordance with at 

least the output signal of the upstream sensor 
4) estimating a center of the air/fbel ratio of the catalytic converter based on a moving average 

of the output of the downstream sensor 
5) converting the output of the upstream oxygen sensor into a converted output in accordance 

with a relationship between the difference between the output of the upstream aidfuel 
sensor and the target aidfitel ratio and 

a) the difference between the output of the downstream air/fhel sensor 

b) the center estimated in step 4 
and the target aidfitel ratio, or 

6) calculating a length of the response. curve of the converted output of the upstream aidfuel 
ratio sensor converted at step 5 and a length of the response curve of the downstream 
sensor when the engine is controlled as in step 3 

7) detecting deterioration of the catalytic converter in accordance with the upstream and 
downstream lengths of step 6 

8) estimating an upper and a lower limit in accordance with the center of the airhe1 ratio 
estimated in step 4 

9) inhibiting detection of the deterioration of the catalytic converter when the output of the 
upstream sensor departs from the range between the upper limit and the lower limit 
determined in step 9. 

The detecting accuracy is improved by compensating for aberration of the balance between the 
oxygen absorbing power and the oxygen releasing power of the converter. When there is no 
balance between the power for storing oxygen and the power for releasing oxygen, there is no 
accuracy in detecting the efficiency of the catalytic converter. This can be better explained by 
means of fig. 54. 

Fig. 54a shows the output of the upstream aidfitel sensor and fig. 54b shows the output of the 
downstream oxygen sensor. In this figure, the output of the oxygen sensor is kept at the rich 
state before time t3 and thus turns from the rich state to the lean state at time t3. When the 
aidfitel ratio of the exhaust gas supplied to the converter deviates largely to the lean state at 
time tl, the length of the response curve of the output of the oxygen sensor becomes long 
because the output of the oxygen sensor also deviates largely to the lean state from the rich 
state. 

Conversely, when the aidfhel ratio of the exhaust gas supplied to the converter deviates largely 
to the rich state at time t2, the length of the response curve of the oxygen sensor is not largely 
influenced by this deviation because the output of the oxygen sensor becomes saturated. 
Similarly, when the aidfuel ratio of the exhaust gas supplied to the converter deviates largely 
to the lean state at time t+ the length of the response curve of the oxygen sensor is not largely 
influenced by this deviation because the output of the oxygen sensor becomes saturated. 
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Conversely, when the airlfuel ratio of the exhaust gas supplied to the converter deviates largely 
to the rich state at time ts, the length of the response curve of the oxygen sensor becomes long 
because the output of the oxygen sensor also deviates largely to the rich state from the lean 
state. 

That is, the accuracy for detecting the deterioration of the converter may become worst 
because the deviation of the oxygen sensor is affected by the fluctuation of the airhel ratio of 
the exhaust gas exhausted from the converter, even when the fluctuation of the exhaust gas 
supplied to the converter is kept constant. 

lean 
stoichiometric 
rich 

lean 
stoichiometric 
rich 

time 

Fig. 54 (from EP0796985) 

The object of the method of EPO801215 (1997) is to avoid misjudgment of a catalytic 
converter deterioration detection even though the balance between the oxygen absorbing and 
releasing power disappears. The met hod comprises the following steps: 
1) feedback-controlling the amount of fuel supplied to the engine at least in accordance with 

the output of the upstream air/fbel sensor 
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2) estimating a balance between the oxygen absorbing power and the oxygen releasing power 

a) calculating a difference between a target amount of fuel required to 
maintain the aidfuel ratio of the engine at the stoichiometric aidfuel ratio 
and an actual amount of fuel calculated at the air/hel ratio feedback 
control step 1 

b) detecting the change of the downstream air/fuel sensor. This change 
detecting step has a hysteresis characteristic between a threshold used for 
a change from a rich state to a lean state and a threshold used for a 
change from said lean state to said rich state. 

c) integrating a fuel difference calculated at step 2a to estimate the oxygen 
balance from the time when a first change of the output of the 
downstream aidfuel sensor is detected at step 2b to the time when a 
second change is detected at step 2b 

3) detecting deterioration of the catalytic converter at least in accordance with the output of 
the downstream aidfie1 sensor. The deterioration of the catalytic converter is detected in 
accordance with: 

a) the length of the response curve of the output of the upstream aidfuel 
sensor and the length of the response curve of the downstream aidfuel 
sensor, or 

b) the frequency of deviations of the fuel difference integral integrated at 
step 2c from a fixed upper limit or a fixed lower limit 

4) inhibiting the detection of the deterioration degree of the catalytic converter (step 3) when 
the balance estimated at step 2 deviates from at least one fixed threshold 

5) restraining from inhibiting the detection until a fixed interval is elapsed after the change of 
the output of the downstream aidfbel sensor is detected at step 2b though the fuel 
difference integral integrated at step 2c deviates from a fixed upper limit or a fixed lower 
limit 

of the catalytic converter. This estimation comprises the following sub-steps: 

The problem of inhibiting misjudgment is explained in fig. 5 5 .  Fig. 55a denotes the output of 
the downstream sensor and fig. 55b denotes the balance between the oxygen absorbing power 
and the oxygen releasing power. 

The downstream sensor detects the rich state before time t2, and its output changes fiom the 
rich state to the lean state between time t 2  and t3, I t  detects the lean state between time t3 and 
ts, and its output changes from the lean state to rich state between time t5 and t6. It detects the 
rich state between time t b  and tn, and its output changes from the rich state to the lean state 
between time tr and t9. 

Therefore, the converter absorbs oxygen before time t3, releases it between time t? and t6, 
absorbs it between t6 and t9, and releases it after time tg. The amount of oxygen stored in the 
converter increases gradually before time t?, the amount of oxygen stored in the converter 
decreases gradually between time t3 and t6, and the oxygen absorbing power increases 
gradually after time ts 
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Because the amount of oxygen stored in the converter, however, is limited (limit levels are 
shown by one point chain lines in fig. 55b), misjudgment may be caused when the balance 
between the oxygen absorbing power and the oxygen releasing power falls beyond the limits, 
that is, between time tt and tl, between time t4 and tb and between time t7  and t9. 
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Fig. 55 (from EP0801215) 

Other methods presented by Toyota Motor Co Ltd. are described in JP7139400 (1995), 
JP8291740 (1996) and JP8291741 (1996). 
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Engines with multiple cylinder groups 

The following three methods proposed by Toyota refer to the case of an engine with multiple 
cylinder groups, where there is an auxiliary catalytic converter in each individual exhaust 
passage of each cylinder group. A main three-way catalytic converter is also installed in the 
common exhaust pipe section of all cylinder groups (fig. 56). An oxygen sensor is installed 
upstream of each auxiliary catalytic converter (1 a, 1 b, etc.) and an oxygen sensor (2) is installed 
downstream of the main catalytic converter. The layout of the engine as well as the electronic 
module used for monitoring the efficiency of the main catalytic converter for all three methods 
is shown in fig. 56. For simplicity, only two cylinder groups will be considered named as left 
and right bank. 

The auxiliary converters are three-way catalytic converters and have a small volume in order to 
be activated rapidly after the engine is started. The main converter is also a three-way catalytic 
converter. 

Secondary air is injected in both exhaust branches in order to reduce the emission of HC and 
CO during deceleration or idling of the engine 

Fig. 56 (from 1135377484) 
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Two fuel injection valves are installed, one for each bank. The control of the fuel injection is 
similar to this of fig. 40. The difference is that there are two control units, each comprising a 
down counter, a flip-flop and a drive circuit. Each of these control units controls one of the 
fbel injection valves. 

The method of US5207057 (1993) comprises the following steps: 
1) individually controlling the air/fbel ratio of each cylinder group in accordance with the 

output of the upstream aidfuel ratio sensor corresponding to the respective cylinder group 
2) controlling the air/fbel ratio of all cylinder groups simultaneously, in accordance with an 

output of one of the upstream sensors, when the engine is operated under a predetermined 
operating condition. The output of said one of the upstream a i rhe l  ratio sensors alternates 
between a rich aidfuel ratio side and a lean air/fbel ratio side periodically, compared with 
the stoichiometric aidfuel ratio. 

3) determining whether or not said catalyst converter has deteriorated, when the ratio of 
periods of the oscillating outputs of said upstream sensor and said downstream sensor 
becomes larger than a predetermined value. 

The method of EP0595044 (1  994) comprises the following steps: 
1) individually controlling the aidfuel ratio of each cylinder group in accordance with control 

parameters defined from the output signals of the upstream airhe1 ratio sensors so that the 
aidfbel ratio of each cylinder group oscillates periodically between a rich air/fbel ratio and a 
lean airhe1 ratio 

2) detecting phases of the airhe1 ratio oscillations of exhaust gases flowing into said common 
exhaust passage from said respective individual exhaust passages 

3) determining whether or not conditions in which the above mentioned phases of airhe1 ratio 
oscillations spontaneously synchronize, are satisfied. A spontaneous synchronization can 
exist due to slight differences of the periods of the cycle of the a i rhe l  ratio feedback 
controls in the respective cylinder groups. The conditions for the spontaneous 
synchronization of these phases are satisfied when 

a) the phases of the a i rhe l  ratio oscillations of the respective cylinder 
groups synchronize, or 

b) the differences in the phases of the airlfkel oscillations of the 
respective cylinder groups become predetermined time periods (e.g. 
constant time periods regardless of the operating conditions of the 
engine) 

4) determining the condition of the catalytic converter based on the output signal of the 
downstream sensor, when the conditions for the spontaneous synchronization of these 
phases are satisfied. Three different methods are used to determine the deterioration of the 
catalytic converter by using 

a) the number of reversals of the output signal of the downstream 
oxygen sensor, or 



Toyota Motor Co. Ltd. 115 

b) the lengths of the output signal of the downstream sensor, or 
c) the lengths and areas of the output signal response curves of the 

upstream and downstream oxygen sensor. 

The use of a spontaneous synchronization instead of a forced one has the big advantage of not 
provoking extra pollution to the atmosphere. 

The method of US5377484 (1995) comprises the steps: 
I )  estimating the a i rhe l  ratio of a mixture of the exhaust gases from the individual exhaust 

passages flowing into the common exhaust passage based on the output signals of the 
upstream sensors. The estimation step comprises: 

a) calculating a mean value of the air/fbel ratio of the exhaust gases 
detected at the same time by the upstream sensors and determining 
that said mean value is the airlfiel ratio of the mixture of the exhaust 
gases, or 

b) calculating a mean value of the aidfuel ratios detected by the 
upstream sensors at a predetermined interval, and determining that 
said mean value is the air/hel ratio of the mixture of the exhaust 
gases. 

2) determining whether or not the three-way catalytic converter has deteriorated based on the 
output signal of the downstream air/f%el sensor and the estimated a i rhe l  ratio of the 
mixture of the exhaust gases flowing into the common exhaust passage. The method of 
EP0547326 (1993) is then used to determine the condition of the catalytic converter, where 
the measured aidfie1 ratio of the upstream sensor is replaced by the estimated airhe1 ratio 
of the mixture of the exhaust gases from the individual exhaust passages flowing into the 
common exhaust passage. Ratios of lengths and bounded areas of the downstream signal to 
the estimated upstream signal are calculated and depending on the relationship of these 
ratios, conclusions are drawn about the condition of the catalytic converter. 





Chapter 1.5 

Nippon Denso Co. 

The methods proposed by Nippon Denso Co. have been applied, except otherwise mentioned, 
for an engine layout similar to that of fig. 40. 

In JP2136538 (1990) a deceleration state of the engine is detected during which the fuel 
supply to the engine is stopped. When the fie1 supply starts again, a clock measures the time 
elapsed for the oxygen content of the exhaust gases downstream of the catalytic converter to 
fall below a predetermined threshold. If this elapsed time is shorter than a predetermined one, 
the catalytic converter is considered as degraded. 

The methods of DE4101616 (1991) and US5154055 (1992) comprise the following steps: 
1) measuring the aidfuel ratio of the exhaust gases upstream and downstream of the catalytic 

converter by means of the upstream and downstream sensor 
2) detecting a first delay time difference T, between the inversion time of an output of the 

upstream air/fbel ration sensor and the inversion time of an output of the downstream 
air/fuel ratio sensor (fig. 57) when a rotational speed of the engine is within a first 
predetermined range and a load of the engine is within a second predetermined range 

117 
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3) detecting a second delay time difference 7; ’ between the inversion time of an output of the 
upstream air/fbel ration sensor and the inversion time of an output of the downstream 
air/fbel ratio sensor (fig. 57) when the rotational speed is within a second predetermined 
range and the engine load is within a second predetermined range 

4) detecting the oxygen storage volume capability of said catalytic converter on the basis of a 
deviation between said first and second response delay time differences 
respectively. A feedback correction coefficient of a fuel injection time determining element 
is changed in accordance with an output value of said upstream air/fbel ratio sensor. The 
period in which said feedback correction coefficient is changed is increased to be longer 
than a period at the time of ordinary emission control, during which the purification factor 
of said catalyst is measured. 

AT= T, - 7,’ 

The response delay time TI of the upstream oxygen sensor to a change of the engine air/fbel 
ratio from a rich to a lean state is given by the equation: 

7; = I ,  i- 13, 

9 
(volts) 

v2 
(volts) 

Fig. 57 (from DE4101616) 

where 
t l :  time needed for exhaust gas after it leaves the engine to approach the upstream sensor 
DI: response time of upstream sensor 

The response delay time Tz of the downstream oxygen sensor is given by the equation 
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In JP3246456 (1991) the average frequencyfo of the aidhe1 ratio oscillation is measured 
downstream of the catalytic converter during a time interval T,, when certain operating 
conditions hold. During the same diagnostic period, the exhaust gases bypass the catalytic 
converter and pass through a fresh reference catalytic converter. The average frequency f, of 
the air/hel ratio oscillation is then measured downstream of the reference catalytic converter 
during a time interval 7;. The catalytic converter is considered as deteriorated when 

where 6 is a preset threshold. 

In JP4066748 (1992) the air/lhel ratio of the engines starts oscillating around the 
stoichiometric value. The time elapsed between a maximum and a minimum value as well as 
the number of turnover cycles of the variation of the output of the downstream sensor in a 
specific period are detected. When the number of cycles is higher than a predetermined number 
and the elapsed time is lower than a predetermined time, then the catalytic converter is 
considered as degraded. 

In JP4081540 (1992) the aidfuel ratio of the engines starts oscillating around the 
stoichiometric value. The upstream and downstream oxygen sensors detect the phase 
difference of the two signals upstream and downstream of the catalytic converter and an 
average phase difference is calculated within a specified time. When the average value is 
judged to be less than a predetermined value the catalytic converter is considered as degraded. 

The method of JP4321744 (1992) detects deterioration of catalytic converters even in the case 
of a deteriorated upstream oxygen sensor. The engine air/hel ratio is corrected according to 
the output signal of the upstream sensor in order to achieve the theoretical engine aidfuel ratio. 
The deterioration of the catalytic converter is based on the delay time length between a change 
in the corrected air/fuel ratio of the engine and the corresponding change in the output signal 
of the downstream sensor. The catalytic converter is considered as deteriorated when the delay 
time length becomes shorter than a predetermined threshold. 

The method of EP0475177 (1992) and US5220788 (1993) is based on a change of the 
feedback control of the engine aidhe1 ratio period to a value different from the feedback 
period (responsive to the upstream sensor) that occurs during normal aidfuel ratio control 
operation. Two methods are presented for changing the feedback period: 
1) the period is set to a predetermined (target) value such so to ensure optimum accuracy of 

detecting the purification factor, i.e. accuracy of determining whether the purification factor 
is above a certain reference level or accuracy of measuring the value of the purification 
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factor. This can be achieved by adding a constant delay time interval to the normal feedback 
control period. The purification factor can then be judged by detecting 

a) the amplitude of the downstream sensor and checking whether it 

b) the phase difference between the output signals of the upstream and 

2) the period is changed by successive small amounts, and it is detected when the amplitude 
AVz of the output signal of the downstream oxygen sensor reaches a predetermined 
threshold voltage, The value of feedback period at which that threshold voltage is reached is 
then measured, and the purification factor of the catalytic converter can then be obtained 
based on a known relationship between values of feedback period at which the threshold 
voltage is reached. 

exceeds a predetermined threshold value or 

downstream sensor 

Fig. 58 shows said relationship between the feedback period and the output signal amplitude 
AVZ of the downstream sensor, with the purification factor of the catalytic converter as a 
parameter. By using that characteristic, it becomes possible to measure the purification factor 
of the catalytic converter, based on the specific feedback period at which the amplitude AV2 is 
found to exceed the threshold value, which in this example is 0.7 Volts. The relationship 
between values of feedback period and values of the purification factor is stored beforehand, in 
a memory map. If the detected purification factor is lower than a reference value the catalytic 
converter is considered as degraded. 

when purification when purification 
factor is medium 

feedback period 

Fig. 58 (from EP0475 177) 
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The method of US5097700 (1992) allows accurate detection of the catalytic converter 
irrespective of the deterioration of the downstream oxygen sensor itself. This can be achieved 
as follows: 
1 )  detecting a concentration of oxygen of the exhaust gas by means of the downstream sensor 
2) comparing a predetermined judgment threshold with an amplitude of the output signal 

therefrom to detect, on the basis of the comparison result, whether the catalytic converter is 
in a deteriorated state 

3) relatively correcting said predetermined judgment threshold with respect to the output 
signal from said gas concentration sensor means I) on the basis of the output signal 
therefrom under a predetermined rich or lean aidfuel ratio state or 11) on the basis of the 
difference between the output signal therefrom under the condition that an aidfuel ratio for 
said internal combustion engine is in a predetermined rich state and the output signal 
therefrom under the condition that the aidfuel ratio is in a predetermined lean state. 

The predetermined rich state is taken when an output of the internal combustion engine is 
increasing and the predetermined lean state is taken when supply of a fuel to said internal 
combustion engine is stopped. 

In the method of DE4322341 (1994) the saturation of a gas (e.g. CO or HC) entering the 
catalytic converter is checked and comprises the following steps: 
1)  monitoring the exhaust gases with an oxygen sensor installed downstream of the catalytic 

converter 
2) driving the engine with a h sensor installed upstream of the catalytic converter. The sensor 

drives the engine with a correction feedback amount in a given direction away fiom the 
stoichiometric value (h= 1 ) 

3) increasing the correction feedback amount andlor the correction feedback time interval, in 
order to execute a variation process of the a i rhe l  ratio towards saturation of the catalytic 
converter 

4) judging whether the catalytic converter is saturated and when saturation is detected by 
means of the downstream sensor then 

5 )  calculating the saturation amount of a gas absorbed from the catalytic converter (e.g. CO or 
HC) and checking if this saturation amount is out of a predefined range indicating the need 
of replacement of the catalytic converter 

The method of US5280707 (1994) comprises the steps: 
1) measuring the a i rhe l  ratio of the exhaust gases upstream of the catalytic converter 
2) measuring the aidfuel ratio of the exhaust gases downstream of the catalytic converter 
3) calculating, in accordance with an output signal from the upstream and/or downstream 

oxygen sensors, an air/fbel ratio correction coefficient with which the aidfbel ratio is 
corrected so as to be in the neighborhood of the theoretical air/fbel ratio 
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4) performing control of the internal combustion engine by using the air/hel ratio correction 
coefficient in such a manner that the air/hel ratio is made to be equal to the theoretical 
aidfuel ratio 

5 )  calculating an average aidfuel ratio correction coefficient of the air/hel ratio correction 
coeficient when the aidfuel ratio is changed from a rich side to a lean side and the air/hel 
ratio correction coefficient when the air/fLel ratio is changed from the lean side to the rich 
side 

6) discriminating the deterioration of the catalytic converter in accordance with a response 
delay time from a moment an output signal from the upstream oxygen sensor has been 
changed to a moment an output signal from the downstream oxygen sensor has been 
changed in the same direction, and the catalytic converter is considered as deteriorated 
when the response delay time is smaller than a predetermined value 

7) permitting the catalyst deterioration detection when the internal combustion engine is in 
idling state and when the air/hel ratio has been converged to the neighborhood of the 
theoretical aidfuel ratio in accordance with the value of the average air/fuel ratio correction 
coefficient. 

The method of US5412942 (1995) comprises the following steps: 
1) deriving a main air/hel ratio correction coefficient based on an output of the upstream-side 

oxygen sensor. The main air/hel ratio correction coefficient is derived for correcting an 
aidfuel ratio of an aidfuel mixture to be fed to the engine so as to be near the 
stoichiometric air/hel ratio 

2) controlling the aidfuel ratio to be fed to the engine so as to be near the stoichiometric 
air/fuel ratio, using said main aidfuel ratio correction coeficient 

3)  deriving a high-frequency amplitude of an output of the downstream-side oxygen sensor by 
calculating a difference between maximum and minimum values of the output of said 
downstream-side oxygen sensor. The maximum and minimum values are derived at every 
period of the main air/fuel ratio correction coeficient 

4) deriving a low-frequency amplitude of the output of the downstream-side oxygen sensor. 
The mean value of maximum and minimum values of the output of the downstream oxygen 
sensor at every period of the main aidfuel ratio correction coefficient is derived and the 
amplitude of the low-frequency component is calculated by the difference between 
maximum and minimum values of said mean values during a preset time period 

5 )  determining that the catalytic converter is deteriorated when said high-frequency amplitude 
is greater than a preset value and said low-frequency amplitude is smaller than a preset 
value. 

The method can be better explained with the help of figs. 59a,b,c, where the voltage variation 
of the upstream sensor VI and the downstream sensor Vz are shown for the cases of a high 
purification rate, a medium purification rate and a low purification rate of a catalytic converter 
respectively. The dashed lines represent the low frequency variation of the output signal of the 
downstream sensor, which is generated due to the aidfuel ratio feedback control. As can be 
noticed from fig. 59, as the purification factor of the catalytic converter decreases, the high 
frequency amplitude becomes larger and the low frequency amplitude becomes smaller. The 
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deterioration of the catalytic converter is determined when the high frequency amplitude of the 
output of the downstream sensor is large and the low frequency amplitude thereof is small. 

20% purification rate ] time (sec) 

Fig. 59 @om US5412942) 

The method of EP0668438 (1 995) takes into consideration the differences in perfiormance of 
the airhe1 ratio sensors and comprises the following steps: 
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1) measuring the airhiel ratio upstream and downstream of a catalytic converter by means of 
two sensors with different responsiveness. The responsiveness of the downstream sensor is 
lower than the responsiveness of the upstream sensor by a range from 20% exclusive to 
100% inclusive 

2) forming the locus ratio /A of the locus lengths I, of the output wave forms of the two 
sensors 

where V(0 is the output voltage of a sensor, /o is the time at which a period of this wave 
form begins and tN is the time at which a period of this wave form ends 

3) detecting the degradation of the catalytic converter when the locus ratio is out of a 
predetermined range. 

The ratio of opening area of the air holes of the downstream sensor to the opening area of the 
air holes of the upstream sensor is an additional parameter for detecting the degradation of the 
catalytic converter. 

The method of JP8246854 (1996) also uses a locus ratio of the output signals of the upstream 
and downstream sensor to assess the efficiency of the catalytic converter. The locus ratio is 
based on the frequencies of the two signals. 

The method of JP7103039 (1995) comprises the following steps: 
1)  feedback-controlling the engine airhel ratio based on the output signal of the upstream 

oxygen sensor, to continuously fluctuate the air/fuel ratio of the exhaust gas introduced in 
the catalytic converter at a specific amplitude and period 

2) correcting either the amplitude or the period of the aidfuel ratio fluctuation of the exhaust 
gas introduced in the catalytic converter by increasing its value 

3) detecting the aidfuel ratio of the exhaust gases by means of the downstream sensor. When 
the output signal of the downstream sensor does not fluctuate despite the increase of either 
the amplitude or the period of the aidfuel ratio fluctuation of the exhaust gas introduced in 
the catalytic converter, then the increase range of either the amplitude or period of the 
fluctuation is hrther increased till the downstream output signal starts fluctuating 

4) assessing the efficiency of the catalytic converter fiom the necessary increase of either the 
amplitude or period of the aidfuel ratio fluctuation of the exhaust gas introduced in the 
catalytic converter till the downstream output signal starts fluctuating. 

The method of US5528898 (1996) comprises the following steps: 
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1) detecting whether an aidfuel ratio is rich or lean with respect to the stoichiometric ratio by 

2) establishing certain conditions of engine operation 
3) detecting whether the amplitude of the output signal of the downstream oxygen sensor is 

higher than a reference value 
4) determining whether deterioration of the catalytic converter is likely to be present on the 

basis of the amplitude detection results of step 3 and then 
5 )  adjusting the response of the upstream sensor to a preset value by adjusting the aidfuel 

feedback control frequency to a target setting (slower response than the one at non-testing 
conditions) 

6) summing a response delay time occurring within a specified period in the downstream 
sensor after adjusting the response of the upstream sensor 

7) finally determining whether deterioration is present in the catalytic converter by comparing 
the sum of step 6 with a reference value 

means of the upstream and downstream oxygen sensors 

The method of GB2297847 (1996) comprises the following steps: 
1) feedback-controlling the engine airhiel ratio by means of the upstream h sensor 
2) checking whether the period of inversion of the downstream oxygen sensor exceeds a 

predetermined time and determining then from this check that the three-way converter is 
activated 

3) estimating the quantity of heat required from the start-up of the engine to the time of 
activation of the catalytic converter. The quantity of heat is obtained from the accumulated 
engine intake air quantity during the period of step 2 or from the quantity of fuel injected 

4) determining whether the catalytic converter has deteriorated from the calculated quantity of 
heat 

The method of US5622047 (1997) comprises the following steps: 
1) detecting the aidfuel ratio upstream of the catalytic converter by means of an upstream 

air/hel sensor 
2) detecting the airhel ratio downstream of the catalytic converter by means of a downstream 

air/hel sensor 
3) controlling a rate of fuel injection into the engine in response to a result of the detected 

upstream aidfuel ratio, and varying the aidfuel ratio of the exhaust gas flowing into the 
catalytic converter around a predetermined aidfuel ratio at an amplitude and a period 

4) correcting and increasing at least one of the amplitude and the period of said varying of the 
aidfuel ratio 

5) increasing a degree of said increasing of at least one of the amplitude and the period in 
cases where the detected downstream aidtiel ratio does not vary although at least one of 
the amplitude and the period is corrected and increased, and when the detected 
downstream aidfuel ratio varies 

6) determining a condition of deterioration of the catalytic converter in response to the 
amplitude and the period which occur as result of said variation 
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Fig. 60 (from US5622047) 

As shown in fig. 60, during deterioration detection of the catalytic converter the target air/fiel 
ratio of the engine varies at a greater amplitude and a longer period in response to a corrected 
increased dither amplitude AA and dither period AT than the ones during a normal engine 
operation. The correction takes place according to the expressions: 

A R = A R + P  
A T = A T + y  

where 
P.y: corrective quantities 
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The target air/fbel ratio continues to vary at the greater amplitude and the longer period during 
the preset continuation time TO. Immediately after the preset continuation time TO elapses, it is 
determined whether or not the catalytic converter is saturated. When the catalytic converter is 
not saturated, the dither amplitude AX and the dither period AT are hrther corrected and 
increased. Therefore, as shown in fig. 60, the target aidfuel ratio varies at a fbrther greater 
amplitude and a firther longer period. The target aidfuel ratio continues to vary at the further 
greater amplitude and the further longer period during the next preset continuation time TO. 

Immediately after the next preset continuation time TO elapses, it is determined whether or not 
the catalytic converter is saturated. Such processes are reiterated until the saturation of the 
catalytic converter is detected. It should be noted that variation of the target air/fbel ratio at a 
greater amplitude and a longer period causes the catalytic converter to be more easily and 
surely saturated. The detection of saturation of the catalytic converter is based on the fact that, 
as shown in fig. 60, the difference AV2 between the maximum value V h ,  and the minimum 
value Vhin of the output voltage V2 of the downstream oxygen sensor is equal to or greater 
than a predetermined reference value E when the catalytic converter is saturated. 

When saturation of the catalytic converter is determined, the degree of deterioration of the 
catalytic converter is determined in response to the current deterioration detection corrective 
values p and y which are components of the current dither amplitude AA and the current dither 
period AT. Low values of p, y to achieve saturation of the catalytic converter mean great 
deterioration of the converter. 

The degree of deterioration of the catalytic converter is detected each time the distance traveled 
by the vehicle body increases by 2,000 km. The degree of deterioration of the catalytic 
converter may be detected when the total time of travel of the vehicle body increases by each 
preset time or when the total time of operation of the engine increases by each preset time. 

Other methods of Nippon Denso Co.: see JP8338286 (1996) 
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Engines with multiple cylinder groups 

The method of US5279114 (1994) is applied to the case of a multiple cylinder bank engine 
with an aidfuel sensor installed in each cylinder bank exhaust pipe upstream of the catalytic 
converter and an aidfuel sensor installed in the common exhaust pipe section downstream of 
the catalytic converter. The general layout is this of fig. 56. The method comprises the steps: 
1) executing a feedback control of the aidhel ratio of each cylinder bank in accordance with 

the results of detected output signals performed by the plurality of upstream airhe1 ratio 
sensors and the downstream aidfuel ratio sensor 

2) discriminating the deterioration state of the catalytic converter in accordance with results of 
detected output signals performed by the upstream aidfuel ratio sensor corresponding to a 
predetermined cylinder bank and the downstream aidfie1 ratio sensor 

3) adjusting the air/hel ratio control quantity at the time of feedback-controlling the aidfuel 
ratio so as to eliminate an influence of exhaust gas emitted from cylinder banks except for 
said predetermined cylinder bank of a plurality of said cylinder banks. This elimination of 
influence can be achieved by one of the following methods: 

a) reducing air/hel correction coefficients of all cylinder banks except 
for the predetermined cylinder bank at the time of feedback- 
controlling the aidfuel ratio, or 

b) using an air/fuel ratio correction coefficient of the predetermined 
cylinder bank as the aidfie1 ratio correction coefficients for the other 
cylinder banks at the time of feedback-controlling said air/fuel ratio 
so as to cause the phases of the upstream aidfuel ratio sensors to be 
synchronized with one another, or 

c) subjecting all cylinder banks except for the predetermined cylinder 
bank to a dither control in which the air/fbel ratio is changed relative 
to a target aidfuel ratio 

Fig. 61 illustrates changes of the wave forms of the air fuel ratio for the case of left and right 
bank upstream sensors with coinciding phase (fig. 61a), with non-coinciding phase (fig. 61b) 
and with a reduced aidfbel correction coefficient for the right bank sensor (fig. 61c). The left 
cylinder bank is considered to be the predetermined cylinder bank mentioned above. The case 
of fig. 61a is an ideal one where the output signal of the downstream sensor results in a high 
amplitude oscillation, but in reality the phases of the two upstream sensors never coincide 
because they are independently feedback-controlled. The case of fig. 61b results in an almost 
flat signal output of the downstream sensor and no real detection of the catalytic converter can 
take place. In the case of fig. 61c the amplitude of the right cylinder bank is considerably 
decreased, so it does not influence the total variation of the output signal of the downstream 
sensor and the deterioration of the catalytic converter can take place by comparing the output 
signals of the lee cylinder bank airhiel sensor and of the downstream air/hel sensor. 

The case of fig. 61 d corresponds to a dither control of the aidfie1 ratio of the upstream sensor 
placed in the right cylinder bank. The airhe1 correction coefficient for this sensor swings 
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slightly while traversing a point at which the aidfuel ratio I = ] .  As a result, the period of the 
wave form of the right airhe1 ratio sensor in which the rich state and the lean state are 
inverted is lengthened. Hence, the influence of the exhaust as shown from the right bank is 
eliminated considerably, and therefore the wave form detected by the downstream sensor is 
able to show the change at the left bank. Therefore, the catalytic converter deterioration 
discrimination can be accurately performed. 
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Fig. 61 (from US52791 14) 



Chapter 1.6 

Honda Motor Co. Ltd. 

The methods proposed by Honda have been applied, except where otherwise mentioned, for an 
engine layout similar to that of fig. 62. 

Connected to the cylinder block of the engine is an intake pipe across which is arranged a 
throttle body accommodating a throttle valve therein. A throttle valve opening (e) sensor is 
connected to the throttle valve for generating an electric signal indicative of the sensed throttle 
valve opening and supplying same to an electronic control unit (hereinafter called "the ECU"). 

Fuel injection valves, only one of which is shown, are inserted into the interior of the intake 
pipe at locations intermediate between the cylinder block of the engine and the throttle valve 
and slightly upstream of respective intake valves, not shown. The fuel injection valves are 
connected to a fuel pump, not shown, and electrically connected to the ECU to have their 
valve opening periods controlled by signals therefrom. 

On the other hand, an intake pipe absolute pressure sensor is provided in communication with 
the interior of the intake pipe through a conduit at a location immediately downstream of the 

13 I 
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throttle valve for supplying an electric signal indicative of the sensed absolute pressure within 
the intake pipe to the ECU. An intake air temperature sensor is inserted into the intake pipe at 
a location downstream of the intake pipe absolute pressure sensor for supplying an electric 
signal indicative of the sensed intake air temperature to the ECU. 

An engine coolant temperature sensor, which may be formed of a thermistor or the like, is 
mounted in the cylinder block of the engine, for supplying an electric signal indicative of the 
sensed engine coolant temperature to the ECU. An engine rotational speed sensor and a 
cylinder-discriminating sensor are arranged in facing relation to a camshaft or a crankshaft of 
the engine, neither of which is shown. The engine rotational speed sensor generates a pulse as 
a TDC (top dead center) signal pulse at each of predetermined crank angles whenever the 
crankshaft rotates through 180 degrees, while the cylinder-discriminating sensor generates a 
pulse at a predetermined crank angle of a particular cylinder of the engine, both of the pulses 
being supplied to the ECU 

A three-way catalyst is arranged within an exhaust pipe connected to the cylinder block of the 
engine for puritjring noxious components such as HC, CO, and NO,. Oxygen sensors as air- 
fuel ratio sensors are mounted in the exhaust pipe at locations upstream and downstream of the 
three-way catalyst, respectively, for sensing the concentration of oxygen present in exhaust 
gases emitted from the engine and supplying electric signals in accordance with the output 
values VI, Vz thereof to the ECU. Further, a catalyst temperature sensor is mounted on the 
three-way catalyst for detecting the temperature of same and supplying a signal indicative of 
the detected catalyst temperature to the ECU. 

A vehicle speed sensor is connected to the ECU for detecting the vehicle speed V and 
supplying a signal indicative of the detected vehicle speed V to the ECU. Further connected to 
the ECU is an LED (light emitting diode) for raising an alarm when deterioration of the three- 
way catalyst has been detected by the present method in a manner described in detail herein 
below. 

The ECU comprises an input circuit having the functions of shaping the wave forms of input 
signals from various sensors, shifting the voltage levels of sensor output signals to a 
predetermined level, converting analog signals from analog-output sensors to digital signals, 
and so forth, a central processing unit (hereinafter called "the CPU"), memory means storing 
various operational programs which are executed in the CPU and for storing results of 
calculations therefiom, etc., and an output circuit which outputs driving signals to the fbel 
injection valves and the LED. 

The CPU operates in response to the above mentioned signals from the sensors to determine 
operating conditions in which the engine is operating, such as an air-fuel ratio feedback control 
region in which the fuel supply is controlled in response to the detected oxygen concentration 
in the exhaust gases, and open-loop control regions including a region in which fbel supply 
should be increased under a high load condition of the engine, and a fbel cut region, and 
calculates, based upon the determined operating conditions, the valve opening period or fuel 
injection period over which the fuel injection valves are to be opened in synchronism with 
inputting of TDC signal pulses to the ECU. 
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In JP4017758 (1992) the aidfuel ratio is switched to a rich state and the output signals of the 
upstream and downstream sensors are detected and compared. The fuel supply is then cut off 
for a certain time and the output signals of the two sensors are detected again. From the four in 
total detected signals useful conclusions about the condition of the catalytic converter can be 
drawn without any influence of the physical characteristics of the two sensors to be involved. 

In the method of US5158059 (1992) an amount of residual fuel in the tank is compared with a 
predetermined value and when the residual fuel is below a predetermined value, an abnormality 
detection of the catalytic converter is inhibited. The detection method comprises the steps of 
I )  obtaining a first signal and a second signal based on respective signal outputs from the 

upstream and downstream aidfuel ratio sensors when the fuel supply to the engine is 
increased (high load) 

2) obtaining a third signal and a fourth signal based on respective signals outputs from the 
upstream and downstream aidfuel ratio sensors when the fuel supply to the engine is 
interrupted (fuel cut) 

vehicle speed 

atm. pressure 

electronic control unit 

Fig. 62 (from US5381657) 
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3) comparing a wave form of a signal output from the upstream airhe1 ratio sensor with a 
wave form of a signal output from the downstream aidfuel ratio sensor, based on said first 
to fourth signals while the engine is in a predetermined stable operating condition 

4) determining from a result of this comparison whether or not the three-way catalyst is 
deteriorated. 

FC: Fuel Cut 

Fig. 63 (from US5 158059) 

The method can be explained with the help of fig. 63. When the engine is in a predetermined 
operating condition, the aidfuel ratio feedback correction coefficient is subjected to a 
perturbation. This change of oxygen concentration V02 in the exhaust gases is sensed by the 
upstream and downstream sensors. The area A, between the output signal V02 of the upstream 
sensor and the average values r,,, and FFc (corresponding to a high load and a fie1 cut 
condition respectively) is formed during a time period T. Similarly, the area A2 between the 
output signal V02 of the downstream sensor and the average values and cFc 
(corresponding to a high load and a fuel cut condition respectively) is formed during a time 
period T. The area A2 is then corrected by using the expression 

where 
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In this way, any differences or variations between the two sensors are eliminated. If the 
difference between the areas A, and A*' is smaller than a predetermined limit, the catalytic 
converter is considered as degraded. 

The method of US5191762 (1993) comprises the following steps: 
1) starting to cut off the fuel supply to the engine when the engine is decelerated having the 

throttle valve substantially filly closed (fig. 64) 
2) resuming the fuel supply to the engine when the rotational speed of the engine has become 

lower than a predetermined value. This resumption of &el supply comprises resuming 
feedback control, in which the air/fuel ratio of a mixture supplied to the engine is controlled 
to a predetermined value in response to a signal of the upstream sensor 

3) measuring the time At which the output from the downstream air/fbel ratio sensor has 
required to reach a predetermined reference value Vrer (fig. 64) after the resumption of the 
fuel supply to the engine. This carrying out of time measurement takes place when I) the 
temperature of the engine is higher than a predetermined value, or 11) after a predetermined 
time period has elapsed after transition of the engine from starting mode to normal mode 

4) determining that the three-way catalyst is deteriorated when said measured time At is 
shorter than a predetermined time period (fig. 64). 
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Fig. 64 (from US5191762) 
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The method of US5325664 (1994) comprises the following steps: 
1) sensing concentration of oxygen contained in exhaust gases emitted from the engine by 

means of an upstream sensor 
2) sensing concentration of oxygen contained in the exhaust gases downstream of the catalytic 

converter by means of a downstream sensor 
3) controlling the aidfuel ratio of a mixture supplied to the engine by means of an aidfuel ratio 

feedback correction value, the control being responsive to the outputs of the upstream and 
downstream sensors (first control) 

4) controlling the aidfbel ratio of the mixture by means of the air/fbel ratio feedback correction 
value, the control being responsive to the output of the downstream sensor (second control) 

5 )  detecting the temperature of the catalytic converter by means of a temperature sensor 
mounted inside the catalytic converter body, or estimating the temperature of the catalytic 
converter from an amount of intake air supplied to the engine or from a rotational speed and 
a load on the engine 

6) effecting changeover fiom the first air/fiel ratio control to the second air/fuel ratio control 
for controlling the aidfuel ratio of the mixture, when the detected temperature or the 
estimated temperature of the catalytic converter falls outside a predetermined range 

7) determining whether the output from the downstream oxygen sensor has been inverted from 
a lean side to a rich side or vice versa with respect to a stoichiometric air/hel ratio 

8) measuring a first time period elapsed from the time the second air/fbel ratio control causes a 
change in the value of the aidfuel ratio feedback correction value from the rich side to the 
lean side to the time the output from the downstream oxygen sensor is inverted tiom the 
rich side to the lean side, after the changeover has been effected 

9) measuring a second time period elapsed from the time the second air/fiel ratio control 
causes a change in the value of the aidfie1 ratio feedback correction value from the lean 
side to the rich side to the time the output from the second oxygen concentration sensor is 
inverted from the lean side to the rich side, after the changeover has been effected 

10) comparing the sum of the first and second time periods or an average value thereof with a 
predetermined time period and determining that the catalytic converter is deteriorated, when 
the sum or the average value is shorter than the predetermined time period. The 
predetermined time period is extracted from a table as function of the in oxygen storage 
capacity ( O X )  and the temperature of the catalytic converter. 

Fig. 65 shows the change in oxygen storage capacity (OSC) of the catalytic converter with 
respect to the temperature of the converter for a new, a qualified and a deteriorated converter. 
For new converters the oxygen storage capacity reaches the maximum value at approximately 
300 "C, and at higher values of catalytic converter temperatures, it remains unchanged. For a 
progressively degraded converter the oxygen storage capacity becomes smaller. The qualified 
and the deteriorated converters show a change in the oxygen storage capacity within a 
temperature range A-B defined between 300 and 550 "C. 
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Fig. 65 (from US5325664) 

In the case of a used converter, an erroneous determination can take place within range A-B. 
Additionally, if point B (550 "C ) is used as the lower temperature limit, a deteriorated 
converter cannot be determined to be deteriorated at higher temperatures, or there is a 
possibility that the catalytic converter temperature does not rise to the monitoring temperature 
range, so that the deterioration determination cannot be carried out. For this reason, the 
predetermined time period of step IO is corrected in dependence of the catalytic converter 
temperature falling within the specific catalytic converter temperature region A-B. The 
predetermined time period is  extracted from a table as function of the in oxygen storage 

The method of patent application EP0588324 (1994) comprises the following steps: 
1) detecting the concentration of oxygen upstream and downstream of the catalytic converter 

2) detecting operating conditions of the engine 
3) calculating a desired air/fbel ratio mixture supplied to the engine in response to the detected 

4) correcting the desired aidfuel ratio based on an output value from the downstream sensor 
5 )  feedback controlling an aidfuel ratio of a mixture supplied to the engine to the corrected 

6) calculating an average value of the output signal of the downstream sensor 
7) calculating an output fluctuation width with respect to the calculated average value, based 

by means of oxygen sensors 

operating conditions of the engine 

desired aidfie! ratio in response to the output signal of the upstream sensor 

on the output signal of the downstream sensor 
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8) determining whether the catalytic converter is deteriorated, based on the calculated average 
value and output fluctuation width 

In JP6193436 (1994) the engine air/fkel ratio forcibly varies from rich to lean and the opposite 
with a specific amplitude and frequency. The average engine air/hel ratio is set leaner than the 
stoichiometric value during execution of the perturbation. The deterioration judgment of the 
three-way catalytic converter is then based on the average output signals of the upstream and 
downstream sensor. 

airlfuel correction 

e 

Fig. 66 (from US5381657) 

The method of US5381657 (1995) comprises the following steps: 
1) sensing the concentration of oxygen contained in the exhaust gases downstream of the 

catalytic converter by means of the downstream sensor (fig. 66 lower part) 
2) controlling an airhe1 ratio of a mixture supplied to the engine in relation with the output of 

the downstream sensor (feedback control) (fig. 66 upper part) 
3) comparing the output from the downstream sensor with a predetermined reference value to 

thereby determine whether the aidfuel ratio of the mixture supplied to the engine is on a rich 
side or a lean side with respect to a stoichiometric aidfuel ratio 

4) changing the air/fkel ratio of the mixture supplied to the engine across the stoichiometric 
aidfuel ratio upon the lapse of a delay time period AtIan or after the time the inversion 
of the aidfuel ratio (from rich to lean and vice versa) is detected from the downstream 
sensor (fig. 66) 
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5) detecting a value of an inversion period Thch or Tlcan with which the output from the 
downstream sensor is inverted from rich to lean and vice versa 

6) determining a value of the delay time period Atrich or Atlean in function of the flow rate of the 
exhaust gases e.g. by setting the value of the delay time period to a large value for a large 
value of the flow rate of the exhaust gases. This happens because normally for large exhaust 
flow rates the inversion time period becomes shorter causing inaccuracies to the 
determination of the deterioration of the catalytic converter. So by adjusting the delay time 
period the inversion time period is also adjusted to make the determination of the catalytic 
converter deterioration independent from the exhaust gas flow rate 

7) comparing between the value of the detected inversion period ThEh or Tlean and a 
predetermined value, and determining that the catalytic converter is deteriorated, when the 
detected value of the inversion period is shorter than the predetermined value. 

The method of US5386695 (1995) comprises the following steps: 
1 )  calculating an aidfuel ratio correction amount, based on an output from the upstream 

2) correcting the aidfuel ratio correction amount, based on the output from the downstream 

3) measuring an inversion period with which the output from the downstream air/f%el ratio 

4) detecting deterioration of the catalytic converter, based on the measured inversion period 
5) inhibiting deterioration-detecting operation of the catalytic converter when the aidfuel ratio 

correction amount falls outside a predetermined range 
6) permitting the deterioration-detecting operation of the catalytic converter after a 

predetermined time period elapses from a time the air/f%el ratio correction amount returns 
into said predetermined range 

aidfuel ratio sensor 

aidfuel ratio sensor 

sensor is inverted from a rich to a lean state and vice versa 

The method may also comprise a limitation of the aidfuel ratio correction amount within a 
first predetermined range when the air/hel ratio correction amount falls outside the first 
predetermined range. and inhibiting the deterioration detecting operation of the catalytic 
converter when the aidfuel ratio correction amount falls outside a second predetermined range 
included within the first predetermined range. 

In US5396766 (1995) a method is described to detect abnormalities of an internal combustion 
engine based on the detection of a deterioration of the catalytic converter. The method 
comprises the following steps: 
1 )  feedback controlling the air/hel supplied to said engine, in response to the output from the 

2) detecting a repetition period of inversion of the output from the upstream oxygen sensor 
3) detecting a degree of deterioration of the catalytic converter, based on: I) detecting a 

response time lag of the output of the downstream oxygen sensor (a time interval from the 
moment a predetermined control term is generated during the aidfuel ratio feedback control 
to the moment the output from the downstream oxygen sensor is correspondingly inverted) 
or 11) detecting a repetition period of inversion of the output of the downstream sensor 

downstream oxygen concentration sensor 
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4) setting a reference value for determining an abnormality in the engine, based on the degree 
of deterioration of the catalytic converter e.g. by setting this reference value to a value 
capable of detecting a lower degree of the abnormality in the engine as the detected degree 
of deterioration of the catalytic converter is higher 

5) comparing between the reference value and a value based on the repetition period of the 
output of the upstream oxygen concentration sensor detected in step 2. 

6) determining the abnormality in the engine, based on a result of said comparison 

The method of US5416710 (1995) comprises the following steps: 
1) obtaining a first signal and a second signal based on respective signal outputs fiom the 

upstream and downstream aidfuel ratio sensors when the fuel supply to the engine is 
increased (high load) 

2) obtaining a third signal and a fourth signal based on respective signal outputs from the 
upstream and downstream aidfuel ratio sensors when the fuel supply to the engine is 
interrupted (fUel cut) 

3) calculating 
a) a first area defined between the waveform of the signal outputted 

from the upstream aidfuel ratio sensor and the first and third signals 
with 

b) a second area defined between the waveform of the signal outputted 
from the downstream air/fbel ratio sensor and the second and fourth 
signals 

4) correcting at least one of the first and second areas by a ratio calculated between a 
difference between the first and third signals and a difference between the second and fourth 
signals while the engine is steadily cruising 

5) comparing 
a) a difference between the first area and the second area with a 

b) a ratio between the first area and the second area with a 

6) determining deterioration of the three-way catalyst when said difference or said ratio of 

predetermined reference value or 

predetermined reference value 

areas are smaller than said predetermined reference values 

The explanation of the method is similar to the one of fig. 63. 

The method of US5437154 (1995) is similar to the one of US5396766 (1995) described 
above. The method detects misfiring (abnormality) of an internal combustion engine based on 
the detection of a deterioration of the catalytic converter. All steps of US5395766 (1995) are 
also applied in this method so they are not repeated here 

In JP8144744 (1996) the judgment of deterioration of the catalytic converter is based on the 
output signal of the downstream oxygen sensor only. A time between a time point at which 
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this output signal is inverted from a lean (rich) side to a rich (lean) side in a prescribed 
reference voltage and a time point at which this output signal is inverted in a reverse direction, 
is detected (inversion cycles). The deterioration judgment of the catalytic converter is based on 
these inversion cycles. 

The method described in JP8144745 (1996) is based on the phase difference of the output 
signals of the upstream and downstream sensor during a forced oscillation of the engine aidhel 
ratio. 

The method of JP8296482 (1996) prevents a deterioration misjudgment of a catalytic 
converter due to sulfbr poisoning of the converter. The sulhr poisoning is determined by the 
fact that the larger the content of sulhr is, the smaller the maximum output of the downstream 
oxygen sensor becomes. If poisoning is detected then the aidfuel ratio feedback is stopped and 
the air/fuel ratio is maintained to a rich side for a predetermined time. The sulfbr then is 
discharged as oxygen sulfide. After the predetermined time has passed the ordinary detection 
of the efficiency of the catalytic converter starts. 

The methods of JP9041952 (1997), JP9041953 (1997) and JP9041954 (1997) interrupt the 
deterioration judgment of the catalytic converter when respectively 
a) an operation parameter of the engine varies beyond a predefined value 
b) the amplitude of the output signal of the downstream oxygen sensor is below a 

c) the density of oxygen in evaporated fbel discharged from a purge tank to the intake suction 
predetermined value 

system is high. 

The method of US5636514 (1997) comprises the following steps: 
1 )  detecting concentration of oxygen in the exhaust gases by means of an oxygen sensor 

installed downstream of the catalytic converter 
2) feedback-controlling the engine airhel ratio amount based on the output of the downstream 

oxygen sensor 
3) detecting deterioration of the catalytic converter based on a value of a catalytic converter 

deterioration parameter indicative of a degree of deterioration of the catalytic converter, 
and an amount of variation in the air/fbel ratio control amount. The catalytic converter 
deterioration parameter is a time period from execution of the proportional term control to 
inversion of the output from the downstream oxygen sensor. The amount of variation in the 
aidhe1 ratio control amount is: 

a) a cumulative value of a difference between two adjacent values of 
the air/fkel ratio control amount measured immediately after 
proportional term control carried out by the aidfuel ratio control 
means, or 
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b) an average value of the cumulative value of the difference 
between two adjacent values of the air/fbel ratio control amount 
over a predetermined time period 

4) deterioration detection-inhibiting means for inhibiting detection of deterioration of the 
catalytic converter when the amount in variation of the aidfirel ratio control amount exceeds 
a predetermined value. 

The catalytic converter deterioration detection of step 3 is camed out by making use of an 
amount obtained by subtracting an amount ascribed to the amount of variation in the aidfuel 
ratio control amount obtained by dividing the cumulative value of the difference between two 
adjacent values of the air/fbel ratio control amount over the predetermined time period by an 
integral term applied in the aidfbel ratio control, from an average value of the catalytic 
converter deterioration parameter over the predetermined time period. 

The patent disclosure US5678402 (1997) describes an air/fbel ratio control system for an 
internal combustion engine and a device that can estimate the temperature of the catalytic 
converter. The deterioration of the converter as well as the temperature of the converter are 
used as parameters to set this air/fbel ratio control. The method comprises the following steps: 
1) calculating a maximum oxygen storage amount indicative of the maximum amount of 

oxygen that can be stored in the catalytic converter. This is based on at least one of 
a) the temperature of the catalyst of the catalytic converter, or 
b) a degree of deterioration of the catalytic converter 

2) forcibly oscillating an aidfie1 ratio of a mixture supplied to the engine at a predetermined 
frequency and a predetermined amplitude 

3) changing at least one of the predetermined frequency and the predetermined amplitude at a 
predetermined rate of change 

4) setting the predetermined rate of change of the predetermined frequency and the 
predetermined amplitude, in dependence on the maximum oxygen storage amount 
calculated in step I .  
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Engines with multiple cylinder groups 

The method of US5394691 (1995) is applied to the case of a multiple cylinder bank engine 
with an aidfuel sensor ( 1  a, 1 b) installed in each cylinder bank exhaust pipe upstream of the 
catalytic converter and an aidfuel sensor (2) installed in the common exhaust pipe section 
downstream of the catalytic converter (fig. 38). The general detection layout is that of fig. 62. 
The method comprises the steps: 
1)  when the engine is in a predetermined operating condition then 

I) controlling the aidfuel ratio of an aidfuel mixture supplied into the left group of 
cylinders by the use of a first aidfuel ratio control amount based on outputs from 
the left upstream oxygen sensor and the downstream oxygen sensor and 

11) controlling the aidfuel ratio of an aidfuel mixture supplied into the right group of 
cylinders by the use of a second aidfuel ratio control amount based on outputs 
from the right upstream oxygen sensor and the downstream oxygen sensor 

2) when the engine is in an operating condition other than the predetermined condition of the 

1) controlling the aidfuel ratio of an aidfuel mixture supplied into one of said left 
and right groups of cylinders by using a third air/fiel ratio control amount based 
solely on an output from the downstream oxygen sensor and 

11) controlling the air/fuel ratio of an aidfuel mixture supplied into the other of said 
left and right groups of cylinders by using a predetermined value 

3) detecting deterioration of the left or the right catalytic converter, based on an inversion time 
period of the output from the downstream oxygen sensor obtained during operation as 
described in step 2. 

previous step then 

The method of detecting alternately the deterioration of the left or right bank catalytic 
converters is similar to the one of US5381657 (1995) described above. 





Chapter 1.7 

Hitachi Ltd. 

The methods proposed by Hitachi have been applied, except where otherwise mentioned, for 
an engine layout similar to that of fig. 67. 

Fig. 67 shows a catalytic converter, an upstream oxygen sensor 1 and a downstream oxygen 
sensor 2 which are mounted upstream and downstream of the catalytic converter, respectively, 
and a fuel injection control means for feedback controlling the aidfuel ratio based upon the 
outputs of the oxygen sensors. 

The upstream and downstream oxygen sensors which include zirconium, titania, etc. are used 
as aidfuel ratio sensors. Hydrocarbon sensors may be used as the aidfuel ratio sensors. Some 
hydrocarbon sensors that may be used measure the absorption factor of infra-red rays. Signals 
derived from the upstream and downstream oxygen sensors I and 2 will be hereinafter 
represented by characters x and y, respectively. 

The fuel injection control means comprises fuel injection quantity calculating means, output 
means and aidfuel ratio feedback calculating means. The fuel injection quantity calculating 
means determines the fuel-injection quantity from a value detected by a sensor for detecting the 
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load imposed upon an engine (for example, an intake aidfuel quantity) and a value detected by 
a sensor for detecting the engine speed. 

Fig. 67 (from US5341642) 

2 
F 

The deterioration diagnosing means is provided for evaluating the similarity in accordance with 
a correlation function. It mainly comprises a single chip microcomputer having an A/D 
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converter therein, and a high pass filter. The microcomputer is operated in accordance with 
stored software for achieving functions of the above mentioned means such as auto-correlation 
tinction calculating means and the catalytic converter deterioration determining means. 

The auto-correlation bnction of the output signal from the upstream oxygen sensor is 
calculated by an auto-correlation function calculating means. The cross-correlation function 
between the output signal x of the upstream oxygen sensor and an output signal y of the 
downstream oxygen sensor is calculated by the cross-correlation tinction calculating means. 

Determination of whether or not the catalytic converter has deteriorated is carried out by 
catalytic converter deterioration determining means, which calculates a successive 
deterioration index and compares the calculated index with a predetermined reference value. 

Determination as to whether or not the upstream oxygen sensor deteriorates is made by aidtiel 
ratio sensor deterioration determining means. 

In the method of DE4209136 (1992) and US5237818 (1993) the catalytic converter 
conversion efficiency is estimated by comparing a correlation function @(T) computed from the 
output signals of the upstream and downstream sensors with a reference value. 

Figs. 68a,d show the variation in time of the output signals of the upstream and downstream 
sensors respectively, when the aidfuel feedback control of fig. 68c is imposed on the engine. 
Figs. 68b,e show the corresponding binary code signals (rectangular waves) generated by 
comparing the output signals of figs. 68a,d to the comparison levels E I  and EZ respectively. 
Level equals a mean value of the maximum and minimum values of the wave of the upstream 
airltiel ratio. The value of the comparison level is based on a characteristic of the upstream 
aidtiel sensor. Symbols y and z (figs. 68b.d) denote an interval in which the correlation 
function is calculated. The region I containing the space where a rectangular wave is not 
generated is put equal to a fixed interval of the feedback coefficient of the air/fhel ratio. 

The correlation function i s  then calculated byy and z as follows: 

where, 
.f, , . f2:  functions of time, such as the input and output of a communication system, 
r : a time delay parameter 
1' : is a time interval 

The correlation function @, is calculated as 
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@ j  = C y i  . z j+ j  

J 

where, 
i : sampling number of y 
J : phase difference to i 

The complement function of the correlation function @j is calculated according to the 
following equation: 

where 7 and Fare complementary signals ofy and z respectively 
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Fig. 68 (from US5237818) 
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The conversion efficiency ('1; is calculated by the following equation for compensating an 
effect of an output ratio between a high level output period and a low level output period of 
the upstream airhe1 sensor 

When the calculated converter efficiency in function of the correlation function falls out of a 
predetermined region, then the catalytic converter is considered as deteriorated. 
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Fig. 69 (from EP0478 133) 
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The method of EP0478133 (1992) comprises the following steps: 
1) controlling the air/hel ratio of the air/fbel mixture supplied to each cylinder of the engine to 

the stoichiometric value @=I) 
2) changing the air/fuel ratio supplied to the engine from one predetermined rich value to 

another predetermined lean value around the stoichiometric one by means of a ;L correction 
coefficient (fig. 69b) in such a way that the mean value is leaner than the stoichiometric one 
(fig. 69c, left side), then 

3) changing the aidfuel ratio supplied to the engine from one predetermined rich value to 
another predetermined lean value around the stoichiometric one by means of a 1 correction 
coefficient (fig. 69b) in such a way that the mean value is richer than the stoichiometric one 
(fig. 69c, right side) 

4) measuring the response time At of the downstream sensor from the moment the mean value 
of the air/fbel ratio supplied to the engine turns from lean to rich till the moment the signal 
of the downstream sensor passes from lean to rich respectively (fig. 69d) 

5 )  deciding that the catalytic converter is deteriorated if the response time At is lower than a 
predetermined threshold 

In the method of DE4238807 (1993) a cross-correlation function of the output signals of the 
upstream and downstream sensors is calculated in a way similar to the method of US5237818 
(1993) described above. The correlation coefficient calculated from the two signals is averaged 
and from this coefficient an averaged conversion efficiency of the catalytic converter is 
estimated. This value of the conversion efficiency is compared to a predetermined region of 
values. If the conversion efticiency falls out of this region then the catalytic converter is 
considered as deteriorated. 

The method of DE4243339 (1993) and US5341642 (1994) comprises the following steps: 
I )  calculating an auto-correlation fbnction @=of the output signal x from the upstream sensor 

to output the maximum values of the auto-correlation function at predetermined intervals, 
each maximum value being in each of the predetermined intervals. @= is calculated as: 

where the maximum value is determined by changing the phase 7 in an integration region 
2) calculating a cross-correlation hnction QAT. between the output signal y from the upstream 

and downstream aidfuel sensors to output the maximum values of the mutual correlation 
hnction at predetermined intervals, each maximum value being in each of the predetermined 
intervals. i s  calculated as: 

where the maximum value is determined by changing the phase 7 in an integration region 
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3)  calculating the ratios between the maximum values of the cross-correlation function mrV and 
auto-correlation function (successive deterioration index mi) 

4) determining the deterioration condition of the catalytic converter by comparing the ratio 
with a predetermined value. If the catalytic converter deteriorates, the successive 
deterioration index @, increases since there is an increase in similarity between the 
variations of the aidhe1 ratio upstream and downstream of the catalytic converter. 

The methods of DE4404449 (1994) and US5400592 (1995) comprise the following steps: 
I )  sensing at least one operating parameter of the engine and providing at least one output 

signal indicative thereof 
2) detecting when the at least one output signal falls within a predetermined diagnostic area 

and generating an enabling signal indicative thereof In particular the engine must be driven 
at no less than a predetermined speed, and the temperature of the catalytic converter must 
be at least 500 "C 

3)  detecting when the output signal from the downstream aidfuel ratio sensor varies within 
predetermined limits proximate to a stoichiometric mixture; when the output signal from the 
downstream aidfuel ratio sensor is not within the predetermined range, determining whether 
it varies on a rich side or a lean side of the predetermined limits; and generating a fuel ratio 
adjustment signal which causes said fuel input control system to adjust an amount of fuel 
input to the engine to shift the output signal from the downstream aidfuel ratio sensor 
within the predetermined limits 

4) calculating a cross correlation function of the output signals x, y of the upstream and 
downstream air/fbel ratio sensors (see method of US5341642 (1994) described above) 

5) calculating an auto-correlation function mXr of the output x of the upstream aidfuel ratio 
sensor (see method of US5341642 (1994) described above) 

6) periodically calculating an instantaneous deterioration index @, based on the ratio of a 
maximum of the cross correlation hnction and the calculated auto-correlation function 

max @,, 
@, =- 

?)SI 

7) periodically calculating a mean value of a predetermined number N of instantaneous 
deterioration index values having greatest magnitude to define a final deterioration index Z 

8 )  comparing the final deterioration index I with a predetermined deterioration reference level, 
and activating an output indication when the deterioration index is greater than a 
deterioration reference level 
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Fig. 70 (from DE4404449) 

As shown in fig. 70a, a signal is supplied to the air/hel ratio feedback calculating means (fig. 
67) which causes the output signal of the downstream 02 sensor to move into proximity with 
the stoichiometric line by shifting it to the lean side when the air/hel ratio is on the rich side, 
and shifting it to the rich side when it is on the lean side in the diagnostic area (from tl up to 
t2). The correlation function of the output signal of the upstream 02 sensor shown in fig. 70b 
with the downstream 0 2  sensor shown in fig. 70c can then be calculated accurately. 

In a preferred embodiment of the invention, instead of simply taking the mean value of N 
instantaneous degradation indices as described above, the final deterioration index I calculation 
is performed by taking the mean of the M largest values of @i, according to the following 
formula: 

I 
M 

I = -Xmax,(Qi) 
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where maM(@;) represents the M largest values of @i within the designated time interval. 

This calculation achieves greater diagnostic accuracy than a straight mean value calculation 
because the maximum deterioration index occurs at a time when the air-fuel ratio, as detected 
and indicated by the output signal of the downstream 0 2  sensor (fig. 70b), varies about the 
stoichiometric point, as shown in fig. 70d. 

In the patent application DE4412191 (1994), a method similar to the one described in 
DE4243339 (1993) is presented in order to assess the performance of a catalytic converter. 
The main difference between the two methods is that in the current method, the deterioration 
index a, is corrected for possible abnormalities of the finction of the engine. Such 
abnormalities are provoked by misfiring or malfunctioning of a secondary air supply system. 
The assessment of the deterioration of the catalytic converter is interrupted in the event of an 
important abnormality of the fhction of the engine being logged. 

The method of EP0626507 (1994) and US5649420 (1997) comprises the following steps: 
I )  estimating the temperature of the catalytic converter in function of an engine physical 

parameter e.g. the engine intake air mass flow, by means of a map stored in the control unit 
of the system 

converter is outside a predetermined range 

sensors installed upstream and downstream of the catalytic converter 

converter previously set as to the temperature of the catalytic Converter estimated in step 1 

conversion eficiency value with a threshold value 

efficiency value is smaller than the threshold value 

2) suspending the decision ofjudgment on condition that the temperature of the catalytic 

3) obtaining a value of conversion efficiency of the catalytic converter by means of two oxygen 

4) correcting the conversion efficiency value to a value in a standard state of the catalytic 

5 )  deciding the deterioration state of the catalytic converter by comparing the corrected 

6) deciding that the catalytic converter is deteriorated when the corrected conversion 

The method of EP0641920 (1995) diagnoses the degradation of the catalytic converter and the 
upstream airhe1 sensor with high accuracy. The method comprises the following steps: 
1) sampling data of an output signal from the upstream and downstream aidfuel sensors at a 

rate dependent on engine speed by means of an angular-based data sampler e.g. a sampler 
sampling data at a constant rotation angle of the crank shaft 

2) judging that the conditions of the catalytic converter monitoring zone are satisfied when the 
rotational speed of the internal combustion engine is higher than or equal to a 
predetermined rotational speed value, and a catalytic converter temperature estimated from 
the rotational speed, and intake air flow rate of the internal combustion engine is higher than 
or equal to a predetermined temperature 
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3) judging the deterioration of the catalytic converter according to the steps 4 to 8 of the 
method of USS4OOS92 (1 995) described above, where the judgment is based on the data 
sampled by the angular-based sampler in step 1 of the present method 

4) sampling an output signal from the upstream air/fiel sensor at every lapse of a 
predetermined constant time by means of a time-based data sampler e.g. a sampler sampling 
data at every lapse of a constant time interval 

5) judging deterioration of the upstream sensor on the basis of data sampled by the time-based 
data sampler 

The method of JP7063107 (1995) uses the output signals of an air quantity sensor, a rotational 
speed sensor and the oxygen sensors placed upstream and downstream of the catalytic 
converter to assess the deterioration degrees of an ignition plug, the upstream oxygen sensor 
and the catalytic converter. 

The method of JP7116469 (1995) comprises a monolithic catalytic converter with a lot of 
exhaust gas channels located in the middle of the monolith. Exhaust gas on both upstream and 
downstream sides of the catalytic converter is introduced to the inside electrode and the 
outside electrode of an oxygen sensor respectively, which is located close to the exit end face 
of the monolith (fig. 71). Electromotive force is generated corresponding to the difference in 
the oxygen concentration of the exhaust gas on the upstream and downstream sides which are 
in contact with the inside electrode and the outside electrode of the oxygen sensor respectively 
to be extracted from lead wires as electric output signals. The output signals are compared 
with predetermined values to diagnose the degree of deterioration of the catalytic converter. 

The method of JP8296428 (1996) inhibits the deterioration detection of the catalytic converter 
until the catalytic converter is activated. An initial deterioration index is calculated by means 
of the output signals of the upstream and downstream oxygen sensors, as described in other 
methods of this chapter. A final deterioration index is then calculated based on the initial 
deterioration index and a correction value obtained by a correction value calculating means. 
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Fig. 71 (from JP7116469) 

The method of EP0719931 (1996) comprises the following steps: 
1 )  detecting a leak of the gases in the exhaust pipe by means of an exhaust gas oxygen sensor 

mounted in the exhaust pipe and by means of a specific driving condition of the engine. The 
leak detection i s  based on: 

a) a frequency component about a combustion cycle of the output of 

b) the output signals of the oxygen sensors mounted upstream and 
the exhaust sensor 

downstream of the catalytic converter 
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2) when a leak is detected, stopping or correcting 
a) a feedback control of the enginelair fie1 ratio based on the oxygen 

content in the exhaust gases detected by the exhaust gas oxygen 
sensor, or 

b) the diagnosis of the catalytic converter based on the output 
signals of the upstream and the downstream sensor 

Other methods can be found in JP6265498 (1994), JP8005602 (1996). 
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Plurality of catalytic converters arranged in series in the exhaustpipe 

The method of EP0727568 (1996) refers to a catalytic apparatus including a first catalytic 
converter (upstream converter) and a second catalytic converter (downstream converter), both 
so arranged in series as to be served as a purification means for combustion exhaust gas (fig. 
72). 

Fig. 72 (fiom EP0727568) 

A first air/fuel ratio sensor 1 is made to be mounted in the midst of the exhaust manifold 
upstream of the first catalytic converter in order to detect the density of oxygen in the exhaust 
gas and the amount of fuel injection from the injector is corrected by the detected signal of the 
first airhe1 ratio sensor 1 .  

A second airlfuel ratio sensor 2 is installed in the downstream of the upstream catalytic 
converter, and a third aidtiel ratio sensor 3 is installed downstream of the downstream 
catalytic converter. 
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The amount of intake air passing through the air cleaner and the throttle valve, both not 
shown, and through the throttle sensor for detecting the throttle angle is measured by the air 
flow sensor. The control apparatus of the internal combustion engine calculates an optimal 
amount of fuel injection by judging the measured values from the air flow sensor and the 
engine rotation sensor not shown, and controls the internal combustion engine so that the fuel 
may be injected by the injector based on the calculated values. 

An input signal describing the operation status of the internal combustion engine is supplied to 
the catalytic diagnosis region judging means. It is then judged whether the operation status of 
the engine is located in the region adequate for rational judgment of the catalytic converters. 

A correlation method for the correlation between the output signals of the adfuel ratio sensors 
installed upstream and downstream of the catalytic converters, similar to this of fig. 67, is used 
for the catalytic diagnosis of the catalytic apparatus. 

The method comprises the following steps: 
1) performing diagnosis of the upstream converter by using the output signals of the first and 

second aidfuel sensors 
2) performing diagnosis of both catalytic converters (overall converter) by using the output 

signals from the first and third airhe1 sensors 
3) diagnosing the efficiency of the downstream converter based on the diagnosis information 

of the upstream converter and the overall converter e.g. by referring to a data map which is 
formed as a two dimensional matrix defined by a couple of axis representing a diagnosis 
information of the upstream converter and a diagnosis information of the overall converter 

The individual diagnosis operation of the upstream and the overall converter is performed at 
distinctive operation regions adequate for their corresponding diagnostic mode. 

Correlation methods of treatment of the output signals of the upstream and downstream 
sensors, like the ones mentioned in previous methods of this chapter, are used in order to 
evaluate the efticiency of the upstream and overall catalytic converter. 

The method of DE19620417 (1996) also diagnoses the degradation of two catalytic converters 
mounted in series in the exhaust pipe of an internal combustion engine (fig. 72). Only two 
oxygen sensors are used in this method. The first sensor is installed upstream of the first 
converter (upstream sensor 1)  and the second sensor is installed downstream of the second 
converter (downstream sensor 3). The method comprises the following steps: 
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Fig. 73 (from DE19620417) 

1 )  operating the engine in a state that allows the deterioration diagnosis of the catalytic 
converter 

2) diagnosing the degradation of each catalytic body or the catalytic converter as a whole by 
means of the signals of the upstream and the downstream sensor, in a plurality of different 
diagnostic regions of a catalytic converter. A different diagnosis operating region of the 
engine corresponds to each catalytic body or to the converter as a whole. These regions are: 

a) a relatively low load region A of the engine for diagnosing both 
converters (fig. 73a). In this narrow region A the activation of the two 



160 Methods for Monitoring and Diagnosing the EWciency of Catalytic Converters 

converters takes place with almost the same speed increase for both of 
them and the converging capability of the converters is saturated 

b) a high load operating region B of an engine loading corresponding to an 
operating region for diagnosing the downstream converter, which is 
higher than that of the operating region for diagnosing the upstream 
converter (fig. 73a). The volume of exhaust gases passing through the 
upstream converter is so high that its converging capability is exceeded. 
The exhaust gases cannot be purified in the upstream converter and the 
influence of this converter in the purification of the gases is very small. 
Only the deterioration of the downstream converter can be diagnosed in 
this case 

c) an operating region C to diagnose the upstream converter, which 
corresponds to a region before the activation of the downstream 
converter (fig. 73b). This region corresponds to a condition just after 
engine start up where the temperature of the exhaust gases is low and 
only the upstream converter is activated 

3) calculating a correlation function between the output signals of the two oxygen sensors 
4) comparing the averaged calculated correlation function with a threshold 
5 )  deciding that the catalytic converters as a whole or each catalytic converter separately are 

deteriorated, when the correlation function is greater than the threshold 
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Mazda Motor Corporation 

The methods proposed by Mazda Motor COT. have been applied, except where otherwise 
mentioned, for an engine layout similar to that of fig. 74, where an engine system provided 
with a failure detection device for an aidfuel ratio feedback control system in accordance with 
a preferred embodiment is schematically shown. 

The engine intake system includes a plurality of individual intake pipes, independently 
connected to combustion chambers (not shown) of the engine, and a common intake pipe to 
which the individual intake pipes are connected all together through a surge tank. The common 
intake pipe is provided with an air cleaner, an air flow meter, immediately downstream of the 
air cleaner, and an "idle-switch installed" throttle valve, i.e., a throttle valve provided with an 
idle switch, disposed upstream of that close to the surge tank. In each of the individual intake 
pipes, a fbel injector is disposed. 

The exhaust system includes a plurality of individual exhaust pipes, independently connected to 
the combustion chambers of the engine, and a common exhaust pipe to which the individual 
exhaust pipes are connected all together. The common exhaust pipe is provided with a catalytic 
converter. 

161 
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Fig. 74 (from US5414995) 

Upstream and downstream of the catalytic converter, respectively, an upstream air/fbel sensor 
1 and a downstream air/fuel sensor 2 in the common exhaust pipe are disposed. Each of the 
air/fuel ratio sensors 1 and 2 includes an oxygen sensor. The engine is provided with an angle 
sensor, cooperating with a crankshaft, to detect an angular velocity of the crankshaft as an 
engine speed, and a temperature sensor for detecting the temperature of engine coolant. The 
downstream air/fbel ratio sensor 2 has a heater. The heater is activated to turn "on" to heat the 
downstream air/fbel ratio sensor 2 only while failure of the upstream aidfuel ratio sensor 1 is 
detected. 

The fuel injectors are controlled by a control unit including a microcomputer and deliver a 
correct quantity of fuel depending upon a pulse width. In order to adjust the pulse width, the 
control unit receives various electric signals, as &el injection control parameters, fiom the air- 
flow meter, the idle-switch installed throttle valve, the crankshaft angle sensor, the coolant 
temperature sensor, and the upstream and downstream aidfuel ratio sensors 1 and 2. 

In the method of JPS272329 (1993) the engine operates for a prescribed time in a rich aidfie1 
condition and then a feedback-control based on the output signal of the upstream sensor is 
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applied to the engine aidfuel ratio to converge it to a stoichiometric one. The degradation of 
the catalytic converter is then judged according to the output signal of the downstream sensor. 

In the method of JP5312024 (1993) both temperature and oxygen content ofthe exhaust gases 
are measured upstream and downstream of a lean NO, catalytic converter. The measurement 
takes place within specified time intervals immediately after starting a lean stationary operation 
of the engine. Multiple values of exhaust gas temperature and oxygen content differences are 
calculated upstream and downstream of the converter. In case that the temperature difference 
of the exhaust gases is lower than a threshold or the oxygen content difference is higher than a 
specified value, it is judged that the lean NOx converter is deteriorated. 

The methods of US5337555 (1994) and US5414995 (1995) first judge the deterioration 
condition of the upstream sensor by forming the ratio of the reversal frequency of the output 
signal of the upstream sensor (from rich to lean state and the opposite) to the reversal 
frequency of the output signal of the downstream sensor. The feedback control is based on the 
output of the upstream sensor in order to maintain a desired engine air/hel ratio. Further, the 
feedback control parameter is corrected according to the deterioration of the upstream sensor. 
It is then concluded that the catalytic converter is deteriorated when the ratio of reversal 
frequencies is not equal to one during off-idling and when the ratio is smaller than a 
predetermined threshold frequency ratio during on-idling, while the ratio is equal to one during 
off-idling. Failure judgment of the upstream sensor is made when the feedback control 
parameter is below a predetermined threshold value, which may be changed according to levels 
of degradation of the catalytic converter. 

The method of US5337558 (1994) first checks whether or not the engine runs with a feedback 
control, whether or not the vehicle speed is within certain limits and whether or not a change 
of rate of the vehicle speed is less than a predetermined rate. If all conditions are satisfied, then 
the catalytic converter deterioration detection starts by counting the frequency of the signal 
outputs of the upstream and downstream oxygen sensors. The output ratio of the reversal 
frequency of the output signal of the upstream sensor (from lean aidfuel ratio to rich airlfuel 
ratio and vice-versa) to the reversal frequency of the output signal of the downstream sensor is 
calculated and it is compared to a predetermined value. If this ratio is lower than the 
predetermined value, then the catalytic converter is considered as deteriorated. 

The method takes into account possible deterioration of the oxygen sensors. Practically as 
output ratio i s  used a frequency ratio of reversal of an output from the downstream oxygen 
sensor with respect to a threshold value to an output from the upstream oxygen sensor with 
respect to a threshold value. If at least one of the sensors has been deteriorated, the threshold 
value of the deteriorated oxygen sensor is varied so as to correctly change the frequency ratio 
of reversal, thereby avoiding an erroneous deterioration detection of the catalytic converter 
due to deterioration of the oxygen sensor. 
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In the method of the patent disclosure JP7259540 (1995) the engine aidfirel ratio is feedback- 
controlled based on the signal of the upstream sensor in order to achieve a target aidfuel ratio. 
The deterioration of the catalytic converter is  assessed from the relation of the output signals 
of the upstream and downstream oxygen sensors. During the time of deterioration detection, 
an aidfuel ratio constant is altered in some extent, to prevent the occurrence of any mistakes of 
the detection of the catalytic converter degadation due to variations of the wave form of the 
upstream sensor. 

Other methods presented by Mazda Motor Corp. should be found in JP4303754 (1992), 
JP6280547 (1994), JP6280661 (1994), JP6280662 (1994) and JP6346723 (1994). 
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Engines with multiple cylinder groups 

In US5228287 (1993) a method to monitor a catalytic converter is presented for an engine 
with two cylinder banks as the one of US5357753 (1994) (see chapter 1.3). The arrangement 
of the sensors is similar to the one of fig. 38 except for the fact that the sensor placed between 
the junction of the two exhaust gas branches and the catalytic converter is removed. 
The method consists of the following steps: 
I )  detecting an airlfiel ratio based on an emission level of exhaust gas by means of the oxygen 

sensors disposed in each individual exhaust passage upstream of the catalytic converter and 
upstream of the common junction point of the individual exhaust gas passages 

2) detecting an oxygen level of exhaust gas passed through the catalytic converter by means of 
the downstream oxygen sensor 

3) feedback-controlling air/hel ratios for the cylinder groups independently based on emission 
levels detected by the upstream oxygen sensors 

4) detecting vehicle driving conditions 
5) monitoring a difference between phases in change of air/fiel ratios for both said groups of 

said cylinders based on an emission level of exhaust gas detected by said upstream oxygen 
sensors only when detecting a specific vehicle driving condition 

6) feedback-controlling an air/hel ratio for the cylinder groups all together based on either one 
of the upstream oxygen sensors during detection of the deterioration of the catalytic 
converter 

7) detecting deterioration of the catalytic converter based on a reversal frequency of the signal 
provided from the downstream oxygen sensor and a reversal frequency of a signal 
representative of an emission level detected by one of the upstream oxygen sensors, only 
when detecting no difference between said phases 

8) determining a critical deterioration of said catalytic converter based on a ratio between the 
reversal frequencies of the signals of the downstream and upstream sensor 

The method of US5233829 (1993) refers to a V-type internal combustion engine (fig. 75). 
The intake system of the V-engine is endowed with a common upstream intake pipe connected 
to the surge tank. The common upstream intake pipe is provided with an air flow sensor for 
detecting an air flow rate and a throttle valve for regulating the amount of intake air and hence 
the engine output. 
Each branch intake pipe is provided with a fie1 injection valve located at a downstream portion 
thereof The exhaust system of engine is endowed with a pair of upstream exhaust manifold 
pipes, which extend from the exhaust ports, respectively, and a common downstream exhaust 
pipe, into which the upstream exhaust pipes converge. 

The common downstream exhaust pipe is provided with a main catalytic converter for 
purifying exhaust gas. Each upstream exhaust pipe is provided with a secondary catalytic 
converter (or pre-catalyst or light-off catalytic converter). Each of the secondary catalytic 
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converters is smaller in capacity than the main catalytic converter in order to be activated very 
fast after start up of the engine. 

Upstream from the secondary catalytic converters, first exhaust sensors are disposed. 
Downstream from the secondary catalytic converters, second exhaust sensors are provided. 
Downstream from the main catalytic converter, a third exhaust sensor is provided. These 
exhaust sensors detect the emission level of residual oxygen in exhaust gases. 

Air/fuel ratio feedback control is performed by a electric control unit (ECU) incorporated in 
the engine. The electric control unit also determines fimctional deterioration of the catalytic 
converters. It receives various signals, such as an air flow rate signal from the air flow sensor 
representative of an air flow rate, a throttle opening signal from the throttle opening sensor 
representative a throttle opening of the throttle valve, a vehicle speed signal from a speed 
sensor representative of a vehicle speed, an engine speed signal from an engine speed sensor 
representative of an engine speed in rpm, a temperature signal from a temperature sensor 
representative of the temperature of engine coolant, and emission level signals from all exhaust 
sensors representative, respectively, of emission levels of residual oxygen in exhaust gas. The 
air/f%el ratio control and the deterioration detection or determination are executed based on 
these signals. 
In addition, the electronic control unit controls a warning lamp to signal critical deterioration 
of the secondary catalytic converters, as well as critical deterioration of the main catalytic 
converter. 

Airifbe1 ratio control is accomplished as the electronic control unit reads each signal. The 
electronic control unit calculates the amount of air to be supplied into the combustion chamber 
for each cycle based on an air flow rate signal and an engine speed signal. Subsequently, the 
electronic control unit calculates, based on the calculated amount of air, a basic fuel injection 
rate at which the fuel injection valve injects he1 into the combustion chamber. Thereafter, the 
electronic control unit decides whether or not the engine is put in engine operating conditions 
for the air/fbel ratio feedback control. That is, the aidfuel feedback condition is fulfilled when 
the engine operates in a specific engine operating range defined by throttle opening, which 
represents engine load, and engine speed, and in a specific range of cooling water temperatures 
higher than a predetermined temperature. If in fact the engine operates in both the specific 
ranges, the electronic control unit controls the fuel injection valves so that the optimal aidfuel 
ratio is achieved for each row of the cylinders of the left and right cylinder banks. 

Aidfuel feedback control is executed e.g. for the left cylinder bank in such a manner that the 
electronic control unit sets a feedback correction value for an increase in fbel injection rate 
when an emission level signal from the first exhaust sensor indicates a leaner air/kel ratio. The 
electronic control unit also sets the feedback correction value for a decrease in fuel injection 
rate when an emission level signal from the first exhaust sensor indicates a richer air/fkel ratio. 
An actual fuel injection rate is determined after a correction of the basic fuel injection rate by 
the feedback correction value and the temperature of cooling water. The electronic control unit 
provides an injection signal corresponding to the actual fuel injection rate to the fuel injection 
valves for the row of the cylinders in the left cylinder bank. 



Mazda Motor Corporation 167 

Fig. 75 (from US5233829) 

The method comprises the following steps: 
1) detecting an emission level of exhaust gas upstream of each secondary catalytic converter 

by means of the first exhaust sensors installed upstream of the secondary catalytic 
converters. 

2) detecting an emission level of exhaust gas downstream of each secondary catalytic 
converter by means of the second sensors installed downstream of the secondary catalytic 
converters. 

3) detecting an emission level of exhaust gas downstream of the main catalytic converter by 
means of the third sensor installed downstream of the main catalytic converter. 

4) feedback controlling aidtiel ratios for said two groups of cylinders independently based on 
emission levels detected by each first aidfuel sensor 

5 )  detecting vehicle operating conditions (specific throttle opening and specific engine speed) 
6) feedback-controlling an air/tiel ratio for said two groups of cylinders based on an emission 

level detected by the second emission sensor only when detecting a specific vehicle 
operating condition 



168 Methods for Monitoring and Diagnosing the Efficiency of Catalytic Converters 

7) detecting deterioration of the main catalytic converter based on a first ratio of reversal 
fiequencies of signals representative of emission levels provided from the second and third 
airlhel sensors 

8) determining a critical deterioration of the secondary catalytic converter when this first ratio 
is higher than a predetermined value 

9) hrther detecting deterioration of the secondary catalytic converters based on a second ratio 
of reversal frequencies of signals representative of emission levels provided from the first 
and second airlhel sensors 

10) determining a critical deterioration of said secondary catalytic converter when this second 
ratio is higher than another predetermined value. 

The patent disclosure JP5321642 (1993) presents a similar method to this of US5233829 
(1993) presented above. 



Chapter 1.9 

Siemens Automotive SA - Siemens AG 

The method of W09309335 (1993) and US5487269 (1996) is applied for the layout of fig. 76 
and is explained with the help of fig. 77. 

Fig. 76 shows an internal combustion engine equipped with an air filter, an air inlet duct and a 
throttle valve for regulating the inlet air flow rate, downstream of which there is an inlet 
pressure sensor which supplies a signal to a computer (CPU). A sensor for the speed of the 
engine, fixed facing a flywheel of this engine, supplied a second signal to the computer. The 
latter receives a third signal supplied by an oxygen probe 1 placed in the pipe of the exhaust 
gases of the engine, upstream of a three-way catalytic converter. 
The computer comprises electronic signal processing, calculation and memory means necessary 
for controlling the opening time I , ,  or injection time, of one or more &el injectors. The 
assembly constitutes a closed-loop regulation (feedback) device for this injection time, the loop 
being closed by the third signal supplied by the oxygen probe 1. 

169 
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2 

Fig. 76 (from W09309335) 

A second oxygen probe 2 is placed downstream of the catalytic converter. This probe is of the 
conventional type supplying a signal which switches between two levels when the oxygen 
content of the exhaust gases passes through a predetermined threshold. When such a probe is 
placed upstream of the catalytic converter, the threshold corresponds to a composition of 
exhaust gases resulting from the combustion of a strictly stoichiometric aidfuel mixture. The 
signal supplied by the probe 2 is used by the computer for the purposes of the present 
inventions. To this end, the computer is loaded with specific software suitable for executing the 
various stages of the methods according to the inventions. 

According to the method, in a closed loop control and at a stabilized speed, the mean injection 
time I,, (time I, of opening of fuel injector) is measured (fig. 77b). During a first interval At!, 
an open loop control takes place with a forced variation of the fie1 injection time t, about I,, 

of deviation corresponding to the limits e,,, and om, of the oxygen storage capacity of the 
catalytic converter in a non-deteriorated state. If this deviation is off-centered so that only the 
lower limit Qm," (fig. 77e) of the quantity of oxygen that can be stored is attained, the output 
signal Voz of the downstream oxygen sensor (fig. 77f) is blocked during the time interval Atr at 
its high level (some oxygen remains in the exhaust gases at the outlet of the catalytic 
converter). During a following interval At2, the injection time fdZ is modified in a direction, 
which tends to unblock the signal. Two different conditions can be distinguished: 

a) The output signal of the downstream sensor starts oscillating (fig. 
770. The two limits om,, and om% are exceeded and the variation 
(om,, -om," ), namely the current capacity of the catalytic converter is 
too low and the catalytic converter is deteriorated (fig 77e) 

b) The two limits em," and om, are not attained and the output signal 
VOZ of the downstream oxygen sensor remains blocked at the starting 
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level. The catalytic converter is capable of absorbing the minimum of 
the quantity of oxygen stored defining a non-deteriorated catalytic 
converter provided that in a subsequent validating time interval At?, 
the output signal Vo2 of the downstream sensor switches clearly from 
one level to the other following a new offset still in the same 
direction. The value f r h l  of the base injection time is taken now as 
center of the forced deviation of the opening time I ,  (fig. 77b). 

The amplitude of this deviation remains the same throughout all time intervals A t  

Concluding, during progressive and monotonically modified evolution of the base injection 
time used during successive time intervals Ai,, AI2,..,d/,,, a catalytic converter is considered as 
non-deteriorated when the output signal of the downstream sensor switches clearly from one 
level to another, whereas a catalytic converter is considered as deteriorated when at an 
intermediate time interval e.g. dl2 the output signal of the downstream sensor oscillates. 

A procedure is also presented for indirectly detecting the limits Q,,,," and &,,, and for 
calculating the base injection time to be used in this method. 
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Fig. 77 (from W09309335) 
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The method of Em626506 (1994) is applied during a specific time interval and comprises the 
following steps: 
1) determining the number of times ti, during which both the output signals of the upstream 

2) determining the number of times ti,, during which both the output signals of the upstream 

3) determining from both tiN and ti,. the minimum value FI,,,,, = min(tiL, n,) 
4) comparing timln to a predetermined limit value E 

5 )  judging that the catalytic converter is deteriorated when n,," > E 

and downstream sensors indicate a rich aidfuel ratio 

and downstream sensors indicate a lean aidfuel ratio 

The method of W09420737 (1994) presents the case of monitoring during start-up the 
efficiency of an electrically heated catalytic converter (EHC) placed upstream of a normal 
three-way catalytic converter (fig. 78). 

control 

Fig. 78 (from W09420737) 

The upstream oxygen sensor is placed upstream of the EHC, whereas the downstream sensor 
is placed downstream of the three-way catalytic converter. The method works as follows: 
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sensor 
voltage 

1) controlling the aidfuel ratio of the engine by means of an open loop feedback control during 

2) heating the EHC by means of a heater during the cold start-up of the engine 
3) measuring the temperature of the EHC 
4) controlling the engine with a closed-loop feedback control when the temperature of the 
EHC passes a certain limit e.g. 350-400 degrees C (fig. 79a) 

5) checking the condition of the three-way catalytic converter by using the method of 
W09309335 (1993) described above, and if the condition of the catalytic converter is good 
then 

a cold start-up of the engine (rich air/fbel ratio) 

6) measuring the output signal of the upstream sensor (fig. 79b) 
7) measuring the output signal of the downstream sensor (figs. 79c,d) 
8) judging whether the EHC is deteriorated (fig. 79d) or not (fig. 79c) depending on the 

oscillations present on the signal of the downstream sensor. Significant oscillations of the 
signal means that the EHC is in a deteriorated state, taking into account that the three-way 
catalytic converter has been already checked to be in good condition. 
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Fig. 79 (from W09420737) 
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In EPO634567 (1995) two oxygen sensor probes with different response times are used for the 
determination of the deterioration state of the catalytic converter. The response times of the 
probes may be altered by varying the material of the probes, or by using a catalytic active 
mantle which surrounds the probe, or by using different protective sleeves or by changing the 
thickness of the sensor elements. 
During feedback control the output signals of the two probes oscillate. By comparing the 
oscillations of the two signals usehl conclusions about the deterioration state of the catalytic 
converter may be drawn when compared to predetermined values. The method allows the 
evaluation of the efficiency of the catalytic converter over a wider efficiency range than other 
methods. 

In the method of DE19506012 (1996), the second (downstream) h probe is installed inside the 
catalytic converter at a position close to the inlet of the converter. The volume of the converter 
between the inlet of the converter and the second h probe is greater than the volume of the 
converter which is necessary for the conversion of the pollutants when the internal combustion 
engine is in a stationary mode. In a second embodiment, the downstream h probe is installed 
between two monoliths which form the catalytic converter. The method of EPO634567 (1995) 
is used for the evaluation of the condition of the converter. 

In the method of GB2307557 (1997) an exhaust sensor with a substrate with two sensor 
elements for measuring the oxygen partial pressure is installed in or downstream of the 
catalytic converter. The exhaust gas in the region of the first sensor element is activated by a 
catalytic layer to produce a chemical reaction. The exhaust gas environment of the first sensor 
element is separated from the exhaust gas environment of the second sensor element in such a 
way that the exhaust gas environment of the second sensor element is not catalytically 
activated. The voltage obtained between the first and second sensor elements is used for 
monitoring the conversion capability of the catalytic converter. 

The method of DE19540673 (1997) uses a downstream oxygen sensor which has a layer of 
metal-oxide with slightly catalytic or non-catalytic properties. The electric resistance of the 
sensor layer is measured for a value of the aidfuel ratio parameter h that is lower than one and 
for a value of the aidfuel ratio parameter h that is higher than one. When the difference of 
these resistance values is greater than a reference value, then the converter is considered to be 
deteriorated, 
The oxygen sensor can be installed downstream of the converter or inside the converter. 
The metal-oxide used as a sensor layer is Strontium Titanate (SrTiO3) or Cerium-oxide (Ce02) 
or Gallium-oxide (Ga203) or Titanium-oxide (Ti02). 



Chapter I .  10 

NGK Spark Plug Co. 

In the method of US4884066 (1989) the airhel ratio oscillates around the stoichiometric 
value from lean to rich and vice versa. If the amplitude of the oscillation of the output signal of 
the downstream sensor is bigger than a predetermined value the catalytic converter is 
considered as deteriorated. The sensor used downstream of the catalytic converter is 
constructed so that its output and the aidfirel ratio are in direct proportional relationship. 

In the method of US5157921 (1992) the engine airhe1 ratio forcibly oscillates and a ratio of 
the amplitudes of the oscillating output signals of the upstream and downstream sensors is 
formed. The ratio can have one of the following forms: 

f?, = - -h l  x 100 
a. 

where 
al, bl: output amplitudes of upstream and downstream sensors respectively (fig. 80), or 
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sensor 

(VI 
output () 

R , = -  a2 - 4  x 100 
a 2  

where 
a2, b2: output amplitudes of .,an mixtures of upstream and downstream sensors respectively 
(fig. SO), or 

where 
a3, b3: output amplitudes of rich mixtures of upstream and downstream sensors respectively 
(fig. 80). 
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Fig. 80 (from US5157921) 
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HI is compared with a predetermined mean converted rate of HC, CO and NO, to determine a 
mean converted rate of the catalytic converter for HC, CO and NO, in the exhaust gases. 
R 2  is compared with a predetermined mean converted rate of NO, to determine a mean 
converted rate of the catalytic converter for NO, in the exhaust gases. 
I& is compared with a predetermined mean converted rate of HC and CO to determine a mean 
converted rate of the catalytic converter for HC and CO in the exhaust gases. 

The method of US5357750 (1994) allows a determination to be made of the conversion rate of 
particular component gases, NO,, CO and HC, of the exhaust gas converted by the catalytic 
converter and includes the steps of 
1) producing a nearly linear diagram graphically relating the output of an air/f%el ratio detector 

located downstream of the catalytic converter with a predetermined mean converted rate of 
HC, CO and NO, 

2) determining whether exhaust gas input to the catalytic converter is rich or lean in airhel 
ratio, based on the output of an oxygen sensor located upstream of the catalytic converter 

3) measuring the output amplitude of an airhe1 ratio detector located downstream of the 
catalytic converter 

4) using the diagram obtained in step 1, matching the amplitude obtained in step 3 with the 
diagram obtained in step 1 and finding a corresponding converted rate from the diagram 
based on the matching 

5) determining that the converted rate obtained in step 4 is the converted rate of the NO, 
component gas of the exhaust gas when the oxygen sensor located upstream of the catalytic 
converter determines that the exhaust gas is lean 

6) determining that the converted rate obtained in step 4 is the converted rate of either the HC 
or CO component gases of the exhaust gas when the oxygen sensor located upstream of the 
catalytic converter determines that the exhaust gas is rich. 

Other methods proposed by NGK Spark Plug: .IPS196588 (1993). 





Chapter I .  1 1 

Suzuki Motor Corporation 

The methods of Suzuki Motor Corp. for determining deterioration of a catalytic converter 
have been applied for a layout similar to that of fig. 8 1 , 

The intake passage includes an air flow meter, an intake throttle valve and an intake manifold 
which are sequentially connected from the upstream side. The intake passage in the intake 
manifold is constructed by: a surge tank portion serving as an intake collecting section and first 
to fourth parallel branch intake passage portions (only a single branch passage being shown in 
fig. 81) which are branched from the surge tank portion. The first to fourth branch intake 
passages are respectively communicated with first to fourth cylinders (only a single cylinder 
being shown in fig. 8 1 ), 

The exhaust passage is formed by an exhaust manifold, an upstream side exhaust pipe, a 
catalytic converter, and a downstream side exhaust pipe which are sequentially connected from 
the upstream side. The exhaust passage in the exhaust manifold is constructed by: first to 
fourth parallel branch exhaust passages which are respectively communicated with the first to 
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fourth cylinders, and an exhaust collecting portion to which the first to fourth branch exhaust 
gas portions are collected. 

Fig. 81 (from US5379587) 

A fuel injection valve connects to each cylinder, and communicates with a fuel tank by a fuel 
supply passage through a fuel distributing passage. The fuel is fed by a fuel pump through a 
fuel filter. The passage distributes and supplies the fuel to the first to fourth fuel injection 
valves. 

A &el pressure adjusting section adjusts the pressure of fuel that is provided by the fuel 
distributing passage. The fuel pressure adjusting section adjusts the fuel pressure to a 
predetermined value by an intake pressure which is led from a connecting passage which 
communicates with the intake passage. The remaining surplus fuel is returned to the &el tank 
by a fuel return passage. 
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Further, the fuel tank is communicated with the intake passage of the throttle body by a 
passage for evaporated fuel. A bypass passage communicates with the intake passage and 
bypasses the intake throttle valve. An idle air amount control valve is provided in the bypass 
passage for controlling flow there through. When it is necessary to adjust idle rotational speed 
at start up of the engine, at high temperature, and due to an increase in electrical load and the 
like, the idle air amount control valve opens or closes the bypass passage, thereby increasing or 
decreasing the air amount and stabilizing the idle rotational speed. 

The air flow meter, first to fourth fuel injection valves, idle air amount control valve, and air 
amount control valve for power steering are connected to a control section serving as a control 
means. A crank angle sensor, a distributor, an opening degree sensor of the intake throttle 
valve, a knock sensor, a water temperature sensor, and a vehicle velocity sensor are connected 
to the control section, respectively. The distributor is connected to the control section through 
an ignition coil and a power unit for ignition. 

An upstream oxygen sensor 1 serving to detect oxygen concentration as an exhaust component 
value is provided on the upstream side of the catalytic converter and a downstream oxygen 
sensor 2 provided on the downstream side of the catalytic converter are connected to the 
control section. The control section executes what is called a dual oxygen feedback control in a 
manner such that fuel supply amounts to the first to fourth fuel injection valves of the internal 
combustion engine are controlled. 

The aidfuel ratio is first feedback controlled to a value in a stationary operating range of the 
internal combustion engine by a first detection signal from the upstream oxygen sensor 1, the 
aidfuel ratio is open controlled in case of an accelerating/decelerating operation other than the 
stationary operating range of the internal combustion engine, and when the second feedback 
control performing conditions are satisfied, the aidfuel ratio is second feedback controlled by a 
second detection signal from the downstream oxygen sensor 2, and in cases other than the 
second feedback control performing conditions, the aidfuel ratio is open controlled. 

Patent disclosure JP6081635 (1 994) comprises two methods. 
1 )  The first method judges deterioration of the catalytic converter by the calculated area ratio 

of the output signals of the upstream and downstream oxygen sensors. The signals are 
measured within a specific time interval starting at the fuel reset time after fuel cut during 
deceleration. The areas are calculated by integrating the signals in time. 

2) The second method judges deterioration of the catalytic converter by measuring the 
duration of response time from the fuel cut ending time until the time when the judgment 
voltage outputted from the two oxygen sensors exceeds a specified judgment voltage. 

The method of JP6200811 (1994) comprises the following steps: 
I )  checking whether deterioration judging conditions are accomplished and in case they do 
2) calculating a standard comparison value from a) the measured delay times of the upstream 

and downstream sensors during a ricMean variation of the engine aidfuel ratio during 
feedback-control and b) the feedback correcting amount 
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3) correcting a specific execution timirg by means of the standard comparison value 
4) calculating an average value of the standard comparison value measured in a specific 

5 )  judging the deterioration of the catalytic converter from the average value of the standard 
number of cycles 

comparison value 

The method of US5379587 (1 995) comprises the following steps: 
1) fdback-controlling the engine airhe1 ratio by detecting signals of the upstream and 

2) judging if certain conditions of engine load and rotational speed are filfilled and in case they 

3) setting a feedback correction amount to be larger than that in a non-deteriorated state 
4) stopping the dual exhaust sensor feedback control 
5 )  setting a rich judgment (or determination) delay time ATLR and a lean judgment (or 

determination) delay time ATRI. (fig. 82a) in accordance with a ratio at the time of the dual 
exhaust sensor feedback control so as to set a richllean judgment delay time to a 
predetermined value, where 

a) the rich determination delay time A T ~ , R  elapses from a rich 
inversion time (point “a”) of the upstream detection signal (fig. 
82a) to the beginning of the decrease (point “b) in the feedback 
control-corrected quantity (fig. 82b) 

b) the lean determination delay time ATm. elapses from a lean 
inversion time (point “c”) of the upstream detection signal (fig. 
82a) to the beginning of the increase (point “f’) in the feedback 
control-corrected quantity (fig. 82b) 

6) setting the upstream sensor feedback correction amount to a deterioration judgment value 
by a skip correction amount Ks and an integration correction amount KI (gradient) (fig. 
82b) 

7) measuring a downstream sensor response delay time. This delay time is the time from the 
moment the upstream sensor switches e.g. from rich to lean aidfuel ratio till the time the 
downstream sensor switches in the same direction 

8) repeating the measurement of the downstream sensor delay time for a certain number of 
times and calculating an average value of the delay time 

9) checking if the average value of the delay time is stable and in case it is stable 
10) correcting the downstream exhaust sensor response delay time by an engine load and an 

exhaust temperature 
I 1)  comparing the downstream exhaust sensor response delay time after completion of the 

correction with the deterioration judgment value defined in step 6 
12) determining whether the catalytic converter has deteriorated (fig. 83c) or not (fig. 83b), 

depending if the measured delay time of the downstream sensor is bigger or not than said 
deterioration judgment value 

downstream exhaust sensors (dual feedback control) 

do 
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Fig. 82 (from US5448886) 

In another embodiment of the invention, the following steps are considered: 
1 )  performing a first feedback control to set the engine aidfuel ratio to a target value on the 

basis of a first signal generated from the upstream sensor 
2) performing a second feedback control to correct the first feedback control by a second 

detection signal which is generated from the downstream sensor 
3) judging if predetermined deterioration judgment performing conditions of the engine are 

satisfied and in case they do 
4) calculating the ratio of the periods of inversion (TI, T2) of the output signals of the 

upstream and the downstream sensor in a predetermined operating time (fig. 83) 
5) measuring the upstream and downstream voltage signal surrounding areas (AI, A$ within 

the predetermined operation time in accordance with respective areas which are surrounded 
by loci of periods of time during which the upstream and downstream voltage signals are 
inverted, thereby calculating an area ratio (fig. 83) 

6) measuring an operation state value in said predetermined operating time from the operating 
state of the internal combustion engine, thereby calculating a correction value 

7) correcting the ratio of periods of inversion and the ratio of areas as calculated in steps 4 and 
5 respectively by means of the correction value calculated in step 6 

8) judging the condition of the catalytic converter from deterioration judgment arithmetic 
operation values defined from the corrected ratios of step 7 
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Fig. 83 (from US5379587) 

The method of US5448886 (1995) comprises the following steps: 
1) feedback-controlling the engine aidfuel ratio for matching the aidfuel ratio with a desired 

value in accordance with upstream and downstream detection signals respectively from the 
upstream and downstream exhaust sensors 

2) judging if certain conditions of engine load and rotational speed are fblfilled and in case they 
do 

3) determining a deterioration-determined time value TDLY from a calculation based on a rich 
determination delay time AT,.K, a lean determination delay time ATN,, a lean response delay 
time Tw, and a rich response delay time T r , ~  (fig. 82) 
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where: 
a) the lean response delay time T a  elapses fiom the beginning of a 

decrease (point “b) in an upstream feedback control-corrected 
quantity to a lean inversion time (point “e”) of the downstream 
detection signal in response to rich and lean inversions of the 
upstream detection signal (fig. 82) 

b) the rich response delay time T1.K elapses fiom the beginning of an 
increase (point “f ’) in an upstream feedback control-corrected 
quantity to a rich inversion time (point “g”) of the downstream 
detection signal in response to rich and lean inversions of the 
upstream detection signal (figs. 82a-c) 

c) the rich determination delay time ATLR and the lean determination 
delay time ATm, are defined in the above mentioned method of 
US5379587 (1 995). 

4) repeating previous step for a certain number of times 
5) calculating the standard deviation of TDLY and if the dispersion is smaller than a preset 

value then 
6) calculating an average value of TDLY and correcting it in fbnction of the engine air intake 

quantity and the period of feedback control Tw (fig. 82b) and comparing the average value 
of TDLY to a predetermined value 

7) considering the catalytic converter as deteriorated when the corrected average value of 
TDLY is  equal or less than the predetermined value. 

The method of CAt153606 (1996) comprises the following steps: 
1) feedback-controlling the engine aidfbel ratio in accordance with the signal of the upstream 

sensor (first feedback control) to achieve a target value 
2) feedback-controlling the engine air/fbel ratio so as to correct the first feedback control in 

accordance with the signal of the downstream sensor (second feedback control) 
3 ) establishing predetermined catalytic converter deterioration-determining conditions 
4) measuring the number of successive oscillations of the upstream and downstream sensor 

signals within a predetermined operation time and calculating the ratio N of the downstream 
signal oscillations it2 to the upstream signal oscillations n1 

5) measuring the upstream and downstream voltage signal surrounding areas (AI, A2) within 
the predetermined operation time in accordance with respective areas which are surrounded 
by loci of periods of time during which the upstream and downstream voltage signals are 
inverted (fig. 83), thereby calculating an area ratio A 
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6) measuring the upstream and downstream signal voltage states (VI, V2) within the 
predetermined operation time in accordance with the upstream and downstream voltage 
signals, thereby calculating a voltage ratio Y 

where: 
k number of periods of upstream signal inversions within said predetermined operating 
time 

calculated ratios of steps 4 to 6 
7) calculating a deterioration measured value AZ of the catalytic converter based on the 

A Z = A X N X X ,  X V X X , ,  

where 
x, : correction factor for N as weight addition, 
x,, : correction factor for C'as weight addition, 

latter being set for each engine load. 
8) comparing the deterioration measured value AZ to a deterioration determining value, the 

In US5531069 (1996), it is first judged whether or not the catalytic converter is in a 
predetermined warm-up state in relation to any engine load of the internal combustion engine. 
The determination of the catalytic converter deterioration then takes place only when 
predetermined deterioration-determining conditions are fklfilled. The judgment of deterioration 
is determined by examining the output signals of the upstream and downstream oxygen 
sensors, as in any of the previous mentioned methods. 

The method of JP9096237 (1997) inhibits the deterioration detection of the catalytic converter 
when the engine load is less than a lower limit value after correcting it with the atmospheric 
pressure. The feedback control of the engine airhe1 ratio is based on both output signal of the 
upstream or the downstream oxygen sensor 

Other methods presented by Suzuki Motor Corp. are described in JP6229309 (1994), 
JP7019033 (1995), 337197807 (1995) and JP8326525 (1996). 
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Mitsubishi Motors Corporation - Mitsubishi Electric 
Corporation 

Fig. 84 shows a typical engine layout used by Mitsubishi for detecting the deterioration of a 
catalytic converter. An internal combustion engine is provided with an intake pipe for 
supplying an aidfie1 mixture to the engine, an air cleaner disposed at an inlet port of the intake 
pipe, an intake manifold formed at a junction between the intake pipe and the engine and a fuel 
injector mounted in the intake pipe at a position upstream of a throttle valve. Further, mounted 
in the intake manifold is a semiconductor-type pressure sensor for detecting a pressure P 
within the manifold. This pressure P indicates an amount of the aidfuel mixture supplied to the 
engine fiom the intake pipe through the manifold. A throttle sensor is provided in association 
with the throttle valve for detecting the throttle opening degree cp. The engine is firther 
equipped with an exhaust pipe for discharging an exhaust gas resulting fiom combustion of the 
aidfie1 mixture within the engine. A ternary catalytic converter is installed in the exhaust pipe 
for eliminating HC, CO and NO, from the exhaust gas. A first aidfie1 ratio sensor 1 is 
mounted in the exhaust pipe at a position upstream of the catalytic converter with a second 
aidfie1 ratio sensor 2 being disposed downstream of the catalytic converter. 

187 
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Fig. 84 (from US5425234) 

For the control of the engine operation, there is provided an electronic control unit (ECU) 
having an input terminal to which an ignition coil composed of a boosting transformer and an 
igniter constituted by a power transistor for interrupting electric conduction through a primary 
winding of the ignition coil is connected. An idle switch which serves to detect the idling 
operation state of the engine in which the throttle valve is fi.11ly closed is provided 
integrally with the throttle sensor, wherein the output signals D and cp of both the idle switch 
and the throttle sensor are supplied to the electronic control unit. Supplied additionally to 
the electronic control unit are an output signal T of a thermistor-type water temperature 
sensor which is employed for detecting the temperature T of the engine cooling water and an 
output signal P of the pressure sensor mentioned above. An electric power for the electronic 
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control unit and other components is supplied from an onboard battery via a key switch. An 
alarm lamp driven upon detection of abnormality such as deterioration of the catalytic 
converter and the like (indicated by a signal E) is connected to an output terminal of the 
electronic control unit. Further, a vehicle speed sensor for detecting a speed of a motor vehicle 
is installed in association with an axle. The operation of the fuel injector is controlled by the 
electronic control unit in dependence on the running or operation state of the engine while 
taking into account the air/hel ratio detected by the sensors 1 and 2. 

The electronic control unit receives as the engine operation state indicating parameters or 
quantities a variety of input signals including the throttle opening signal cp from the throttle 
sensor, the pressure signal P from the pressure sensor indicating the pressure within the intake 
manifold, the coolant water temperature signal T from the water temperature sensor, the idle 
signal D from the idle switch, a vehicle speed signal S from a vehicle speed sensor, a rotation 
or interrupt signal R generated upon every interruption of the electric conduction of the 
ignition coil and serving as an interrupt signal and aidfuel ratio signals VI and VI supplied from 
the first and second aidfuel ratio sensors I and 2, respectively. The electronic control unit 
generates a fuel injection control signal J under the control through an air/fuel ratio feedback 
control loop. The abnormality signal E for lighting the alarm lamp is generated upon detection 
of occurrence of abnormality (such as deterioration of the catalytic converter) in the engine 
operation. 

The method of JP63231252 (1988) comprises the following steps: 
1) feedback-controlling the engine aidfuel ratio according to the output signal of the upstream 

2) detecting the output signals of the upstream and downstream sensors 
3) detecting the difference of the maximum values of the respective output signals of the 

4) deciding that the catalytic converter must be replaced when this difference falls below a 

oxygen sensor 

upstream and downstream sensor 

predetermined value 

The method of JP3031756 (1991) comprises the following steps: 
1 ) feedback-controlling the engine aidfirel ratio according to the output signal of the upstream 

2) calculating the width of the feedback correction factor 
3) calculating the width of the change in the equivalent aidfirel ratio based on the air/hel ratio 

4) calculating the ratio of the width of the change in the equivalent aidhe1 ratio to the width of 

5 )  deciding that the catalytic converter has deteriorated when this ratio exceeds a 

oxygen sensor 

measured by the downstream sensor 

the feedback correction factor 

predetermined value. 

The method of DE4233977 (1993) and US5417061 (1995) comprises the following steps: 
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1) calculating individual integration values (S) corresponding to areas enclosed by output 
signals of the upstream and downstream oxygen sensors and designated signals (fig. 85),  
wherein a designated signal for the upstream sensor is variable in accordance with the 
output signal of the downstream sensor, and the integration values are calculated for areas 
both above and below an associated designated signal. The designated signals are corrected 
by a hysteresis factor 

2) determining variable, individual time periods (T) between which the output signals reverse 
polarity with respect to the designated signals 

3) calculating a parameter (C) for determining deterioration of the catalytic converter based on 
one of mean values and summation values of one of the integration values and the polarity 
reversal time periods in a predetermined time 

4) determining deterioration of the catalytic converter by comparing said parameter with a 
predetermined value (CS,) 

5 )  issuing an alarm when the catalytic converter is determined as deteriorated 

More specifically the parameter (C) can be calculated by one of the following methods: 
1) The sum of individual areas SZ of fig. 85 is calculated within a time interval for the signal of 

the downstream sensor. The sum of individual periods TZ within the above mentioned time 
interval is calculated as well. The average value of areas Sz and periods TZ is formed and the 
parameter (C) is defined as 

2) The parameter (C) is calculated as the ratio of area SI of the upstream sensor to the area SZ 
of the downstream sensor 

3) In a third case the following equation defines the deterioration parameter 

4) The deterioration of the catalytic converter is also checked by the formula 
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where the catalytic converter is considered as deteriorated for C>C,im , where Ctim is a 
threshold (limit) value of C 

upstream or 
downstream 
sensor output 

(V) 

I 

time 

Fig. 85 (from US5417061) 

The method of US5363647 (1 994) comprises the following steps: 
1) detecting concentration of a particular component of the exhaust gas upstream of the 

catalytic converter to output an air/fbel ratio signal indicating said concentration 
2) detecting concentration of the particular component of the exhaust gas downstream of the 

catalytic converter to thereby output a downstream aidfuel ratio signal indicating the 
concentration 

3) controlling an aimed aidfuel ratio of a mixture supplied to the engine by arithmetically 
determining an aidfuel ratio control quantity on the basis of the upstream and downstream 
aidfuel ratio signals 

4) detecting the operation state of said internal combustion engine and when the operation 
state of  the engine lies within a predetermined range: 

5 )  filtering the downstream aidfuel ratio signal to thereby derive a filtered aidfuel ratio signal 
6) comparing the downstream aidfuel ratio signal with the filtered aidfuel ratio signal 
7) comparing a deterioration parameter value derived from the result of the comparison with a 

Predetermined value (which varies in dependence on change in the operation state of the 
engine) corresponding to the detected operation state of the engine to thereby determine 
deterioration of the catalytic converter when the deterioration parameter value exceeds the 
predetermined value 
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The method of JP6264725 (1 995) comprises the following steps: 
I )  detecting the load of the engine and calculating a load accumulated value within a specific 

time interval 
2) checking whether or not the load accumulated value exceeds a fixed value and in case it 

does 
3) detecting deterioration of the catalytic converter based on the output signals of the 

upstream and downstream oxygen sensors. The converter is considered as deteriorated 
when the detected deterioration value calculated from the output signals of the oxygen 
sensors is more than a fixed value. 

The method of US5425234 (1995) comprises the following steps: 
1) detecting concentration of a particular component of the exhaust gas upstream of the 

catalytic converter to output an aidfirel ratio signal indicating said concentration 
2) detecting concentration of the particular component of the exhaust gas downstream of the 

catalytic converter to thereby output a downstream aidfirel ratio signal indicating the 
concentration 

3) determining a deterioration parameter value at every predetermined time interval on the 
basis of the downstream aidfuel ratio signal 

4) filtering the deterioration parameter value to output a filtered deterioration parameter value 
5) determining deterioration of the catalytic converter when the filtered deterioration 

parameter value exceeds a predetermined value for a predetermined period. The comparison 
of the filtered deterioration parameter value with the predetermined value takes place when 

I) a difference between a currently sampled value of the filtered deterioration 
parameter value and a previously sampled value thereof exceeds a permissible upper 
limit value and/or 

11) a difference between a currently sampled value of the filtered deterioration 
parameter value and a precedent sampled value thereof exceeds a permissible upper 
limit value. 

Fig. 86 refers to one embodiment of the invention. VOZ is the output signal of the downstream 
sensor and V A , ~  is the linear filtered output signal of the downstream sensor given by the 
following expression 

where: 
(n) represents a current time point 
(n-1) represents a precedent time point and 
k, is a filtering coefficient (O<k,<l). 
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The downstream sensor signal VOZ is converted to the filtered signal V ~ Z  with a delay in the 
response time, which corresponds to a time constant of the filtering means (e.g. 100-300 
milliseconds). 

a) normal converter 
4 

downstream 

0 time 

b) deteriorated converter 

downstream 
sensor output 

(VI 

0 time 

Fig. 86 (from US5425234) 

When the catalytic converter is normal (fig. 86a), the filtered signal Vmz follows the signal Vo2 
even when the level of the signal VOz shifts from a solid line curve a to a curve b. The two 
signals Vo2 and Vn,2 essentially coincide because of the large time constant. 
When the catalytic converter is deteriorated (fig. 86b), the level of the filtered signal Vf02 
differs significantly from the non-filtered signal Voz and intersects a downstream target value 
V R ~ ~  due to a large delay in the response time to the signal V02 of a large amplitude. The 
difference between the filtered and non-filtered signal increases beyond a predetermined value 
and indicates a deteriorated catalytic converter. 
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Fig. 87 (from DE19605103) 

The method of DE19605103 (1996) comprises the following steps: 
1) calculating an average value <).;,2 of the output signal of the downstream sensor by means of 

the formula: 

where 
(n - 1) corresponds to calculated values in a previous cycle, 
V,,,,, is the present value of the output signal of the downstream sensor and 
a is a filtering constant 

2) variably setting reference fluctuation values (TH",THr.) according to the average value 
ro20f the output signal of the downstream oxygen sensor (fig. 87). The following formulas 
are used 

TH, = c2 - A V  

3) measuring the number of times that the output signal of the downstream sensor crosses the 
reference fluctuation values (TY,,THr.) in a predetermined time interval At, and calculating 
a fluctuation frequency f2 by dividing this number of crossing times with the predetermined 
time interval At 

4) determining the ratio of the fluctuation fiequency of the downstream sensor fi to the 
fluctuation frequency f, of the upstream oxygen sensor 

5) determining deterioration of the catalytic converter when the ratio fdf, becomes greater 
than a predetermined threshold 
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In the method of US5591905 (1997). first it is decided whether or not the catalytic converter is 
activated and only then the deterioration diagnosis procedure starts. In this way an erroneous 
decision of deterioration of the catalytic converter is avoided. The method comprises the 
following steps: 
I )  deciding whether a catalyst is activated in a catalytic converter 
2) determining a steady state operation of the internal combustion engine 
3) deciding deterioration of said catalyst only when it is decided that said catalyst is activated 

and when it is decided that the engine is in a steady state operation 
4) detecting an operating state of the internal combustion engine by means of operating state 

detecting means 
5 )  deciding that said catalyst is activated during a period starting after elapse of a first time 

count, in which an output value from said operating state detecting means is kept in a 
predetermined range 

6) ending upon the elapse of a second time count commencing after said output value is out of 
the predetermined range 

7) assessing the deterioration of the catalytic converter, after determining that the converter is 
activated, by comparing the signals of the upstream and downstream sensors by means of 
any of the methods described above. 

The predetermined range is varied according to the operating state of the internal combustion 
engine. The operating state detecting means can be a hot-wire intake air flow sensor, an 
ignition coil, an igniter, a water temperature sensor, a vehicle speed sensor or an intake air 
flow rate sensor. 

Fig. 88a shows the variation of the output voltage VI of the upstream sensor during feedback- 
control of the engine airlfuel ratio. Figs. 88b and c show the corresponding variation of the 
output voltage signal VZ of the downstream sensor for the cases of a non-deteriorated and a 
deteriorated converter respectively. Fig. 88d shows the temperature of the catalytic converter, 
where T, corresponds to the activation temperature of the converter at constant operation. 
During a period to in which the converter is activated, the aidfuel ratio signal VZ can have a 
substantially constant value because of the puritjling action of the converter in case the 
converter is normal (fig. 88b). In the case of a deteriorated converter (fig. 88c) the signal V2 
oscillates within the time period to in a way similar to that of signal V1 (fig. 88a). The 
deterioration of the catalytic converter is then easily recognized from the oscillation of V2. 
However, when the temperature of the catalytic converter is lower than the activation 
temperature T,, the aidfuel ratio signal VZ shows the same wave form as that at a time of 
deterioration of the converter even if the catalytic converter is not deteriorated (figs. 88b-d). 
Consequently, when deterioration of the converter is decided depending upon the wave form 
of the aidfuel signal V2, the deterioration of the catalytic converter is erroneously detected 
though the converter is not deteriorated. 
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Fig. 88 (from US5591905) 

The method of US5640846 (1997) presents an improved control of the engine aidfuel ratio to 
diagnose accurately the catalytic converter efficiency. The method comprises the following 
steps: 
I )  detecting the upstream concentration of a particular component of the exhaust gas to output 

a first aidfuel ratio signal indicating the upstream concentration 
2) detecting the downstream concentration of the particular component of the exhaust gas to 

thereby output a second aidfuel ratio signal indicating the downstream concentration 
3) controlling a target aidfuel ratio of a mixture supplied to the engine by arithmetically 

determining a target aidfuel ratio control quantity on the basis of the first and second aidfuel 
ratio signals. The control of the engine aidfuel ratio comprises the following steps: 

a) determining a first aidfuel ratio control quantity on the basis of the first aidfbel ratio 
signal 

b) determining a second aidfuel ratio control quantity on the basis of the second aidhe1 
ratio signal 

c) correcting the first air/fbel ratio control quantity with the second air/%el ratio control 
quantity to thereby determine the target air/fbel ratio control quantity on the basis of 
the correction of the first air/fuel ratio control quantity 

d) filtering the first air/fuel ratio signal to compensate for variations in the output 
characteristics of the upstream sensor 

4) assessing the efficiency of the catalytic converter by using e.g. the method of US5363647 
(1 994) described above. 

Other methods: see JP4181149 (1992), JP6129240 (1994) 
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Nissan Motor Co. Ltd. 

Fig. 89 shows a typical engine layout used by Nissan Motor Co. for controlling an internal 
combustion engine and for detecting the deterioration of a catalytic converter. 
The internal combustion engine has an air intake passage and an exhaust gas passage. The air 
intake passage has a plurality of fbel injectors which are arranged to feed fuel to respective 
combustion chambers through intake ports. A throttle valve is installed in the air intake 
passage at a position upstream of the fbel injectors. An air flow meter is fbrther installed in the 
air intake passage at a position upstream of the intake valve. The air flow meter may be of a 
known hot-wire type. Although not shown in the figure, an air filter is mounted on top of the 
air intake passage to clean air fed to the engine proper. 

The exhaust gas passage has a three-way type catalytic converter installed therein at a position 
upstream of a muffler. The exhaust gas passage has two oxygen sensors 1 and 2 installed 
therein at positions upstream and downstream of the converter. Each sensor 1 or 2 generates 
electromotive force in accordance with concentration of oxygen contained in the exhaust gas 
and shows a steep change of the electromotive force at the stoichiometric value of air-fhel 
ratio. 

A water temperature sensor senses the temperature of cooling water of the engine proper, and 
a crank angle sensor which, for obtaining an engine speed, issues a pulse signal for each given 
crank angle. A temperature sensor also detects the temperature of exhaust gas discharged from 
the converter. The temperature in the converter is thus indirectly sensed by the temperature 
sensor. 

197 
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Output signals produced by all sensors are fed to a control unit which contains a 
microcomputer. By analyzing information possessed by the output signals given by such 
sensors, the control unit controls the injectors to adjust the amount of fuel fed to each 
combustion chamber of the engine. That is, the so-called feedback control for the air-fuel ratio 
is carried out by usage of the information signals from the upstream and downstream 
oxygen sensors 1 and 2. 

In addition, the control unit carries out a catalytic converter deterioration diagnosis. That is, 
when it is  judged that the catalytic converter is deteriorated to a certain degree, an alarm lamp 
is lit. 

alarm 

Unit (ECU) 

Fig. 89 (from US5644912) 



Nissan Motor Co. Ltd. 199 

In the method of JP2310453 (1990), the-response delay time of the downstream sensor output 
signal when compared to the upstream sensor output signal is a measure of the deterioration of 
the catalytic converter. 

In the method of JP4001449 (1992) the criterion of degradation of the catalytic converter is 
the ratio of frequency of oscillation of the downstream sensor output signal to the frequency of 
oscillation of the upstream sensor output signal during a feedback control of the engine aidfuel 
ratio from rich to lean and vice versa. 

In the method of JP4116239 (1992) the deterioration diagnosis of the catalytic converter is 
inhibited for accuracy reasons when the number of renewals of a learning value based on the 
output signal of the downstream sensor is lower than a specified value. The learning value is 
the value used to correct the feedback compensation coefficient used during the feedback- 
control of the engine air/fbel ratio. The feedback compensation coefficient is calculated based 
on the output signal of the upstream sensor. 

In the method of US51 19628 (1992) the following steps are considered: 
1) detecting the aidfuel ratio of the exhaust gases upstream of the catalytic converter 
2) detecting the air/fuel ratio of the exhaust gases downstream of the catalytic converter 
3) checking whether the upstream sensor output signal is on the rich or on the lean side when 

compared to the stoichiometric value 
4) determining a basic engine air/fuel ratio feedback control constant according to the output 

signal of the upstream sensor (lean or rich side) 
5) checking whether the downstream output signal is inverted to rich or lean side across an 

adfuel ratio feedback controlling rich (upper) or lean (lower) slice level respectively (fig. 
90). Upper (lower) slice level is a predefined value being lower (higher) than the maximum 
(minimum) value of the sensor output signal for each operating condition and it always cuts 
the sensor output signal during deterioration detection 

6) calculating a correction value of the basic aidfuel ratio feedback control constant according 
to the rich or lean side 

7) determining an engine aidfuel ratio feedback correction coefficient on the basis of the basic 
feedback control constant corrected by the correction value 

8) measuring a period of the engine aidfuel ratio feedback correction coefficient 
9) measuring an amplitude of the aidfuel ratio feedback correction coefficient 
10) setting a rich discriminating catalytic converter diagnosing slice level higher than a rich 

discriminating aidtiel ratio feedback controlling slice level and a lean discriminating 
catalytic converter diagnosing slice level lower than a lean discriminating air/fbel ratio 

1 I )  feedback controlling the slice level in such a way that the rich discriminating catalytic 
converter diagnosing slice level increases and the lean discriminating catalytic converter 
diagnosing slice level decreases, both increasing anyone of the measured period and 
amplitude of the aidfuel feedback correction Coefficient (fig. 9 1). wherein the slice levels 
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comprise corresponding reference values to which the outputs of the air/fbel ratio sensors 
are compared 

12)counting the number of inversions of the upstream sensor output signal across the 
stoichiometric aidfuel ratio 

13) counting the number of inversions of the downstream sensor signal across the set catalytic 
converter diagnosing slice levels 

14) checking whether the ratio of the downstream sensor counted value to the upstream sensor 
counted value exceeds a predetermined value 

15) determining that the catalytic converter has been degraded when the ratio exceeds a 
predetermined value 

deteriorated catalyst 

rich 
.T 

downstrea 
sensor 
voltage 

J 
lean 

Fig. 90 (from US5 1 19628) 

In the method of JP5312025 (1993), at the time of the diagnosis procedure, the mean engine 
air/fuel ratio is shifted to a rich value by means of a suitable feedback control. When the 
catalytic converter is deteriorated, then the output signal of the downstream sensor crosses a 
predefined slice level (as defined in US5119628 (1992)). The same procedure can be repeated 
by shifting the mean engine aidfuel ratio to a lean value. 

The method of JP5098945 (1993) inhibits the deterioration diagnosis of the catalytic converter 
when during feedback-control of the engine, engine cooling water temperature, car speed, 
engine speed and basic fuel injection quantity are not in predetermined ranges. Namely, the 
diagnosis takes place only when the converter is activated under ordinary operating 
conditions. 
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Fig. 91 (from US5 I 19628) 

In the method of JP6074025 (1994) the feedback-control of the engine air/hel ratio during 
testing is based on the output signal of the downstream oxygen sensor, so as to largely swing 
the airlfbel ratio to rich and lean sides. When the catalytic converter is deteriorated, the 
inversion delay time between the output signals due to oxygen storage in the converter 
becomes shorter than a predetermined threshold. 

In the method of JP6254726 (1994) the testing takes place when certain operating conditions 
are fulfilled. Then the exhaust gas temperature is raised by delaying the injection of fuel in the 
engine cylinders and by delaying the ignition at a time point later than the optimum ignition 
time. The temperature of the catalytic converter is thus kept high and the reliability of the 
diagnosis procedure by means of the oxygen sensors increases. 

In the method of JP7180534 (1995) two HEGO sensors are instailed upstream and 
downstream of the converter. When the tfequency ratio of the output signals of the two 
sensors indicates a deteriorated converter, the heater of the downstream sensor is disconnected 
and the temperature of the downstream sensor becomes equal to the one of the catalytic 
converter. Then it is checked whether or not the measured output signal of the downstream 
sensor is within a certain range extracted from an output signal state available when the 
temperature of the downstream sensor is approximately equal to the activation temperature of 
the converter. If the measured output signal of the downstream sensor is out of this certain 
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range, it is judged that the temperature of the converter is low and deterioration diagnosis 
should be repeated. 

The method of JP7189664 (1995) comprises feedback-control of the engine aidfie1 ratio 
based on the output signal of the upstream sensor. The feedback-control is corrected by means 
of a correction value based on the output of the downstream oxygen sensor. The deterioration 
of the converter is derived by comparing the number of inversions of the output of the 
downstream oxygen sensor with a threshold value. This threshold may be adjusted by 
increasing or decreasing its value and this adjustment depends on said correction value. 

The method of JP7189781 (1995) comprises a first feedback-control mode of the engine 
aidfuel ratio based on the output signal of the upstream sensor. When it is judged that certain 
diagnosis conditions are satisfied the feedback-control switches to a second feedback-control 
mode based on the output signal of the downstream sensor. The inversion frequencies of the 
oxygen sensors are counted for both feedback-control modes and the deterioration of the 
converter is judged by comparing these inversion fiequencies with predetermined values. 

The method of JP7243342 (1995) comprises feedback-control of the engine aidfie1 ratio 
based on the output signal of the upstream sensor. When certain operating conditions are 
achieved, the signal outputs of the two sensors are compared. Whenever the comparison result 
reaches a prescribed number, the comparison result is updated and it is weight averaged. The 
deterioration of the catalytic converter is detected based on the result of the weighted average. 

The method of JP7247830 (1995) comprises feedback-control of the engine aidfie1 ratio 
based on the output signal of the upstream sensor. It is judged whether or not the operating 
condition of the engine is in one or plural pre-stored catalytic converter diagnosis areas 
according to the operating conditions. When the judged result is in such a catalytic converter 
diagnosis region then the efficiency of the catalytic converter is assessed by comparing the 
output signals of the upstream and downstream sensors. The converter is considered as 
deteriorated when the comparison of the output signals shows deterioration in a plurality of 
such diagnosis areas. 

The method of JP7305623 (1995) comprises the following steps: 
1) checking if certain operating conditions are satisfied 
2) feedback-controlling the engine air-fuel ratio 
3) filtering the output signal of the downstream oxygen sensor based on the signal frequency of 

4) calculating an amplitude ratio between the amplitude of the filtered signal of the 
the upstream sensor output signal 

downstream sensor and the amplitude of the signal of the upstream sensor 
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5) calculating an amplitude threshold in accordance with a judging result of the engine 

6) judging deterioration of the catalytic converter based on the comparison result of the 
operating conditions 

amplitude ratio and the threshold value 

The method JP7310536 (1995) comprises the following steps: 
1) judging if the operating condition of the engine is within a domain of deterioration 

2) comparing the output signals of the upstream and downstream oxygen sensors 
3) weight-averaging the comparison result of step 2 by a weight averaging means 
4) reducing the weight of the weight averaging means to a prescribed time after the result of 

judgment attains the domain of deterioration diagnosis of the catalytic converter (step 1)  
5 )  calculating the reduced weighted mean value 
6) determining the efficiency of the catalytic converter based on the calculated result of step 5 ,  

diagnosis of the catalytic converter 

even if the operating condition of step 1 is short. 

In the method of JP8128317 (1996), the total quantity of heat of the exhaust system is 
calculated from the starting of the engine. The engine aidfbel ratio is feedback-controlled 
based on the output of the upstream oxygen sensor. The feedback-control is krther corrected 
based on the output signal of the downstream sensor. The ratio of periods of oscillation of the 
output signals of the upstream and downstream output signals is calculated. If the total 
quantity of heat reaches a prescribed value and the above mentioned ratio of periods does not 
decrease, it is judged that the catalytic converter is degraded. 

In the method of JP8377468 (1996), the judgment of the deteriorated of the catalytic 
converter is prohibited when the measured temperature of the exhaust gases upstream of the 
catalytic converter has a value lower than a specified threshold. 

The method of JP8177469 (1996) performs the deterioration diagnosis of the catalytic 
converter by a first diagnostic means, that is, by comparing the output signals of the two 
sensors, during a forced variation of the engine air/fbel ratio from rich to lean and vice versa. 
When for any reason this first diagnostic means does not provide reliable results, a second 
means is activated to perform the diagnosis. That is, the engine air/fbel ratio is forcibly made 
lean, and this state is detected by the upstream and downstream oxygen sensors. Then the 
aidfie1 ratio is inverted into a rich state. The time from the moment the rich inversion is 
detected by the upstream oxygen sensor to the moment the rich inversion is detected by the 
downstream sensor (delay time) i s  measured and compared with a specific threshold in order to 
determine the degradation of the converter. 

The method of DE1 9539024 ( I  996) comprises the following steps: 
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1) detecting the aidfuel ratio of the exhaust gases upstream and downstream of the catalytic 

2) estimating a basic engine fuel injection quantity in function of an operating parameter of the 

3) determining a feedback aidfuel ratio correction coefficient based on the output signal of the 

4) correcting the basic fuel injection quantity by means of the feedback correction coefficient 
5) comparing the oscillation state of the output signals of the aidfuel sensors from rich to lean 

and vice versa with decision standards, and assessing the performance of the catalytic 
converter from this comparison. The ratio of oscillation frequencies or the phase shift 
between the upstream and downstream sensor output signals are the criteria for judging the 
performance of the catalytic converter. 

converter by means of an upstream and a downstream sensor 

engine 

upstream aidfuel sensor 

The method of 085557929 (1 996) comprises the steps of 
1) diagnosing the deterioration of the catalytic converter (any of the above mentioned methods 

can be used) 
2) detecting a predetermined engine operation condition at which the temperature of the 

catalytic converter becomes high 
3) calculating a first time period at which a control for stopping fuel to be supplied to the 

engine is made 
4) calculating a second time period at which a control for increasing an amount of fuel to be 

supplied to the engine is made 
5) avoiding an operation of diagnosing of step 1, when a deviation between the first and 

second time periods is not less than a predetermined value under the predetermined engine 
operating condition of step 2. 

The method of JP8246853 (1996) comprises the following steps: 
1) operating the engine with a rich air/hel ratio 
2) switching the air/hel ratio from the rich value to a lean one 
3) measuring a first delay time, that is the time needed for the downstream oxygen sensor 

output signal to be reversed from the rich to the lean state, after the upstream sensor output 
signal has been reversed from the rich to the lean state 

4) switching the air/fuel ratio from the lean value to the previous rich one 
5) measuring a second delay time, that is the time needed for the downstream oxygen sensor 

output signal to be reversed from the lean to the rich state, after the upstream sensor output 
signal has been reversed from the lean to the rich state 

6) calculating the dispersion of a difference in response of first and second delay times 
7) assessing the efficiency of the catalytic converter by comparing the dispersion with a 

predetermined threshold 
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The method of US5644912 (1997) comprises the following steps: 
1)  measuring the oxygen content of the exhaust gases upstream and downstream of a catalytic 

converter by means of two oxygen sensors installed in the exhaust system upstream and 
downstream of the converter 

2) feedback-controlling the air-fuel ratio of mixture fed to the engine in accordance with an 
output signal issued from the upstream oxygen sensor 

3) detecting the elapsed time (time lag) from the time on which the output signal from the 
upstream oxygen sensor carries out a rich-lean reverse to the time on which the output 
signal from the downstream oxygen sensor carries out a corresponding rich-lean reverse 

4) calculating an average value of time lags which are measured each time the ricMean reverse 
takes place in the output signals from the upstream and downstream oxygen sensors 

5) causing a step change, upon a given diagnosing mode thereof, in a feedback correction 
factor in synchronization with the richllean reverse of the output signal fiom the downstream 
oxygen sensor, thereby correcting the air-fuel ratio of mixture to a generally stoichiometric 
value 

6) deriving a judgment reference value in accordance with the detected number of times for 
which the measurement of the time lag is repeated 

7) comparing the judgment reference value with the averaged time lag to judge the 
deterioration degree of the catalytic converter 

8) suspending the judgment of the deterioration of the catalytic converter when the averaged 
time lag is within a predefined border zone 

In a second embodiment of the invention, instead of calculating an average value of time lags 
(step 4), an integrated value of the amount of air fed to the engine within the time lag of step 3 
is calculated. An average of integrated values, which are derived each time the richllean reverse 
takes place in the output signals of the two oxygen sensors, is then calculated. 
A judgment reference value is then derived in accordance with the detected number of times for 
which the measurement of the time lag is repeated (step 6). The judgment reference value is 
compared with the average of the integrated values to judge the deterioration degree of the 
catalytic converter (step 7). The judgment of the deterioration of the catalytic converter is 
suspended when the average of integrated values is within a predefined border zone (step 8). 

Other methods presented by Nissan are: JP7301115 (1995), JP7301116 (1995). 
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Engines with multiple cylinder groups 

The method of JP5098946 (1993) proposed by Nissan refers to the case of an engine with 
multiple cylinder groups, where there is an auxiliary catalytic converter in each individual 
exhaust passage of each cylinder group. A main three-way catalytic converter is also installed 
in the common exhaust pipe section of all cylinder groups (fig. 56). The distribution of exhaust 
sensors is similar to the one of fig. 56. 

The engine adtiel  ratio is feedback-controlled and the deterioration assessment of the 
auxiliary (secondary) catalytic converters and the main catalytic converter takes place by 
comparing the output signals of the oxygen sensors placed upstream of the auxiliary converters 
and the oxygen sensor placed downstream of the main converter. 



Chapter 1.14 

General Motors Corp. 

Fig. 92 shows a typical engine layout used by General Motors Corp. for controlling an internal 
combustion engine and for detecting the deterioration of a catalytic converter. 
An air metering means, such as a conventional butterfly valve (throttle) is provided in the inlet 
air path above which is located an airflow meter for measuring mass airflow into the engine 
and providing an output signal MAF indicative thereof. Air passing through the inlet air path 
enters an engine intake manifold (not shown) in which is disposed an air pressure sensor for 
measuring the absolute pressure of air in proximity thereto, and providing an output signal 
MAP indicative thereof. 

A coolant temperature sensor is located in an engine coolant circulation path (not shown) to 
measure the temperature of the coolant passing by the sensor and to output a signal TEMP 
indicative thereof. The crankshaft rotates through operation of the engine at a rotational rate 
proportional to engine speed and a crank-angle sensor measures the engine speed. 

The inlet air is combined with inlet fuel and the aidfuel mixture combusted in the engine 
through engine operation, and a substantial portion of the combustion products are drawn out 
of the engine via the exhaust pipe to a catalytic converter. An upstream oxygen sensor 1 is 
disposed in the exhaust gas pipe in position to sense the oxygen content of the engine exhaust 
gas before treatment thereof by the converter, and to output a signal PREXAT indicative 
thereof A downstream oxygen sensor 2 is located in the exhaust pipe in position to sense the 
oxygen content of the engine exhaust gas after treatment thereof by the converter, and to 
output a signal POSTCAT indicative thereof. 
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An engine controller includes a central processing unit CPU, random access memory RAM, 
read only memory ROM , and non-volatile random access memory NVRAM. The controller 
processes engine control and diagnostic routines, such as through execution of step-by-step 
program instructions stored in ROM. The instructions provide for the processing of input 
signals indicative of the state of engine operating parameters, and for the generation of control 
commands applied to various generally known engine control actuators. 

I CONTRaLCR I 

mrpressure sensor 

coolant temperature 

air co 

I catalytic converter 

Fig. 92 (from US543101 1) 

In the method of US543101 1 (1995) the following steps are considered: 
1 ) periodically generating oxygen content signals by sampling an oxygen content of engine 

2) transforming the oxygen content signal into a signal indicating oxygen storage and release 

a) passing the signals through a differentiation process for estimating a rate of 

emissions that have passed through the catalytic converter 

capacity of the catalytic converter by 

magnitude change between oxygen content signals 
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b) grouping each of the differentiated signals into one of a plurality of test 

c) determining a maximum differentiation signal for each of the plurality of test 

d) generating an average signal value as a predetermined hnction of the 

3) carrying out a first stage of diagnosis by comparing the average signal value to a 

4) carrying out a second stage of diagnosis when the average value signal exceeds the 

5 )  indicating a faulty catalytic converter upon failure of the second stage of diagnosis 

periods 

periods 

determined maximum differentiation signals 

predetermined first threshold 

predetermined first threshold 

In DE19651559 (1997) the deterioration of the catalytic converter is determined by one of the 
methods described in US5509267 (1996) and US543101 1 (1995). A difference between actual 
engine parameters and reference engine parameters provides a measure of the efficiency of the 
catalytic converter. Such parameters can be the ignition timing, the engine speed at set 
throttling settings and the heating system of the catalytic converter at cold start-up conditions. 
The engine is then controlled to take account of the deterioration of the catalytic converter. 
The temperature of the catalytic converter is  estimated by means of detected operating 
parameters of the engine and it is adjusted to maintain the effectiveness of the catalytic 
converter. 

The method of EP0799984 (1997) comprises the following steps: 
I )  measuring the oxygen content of the exhaust gas upstream and downstream of the catalytic 

2) biasing during a monitoring period the air/fbel ratio of fluid passing into the engine from the 
converter by means of an upstream and a downstream oxygen sensor respectively 

stoichiometric ratio to a steady rich state while controlling in a closed-loop manner the 
performance of the engine on the basis of the upstream sensor signal 

3) controlling the amount of rich bias in a manner as to avoid saturation of the sensors 
4) generating lean transitions from the fbel rich condition 
5) changing the duration of the lean excursions 
6) determining the duration in which the signal of the downstream sensor is beyond a 

7) determining the oxygen ion storage capacity of the converter from the upstream and 

8) determining the deterioration of the catalytic converter by evaluating the output signals of 

threshold 

downstream sensor signals 

the upstream and downstream sensors 

The method can be better explained by means of fig. 93. Fig. 93a shows the response of the 
upstream sensor to rich bias with long lean excursions. Low oxygen ion content exists in the 
exhaust gas and both sensors produce a low oxygen output signal. A lean excursion will 
increase the oxygen ion content in the exhaust gas, which will be immediately sensed by the 
upstream sensor. The same will not normally apply to the downstream oxygen sensor since the 
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catalytic converter will absorb some or all of the excess oxygen ions, depending upon the 
oxygen capacity of the converter and the duration of the lean excursions. 

Fig. 93b shows the response of the upstream sensor to a rich bias with short excursions. The 
troughs in the figure are much narrower than with long excursions since there will be less time 
during which there is an excess of oxygen ions in the exhaust gas. This will in turn lead to 
narrower troughs in the downstream sensor signal, so long as there is still breakthrough of 
oxygen ions. Short excursions are preferred in this embodiment to reduce or eliminate 
noticeable changes in engine performance. 
Fig. 93c shows the response of the output signal of the downstream oxygen sensor for the case 
of an efficient catalytic converter. The signal is uneven compared to the upstream sensor 
signal, caused by oxygen ion absorption by the catalytic converter, and is also delayed relative 
to the upstream sensor signal. 
Fig. 93d shows the response of the output signal of the downstream oxygen sensor for the case 
of a deteriorated catalytic converter. The signal is similar to the one of the upstream sensor 
(fig. 93b) and is little delayed relative thereto. This is a result of low oxygen ion absorption by 
the converter. 

The time during which the downstream oxygen sensor passes through a threshold signal level 
is detected. This time, when compared to the equivalent time for the upstream sensor is 
directly related to the oxygen storage capacity of the converter. 
The method is substantially unrelated to sensor response times, which can vary to give 
inaccurate results. 
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Fig. 93 (from EP0799984) 
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Plurality of catalytic converters arranged in series in the exhaust pipe 

The method of US5509267 (1996) refers to the monitoring of two catalytic converters 
mounted in series in an exhaust pipe like the one of fig. 72. Three sensors are also used as in 
method of fig. 72. The method comprises the following steps: 
I )  sensing the oxygen content of the exhaust gas between the engine and the upstream 

converter by means of a first oxygen sensor 
2) sensing the oxygen content of the exhaust gas between the upstream and the downstream 

converter by means of a second oxygen sensor 
3) sensing the oxygen content of the exhaust downstream of the downstream converter by 

means of a third oxygen sensor 
4) during non-diagnostic periods, sensing a first untreated oxygen content of the exhaust gas 

before this gas has been treated in one of the two converters by means of the first oxygen 
sensor 

5) during a diagnostic period, sensing a second treated oxygen content of the exhaust gas after 
the gas has been treated by the upstream catalytic converter by means of the second oxygen 
sensor 

6) during a diagnostic period, sensing a third treated oxygen content of the exhaust gas after 
the gas has been treated by the downstream catalytic converter by means of the third 
oxygen sensor 

7) controlling engine aidfuel ratio in response to the second oxygen content during the 
diagnostic period 

8) controlling engine air/fiel ratio in response to the first oxygen content during the non- 
diagnostic periods 

9) determining the condition of the upstream catalytic converter by 
a) comparing an estimated oxygen storage capacity of the converter (as 

predetermined function of the sensed second treated oxygen content) with 
predetermined threshold or 

b) comparing the frequency variation of the sensed second oxygen content with 
a predetermined threshold 

10) determining the condition of the downstream catalytic converter by 
a) comparing an estimated oxygen storage capacity of the converter (as 

predetermined function of the sensed third treated oxygen content) with 
predetermined threshold or 

b) comparing the amplitude of the sensed third oxygen content with a 
predetermined threshold 
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Fuji Heavy Industries Ltd. 

The method of JP3281960 (1991) diagnoses the deterioration of a catalytic converter in a 
state that an aidfuel ratio is stabilized. This is achieved by setting a delaying of the execution 
of the diagnosis when engine operating conditions are judged to be in a predetermined range 
for diagnosing the condition of the converter. The assessment of the condition of the converter 
is realized by comparing the signals of the upstream and the downstream sensor. 

In the detection method of USS337556 (1994) the following steps are considered: 
I ) establishing certain engine operating conditions 
2)  detecting a first air/fuel ratio variation upstream of the catalytic converter by means of the 

upstream sensor 
3) detecting a second aidfuel ratio variation downstream of the catalytic converter by means of 

the downstream sensor 
4) setting a first upper and a lower slice level of the upstream aidfuel ratio sensor in 

accordance with each engine operating condition. Upper (lower) slice level is a predefined 
value being lower (higher) than the maximum (minimum) value of the sensor output signal 
for each operating condition and it always cuts the sensor output signal during deterioration 
detection 

5) producing a first number signal from the number of intersections of the output of the 
upstream aidfuel ration sensor with the first slice levels 

6) setting a second upper and a lower slice level of the downstream air/f%el ratio sensor in 
accordance with each engine operating condition 

7) producing a second number signal from the number of intersections (cuts) of the output of 
the downstream air/f%el ratio sensor with the second slice levels 
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8) judging a deterioration of the catalytic converter by calculating a ratio between both number 
signals. The advantage is that a misjudgment of the deterioration is avoided by eliminating 
an amplitude output disturbance from the downstream aidfuel ratio sensor due to a 
fluctuation of the engine operating conditions 

rich T 

I umer slice lower slice I 
upstream 
sensor voltage 

I 
downstream 
sensor voltage 

time elapsed 

Fig. 94 (from US5337556) 

Fig. 94 shows the case of a deteriorated catalytic converter. Figs. 94a and b show the 
variations of the upstream and downstream sensor output voltages during testing time T. The 
first and second upper and lower slice levels are also indicated on the same figures. As 
indicated above these slice levels depend on the operating conditions of the engine. The 
number of times that the downstream sensor output is cut by the second upper and lower slice 
levels is compared to the number of times that the upstream sensor output is cut by the first 
upper and lower slice levels. In this case the ratio is high indicating a deteriorated catalytic 
converter. low indicating an efficient catalytic converter. 
In the case of fig. 95 this ratio is very low indicating an eficient converter. 

rich T 

upstream 
sensor voltage 

downstream 
sensor voltage 

~ 

, upper slice lower slice 

time elapsed 

Fig. 95 (from US5337556) 
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Other Methods 

The testing layout used in all methods of this chapter is similar to the one of fig. 12. 

Lucas Industries Public Ltd Co. 

In the method of EP0444783 (1991) the following steps are considered: 
1) feedback controlling the engine aidfuel ratio in response to the output signal of the 

2) measuring the amplitude of the output signal variation of the downstream sensor 
3) repeating step 2 for a plurality of times and measuring the corresponding plurality of 

4) averaging the plurality of amplitude values 
5) comparing the averaged value to a threshold and signaling an unacceptable catalytic 

upstream oxygen sensor 

amplitudes 

converter if the averaged value exceeds the threshold 

Steps 2 to 4 can be repeated for each engine speed of a plurality of selected engine speeds and 
to compare each averaged value with a respective threshold in order to draw conclusions about 
the etficiency of the catalytic converter. 

The method of EP0636771 (1995) comprises the following steps: 
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1) perturbing the oxygen concentration of the exhaust gas entering the catalytic converter such 
that the concentration repeatedly alternates between a rich and a lean value 

2) counting the number of transitions of the gas leaving the catalytic converter in response to a 
predetermined number of transitions of the gas entering the catalytic converter and if a 
faulty catalytic converter is indicated then 

3) integrating the oxygen concentration of gas leaving the catalytic converter while the oxygen 
concentration of gas entering the catalytic converter is less than a first predetermined 
oxygen concentration 

4) repeating the previous step for a predetermined number of transitions of the oxygen 
concentration of the gas leaving the catalytic converter 

5) summing the integrals E(AA.)i calculated at steps 3 and 4 to form a first sum 
6) correcting the first sum for engine load and for gas flow entering the catalytic converter so 

7) subtracting the corrected value from a first predetermined threshold E] to form a first 

8) repeating steps 3 to 7 a predetermined number of times and forming a second sum of the 

9) comparing the second sum with a second predetermined threshold EZ and 
10) indicating the catalytic converter to be faulty when the second sum exceeds the second 

as to form a corrected value 

difference 

first differences 

predetermined threshold ~2 

Magneti Marelli S.p.A. 

The method of EP0715063 (1996) comprises the following steps: 
1) detecting the output signals of the A. sensors installed upstream and downstream of the 

2) performing a high-pass filtering of the signals 
3) calculating signal time averages (E , E )  by means of an integration operation and a 

subsequent division for the duration of an integration window of the filtered output signals 
4) multiplying the time averages by scaling factors (F,. F2) indicative of the excursions of the 

output signals 
5 )  calculating a difference between the time averages multiplied by the scaling factors so as to 

generate a deviation signal AZ between the time averages 

catalytic converter 

6) calculating, starting from the deviation signal AZ, an output signal indicative of the 
efficiency of the catalytic converter 



Other Methods 217 

Pierburg GmbH & Co. KG 

In the method of CB2177513 (1987) the following procedure is considered: 
1 )  detecting the oxygen content of the exhaust gases upstream and downstream of the catalytic 

converter by means of two oxygen sensors 
2) increasing the amplitude of the engine airhe1 ratio oscillation around the stoichiometric 

value, by applying a periodic signal whose frequency is much lower than that of the output 
signal of the upstream sensor when this is hnctioning in normal operation. The periodic 
signal can be an externally generated one or an electronically filtered signal of the upstream 
sensor or the output signal of the downstream sensor 

3) checking the amplitude of the output signal of the downstream sensor 
4) judging that the catalytic converter is deteriorated when the detected amplitude of the signal 

of the downstream sensor becomes higher than a predetermined threshold. 

Bayerische Motoren Werke AG 

In the method of DE3830515 (1990) the following steps are considered: 
1)  establishing stable operating conditions of the engine 
2) detecting the oxygen content of the exhaust gases upstream and downstream of the catalytic 

3) calculating averaged values in time for each of the two output signals 
4) calculating the difference of the averaged oxygen contents detected from the two sensors 
5) calculating the ratio I< of this difference to the averaged oxygen content vo2 

converter by means of two oxygen sensors 

detected 
upstream of the catalytic converter 

6) comparing this ratio It to a predetermined value to draw conclusions about the condition of 
the catalytic converter 
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The United States Environmental Protection Agency 

In [20] two general methods are presented for correlating the response differences of the 
oxygen sensors located upstream and downstream of the catalytic converter. They are the 
phase difference method and the integrated difference method. 
sensors is Two variations of the phase difference method are identified: 
1) The average time delay between threshold crossings of the upstream and downstream 

measured, indicating a general relationship between the average delay time and the 
esciency level 

2) The ratio of downstream threshold crossings to the upstream crossings is measured 

Two variations of the integrated difference method are also identified: 
1) the average area difference under the rich swing of the curve between the response of the 

upstream sensor and the response of the downstream sensor is identified, based on 
integration over a specified time interval regardless of the number of rich excursions of the 
sensor output signals 

2) the average difference method is determined in a mathematical manner, based on each rich 
excursion of the sensor output signals 

The integrated difference method appears to be better suited for on-board diagnostics and 
provides better correlation to efficiency with less data scatter than the phase difference method. 

In the method of US5228335 (1993) the following steps are considered: 
1) detecting the oxygen content of the exhaust gases upstream and downstream of the catalytic 

converter by means of two oxygen sensors 
2) determining the upper and lower limit of the upstream oxygen output signal during a 

specified time interval, calculating the difference between the upper and lower limits, 
normalizing the difference between the upper and lower limits and calculating a specified 
percentage of the normalized difference to thereby establish a floating lower integration 
bound 

3) determining the upper and lower limit of the downstream oxygen output signal during a 
specified time interval, calculating the difference between the upper and lower limits, 
normalizing the difference between the upper and lower limits and calculating a specified 
percentage of the normalized difference to thereby establish a floating lower integration 
bound 

4) integrating the area between the oxygen content output signal and an established lower 
integration bound for a specific time interval and for both output signals 

5 )  calculating the integrated area difference between the upstream and downstream output 
signals 

6) comparing the integrated area difference with an established area value and in response 
thereto determining and indicating a level of catalytic converter deterioration 
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In figs. 96a,b the calculated areas are presented for both the upstream and downstream sensor 
output signals respectively. The areas are calculated by using any integration method between 
the output signals and some floating lower bounds, which are calculated as half the difference 
between the maximum and minimum sensor output voltages over the measuring interval. The 
advantage to the floating lower bounds is in the accommodation of changes in sensor output 
due to: 

a) variations in real world vehicle operation 
b) aging of sensors and 
c) due to extended rich aidfuel ratio oscillations. 

The method also eliminates areas which are outside a predetermined range of area values. 

The method described above is investigated in great detail in [21]. 

a) upstream sensor b) downstream sensor 
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Fig. 96 (fiom US5228335) 

Weegen, Rainer 

In the method of DE4219219 (1993) a storage device is provided, which stores the output 
signals of the downstream sensor, The device excludes data received during the starting phase 
of the engine. Depending on the values stored, an indication signal is produced warning the 
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driver about the malhnctioning of the catalytic converter. The data can also be handled in a 
garage by a specialized person in order to decide whether or not the catalytic converter must 
be replaced. 

FIA T A U t 0  S.P. A. 

In the method of EP0588123 (1994) and US5627757 (1997) the following steps are 
comprised: 
1) detecting the aidfuel ratio content of the exhaust gases upstream and downstream of the 

catalytic converter by means of two lambda sensors 
2) calculating the moving average of each of the two signals VI ,  V2. The variable moving 

average v of a signal C’ is obtained from three successive values of the variable measured 
at the points, or at the moments k-2, k-1 and k: 

where k = [2 - 001 

signals and the values of the moving averages 
3) calculating the differences I),, 1j2 between the instantaneous values of the sensor output 

D, = VI - v, I), = v, - v, 
4) generating signals.f(D) relating to the difference between the instantaneous values and the 

moving averages. These signals f(D) are generated by squaring and integrating the 
differences I1 and by calculating their mean quadratic deviations for the period in question 

5) calculating an output signal A k’ indicative of the efficiency of the catalytic converter on the 
basis of the difference signals or signals derived therefrom. This signal can be one of the 
ratio and the difference between the difference signals or signals derived therefrom 

or A V =  f ( D , )  - f ( D , )  
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VolkswagenAG 

In the method of DE4331 153 (1994) the significant variations of the amplitudes and/or the 
airhe1 ratio oscillation frequencies and/or the oscillation positions (phase shift) of the 
upstream and downstream lambda sensors consist the criteria of evaluation of a degraded 
catalytic converter. The evaluation takes place at partial load of the engine. 

Roth-Tecltnik GmbH & Co. Forschung f l r  Automobil- und 
Umwelttechniek 

In the method of WO9516109 (1995) the partial oxygen pressure is measured upstream and 
downstream of the catalytic converter by means of two lambda probes. The difference of the 
measured oxygen partial pressures gives an indication of the condition of the catalytic 
converter. 

Unisia Jecs Corp. 

In JP7109918 (1995) the diagnosis of the efficiency of the catalytic converter is based on the 
deviation of the output value of the downstream oxygen sensor from a reference value for a 
desired aidfuel ratio in the feedback control. 

In JP7189780 (1995) the diagnosis of the efficiency of the catalytic converter is based on the 
comparison of the oscillation frequencies of the output signals of the upstream and the 
downstream sensor. The method also detects a possible defect of the downstream oxygen 
sensor. 

in the method of US5533332 (1996), the engine airhe1 ratio is feedback controlled by means 
of the output of the downstream oxygen sensor only, so that the air/fuel ratio approaches a 
target value. During the feedback control, the phase difference between the output signals of 
the upstream and downstream oxygen sensors is detected, and the performance of the catalytic 
converter is judged by means of this phase difference. 

In JP8284649 (1996) a predetermined diagnostic region is detected, in which the degradation 
assessment is performed. During feedback control of the engine air/hel ratio, the ratio of 
reversals of the output signals of the upstream and downstream sensor is formed for a number 
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of times in this diagnostic region. The mean value of this ratio is then calculated and the 
deterioration of the catalytic converter is based on the comparison of this mean value to a 
predetermined threshold . 

In JP8303233 (1996) a predetermined diagnostic region for assessing the fbnctionality of the 
catalytic converter is defined, which is based on operation parameters of the engine. During 
operation of the engine, this region is changed according to the outside air temperature. 

In JP8303234 (1996) the diagnosis takes place within a predetermined diagnostic region. The 
engine aidfie1 ratio is feedback-controlled by performing weighed averaging of the output 
signal of the downstream sensor in accordance with an assumed temperature of the catalytic 
converter. The catalytic converter performance is based on the inversion ratio of the output 
signals of the upstream and downstream oxygen sensors. The wrong diagnosis of degradation 
of the catalytic converter is prevented in the case of chattering. 

Other methods of Unisia Jecs Corp.: JP8303235 (1996), JP9033478 (1997). 

Engines with multiple cylinder groups 

In JP7063045 (1995) a method to monitor a catalytic converter is presented for an engine with 
two cylinder banks as the one of fig. 38. The arrangement of the oxygen sensors is similar to 
the one of fig. 38 except for the fact that the oxygen sensor placed between the junction of the 
two exhaust branches and the catalytic converter is removed. The aidfuel ratio for each bank 
of cylinders is feedback-controlled based on the corresponding output of the sensor installed 
downstream of the corresponding bank. The deterioration of the catalytic converter is based on 
a comparison of the output signals of the downstream sensor and the upstream sensors. When 
the output signal of one of the oxygen sensors fluctuates with an amplitude greater than a 
specified threshold, then the degradation diagnosis is prohibited in order to avoid an erroneous 
diagnosis. 

The method of JP7238824 (1995) is applied to the case of a multiple cylinder bank engine 
with an air/fbel sensor installed in each cylinder bank exhaust pipe upstream of the catalytic 
converter and an aidfuel sensor installed in the common exhaust pipe section downstream of 
the catalytic converter. The general layout is this of fig. 56. The degradation of the secondary 
catalytic converters and the main catalytic converter is evaluated. During the evaluation, one 
group of cylinders (e.g. the left bank) is feedback-controlled by the left bank upstream oxygen 
sensor, whereas the aidfuel ratio of the right bank of cylinders is controlled to be fixed at a 
control value equivalent to a specified target value. The variation of aidfuel ratio detected by 
the downstream sensor corresponds then to the variations provoked by the feedback control of 



Other Methods 223 

the left bank of cylinders. The detected output signals of the downstream sensor and the left 
bank upstream oxygen sensor are then used for the assessment of the secondary catalytic 
converter installed in the left exhaust branch as well as of the main catalytic converter. The 
same procedure is repeated for the right bank of cylinders. 

The method of JP8135432 (1996) is applied in an engine layout with two cylinder banks 
similar to the one described in the JP7063045 (1995) (fig. 38). First it is evaluated which of 
the two upstream sensors has the fastest response (e.g. the left bank upstream oxygen sensor). 
The ratio of the number of reversals of the output signal of the upstream sensor with the fastest 
response and of the number of reversals of the output signal of the downstream sensor is then 
formed. The deterioration diagnosis of the catalytic converter is carried out by judging whether 
this ratio is lower than a specific threshold. 

FE V Motorentechnik GmbN & Co. 

The method of DE4019572 (1992) monitors the fknctionality of a catalytic converter, engine 
misfiring and/or variable injection. It uses two sensors placed in the exhaust path. One of the 
sensors has a catalytic activity. The difference in the outputs of the signals of the two sensors, 
provoked by the change in temperature when the HC/air mixtures react with the catalyst of one 
of the sensors, gives an indication of the condition of the converter and the misfiring of the 
engine. Oxygen sensors can be installed upstream and downstream of the converter. 

Hyundai Motor Co. 

The method of W09628646 (1996) comprises the following steps: 
1) determining if a certain time of operation of the engine has elapsed, in order to prevent an 

2) setting rich and lean adjusting parameters ki for an engine aidfuel ratio after the certain 

3) calculating virtual oxygen content sensing signals relevant to a predetermined period of time 

erroneous judgment 

time has elapsed 

by using the formula: 

where, 
AM: amplitude of the signals set in accordance with an automobile state, 
.f: frequency of the signals set in accordance with the automobile state 
11: a time variable and 
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k, : engine air/fuel ratio ricMean adjustment parameter 
4) judging engine air/fiel ratio rich/lean adjusting parameters, to determine whether the aidfuel 

ratio is stoihiometric, rich or lean 
5) determining that the converter is deteriorated when the actual oxygen content of the exhaust 

gases downstream of the catalytic converter does not exist within a range of the virtual 
oxygen content set in accordance with a state of the engine aidfuel ratio (step 3) 

The method of DE19654693 (1997) comprises the following steps: 
1) checking if the engine cooling temperature is higher than a predetermined threshold 
2) checking if the temperature of the exhaust gas is higher than a predetermined threshold, and 

3) feedback-controlling the engine aidfuel ratio based on the output signal of the upstream 

4) measuring the oxygen content of the exhaust gas upstream and downstream of the catalytic 

5) calculating a first ratio of the measured output signals of the two sensors during a rich 

6) calculating a second ratio of the measured output signals of the two sensors during a lean 

7) calculating a first sum of first ratios during a predetermined time period 
8) calculating a second sum of second ratios during the predetermined time period 
9) comparing the first sum of ratios with a first predetermined reference value 
10) comparing the second sum of ratios with a second predetermined reference value 
1 1) determining the condition of the catalytic converter by means of the results of steps 9 to 10 

if both conditions of step 1 and 2 are fulfilled then 

oxygen sensor 

converter by means of the two oxygen sensors 

engine aidfuel condition 

engine aidfuel condition 

0 Osaka Gas Co. Ltd 

In the method of JP5010181 (1993), a catalytic converter is installed in the exhaust system of 
a methane engine. A first oxygen sensor for methane activation is installed upstream of the 
converter and a second oxygen sensor for methane activation or methane low activation is 
installed downstream of the converter. During a degraded state of the converter, for each pair 
of output signals of the two sensors, an output value of the output signal of the upstream 
sensor is stored as a deterioration reference value. This reference value is compared to the 
output signal of the upstream sensor during testing, and the converter is considered as 
deteriorated when the output signal value is higher than the reference one. 

In the method of JP5018231 (1993), a rhodium catalytic converter is installed in the exhaust 
system of a methane engine. A first oxygen sensor is installed upstream of the converter and a 
second oxygen sensor is  installed downstream of the converter. The deterioration of the 
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rhodium converter is based on the measured delay time of the output signals of the two 
sensors. 

0 Automobiles Peugeot - Automobiles Citroih 

Engines with multiple cylinder groups 

The method of FR2739139 (1997) is applied for the layout of fig. 56, where one secondary 
catalytic converter is installed in each of the left and right cylinder bank exhaust branches. A 
main catalytic converter is installed in the common pipe section. 

time 

/=I time 

c* time 

Fig. 97 (from FW739139) 
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The method attempts to prevent a false determination of the efficiency of the main catalytic 
converter due to a phase opposition of the signals from the two banks of cylinders and it can 
be better explained by means of fig. 97. 

Fig. 97a shows the measured variation of oxygen content V2 in the exhaust gases downstream 
of the main catalytic converter. In time periods TI and T3 there is a strong amplitude variation 
of V2, whereas in time period T2 the amplitude variation becomes very low due to the 
opposition in phase of the oxygen content in the exhaust gases of the left and right branch. 
Signal V2 is then electrically treated in order to bring its average value to zero. Then the signal 
is reestablished and filtered to obtain an indicator V2’, which represents a sliding average 
amplitude of the original signal V2 (fig. 97b). Signal VZ’ is filtered by a low-pass filter with a 
time constant C which varies in function of the instant value of output signal VZ or of the signal 
V2’ (fig. 97c). The time constant C is longer than the output signal V2 and of a lower 
amplitude, in order to obtain a final indicator Vz” which decreases more slowly in time than 
VZ’ (fig. 97d). The indicator VT is then compared to a predetermined threshold E. if the 
indicator VT is superior of E, this means that the amplitude of the output signal VZ is 
excessive and the converter does not damp sufficiently the variations of oxygen in the exhaust 
gases and consequently indicates that the catalytic converter is deteriorated. 

Volvo A B  

In the method of W09641071 (1996) each output signal of the upstream and downstream 
oxygen sensors is used as feedback-control parameter of the engine airlfbel ratio. The 
resultant signal fluctuations of the two sensors are analyzed to determine the time displacement 
between fluctuations in each of the two signals. The oxygen buffer capacity is then determined 
based on said time displacement. 

0 Denso Corp. 

The method of DE19646008 (1997) comprises the following steps: 
1) calculating an amount of an exhaust gas component upstream of the catalytic converter 

when the actual aidfuel ratio upstream of the converter differs from the stoichiometric one. 
When the difference between the actual air/fbel ratio and a predefined upper limit of the 
air/fbel ratio is positive (Am,,, fig. 98a) then this difference is integrated in time and the 
integrated area is called a lean component (fig. 98b). When the difference between the 
actual aidfuel ratio and a predefined lower limit of the aidfuel ratio is negative (AA/FR, fig. 
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98a) then this difference i s  integrated in time and the integrated area is called a rich 
component (fig. 98b) 

2) calculating an amount of an exhaust gas component downstream of the catalytic converter 
when the corresponding actual aidfuel ratio downstream of the converter differs from the 
stoichiometric one. A lean and a rich component are defined similarly to these of step 1 and 
fig. 98 

3) determining a time period during which the judgment of the condition of the converter 
should take place 

4) determining a frequency that provokes saturation of the catalytic converter when operating 
with a lean or rich component during the judgment time period 

5) calculating an average value of a maximum amount of the lean or rich component of the 
exhaust gas absorbed in the catalytic converter by dividing a maximum value, obtained by 
subtracting a total amount of the lean or rich component downstream of the catalytic 
converter from a total amount of the lean or rich component upstream of the catalytic 
converter during the judgment time period, with the saturation frequency of step 4 

6) assessing the deterioration of the catalytic converter based on the average value of 
maximum amount of the lean or rich component that is absorbed by the converter 

The patent disclosure also describes methods to assess the deterioration of the upstream and 
downstream oxygen sensors. 
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Fig. 98 (from DE19646008) 
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0 VDO A dolfschindling A C 

The method of DE19545693 (1997) compensates for the uncertainties due to manufacturing 
tolerances and aging of the 1-probes used and comprises the following steps: 
1) determining the oscillation amplitudes of the output signals of the upstream and 

downstream h-probes respectively when the engine airfuel ratio oscillates from lean to rich 
and back to lean during a testing period 

2) calculating the ratio of the oscillation amplitude of the downstream probe to the oscillation 
amplitude of the upstream sensor 

3) determining for each probe, after the probe has been changed, an extreme value of its 
corresponding output signal. The extreme values for each probe are calculated by 
continuously forming differences of subsequent discrete samples of the output signal. The 
extreme value becomes a maximum when the sign of a difference changes from positive to 
negative and the extreme value becomes a minimum when the sign of a difference changes 
from negative to positive 

4) correcting the calculated ratio of amplitudes of step 2 by means of the extreme values of 
step 3 

5) comparing the corrected calculated ratio value to a predetermined threshold 
6) determining that the converter is deteriorated when the corrected calculated ratio is greater 

than the predetermined threshold 

0 Regie Nationale des Usines Renault SA 

The method of FR2746142 (1997) comprises the following steps: 
1) measuring the rotation speed (N) of the engine and the admission pressure (P) of the engine 

airlfkel mixture 
2) calculating the flow velocity (V) of the exhaust gas in the catalytic converter in hnction of a 

model describing the gas flow in the exhaust pipe, the rotational speed (N) of the engine and 
admission pressure (P) 

3) measuring the oxygen content of the exhaust gas upstream (u) and downstream (v) of a 
catalytic converter by means of an upstream and a downstream oxygen sensor. The values 
(u, v) are normalized in a way to be negative or positive depending on whether the engine 
air/fbel ratio is lean or rich 

4) determining at every time point (t) the maximum quantity of oxygen (y) that can be stored 
in the catalytic converter and the quantity of oxygen (x) that is effectively stored in the 
catalytic converter. (x) and (y) are determined by making use of mathematical models of the 
chemical reactions taking place inside the catalytic converter. The models take into 
consideration the kinetics (CI, c2) of the reactions, which depend on the concentrations of 
oxidants (Ox) and reducers (Red) of the chemical species that participate in the reactions 
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and on the flux of gas that flows through the converter. More specifically the values (Ox, 
Red) are calculated by making use of the following formulas: 

if v > O :  O x = v / / K  and Red = 0 

if v <  0: o x  = 0 and Red = -v / K ’ 

where: 
K and K ’  are characteristic parameters of the downstream oxygen sensor. 

The chemical kinetics (clr c2) of the reactions are calculated by making use of the 
following formulas: 

c2 -= k2 ( 0 . 5 ~  f x ) ~ ~  ~ C2 (x, y ,  v) 

where: 
kl,  al, bl and k2, a2, b2 are the characteristic parameters of the two reactions 

writing the low of variation of (z) in time: 
5) estimating the concentration (2) of the oxygen downstream of the catalytic converter by 

dddt = - K% /z(t) - I@)] i (K12e) /C1(x, y,  I.’) - C2(x, y, I.’)] 

where: 
L is the length of the catalytic monolith 
e is the void fraction of the monolith 

6) estimating the quantity of oxygen (x) stored in the converter by means of the formula: 

7) calculating the value of (y) by taking into account the difference of the measured (v) and 
calculated value (2) of oxygen content in the exhaust gas. The following formula is used: 
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where: 
G is a parameter that allows to determine the convergence speed of the method, 
gt) is a hnction of the sign of (v). This hnction can be expressed as: 

f(f) = sign v(0, or 

8) solving the system of the above mentioned equations in an iterative way in order to obtain 
such values of (x), (y) and (z) that suppress the difference between the calculated (z) and 
measured concentration of oxygen (v) of the exhaust gas downstream of the catalytic 
converter 

9) determining the condition of the catalytic converter by comparing the maximum quantity of 
oxygen (y) that can be stored in the catalytic converter calculated at step 8 with a 
predetermined threshold 

The method can be also used with catalytic converters that store nitrogen oxides instead of 
oxygen. 

0 Deutsche Fernsprecher GmbH Marburg 

The method of DE381 1732 (1989) presents an electric circuit used for fhctionally testing 
catalytic converters of motor vehicles. The circuit comprises a controllable switch for applying 
normal h probe voltage or test voltage to a h probe installed upstream of the catalytic 
converter. 

0 Other Methods 

Other methods of monitoring catalytic converters by means of oxygen sensors may be found in 
the following disclosures: 

RU2059080 (1996) by Elkrr Stock Co. and in [32]. 
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Chapter 2 

Catalytic Converter Functionality Diagnosis by Means of 
Tern peratu re Measurements 

This chapter comprises methods of diagnosing degradation of the functionality of catalytic 
converters by measuring the temperature of the exhaust gases. The measurement can be direct 
by making use of one or more temperature sensors placed upstream, downstream or inside the 
catalytic converter or the measurement can be indirect by estimating the temperature from 
other engine parameters. The methods are based on the useful information received fi-om the 
heat release caused by exothermal reactions in the catalytic converter, which is an indication of 
catalyst light-off. 

In the case of an efficient catalytic converter, the chemical reactions taking place within the 
catalytic converter generate heat so that the temperature of exhaust gases leaving the converter 
should be greater than the temperature of exhaust gases entering the converter. The 
temperature difference between inlet and outlet of the catalytic converter becomes then an 
important criterion for diagnosing the fhctionality of the catalytic converter. 

The deterioration of a catalytic converter usually occurs at the front face of the converter 
(reaction zone). This aging reduces the temperature gradient from the front face of the 
converter and undesirably increases the inlet temperature needed for maximum conversion 

233 
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efficiency. Heating systems raise the temperature of an aged catalytic converter to reduce this 
deterioration in emission conversion (see [22]). 

The diagnosis of catalytic converters by measuring the temperature of the exhaust gases 
becomes very important nowadays. In [22], temperature sensors are used to verie catalytic 
converter efficiency diagnosis evaluated by means of the dual-oxygen sensor technique. The 
results have shown that dual oxygen-sensor measurements for catalytic converter efficiency 
become questionable with introduction of ULEV standards. 

In W09420738 (1994) it is claimed that it is difficult to produce a signal qualitatively 
representative of the efficiency of a catalytic converter based on the output signals of an 
upstream and a downstream airhe1 sensor and this presents the vehicle manufacturer with a 
serious dilemma. If a high efficiency threshold is set, then the driver will be frequently given 
false warnings of failure of the catalytic converter and apart from the nuisance to the driver this 
could result in the warning signals being totally disregarded when the alarm is genuine. On the 
other hand, if a low threshold is set and the vehicle should fail to comply with the legislative 
requirements then the manufacturer could face serious financial penalties. For these reasons, it 
is proposed to use temperature measurement techniques to assess the fimctionality of a 
catalytic converter. 
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Temperature sensors used in monitoring of catalytic converters 

Before examining in detail the diagnosing methods that use temperature sensors, it is 
worthwhile to describe some temperature sensors and to explain their operation principle. 

The use of a simple thermocouple a few centimeters upstream of the converter inlet presents 
durability and signal processing problems, as the thermocouple voltage is  too low for a typical 
vehicle data acquisition system. As mentioned already, the aging reduces the temperature 
gradient from the front face of the converter and causes a shift of the main reaction zone in the 
direction of the flow, so that different temperature profiles are expected during the course of 
aging. Thus, a single temperature measurement in a fixed position would probably not be 
sufficient to monitor exothermal heat release over a long operating period. So more 
sophisticated temperature sensors are necessary for monitoring the efficiency of catalytic 
converters. 

temperature sensor 

jacket 

insulating 
layer 

A - A  

Fig. 99 (from W09114855) 
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Fig. 99 shows such a temperature sensor presented by Emitec Gesellschafl in W09114855 
(1991). The sensor is introduced between the metallic sheets of the converter. For purposes of 
illustration, fig. 99a shows a longitudinal section through the end of the temperature sensor, 
and fig. 99b shows a cross section taken along the line A-A of fig. 99a. The temperature sensor 
has a jacket, which may, for instance, be formed of "INCONEL" or some other high- 
temperature-proof steel with chromium and/or aluminum components. Depending on existing 
requirements, the jacket may also be formed of the same material as the metal sheets of the 
catalytic converter, which makes for a problem-free soldering together of the temperature 
sensor and the metal sheets or the jacket. A wire is installed in the shape of a U in the interior 
of the temperature sensor. The wire may, for instance, be formed of nickel or another material 
that has a resistance which is strongly dependent on temperature. An insulating layer, for 
instance of magnesium oxide powder, prevents contact of the two lines of the resistor wire, 
both with one another and with the jacket . 

In reference [24] it has been proposed to install a linear temperature sensor diagonally in the 
catalyst bed (fig. 100). A linear sensor made by high temperature thermistor material can detect 
over-temperature conditions anywhere along its length, by indicating a temperature that is 
much more dependent on the maximum temperatures encountered over its length than on the 
lower ones. This ability is attributed to the dependency of its specific conductance k on 
temperature, according to the following relation (see [I]): 

(in Siemendmeter or else S/m) k = C, . exp(--) c, 
T 

where: 
C,, C2 are sensor specific constants and 
Tis the absolute temperature. 

The use of a sensor that is up to five times longer than the reaction zone of the converter 
results in a measured temperature that approximates the real maximum temperature with 
sufficient accuracy. The processed sensor signals of the above mentioned sensors indicate 
whether exothermal reactions, mainly CO and HC oxidation, take place in the catalytic 
converter or not. 

In [22] different temperature sensors are described and compared to each other to evaluate 
their capability of diagnosing the deterioration of catalytic converters for on-board diagnosis 
of LEVRJLEV systems. Thermocouples, thermistors and resistive temperature detectors 
(RTDs) are used in the comparison. Different materials are discussed and verified. 

However, problems can arise in the diagnosis of a converter by means of temperature 
measurements, because the measured temperature difference can fall, and even become 
negative, for an efficient converter during certain operating conditions of an internal 
combustion engine (see Em442648 (1991)). 
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For instance, when a throttle controlling the admission of a combustible mixture to the engine 
is opened, the temperature of exhaust gas entering the converter can rise dramatically but, 
because of thermal lags, the temperature of exhaust gas leaving the converter rises more 
slowly. This can result in an indication of incorrect operation of a converter which is actually 
operating efficiently. 

Similar problems can occur during other modes of operation of the engine giving rise to 
spurious or transient temperature differences which are detected as indicating inefficient 
operation of the converter. 

An additional problem for detecting correctly the efficiency of an exhaust gas catalytic 
converter is a possible deterioration of a temperature sensor. The output of such a deteriorated 
sensor must be corrected during the diagnosis procedure in order to avoid erroneous results. 

Air Flow 
--* 
T 

Characteristic 
field 

Load," "%Speed 

Fig. 100 (from [ I ]  p. 174) 

As already discussed in the Introduction of this monograph, it is common nowadays to use 
catalytic converters in exhaust systems that are heated during start-up of the engine in order to 
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activate them as fast as possible. A failure of the heating system of such converters might take 
place (e.g. due to corrosion of the lead wires of an electric heater) and contributes to the 
complexity of detecting deterioration of a heated converter. So, more sophisticated methods 
than just measuring the temperature difference between the two sensors are necessary to assess 
the hnctionality of a catalytic converter. 

In the methods of the ~ O ’ S ,  simple temperature sensors are used to monitor deterioration of the 
catalytic converter. The signals are fed to simple instrumentation that can calculate the 
difference in temperature between inlet and outlet and produce a warning signal when this 
difference exceeds certain ranges. 

In most modern OBD methods a control unit (computer) is used to assess the functionality of 
the catalytic converter. The control unit receives the output signal(s) of the temperature 
sensor(s) plus information concerning the operation conditions of the engine e.g. engine load, 
cooling water temperature, intake air flow etc. The control unit processes all the input and 
produces a warning signal in case a degraded catalytic converter is detected (fig. 100). The 
control unit may comprise calculation means, integrators, comparators, storage means etc. 
Signal filtering means, A/D converters and other necessary equipment may be included in the 
monitoring system. 

For simplicity reasons, the two temperatures sensors mounted upstream and downstream of 
the catalytic converter will be called from here onwards just upstream and downstream 
temperature sensor. 

In the case of indirect measurement of the temperature of the exhaust gases, the control unit 
receives different engine parameters and calculates the temperature of the catalytic converter 
based on this piece of information. 



Chapter 2.1 

Emitec Gesellschaft fur Emissionstechnologie - 
Dr. Ing. H.c.F. Porsche AG 

Most of the methods presented in this chapter are applied to the engine layout of fig. 101. 
In fig. 101, there is seen an internal combustion engine (I.C.E.) with an electronic engine 
control, wherein in the present description the term "engine" always means the engine and all 
of its peripheral equipment such as ignition, fuel injection and air delivery devices, with the 
exception of measuring instruments and the engine control. The engine control unit (ECU) 
receives information from outside through measurement value feed lines, and from the 
information it ascertains control data, which are supplied to the engine through engine feed 
lines. Exhaust gases pass in the direction of the arrow, from the engine into an exhaust gas line, 
in which a lambda sensor h is disposed. The lambda sensor in turn is connected to the engine 
control through a measured value line. 

A catalytic converter is disposed in the exhaust gas line and is followed by an exhaust outlet 
line or pipe. The catalytic converter may include one or more individual disks and naturally the 
exhaust system can also be constructed as a dual or otherwise multiple system. The catalytic 
converter may also be electrically heated, at least in sub-regions, and may have corresponding 
electrical leads. 

The catalytic converter has temperature sensors, which are connected to an electronic 
monitoring apparatus by measurement lines . In this way, the temperature of the exhaust gases 
upstream of the converter as well as the temperature of the walls or structures of the catalytic 
converter is directly measured downstream of the engine. In principle, the measured 
temperature values could also be carried from the temperature sensors directly to the engine 
control, but in the present exemplary embodiment prior processing in the electronic monitoring 
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apparatus is preferred. This electronic monitoring apparatus can ascertain a temperature 
distribution in the catalytic converter and/or a mean value and/or a maximum value from the 
measured temperature values and can carry it over a data line to the engine control. 

In addition, the electronic monitoring apparatus can also monitor the finctionat capability of 
the catalytic converter from the measured data in the catalytic converter and optionally from 
data from the engine control delivered over data feed or supply lines, and carry the outcome of 
this monitoring to a display or a memory over a diagnosis line. 

engine parameters 

Fig. 101 (from W09114855) 

The method of W09114855 (1991) refers to monitoring of the hnctionality of an electrically 
heated metallic catalytic converter of the honeycomb type and comprises the steps of 

1) selecting at least two measurement locations at respective three-dimensionally spaced-apart 
cross-sectional regions of the exhaust pipe, where at least one of the temperature 
measurement locations (or even both) is inside the catalytic converter 

2) defining at least a partial volume of the catalytic converter of the exhaust system between 
the measurement locations being definitive for catalytic conversion of pollutants in the 
exhaust gas, with at least 50% of the active catalytic converter volume being between the at 
least two measurement locations 
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3) measuring and monitoring the temperature of the exhaust gases at the at least two regions 
by means of planar (fig. 102) and/or approximately linear temperature sensors 

4) measuring the temperature at least at one of the measurement locations integrally over an 
approximately representative portion of at least one cross-sectional region and not in certain 

5) performing the monitoring step by forming at least one temperature difference between 
measured values at the at least two measurement locations 

6 )  detecting a function of the catalytic converter, a control of the engine and a catalytic 
converter regdating system from at least one of an algebraic sign, an absolute magnitude 
and a behavior over time of the temperature difference. 

spots (fig. 102) 

The temperature sensors are re-calibrated after the engine has been stopped for a relatively 
long period of time. 

Fig. I02 (from DE4027207) 

The method of W09114856 (1991) for monitoring the efficiency of a catalytic converter is 
similar to that of W09114855 (1991) described above. The method uses additionally the 
temperature difference indication of the sensors measured in the catalytic converter to control 
the function of the engine and to protect the catalytic converter from overheating. 
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In patent application DE4027207 (1992) two methods are presented. The first one, also 
described in US5339628 (1995). comprises the following steps: 
1) measuring the temperature at least at two locations by temperature measuring sensors of 

which at least one is disposed in the catalytic converter and which sensors are spaced apart 
in flow direction 

2) periodically repeatedly determining a temperature measuring variable from signals issued by 
the sensors during operation of the engine with an engine monitoring system 

3) averaging the temperature measuring variable over a sufficiently long period of engine 
operation to form a mean temperature value which is substantially unaffected by short-term 
load conditions e.g. forming mean temperature by integrating the temperature measuring 
variable over an observation period or by executing the following process: 

a) observing the temperature measuring variable over a given period of time 
b) periodically determining the temperature measuring variable at time intervals 

being substantially shorter than the given observation period and recording the 
temperature measuring variable in a memory of a multiple channel analyzer 
belonging to the engine monitoring system 

c) forming the mean temperature value from the contents of the memory, after the 
observation period has elapsed 

d) erasing the memory 
4) comparing the mean temperature value with a predetermined limit value 
5) indicating if a mean temperature value does not correspond to the limit value and 

ascertaining a catalytic activity of the catalytic converter. 

I Vemp. sensor 
sensor 1 1 I 
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,,et 21” jacket surface 
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2 catalytic converter 

Fig. 103 (from DE4027207) 
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The temperature sensors can have the form of fig. 102 or can be mounted on a jacket surface 
of the catalytic converter (fig. 103). This version is advantageous because it does not require 
any alterations in the interior of the catalytic converter. 

Fig. 104a shows the temperature variation of the exhaust gases in the interior of the catalytic 
converter from the inlet end to the outlet end of the catalytic converter when the configuration 
of fig. 102 is used. The solid line corresponds to a new catalytic converter, where the broken 
line corresponds to a degraded one. The temperature of the exhaust gases flowing in the 
catalytic converter is higher than a predetermined value in order to activate the catalytic 
converter. For a new catalytic converter the maximum temperature of the exhaust gases is 
attained immediately downstream of the inlet of the catalytic converter and it remains constant 
as far as the outlet end. 

For the case of a degraded catalytic converter, the temperature rises slowly from the inlet end 
onwards and it is only at the outlet end of the catalytic converter that a pronounced 
temperature occurs. This is because there is still catalytic activity there. For the case of a new 
catalytic converter, the two sensors should measure almost the same temperature. The 
temperature difference is a measure of aging of the catalytic converter. 
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Fig. 104 (from DE4027207) 

Fig. 104b shows the temperature variation of the exhaust gases on the external surface of the 
catalytic converter from the inlet end to the outlet end of the catalytic converter when the 
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configuration of fig. 103 is used. An essential feature is that after reaching its maximum, the 
temperature does not remain substantially constant. Instead, it decreases again downstream of 
the zone of the catalytic converter in which the catalytic reaction primarily occurs (reaction 
zone). Downstream of this zone there is no catalytic activity on the jacket anymore and the 
temperature drops. As the catalytic converter deteriorates the region of high temperature 
moves towards the outlet end of the catalytic converter (broken line), 

The second method of DE4027207(1992), also described in US5428956 (1995) comprises the 
following steps: 
1) measuring a temperature at least at two temperature measuring locations associated to the 

catalytic converter by means of two sensors. A deviation over time of at least one of the 
temperature sensor signals is formed and the measurement is inhibited if the deviation over 
time differs substantially from zero 

2) periodically repeatedly determining a temperature measuring variable from signals issued 
by the sensors during operation of the engine with an engine monitoring system. The 
temperature measuring variable is defined 

I) as a difference between the temperatures measured by the two temperature 
measuring sensors or 

11) by monitoring the signal of a first one of the temperature measuring sensors for 
discontinuous changes i.e. changes from a first steady operating state of the 
engine to a second steady operating time within a brief time. If such a 
discontinuous change occurs, then observing the signal of a second one of the 
temperature measuring sensors over a short period of time (1-3 seconds), and 
finally forming the temperature measuring variable from the changes over time 
of the signal of the second temperature measuring sensor 

3) determining hrther measuring variables characterizing an applicable operating state of the 
engine. Variables of this kind include engine speed, exhaust gas temperature, exhaust gas 
pressure etc. 

4) determining a temperature limit value from the fbrther measuring variables and from at 
least one temperature measuring variable ascertained in an earlier measurement. The 
activity of the catalytic converter is recorded and it is taken into account for the applicable 
determination of the temperature limit value, over a period of time sufficiently long for 
averaging out special strains in each case 

5) determining catalytic activity by comparing the temperature measuring variable with the 
temperature limit value 

6) issuing a report if the temperature measuring variable is lower than the temperature limit 
value 

The judgment of the catalytic activity of the catalytic converter in the method of W09203643 
(1992) is executed as follows: 
1) measuring the temperature of the catalytic converter honeycomb body at a plurality of 

2) performing each temperature measurement continuously during a time interval 
measurement points along the flow direction 
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3)  forming a mean temperature value over the time interval fiom the temperature measured at 
the plurality of measurement points 

4) measuring the temperature of the catalytic converter honeycomb body over the time interval 
at least at one measurement point forming an associated local temperature value. The 
measurement can take place in a thin segment of said catalytic converter extending 
perpendicular to the flow direction 

5) monitoring the variations of the mean temperature value and the local temperature value 
over time 

6) deriving the indication as to the hnction of the catalytic converter only if the variations over 
time of the mean temperature value and the local temperature value are below a 
predetermined limit value 

7) comparing the mean temperature value with the local temperature value for deriving an 
indication as to the status of the catalytic converter 

The temperature sensors are installed in a way similar to the one shown in fig. 103. 

The method of DE4038829 (1992) is applied for a catalytic converter comprising: a) an inner 
region, a jacket surface surrounding the inner region and being disposed approximately parallel 
to the exhaust gas flow direction; b) the inner region conducting the exhaust gas flow through 
the inner region in the given flow direction; and c) a reaction zone being defined as a part of 
the inner region in which the catalyzed exothermic reaction predominantly takes place. 

The method comprises the following steps: 
1) measuring a distribution of temperature over the jacket surface along a measurement path 

being aligned approximately parallel to the given flow direction. The measurement of 
temperature can take place with one of the following ways (fig. 105): 

a) by evaluating heat radiation originating at the jacket surface by imaging the heat 
radiation originating at the jacket surface by means of an electronic image 
processing device and a photographic device such that the temperature 
distribution along the measurement path is displayed on an image obtained in the 
imaging step, or 

b) by means of a temperature sensor being located on and movable along the 
measurement path, or 

c) by means of a plurality of temperature sensors being disposed along the 
measurement path 

2) defining a limit value of a temperature deviation 
3)  determining the reaction zone by locating a segment of the measurement path at which the 

temperature deviates by less than the limit value from a maximum value of the temperature 
along the measurement path. This can be achieved by 

a) covering the measurement path with a substrate having a color changing 
under the influence of heat and detecting the reaction zone by evaluating 
the color of the substrate (fig. 105). or 

b) comparing the measured distribution of the temperature with a 
multiplicity of predetermined standard distributions, for each of which 
the reaction zone is known and determining the reaction zone by 
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interpolation for the measured distribution of the temperature (see fig. 
104b), or 

c) locating a maximum temperature along the measurement path and 
defining a maximum temperature location; determining an interval along 
the measurement path around the maximum temperature location within 
which the temperature deviates by less than a predetermined limit value 
fiom the maximum value at the maximum temperature location, and 
defining a boundary of the reaction zone 

4) determining the degree of degradation of a catalytic converter by using the location of the 
reaction zone with respect to the measurement path as a measure of the degree of 
degradation. 

As shown in fig. 104 and fig. 105, the more downstream of the inlet end of the catalytic 
converter the reaction zone appears the more degraded the catalytic converter is. 

Fig. 105 (from DE4038829) 

The method of W09314305 (1993) refers to the monitoring the condition of an auxiliary 
(light-off) catalytic converter installed upstream of a main catalytic converter (fig. 106) and 
comprises the steps of: 
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I )  measuring the temperature of the exhaust gases in a number of positions along the auxiliary 

2) evaluating the measured temperature values and/or their variation with time and/or their 

3) using the method of W09114855 (1991) mentioned above to draw conclusions for the 

4) measuring the temperature of the exhaust gases inside the main catalytic converter 
5) drawing conclusion for the condition of the main catalytic converter by using the same 

catalytic converter 

correlation 

degradation of the auxiliary catalytic converter 

evaluation means as the one of step 2. 
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Fig. 106 (from W09314305) 

The method of DE4227207 (1994) comprises the following steps: 
I )  measuring the temperature of the exhaust gases inside the catalytic converter during normal 

2) modifying the operation conditions of the engine by varying an operation parameter of the 

a) the concentration of hydrocarbons in the exhaust gases entering the catalytic 

b) the concentration of oxygen in the exhaust gases entering the catalytic 

operation of the catalytic converter (fig. 101) 

engine. Such parameters can be considered: 

converter, or 

converter, or 
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c) the concentration of nitrogen oxides in the exhaust gases entering the catalytic 

d) a combination of the operation parameters described in a)-c) 

space or in time from the normal condition to the new conditions imposed 

the measured temperature variation. 

converter, or 

3) measuring the variation of the exhaust gas temperature inside the catalytic converter in 

4) determining the degree of deterioration of the catalytic converter based on the behavior of 

In fig. 107 the variation of temperature with time dT/dt is shown for the case of a catalytic 
converter working under normal conditions and a catalytic converter working with excess of 
hydrocarbons (HC). 

- dT 
dt exhaust gas 

temperature 
catalyst with excess of HC 
4 

,*'* I \* 
I 

_. '*<7 time t 
I 

/ ' catalyst without excess of HC 

Fig. 107 (from DE4227207) 

The temperature variation of the exhaust gases is also shown. The test starts at certain 
operating conditions of the engine where the temperature measured in the catalytic converter is 
more or less constant (point to). At to a constant load operating condition is imposed to the 
engine and at t l  the quantity of HC entering the catalytic converter increases till time point t2. 
For the case of a catalytic converter working under normal conditions (no increase of HC) the 
increase of the temperature derivative variation in time is insignificant. For the case of a 
catalytic converter working under test conditions (increased HC entering the catalytic 
converter) a jump in the increase of the temperature derivative is observed. The greater the 
difference in the max. values of temperature derivatives between a catalytic converter working 
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under test conditions and a catalytic converter working under normal conditions the better the 
efficiency of the catalytic converter is. 

In the method of WO9404800 (1994) the catalytic converter is divided in a number of volume 
elements K, to I(4 (fig. 108). One temperature Sensor is installed in each of the volume 
elements indicating representative reaction temperatures in each of the elements. A 
modification of chemical and/or physical properties of the exhaust gas mixture takes place in a 
way similar to the one of the method of DE4227207 (1994) described above (step 2). The 
method of DE4227207 (1994) as presented in fig. 107 is then applied separately for each 
volume K, to &. The difference of the max. values of the temperature derivatives between a 
catalytic converter operating under test conditions (increased quantity of HC) and a catalytic 
converter operating under normal conditions is compared to predetermined values for each of 
the volumes K1 to I<4. The results are stored in a storage device and are processed in a later 
stage to draw conclusions for the efficiency of the catalytic converter in different operating 
conditions. 

PDL; control 

/ I indication 5-41 Volume element 

a-4: Temperature sensor 

D1-4: Differenciator LtJ Lc-l 
storage device storage device 

Fig. 108 (from W09404800) 
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The method of DE4308661 (1994) and US5560200 (1996) proceeds as follows: 
1) measuring the temperature 7; of the catalytic coating at a certain point of the catalytic 

converter by means of a temperature sensor integrated in the structure of the catalytic 
converter 

2) measuring the temperature TI of the exhaust gases upstream of the catalytic converter 
3) forming the time derivatives 

dT, dT, -- 
dt ’ dt 

4) forming the difference 

5) specifying the elapsed time ti after the engine start up, at which the difference A V  changes 

6) measuring the temperature 7 2  of the catalytic coating at time point ti after the engine start 

7) determining deterioration of the catalytic converter by comparing the temperature Tz of the 

sign 

up, at which the difference A V changes sign 

catalytic coating measured at time point ti with predetermined values. 

Instead of measuring the temperature directly, one can estimate the exhaust gas temperature 
upstream of the catalytic converter from engine operating parameters like: air flow, fuel flow, 
speed, engine temperature etc. The data can be stored in a memory device and be processed 
later at a workshop. 

The method of DE4302779 (1 994) comprises the following steps: 
1) operating the internal-combustion engine during a first time period and determining a first 

operating condition of the internal-combustion engine via one or more parameters of the 
internal-combustion engine and the exhaust gas train. 

2) operating the internal-combustion engine during a second time period in the first operating 
condition, if at least one of the sensed parameters corresponds to a specified desired value, 
or if said at least one of the sensed parameters does not correspond to the specified desired 
value. Then the internal-combustion engine is adjusted into a second operating condition by 
changing a value of at least one of the sensed parameters of the internal-combustion engine 
and, recognizing the second operating condition by comparing the up-to-date parameter 
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values with specified desired values for the second operating condition. The second 
operating condition can be 

a) a coasting operation or 
b) an idling operation of the internal-combustion engine. 

The ignition of at least one cylinder is switched off temporarily when the engine operates 
under coasting or idling condition 

3) acting upon the exhaust gas catalytic converter with an exhaust gas pulse which does not 
correspond to the second operating condition existing during the second time period and 
which produces one of an under or over-stoichiometric engine operation. The pulse is 
generated with a brief additional injection of fuel in the cylinders 

4) sensing values of at least one first parameter of the exhaust gas train which changes as a 
result of the exhaust gas pulse. The parameter can be 

a) a temperature measured in the exhaust train or 
b) a concentration of the exhaust gases measured by a h sensor 

5) forming at least one first parameter difference between a parameter value (e.g. rotational 
speed or load) sensed before or while the exhaust gas catalytic converter is acted upon by 
the exhaust gas pulse and its value atter the exhaust gas catalytic converter is acted upon by 
the exhaust gas pulse, and comparing the first parameter difference with a specified first 
desired difference range, and continuing the process if the first parameter difference is 
within the first parameter desired difference range 

6) comparing the value of the first parameter with a specified desired value and by a 
subsequent comparison of the thus determined change with a desired change range 
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Fig. 109 shows the variation of temperature T of the exhaust gases downstream of the catalytic 
converter in fbnction of time for the case of an efficient converter with a brief additional 
injection of fuel (curve I), for the case of an efficient converter without a brief additional 
injection of fbel (curve 2) and for the case of a deteriorated converter with a brief additional 
injection of fbel (curve 3). During time period tlz, curves 1 and 2 are identical. At time point tz, 
a temperature rise DT is observed for curve 1 when compared to curve 1 due to the additional 
injection of fuel. For curve 3, despite the additional injection, the curve is similar to curve 1 
and it is also clearly shifted toward lower temperatures. 



Chapter 2.2 

Nissan Motor Co. 

The method of GB1373826 (1974) comprises a thermocouple comprising two wires having 
terminals connected to each other so as to form detecting junctions which are positioned 
upstream and downstream of the catalytic converter respectively, and an ampere-meter 
measuring the difference in temperature between the two measuring points. When the 
difference in temperature between downstream and upstream catalytic converter temperature 
indication is lower than a predetermined value then the catalytic converter is considered as 
deteriorated. 

The method of DE2346425 (1974) comprises the following steps: 
1)  measuring the temperature of exhaust gas at the inlet port of the converter by means of a 

2) measuring the temperature of exhaust gas at the outlet port of the converter by means of a 

3) producing an operating temperature signal when the voltage of the inlet temperature signal 

4) producing a difference signal analogous to the difference between the inlet and outlet 

5 )  producing a failure signal when the voltage of the difference signal is below a second 

6) producing an alarm signal when the operating temperature signal and the failure signal are 

first temperature sensor which produces a signal analogous to the temperature 

second temperature sensor which produces a signal analogous to the temperature 

exceeds a first predetermined value 

temperatures of the converter as represented by the inlet and outlet temperature signals 

predetermined value 

applied simultaneously thereto 

253 
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In the method of JP1232106 (1989) and US5060473 (1991) a first temperature sensor is 
arranged inside the catalytic converter (fig. 1 IO). The following steps are considered: 
1 ) monitoring the temperature of the catalytic converter to produce a temperature indicative 

signal. The temperature monitoring takes place by means of the first temperature sensor of 
fig. 110 by measuring: 

a) a temperature in the vicinity of the upstream side of said catalytic converter, or 
b) a temperature at a position in the vicinity of where the temperature of the catalytic 

converter becomes maximum when the catalytic converter is in a normal state 
2) monitoring engine driving condition for producing an engine driving condition indicative 

signal 
3) generating a reference value signal representative of a temperature criterion for 

determination of a deteriorated catalytic converter, and said reference signal value being 
generated on the basis of the engine driving condition indicative signal value 

4) comparing the catalytic converter temperature indicative signal value with said reference 
value to produce an alarm when the catalytic converter temperature indicative signal value 
is smaller than the reference value. 

catalyfic converter 

sensor sensor 

alarm 

m 

condition 
sensor , I 

Fig. I IO (from US5060473) 
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Alternatively a second temperature sensor can be installed downstream of the first sensor, with 
respect to flow of the exhaust gas, to produce a second catalytic converter temperature 
indicative signal (fig. 1 IO). A difference of the first and second catalytic converter temperature 
indicative signals is derived and compared with the reference value generated at step 3. This 
comparison gives useful information about the condition of the catalytic converter. 

Fig. 11 I shows the relation between the condition of a catalytic converter and the temperature 
distribution inside the catalytic converter from the entrance to the exit. 

Fig. 11 1 (from USS060473) 

For a new catalytic converter the peak reaction temperature appears at a point A adjacent to 
the entrance of the catalytic converter. As the catalytic converter deteriorates with time, the 
peak reaction temperature moves towards a point B located at a point adjacent to the exit of 
the catalytic converter. This happens because the pollutant absorbing reaction at the entrance 
of the catalytic converter becomes incomplete. For deteriorated catalytic converters the 
measured temperature at point A is lower than the one when the catalytic converter is fresh. So 
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as presented in the first embodiment of the invention, a first temperature sensor located at this 
point can monitor the condition of the catalytic converter. 
Since the temperature of the catalytic converter depends on the exhaust gas temperature it can 
fluctuate. A more precise monitoring of the catalytic converter takes place then by locating a 
second temperature sensor at point B, as presented in the second embodiment of the present 
invention. The difference of the temperatures indicated by the two sensors gives then a more 
reliable indication of the condition of the catalytic converter. 

In the method of JP3050315 (1991) a first temperature sensor is installed upstream of the 
catalytic converter and a second temperature sensor is installed inside the catalytic converter at 
a point adjacent to the entrance of the catalytic converter. The difference of the two sensor 
signals is formed and when this difference becomes lower than a reference value, a warning 
signal is produced indicating a degraded catalytic converter. 

The method of US5060474 (1991) comprises a system to detect failure of a catalytic 
converter and a secondary air supply system installed upstream of the catalytic converter. The 
part concerning the failure detection of the catalytic converter only is presented below. The 
following steps are comprised: 
1) controlling the secondary air supply to feed air in the exhaust system upstream of the 

catalytic converter 
2) deriving a first temperature of the exhaust system at a first position located between the 

secondary air supply position and the catalytic converter, when secondary air is fed to the 
exhaust system 

3) deriving a second temperature of the exhaust gases at a second position located inside or 
downstream of the catalytic converter, when secondary air is fed to the exhaust system 

4) deriving a first difference between the first and second temperature 
5) controlling the secondary air supply to stop feeding secondary air into the exhaust system 

6) deriving a third temperature of the exhaust gases at said first position, when secondary air 

7) deriving a fourth temperature of the exhaust gases at said second position, when secondary 

8) deriving a second difference between the third and fourth temperature 
9) comparing the first difference with the second difference and when they are found equal 

deciding that the catalytic converter is deteriorated when the first temperature is less than 
the third temperature 

upstream of the catalytic converter 

supply is stopped 

air supply is stopped 

In the method of JP6264724 (1994) an aidfitel regulation sensor is mounted in the exhaust 
pipe upstream of the catalytic converter. A temperature sensor is mounted downstream of the 
converter. The method comprises the following steps: 
I )  judging whether the engine operating condition of the engine is in a state to perform the 

assessment of the efftciency of the catalytic converter 
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2) fixing the engine aidfuel ratio to a rich or a lean side for a fixed period 
3) detecting a first exhaust gas temperature downstream of the catalytic converter 
4) changing the engine air/hel ratio to a value opposite to this of step 2 
5) detecting a second exhaust gas temperature downstream of the catalytic converter 
6) calculating the difference between the measured first and second temperature values of 

7) comparing the calculated temperature difference with a predetermined value and drawing 
steps 3 and 5 

conclusions about eficiency of the converter fiom this comparison 

In JP7180536 (1995) one temperature sensor is mounted upstream of the catalytic converter 
and one temperature sensor is installed inside or downstream of the catalytic converter. The 
assessment of deterioration of the catalytic converter is based on the measured temperature 
difference between the two sensors. A correction of the temperature difference takes place in 
order to compensate a deterioration of the temperature sensors. 

In JP7180537 (1995) a temperature sensor is mounted inside the catalytic converter in its 
central part. The sensor has two sensing elements. One sensing element is positioned in the 
center of a cross section of the converter and the other sensing element is positioned in a radial 
position away from the center of the same cross section of the converter. The temperature 
values measured by the two sensors are compared with each other. When a temperature 
difference at a certain time point exceeds a predetermined threshold, it is decided that the 
converter is deteriorated. 

In the method of DE19643674 (1997) the temperature of the catalytic converter that is used 
for the evaluation of the converter performance is determined indirectly from the operating 
parameters of the engine. The method comprises the following steps: 
1)  determining if the engine starts-up from cold or warm conditions 
2) determining a reference heat quantity in dependence on the condensation that takes place in 

the converter during a cold start-up, or determining a reference heat quantity for the case of 
a warm start-up, where no condensation takes place in the converter 

3) evaluating the operating conditions of the engine 
4) calculating the temperature of the catalytic converter in relation to the operating parameters 

5) evaluating the volume of the engine intake air 
6) integrating in time (starting fiom engine start-up) the heat quantity that the exhaust gases 

transfer to the converter during normal operating conditions of the engine. The heat 
quantity is calculated from the temperature of the catalytic converter and the volume of 
intake air 

7) fixing a temperature value of the catalytic converter, when the total heat quantity 
transferred to the catalytic converter from the exhaust gases of the engine is equal to or 
smaller than the corresponding reference heat quantity 

of the engine 
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8) calculating the temperature value of the catalytic converter from a formula that uses the 
temperature of the catalytic converter during normal operating conditions of the engine as a 
parameter, when the total heat quantity is greater than the reference heat quantity 

Other methods presented by Nissan Motor Co can be found in JP8082213 (1996) and 
JP8093456 (1996). 



Chapter 2.3 

Robert Bosch GmbH 

The method of DE2643739 (1978) detects the efficiency of a catalytic converter consisting of 
two parts KI and Ko (fig. 1 12 and fig. 113). Two embodiments are presented. 
In the first embodiment a temperature sensor is installed upstream of KI and an additional 
sensor is installed in the reaction zone of KI (fig. 112). The temperature distribution in the 
catalytic converter is presented by the graph of fig. 112. For the case of a fbnctional catalytic 
converter, the temperature inside K, and Kn is higher than the temperature outside the catalytic 
converter due to the exothermic oxidation reaction taking place in the catalytic converter. In 
the case of a degraded catalytic converter, the temperature inside the catalytic converter is 
lower than the temperature upstream of the catalytic converter (dashed line). When the 
difference in temperature between the value measured inside the catalytic converter minus the 
temperature measured upstream of the catalytic converter is lower than a predetermined value 
then the catalytic converter is considered as deteriorated. The method requires that the 
catalytic converter is fully warmed-up before the detection starts. 

In the second embodiment two sensors can be installed close to one another inside Kn or 
downstream of the catalytic converter (fig. 113). One sensor is similar to those ones of the 
previous embodiment, whereas the other sensor has a catalytic coating similar to the coating of 
the catalytic bodies Kr and Kn. When the catalytic converter is functional the two sensors show 
a similar temperature indication (fig. I13a). When the catalytic converter is degraded then the 
non-catalytic sensor indicates a low temperature value whereas the catalytic sensor still 
indicates a high temperature value because of the exothermic oxidation reaction taking place 
on the sensor itself (fig. 1 13b). 

259 
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Fig. 1 12 (from DE2643739) Fig. 113 (from DE2643739) 

The method of DE4211092 (1993) comprises three embodiments, which can be explained by 
means of fig. 114, where a variation of temperature in the catalytic converter versus time is 
shown. According to the invention, at a time interval of 5 min after start up of the engine a 
new catalytic converter reaches its activation temperature. 
The first embodiment comprises the following steps: 

operating the engine under such conditions that the temperature of the catalytic converter 
is lower than the activation temperature of a new converter 
measuring the temperature over which the catalytic converter, heated by the exhaust gases, 
begins to convert 
comparing the temperature at which the catalytic converter begins to convert with a 
predetermined value To, which lies above the activation temperature of a new catalytic 
converter 
determining that the catalytic converter is fhctional when the temperature at which the 
catalytic converter begins to convert is smaller than the predetermined value To 

The second embodiment comprises the following steps: 
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1) operating the engine under such conditions that the temperature of the catalytic converter 

2) measuring the time interval At to reach a predetermined temperature, which is higher than 

3) comparing the measured time interval At with a predetermined value At0 
4) determining that the catalytic converter is hnctional when the measured time interval At is 

is lower than the activation temperature of a new converter 

the activation temperature of a new catalytic converter 

smaller than the predetermined value At0 

The third embodiment comprises the following steps: 
1) operating the engine under such conditions that the temperature of the catalytic converter is 

lower than the activation temperature of a new converter 
2) calculating the temperature Tt, of the catalytic converter by means of a theoretical model. 

Actual values of operating parameters of the engine and the converter are given to the 
theoretical model in order to calculate the temperature T,, 

3) checking the actual temperature T of the catalytic converter when the calculated 
temperature T,,,, reaches a predetermined value To, which lies above the activation 
temperature of a new catalytic converter 

4) determining that the catalytic converter is hnctional when the actual temperature T of the 
catalytic converter is greater than the predetermined value TO 

not deteriorated (new) 
900 

very deteriorated 

0 5 t (min) 

not deteriorated (new) 

very deteriorated 

0 5 t (min) 

Fig. 1 I4 (from DE42 1 1092) 

The method of DE4330997 (1995) monitors the behavior of a catalytic converter during 
startup of the engine and comprises the following steps: 
1) determining a temperature T,, of the activation region of the catalytic converter. This 

activation region represents the region of the catalytic converter which in principle treats the 



262 Methods for Monitoring and Diagnosing the Eficiency of Catalytic Converters 

exhaust gases pollutants during heating up of the catalytic converter. The activation region 
can be an auxiliary light-off catalytic converter located upstream of a main catalytic 
converter, or it can be the front upstream part of the catalytic converter when no auxiliary 
light-off catalytic converter exists 

2 ) feeding the catalytic converter with an aidfuel mixture 
3 1 determining the startup behavior of the catalytic converter depending on the influence that 

the feeding of the aidfuel mixture has on the temperature T,,, of the startup activation 
region. This is achieved by comparing 

a) the difference of temperature T,, of the activation region from a 

b) the first and/or the second derivative in time of Teat with predetermined 
reference value T,f with a predetermined value and/or 

values. 
As T,f one of the following can be chosen: 

a) the temperature T,,, when no conversion of air/fuel mixture takes place 

b) the temperature T,,, just before feeding the ak/fbel mixture to the 

c) the temperature of the exhaust gases before they enter in the catalytic 

in the startup activation region, or 

catalytic converter, or 

converter 

'cat 

Tstad 

new catalytic converter 

I \ medium deteriorated 

I t l  time 

Fig. 1 15 (from DE4330997) 
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Fig. 1 15 shows the variation of temperature Tcal of the activation region with time for a new, a 
medium deteriorated and a fully deteriorated catalytic converter. During testing, the engine 
idles and the catalytic converter is fully warmed-up. For t<to, T,,, is constant (=Ta,,,) and it is 
the same for all three converters. From time point to till time point tl an airhe1 mixture is 
added to the catalytic converter. The measured temperature variation from point to onwards 
depends then on the condition of the catalytic converter. At time point to the increase of Tal is 
steeper for new catalytic converters than for aged ones. Additionally the maximum temperature 
observed in the activation region is higher for new catalytic converters than aged ones. That 
means that the new catalytic converter converts higher quantities of aidfuel mixture in the 
activation region, it releases higher heat energy and warms up the catalytic converter faster 
than when the catalytic converter is aged. The slope of the curve i.e. the first or second 
derivative of Tal and the difference of Tal from a reference temperature T,f can be a measure 
of the efficiency of the activation region of the catalytic converter. At tl the addition of the 
aidfuel mixture stops and the temperature of the three converters returns to value T,,, which 
they had before heating them up. 

catalytic converter 
I 
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Fig. 116 (from DE4338547) 
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In the method of DE4338547 (1995) a temperature sensor element is installed in the 
longitudinal direction of the catalytic converter (fig. 116). The sensor has an electrical 
resistance with defined temperature dependence. The electrical resistance of the sensor is 
measured at two, at least, regions of the sensor (fig. 1 1  6). The knctionality of the catalytic 
converter is evaluated by comparing the ratio of the resistance of the fiont part of the catalytic 
converter over the resistance of the rear part of the catalytic converter with a predetermined 
value. When the ratio is bigger than the predetermined value then the catalytic converter is 
considered as deteriorated. The method is based on the fact that in a new converter the major 
conversion of pollutants takes place in the front part (F) of the converter, whereas for a 
deteriorated converter the conversion region moves towards the rear part (R). 

The method of DE4426020 (1996) comprises the following steps: 
1) measuring the temperature downstream of the catalytic converter 
2) estimating the temperature downstream of the catalytic converter by means of a theoretical 

model 
3) calculating the difference between the measured and the estimated temperature at certain 

operating conditions 
4) judging that the catalytic converter is  deteriorated when this difference is bigger than a 

predetermined value. 



Chapter 2.4 

Volkswagen AG 

In the method of DE2351828 (1975), two temperature sensors are installed close to one 
another downstream of the catalytic converter. The first temperature sensor has a catalytic 
layer on its surface whereas the second sensor is inactive. In case of failure of the catalytic 
converter, hydrocarbons and CO will pass through the catalytic converter without being 
treated. These pollutants react then with the catalytic layer of the first sensor, increase the 
temperature on the surface and the heat produced changes the electric resistance of the sensor. 
The difference in the electric resistance of the catalytic and the non-catalytic temperature 
sensors gives then an indication of the condition of the catalytic converter. 

In the method of DE4100241 (1991) the catalytic converter has the form of a honeycomb. 
Inside the honeycomb and in its longitudinal direction, there is a hole which allows a small 
portion of untreated exhaust gases to pass through (fig. 117). Two non-catalytic temperature 
sensors are installed downstream of the catalytic converter. One of the sensors is aligned with 
the hole and measures the temperature of the untreated gases, whereas the other sensor 
measures the temperature of the treated gases. When the difference of the two temperatures 
becomes lower than a certain value then the catalytic converter is considered as deteriorated. 
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Fig. 1 17 (from DE4 I 0024 1 ) 

In the method of DE4100397 (1992) the following steps are considered: 
I )  heating up the catalytic converter to its activation temperature 
2) suppressing at least one ignition during a deceleration phase of operation of the engine, 

causing a defined amount of unburned aidfuel mixture to be supplied to the catalytic 
converter 

3) measuring the temperature of the exhaust gases upstream (first sensor) and downstream of 
the catalytic converter (second sensor) 

4) forming the difference of the two temperatures and judging that the catalytic converter is 
deteriorated when the difference is lower than a certain value. 

In an alternative embodiment the second sensor is installed inside the catalyst matrix and the 
unburned fuel is injected directly in the exhaust pipe by means of a fuel injector. 

The method of DE4122787 (1992) comprises the following steps: 
1) measuring the temperature of the exhaust gases upstream of the catalytic converter by 

2) measuring the quantity of the exhaust gases flowing through the catalytic converter 
3) calculating a temperature value of the exhaust gases downstream of the catalytic converter 

by making use of the measured upstream temperature of the exhaust gases, the exhaust 
gases flow rate through the catalytic converter, the geometry and the thermal capacity of 
the catalytic converter 

4) measuring the temperature of the exhaust gases downstream of the catalytic converter by 
means of a temperature sensor 

means of a first temperature sensor 
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5 )  comparing the calculated and the measured temperature values downstream of the catalytic 

6) judging that the catalytic converter is deteriorated when the difference of the two 
converter 

temperatures is higher than a certain value 

The method of G62295033 (1996) comprises the following steps: 
I )  measuring the temperature of the exhaust gases upstream and downstream of the catalytic 

2) filtering the output signal of one of these temperature sensors 
3) forming an actual temperature difference value ATlzf between the filtered signal of one of 

the sensors and the unfiltered signal of the other sensor 
4) reading out a desired temperature difference AT12 from a predetermined map. The map uses 

the engine speed, the exhaust gas temperature and the current fuel injection quantity of the 
engine as input variables 

converter by means of two temperature sensors 

5) filtering value AT12 read out in a desired value filter and receiving value (ATlzf)’ 
6) reading out a current time window from a time characteristic map as a function of the 

7) triggering a monitoring signal when the value (AT12f)’ becomes higher than AT12f for the 
exhaust gas temperature 

duration of the current time window. 

temperature 

time 

Fig. 1 I8 (from GB2295033) 

Fig. I I8 shows the variation of temperature TI measured upstream of the catalytic converter, 
the variation of temperature T2 measured downstream of the catalytic converter and the 
variation Tlf of the filtered variation of temperature TI .  
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The higher values downstream of the converter caused by the exothermic reaction emerge 
dearly. Also clear, however, is the overall uneven shape, particularly of curve TI. There is not 
always a usable difference between the curves TI and Tz. The temperature difference ATla 
which is always present between the curves Tirand T2 is clear. 
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Ford Motor Co. - Ford France SA - Ford Werke AG - Ford 
Motor Co. Canada - Ford Motor Co. Ltd. 

The method of W09420738 (1994) is applied when the engine operates in a cruising or steady 
state mode and comprises the following steps: 
1) operating the engine in a cruising or steady state mode 
2) perturbing the air/fuel ratio of the engine to increase hydrocarbons and carbon monoxide of 

the exhaust gases without causing engine misfire i.e. by enriching the air/hel mixture by 5 
to 10 percent above stoichiometry for a duration between 10 and 30 seconds. This is 
sufficient to cause a readily sensed temperature increase without affecting the output 
power and torque of the engine 

3) adding air to the exhaust gases prior to their reaching the catalytic converter 
4) monitoring changes in the temperature of the exhaust gases in response to this perturbation 

a) measuring the rise in average temperature of the catalytic converter after 
the lapse of at least one time interval following the step change of the 
constituents of the exhaust gases, or 

b) measuring the rate of rise of the average temperature of the catalytic 
converter after the lapse of at least one time interval following the step 
change of the constituents of the exhaust gases, or 

c) comparing the temperature at different volume elements of the catalytic 
converter spaced from one another in the direction of flow of the exhaust 
gases after the lapse of at least one time interval following the step 
change of the constituents of the exhaust gases 

by 
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The temperature is measured by means of thermistors that are designed to sense the 
temperature along the entire length of the converter 

I I I I I I 
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Fig. 1 19 (from W09420738) 

The method can be better explained by means of fig. 1 19. Fig. 1 19a illustrates the variation of 
temperature along the length of a catalytic converter at different times following the step 
perturbation of step 2 for a converter operating at 100% efficiency, whereas fig. 119b shows 
the corresponding curves for a converter operating at 60% efficiency. For an efficient 
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converter, after 5 seconds most of the temperature increase is concentrated at the front end of 
the catalytic converter and this front slice is considerably hotter than the remainder of the 
converter. On the other hand, in the case of an inefficient converter, the temperature rise at the 
front end of the converter after 5 seconds is significantly lower than the temperature rise 
deeper within the converter. For efficient converters, the exothermic catalytic reaction is 
completed while the exhaust gases are still at the front end of the converter whereas in a less 
efficient converter the exothermic reaction takes longer to complete. The exhaust gases also 
tend to coof the catalytic converter and the cooling effect is strongest at the front end of the 
catalytic converter. As a result after 5 seconds the front end of a converter operating with 60% 
efficiency is cooler than the center of the converter. 

It is therefore possible measuring the temperature in different slices of the catalytic converter 
to determine the conversion efficiency by a comparison of the relative temperatures after a 
given time following a step increase in the combustible constituents of the exhaust gases 
reaching the catalytic converter. 

Fig. 120 (from GB2282467) 

The method of GB2282467 (1 995) judges the operability of a catalytic converter during light- 
off by determining the time required for the catalytic converter to light off during a cold start- 
U P  by7 

1) propelling a heated air mass 
2) determining an initial heat transfer rate &,,from the heated air mass to the catalyst material 

through the converter (fig. 120) 

of the catalytic converter as follows: 



272 Methods for Monitoring and Diagnosing the Eficiency of Catalytic Converters 

where 
(7; - T,) is the temperature difference between the temperature of the heated air mass 
before entering the converter and the temperature of the heated air mass after exiting the 
converter and 
C,,.,, is a constant representative of the specific heat of the air 

I1 3) determining an initial temperature - of the catalyst material by using the equation: 
Dt 

where 
A is the total surface area of the exhaust pipe and catalyst material between the upstream 
and the downstream sensor, 
C, is a constant representative of the heat transfer from the heated air mass to the catalyst 
material and 
a equals to 0.5 or 0.9 for laminar or turbulent flow respectively. 
Step 3 is repeated twice in a time step At to calculate two values of the catalyst temperature 
7L0, and to form the initial rate of temperature of the catalyst 

4) forming a first ratio from the initial heat transfer rate and the initial rate of change of 
temperature 

5) determining a subsequent heat transfer rate from the heated air mass to the catalyst material 
6) determining a subsequent rate of change of temperature of the catalytic converter 
7) forming a second ratio from the subsequent heat transfer rate and the subsequent rate of 

8) comparing the second ratio to the first ratio to track a trend of these ratios 
9) repeating steps 1 through 8 until the trend of these ratios exhibits a predetermined downturn 
IO) determining the time required for the catalytic converter to light-off during a cold start-up 

to be the time from the air propelling step 1 to the time required for the downturn of step 9 
11) comparing this time to a threshold value and 
12) determining that the catalytic converter is defected if this time exceeds the threshold value 

change of temperature 

Fig. 121 shows the ratio of the rate of heat transfer from the heated air mass to the catalyst 
material over the rate of change of the temperature of the catalyst material in knction of light- 
off time. The time point to at which a downturn of the ratio occurs is checked against a 
threshold value E .  If t<E the catalytic converter is deemed to be operational. 
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Fig. I21 (from GB2282467) 

In US5431012 (1995). the monitor of the performance of a catalytic converter takes place by 
measuring the temperature on the catalytic converter by means of a thin-resistive device. The 
device comprises an electrically insulated substrate, a thin layer of an electrically conductive 
material and metal oxides applied on the surface of the substrate, a wash-coat carried on a 
surface of the electrically conductive material, and a catalyst carried on a surface of the wash- 
coat. An electrical circuit is connected to the thin-film resistive device in order to determine the 
change in the electrical resistance of the electrically conductive material during conversion of 
the exhaust gases in the catalytic converter. 

Fig. 122 shows the measuring engine layout of the method presented in US5626014 (1997) 
where the exhaust pipe of the internal combustion engine comprises a first pipe, a three-way 
catalytic converter and a second pipe. The first pipe includes an exhaust manifold for 
transporting exhaust gas from combustion chambers of the engine to the catalytic converter. 
The engine includes an engine coolant temperature (ECT) sensor for detecting the 
temperature of engine coolant circulating within the engine. The ECT sensor preferably takes 
the form of a thermistor which transmits an ECT signal, which is indicative of engine coolant 
temperature, to Electronic Engine Controller (EEC). A Mass Air Flow (MAF) sensor is 
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positioned before the intake manifold of the engine to detect the mass flow rate of air entering 
the intake manifold. The MAF sensor preferably takes the form of a hot wire anemometer 
which transmits a MAF signal. which is indicative of the mass flow rate of air entering the 
intake manifold, to the EEC. A Heated Exhaust Gas Oxygen (HEGO) sensor positioned 
upstream of the catalytic converter on the first pipe detects the equilibrium concentration of 
oxygen in the exhaust gas generated by the engine and transmits a representative HEGO signal 
to the EEC. A Malfunction Indicator Light (MIL) which is preferably positioned in the 
passenger compartment of the vehicle, on the instrument panel, provides, in response to a 
malfunction signal, an indication to a driver of the vehicle of a malfunction as determined by 
the EEC. The EEC performs a variety of engine control and diagnostic hnctions including 
control of fuel injection and spark timing via a plurality of signals. 

The EEC preferably includes a central processing unit, a read-only memory (ROM) for storing 
control programs, a random-access memory (RAM) for temporary data storage, a keep-alive- 
memory (KAM) for storing learned values, and a conventional data bus and I/O ports for 
transmitting and receiving signals to and from the engine. 

A temperature sensor module connects to a plurality of temperature sensors, which sense the 
temperature at spaced intervals of a catalyst material in the catalytic converter. Each of the 
temperature sensors generates a signal which is indicative of the temperature in the catalyst 
material at the location of the temperature sensor and transmits a representative signal to the 
temperature sensor module which time multiplexes the signals received From each of the 
temperature sensors and transmits a multiplexed temperature signal to the EEC. A 
temperature sensor is additionally installed upstream of the catalytic converter to measure the 
temperature of the exhaust gases entering the catalytic converter. 

The determination of the HC conversion-efficiency of the converter is carried out as follows: 
1 )  checking at least a first operating parameter to determine if the engine is operating within a 

predetermined operating range (e.g. engine operating temperature). If the condition is 
satisfied then 

2) measuring the temperature of the exhaust gas entering the catalytic converter 
3) measuring the temperature of the catalyst substrate in the catalytic converter at the plurality 

of cross sections for a predetermined number of time intervals 
4) generating as a function of the measured temperature of the exhaust gas entering the 

catalytic converter and the measured temperature of the catalyst substrate, an energy value 
indicative of the total energy generated in the converter over the predetermined number of 
time intervals (thermal power model) 

5 )  comparing the generated total energy value to a predetermined total energy value 
6) providing an indication of the HC conversion-efficiency of the catalytic converter if the total 

energy value deviates from the predetermined energy value by more than a predetermined 
deviation amount 
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Chapter 2.6 

Siemens AG - Siemens Automotive SA - Bayerische 
Motoren Werke AG - Mercedes Benz AG 

In the method of EP0262558 (1988), which is applied to a series of catalytic converters used 
in the exhaust system of industrial applications, a reducing gas (NH? or CO) is injected in the 
exhaust gases to promote NO, reduction on the catalytic converters. Temperature sensors are 
provided upstream and downstream of individual layers of the catalytic converters, and a 
differential amplifier coupled with the sensor reads the difference in temperature among the 
layers to provide information about the efficiency of the catalytic layers by comparing the 
actual readings with predetermined values. 

In the method of FR2690203 (1993) a sharp enrichment of the exhaust gases with unburned 
fuel is produced by releasing the accelerator pedal without cutting the fie1 feed to the engine. 
This produces an exothermic reaction of the oxidation of the hydrocarbons present in the 
exhaust and a release of heat in the catalytic converter. The detection of this heat upstream and 
downstream of the catalytic converter is a measure of the deterioration state of the catalytic 
converter. In order to measure the temperature downstream of the catalytic converter a special 
oxygen sensor is used. The sensor has a film of dioxide of titanium deposited on a support and 
it is equipped with a heating resistance and means of regulation of its temperature to  a 
predetermined temperature. The intensity of the electric current used for heating the resistance 
permits measurement of the temperature of the exhaust gases. 
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Figs. 123a,b show the temperature evolution in time upstream and downstream of the catalytic 
converter as measured for the cases of a non-deteriorated and a deteriorated catalytic 
converter respectively from the moment the accelerator pedal is released (to). When the 
catalytic converter is deteriorated (fig. 123b) no exothermic reaction takes place and the two 
distributions of temperature are similar and decrease in time. In the contrary for a non- 
deteriorated catalytic converter (fig. 123a), a strong exothermic reaction takes place causing an 
increase of temperature downstream of the catalytic converter until a certain point. If the 
difference in temperature between the downstream temperature at a predetermined time point 
after time point to and the downstream temperature at time point to is positive the catalytic 
converter is considered as non-deteriorated. I f  this difference is negative, the catalytic 
converter is considered as deteriorated. 
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Fig. 123 (from FR2690203) 
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The method of W09421901 (1994) monitors the condition of a secondary catalytic converter 
installed upstream of a main catalytic converter. The temperature is measured upstream (TI) 
andor downstream (T2) of the secondary catalytic converter. The monitoring takes place 
during an idling phase of 10 sec following an overrun phase. Four criteria are assessed 
individually or in combination and in which the catalytic converter is considered as efficient. 
The criteria are: 
1) the difference AT(=Tz-Tl) between the temperature downstream and upstream of the 

2) the temperature Tz downstream of the catalytic converter lies in a predetermined range. If 
and E ~ ,  the catalytic converter 

3) the difference AT(=T2-TI)) between the temperature downstream and upstream of the 

4) the magnitude of the temperature gradient for the temperature downstream of the catalytic 

catalytic converter increases during the test period (fig. 124a) 

the temperature falls out of the range defined from curves 
is considered as exhausted (fig. 124b) 

catalytic converter exhibits a minimum difference E (fig. 124c) 

converter is smaller than a threshold value E (fig. 124d). 

The temperature TI upstream of the secondary catalytic converter can be directly measured by 
means of a temperature sensor or it can be estimated by means of a temperature model in 
function of the operating parameters of the engine. 
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Fig. 124 (from W09421901) 
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The method of W09517588 (1995) monitors the condition of a secondary catalytic converter 
installed upstream of a main catalytic converter and comprises the following steps: 
1 )  measuring the temperature downstream of the secondary catalytic converter at the 

beginning and end of a predetermined idling phase, over a predetermined number of idling 
phases, following a power phase under predetermined operating conditions of the engine 

2) forming the temperature difference between the temperatures measured at the beginning 
and end of each predetermined idling phase 

3) forming the sum of the results of temperature differences calculating the total duration of 
the idling phases 

4) forming an average temperature quotient from the sum of temperature differences and the 
total duration of the idling phases 

5) comparing the average temperature gradient thus formed with a predetermined threshold 
6) assessing the deterioration of the catalytic converter when the average temperature 

gradient is higher than the predetermined threshold 
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Fig. 125 @om DE4437655) 

The method of DE4437655 (1996) assesses the effectiveness of a heating device (fuel burner) 
of a catalytic converter. It  comprises the following steps: 
1)  starting the engine at cold conditions 
2) detecting the starting point tl (fig. 125) ofthe fuel burner by achieving 

a) a predetermined temperature Th or 
b) a predetermined temperature rise rate of the exhaust gases between the burner 

and the catalytic converter 
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3) measuring the temperature T2 of the heated exhaust gases between the burner and the 

4) comparing the measured temperature T2 with a predetermined threshold To 
5) determining that the system is deteriorated when Tz<To. 

catalytic converter at a time point t2 

Fig. 126 shows an alternative embodiment, where the distribution in time of the temperature of 
the exhaust gas between the burner and the catalytic converter is compared to a Predetermined 
temperature distribution. The greater the difference A between the two curves at time point t2 
the higher the deterioration of the heating device is. The curve G corresponds to a factor of 
importance vs. time of the difference A between the two curves. As long as the catalytic 
converter is heated up the factor G is not so important, whereas close to the burner start up an 
already small value of A is important for the determination of the performance of the system. 

G T 

Temperature 

f2 G: factor of importance 

Fig. 126 (from DE4437655) 

time 

The method of EP0773355 (1997) assess whether an electrically heated catalytic converter 
(EHC) reaches its activation temperature within a predetermined time interval after a cold 
start-up. This is achieved by means of two h probes which are installed upstream and 
downstream of the converter respectively. The downstream probe is of a heated type. This 
probe remains unheated during the cold start-up and measures the temperature of the exhaust 
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gases downstream of the converter for checking whether the activation temperature is reached 
within the predetermined time interval. 



Chapter 2.7 

Toyota Motor Co. Ltd. 

The method of EP0498598 (1992) is applied for the layout of fig. 127. 
As illustrated in fig. 127, an engine capable of fuel combustion at lean air-fuel ratios (lean burn 
engine) has an exhaust conduit where a lean NO, catalytic converter is installed. An exhaust 
gas temperature control device is installed in a portion of the exhaust conduit upstream of the 
lean NO, catalytic converter. When the exhaust gas temperature changes, a catalytic converter 
temperature of the lean NO, catalytic converter changes according to the change in the exhaust 
gas temperature. A portion of engine cooling water is led to the exhaust gas temperature 
control device and the circulation amount of cooling water is controlled by a control valve so 
that the exhaust gas temperature control device can control the exhaust gas temperature. The 
engine cooling water-type exhaust gas temperature control device may be replaced by: 

a) a device using introduction of secondary air 
b) a device using an air-&el ratio control or 
c) a device using an ignition timing control 

a) a device using a charging pressure control or 
b) a device using an intake throttle valve control . 

For the case of diesel engines the exhaust gas temperature control device may be replaced by: 

The operation of the exhaust gas temperature control device is controlled by an electronic 
control unit (ECU). 

In the portion of the exhaust conduit upstream of the lean NO, catalytic converter, a 
hydrocarbon supply device (HC supply device) is provided. The HC supply device includes a 
HC source, a HC supply port for introducing the HC (for NO, reducing purposes) from the 
HC source into the portion of the exhaust conduit upstream of the lean NO, catalytic 
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converter, and a HC control valve for controlling the amount of HC supplied into the exhaust 
conduit. The control valve is driven by a valve drive device which is controlled by the ECU. 

A first exhaust gas temperature sensor is installed in the portion of the exhaust conduit 
upstream of the lean NO, catalytic converter, and a second exhaust gas temperature sensor is 
installed in a portion of the exhaust conduit downstream of the lean NOx catalytic converter. 
Further, an NO, sensor is installed in the portion of the exhaust conduit downstream of the 
lean NO, catalytic converter. 

Fig. 127 (from EP0498598) 

The output signals of these sensors are fed to the ECU. Also, a signal of a running distance of 
the automobile to which the engine is  mounted, and signals of an engine load and an engine 
speed are fed to the ECU. The ECU is constituted by a micro-computer which includes an 
input interface, an output interface, an analoddigital (ND) converter for converting analog 
signals to digital signals, a read-only memory (ROM), a random access memory (RAM), and a 
central processor unit (CPU) for conducting calculation. The ROM stores flow charts and 
maps (e.g. maps of engine load vs. engine speed). Calculations are executed in the CPU. 

When an accumulated running distance of the vehicle is exceeded then a reference temperature 
difference between inlet exhaust gas and outlet exhaust gas of the catalytic converter at non- 
degraded state is calculated from an engine load vs. engine speed map. A current temperature 
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difference between the inlet exhaust gas and outlet exhaust gas of the catalytic converter is also 
detected by means of the upstream and downstream temperature sensors. A degradation extent 
of the catalytic converter is then detected based on the difference between the detected current 
temperature and the reference temperature difference. 

The degradation of the catalytic converter can be also based on the comparison of the actually 
measured NO, content of the exhaust gases downstream of the catalytic converter and the 
stored NO, value for a certain accumulated running distance of the vehicle. 

Fig. 128 shows the NO, purification of the converter vs. the temperature of the converter. The 
points TI and Tz of fig. 128 correspond to a lower temperature limit and to an upper 
temperature limit respectively of a temperature range, where the lean NO, converter can work 
with a high NO, purification rate for a certain accumulated running distance. In fig. 128, TI 
and Tz correspond to a lean NO, converter at an initial state (no running distance). 

When it is determined, based on the accumulated running distance, that the lean NO, catalytic 
converter has been degraded, the HC amount is increased by the means for increasing the HC 
amount in accordance with the degradation extent of the lean NO, catalytic converter . The 
more degraded the catalytic converter is, the less the NO, purification rate of the catalytic 
converter is, and the more the HC amount supplied to the catalytic converter is, the more the 
NO, purification rate of the catalytic converter is. 

Therefore, even if the NO, purification characteristic shifts from a to b, and from b to c in fig. 
128, due to degradation of the catalytic converter, the characteristic line is raised, as shown by 
a broken line in fig. 128, by increasing the amount of HC supplied to the catalytic converter. 

Further, if the catalytic converter temperature is changed to a higher side, together with the 
above-described HC amount increase, the NO, purification rate of the lean NO, catalytic 
converter is hrther increased. More particularly, even if the lean NO, catalytic converter is 
degraded, accompanied by a shift of the NO, purification rate peak temperature, to a higher 
temperature side, the catalytic converter temperature also is changed to the higher side 
corresponding to the degradation extent of the catalytic converter, so that the lean NO, 
catalytic converter is always used at or near its NO, purification rate peak temperature and the 
NO, purification ability of the lean NO, catalytic converter can be extended for a long period 
of time. 
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Fig. 128 (from EP0498598) 

In JP5202735 (1993), when the engine starts up, a heater is turned on to heat the catalytic 
converter. The temperature of the catalyst bed is then detected and when the temperature of 
the bed remains lower than a threshold for a certain time, the heater is turned off and a 
malfbnction signal is produced. 

In US5447696 (1995), a method is presented to assess the efficiency of a plurality of 
electrically heated catalytic converters (EHC) of the heater-converter type located upstream of 
a plurality of main catalytic converters. Each electrically heated catalytic converter and each 
main catalytic converter are located in the exhaust passage of a corresponding cylinder bank. 
For simplicity reasons only two cylinder banks will be used further in the presentation of the 
method (fig. 129). 

As shown in fig. 129, each catalytic converter comprises a cylindrical casing, a heater- 
converter and a main converter, both disposed in said cylindrical casings. The heater- 
converters are electrically heated converters having metal substrates, which also act as electric 
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heaters. When the engine starts, electric currents are fed to the heater-converters and the 
temperatures of the heater-converters increase rapidly and reach the activating temperature 
within a short time. Thus, the catalysts carried on the heater-converters are activated and start 
to purify the exhaust gas of the engine as soon as the engine starts. 
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I 

Fig. 129 (from US5447696) 
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Main converters are common type catalytic converters having metal or ceramic honeycomb 
type substrates and having larger capacities than the heater-converters,. Since the main 
converters are disposed downstream of the heater-converters, when the heater-converters 
reach the activating temperature and the catalytic action starts in the heater-converters, the 
exhaust gas which is heated by the oxidation of HC and CO components in the exhaust gas in 
the heater-converters flows into the main converters. Thus the temperatures of the main 
converters also reach the activating temperature in a short time after the engine starts. 

The heaters are connected in parallel to an electric power source via lead wires. The electric 
power source consists of a battery and an alternator of the engine. Also, a common relay is 
provided on the lines. The relay is set ON and OFF by the signal from an electronic control 
unit (ECU) in such a manner that ON and OFF of the heaters can be controlled simultaneously. 
The ECU controls fuel injections and ignition timing of the engine and ON/OFF operation of 
the heaters of the heater-converters. 

To perform such controls, various signals, are fed to the input port of ECU via an A/D 
converter. These signals are, for example, a voltage signal proportional to an amount of intake 
air which is generated by an airflow meter (not shown) disposed on an intake air passage of the 
engine, a voltage signal proportional to a temperature of the engine coolant which is generated 
by a coolant temperature sensor (not shown) disposed on a water jacket of the engine and a 
signal corresponding to a voltage of the battery. Also, a pulse signal from an engine speed 
sensor (not shown) disposed on a distributor of the engine which represents an engine speed 
and an ON/OFF signal of a starter motor (not shown) from starter switch (not shown) are fed 
to the input port. 

Further, temperature sensors are embedded in the catalyst beds of the heater-converters or are 
installed upstream of the converters. Output signals of these temperature sensors are fed to 
input port of the ECU via the A/D converter. 
The output port of the ECU is connected to the relay via a driver circuit to control ON/OFF 
operation of the heaters and of the heater-converters. 

The method comprises the following steps: 
1 ) electrically heating the EHC converters after the engine starts 
2) detecting parameters relating to a temperature of each of the two EHC converters. The 

parameters can be one of the following: 
a) the measured temperatures of the catalyst beds of the converters 
b) the rates of increase of the measured temperatures of the catalyst beds of the 

c) the differences between the temperatures of each catalyst bed and the 

d) the electric currents flowing through the heating means of each of the EHC 

e) the electric voltages applied to the heating means of each of the EHC 

converters 

temperature of the stream of exhaust gases flowing into each of the converters 

converters 

converters 
3) collating the values of the detected parameters of the two converters 
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4) determining a failure of the EHC converter system when a difference between the values of 

5) determining which of the EHC converters has failed when it is determined that the catalytic 
the detected parameters of the two EHC converters exceeds a predetermined value 

converter system has failed 

Fig. 130 (from U3.5447696) 

Fig. 130 shows an embodiment of this method. When the engine starts, the exhaust gas 
temperature starts to increase. The heating of the heater converter also starts to increase and 
the difference between the exhaust gas temperature and the temperature of the heater 
converter is maintained relatively small. After an appropriate time, the temperature of the 
heater-converter reaches the activating temperature of the catalyst, then the temperature of the 
heater-converter increases rapidly and becomes higher than the exhaust gas temperature. 
Therefore, if the temperature of the heater converter is lower than the exhaust gas temperature 
by more than a predetermined value even afler the heater is ON, it can be considered that the 
converter system has failed. 

The method described in patent application W09636863 (1996) concerns a durability test of a 
catalytic converter. A relationship between the catalyst bed temperature and deterioration rate 
of the catalyst is formed. The durability test takes place at a bed temperature higher than the 
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temperature in field conditions of the vehicle. The period of time for the test is determined 
from the relationship between the catalyst bed temperature and the deterioration of the catalyst 
so as to obtain the same extent of deterioration as that under field conditions. So the time of 
the test can be much shorter than that under field conditions of the vehicle. 

The method of JP8270438 (1996) comprises the following steps: 
1) measuring the actual temperature of a catalytic converter by means of a temperature sensor 
2) estimating the temperature of the converter, if the converter has a predetermined 

deterioration grade, based on the actual operating condition of the engine and the external 
environment of the converter 

3) calculating the difference between the actual and the estimated temperature values of the 
converter 

4) assessing the efficiency of the catalytic converter from the calculate temperature difference 
of step 3. 

The method of JP8284648 (1996) is based on the fact that the activation time of a deteriorated 
catalytic converter is longer than the activation time of an efficient catalytic converter. An 
oxygen sensor is installed downstream of the catalytic converter. The time required for the 
sensor to be warmed up to its activation temperature is measured starting from cool engine 
conditions. The catalytic converter is judged as deteriorated when the measured value of 
activation time of the sensor is larger than a predefined threshold. 

The method of patent application EP0756071 (1997)comprises the steps of 
1) measuring the temperature 7; in the center portion of the downstream side of the catalytic 

2) assuming a temperature 7;' in the center portion of the downstream side of the catalytic 

3) calculating a ratio of a varying value of the measured temperature T, (step 1) to a varying 

4) determining that the catalytic converter is deteriorated when said ratio is smaller than a 

converter 

converter on the basis of the operation condition of the engine 

value of the assumed temperature 

predetermined value. 

(step 2) 

Fig. 131 shows the relationship between the assumed temperature and the measured 
temperature according to the invention. As shown by the solid line, when the catalytic 
converter is new, the assumed and measured temperatures are almost equal. For deteriorated 
converters (dashed line), the purification becomes so poor so that the measured temperature 
thereof is always lower than the assumed temperature thereof after the converter starts the 
purification reaction. 
When the slope of the dashed line becomes smaller than a threshold slope, the catalytic 
converter is considered as deteriorated. 
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Fig. 13 1 (from EP0756071) 

In the method of DE19701355 (1997), an electric heater is installed upstream of the catalytic 
converter to heat the exhaust gas during light-off of the catalytic converter. When the engine 
idles and certain engine predetermined deterioration operating conditions (except the activation 
temperature of the converter) are satisfied, the electrical heater is supplied with electric current 
to heat the catalytic converter to its activation temperature. When the duration of time that the 
electrical heater needs to maintain the operation of the converter is longer than a 
predetermined time duration then the catalytic converter is considered as deteriorated. 

The methods of EP0770768 (1997) and EP0786586 (1997) comprise the following steps: 
1) detecting the temperature of the exhaust gases downstream of the catalytic converter by 

2) detecting the oxygen concentration of the exhaust gases upstream of the catalytic converter 

3) calculating a degree of performance of the catalytic converter in a predetermined period 

means of a temperature sensor 

by means of an oxygen sensor 

based on the detected temperature and oxygen concentration of the exhaust gases 
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4) cumulatively adding the degree of performance of the catalytic converter in the 

5) evaluating the deterioration of the catalytic converter on the basis of the accumulative value 
predetermined period to obtain an accumulative value 

The degree of performance of step 3 in the predetermined period is calculated based on a rate 
of performance deterioration K of the converter. K is calculated from one of the following 
methods: 
1) from the equation: 

1 
T 

InK=k,  -k2.-++ln[0,]  

where: 
k,, kz, a: constants 
T: temperature of the exhaust gases 
[Oz]: concentration of oxygen in the exhaust gases 

equation: 
2) is expressed by a rate of change of a purification ratio y of the exhaust gases shown by the 

where: 
yo: a purification ratio of the exhaust gas at the time of start of use of the converter 

A. H, a: constants 
71 temperature of the exhaust gases 
[ 0 2 ] :  concentration of oxygen in the exhaust gases 
t: an operating time 
m: a positive value of not more than I .O 

the exhaust gas shown by the equation: 
3) is expressed by a rate of change of a degree of decrease ln(1Iy) of a purification ratio y of 

where: 
k: constant 
t: an operating time 
m: a positive number 

Next, an explanation will be made of the method of evaluating the deterioration of the three- 
way catalytic converter based on the strictly found purification ratio w of the exhaust gas. As 
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explained above, the strictly found purification ratio w of the exhaust gas is given by the 
following equation: 

Here, the constants A, B, alpha, and m are found from experimental values. The curves VI, w2, 

v3, ~ 4 ,  and \v5 shown in Fig. I32 show the purification ratios of the exhaust gas calculated 
based on the above equation. 

100% 

purification 
ratio of 
exhaust gas 

w 

time 

Fig. I32 (from EP0786586) 

Focusing on any one of the curves in Fig. 132, for example, the curve 14~2, the inclination 
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of the curve ~2 gradually becomes smaller along with the operating time. Therefore, the rate of 
deterioration K, which is expressed by this inclination also becomes smaller along with the 
operating time. In other words, the rate of deterioration K becomes smaller as the purification 
ratio y of the exhaust gas becomes lower. Accordingly, when evaluating the deterioration of 
the three-way catalytic converter based on the strictly found purification ratio yi of the exhaust 
gas, the rate of deterioration K becomes a function of the temperature T of the catalytic 
converter, the concentration of oxygen in the exhaust gas, and the operating time or the 
purification ratio of the exhaust gas. 

The method of EP0786656 (1997) tests the durability of an exhaust gas catalytic converter by 
creating the same state of deterioration of the exhaust gas catalytic converter as if a vehicle 
were actually market driven for a predetermined target driving distance or target driving time. 
The method comprises the following steps: 
1) obtaining in advance a relationship between a magnitude of stress causing deterioration of an 

exhaust gas purification catalytic converter and a representative value indicative of the 
degree of deterioration of the performance of the catalytic converter. The stress causing 
deterioration of the performance of the catalytic converter is the temperature of the catalytic 
bed whose increase causes an increase of the degree of deterioration of the performance of 
the catalytic converter. The representative value indicative of the degree of deterioration of 
the performance of the catalytic converter is the rate of deterioration K of the performance 
of the catalytic converter which becomes faster with an increase of the temperature of the 
catalytic bed. 

2) obtaining a shortened deterioration time taken for the catalytic converter to reach about the 
same degree of deterioration as when the vehicle is market driven for the target driving 
distance or target driving time under a higher stress than the catalytic converter has when the 
vehicle is market driven from the above relationship 

3) applying high stress to the catalytic converter over the shortened deterioration time in 
operating the engine or the vehicle. 

The rate of deterioration K of the performance of the catalytic converter is determined by 
making use of the method of the patent disclosure EP0770768 (1997) mentioned above. 



Chapter 2.8 

NGK Insulators Ltd. 

The method of EP0779416 (1997) presented below is applied to the engine layout of fig. 133. 
The exhaust gas system of fig. 133 comprises a 2.0 liter in-line four-cylinder engine, a 600 cc 
light-off catalytic converter connected to the engine and a 1.700 cc main catalytic converter 
connected to the light-off catalytic converter. The light-off catalytic converter is provided at a 
position 500 mm from the discharge port of the engine; and the main catalytic converter is 
provided at a position 400 mm from the lower end of the light-off catalytic converter. 
Temperature sensors are fitted upstream and downstream of the light-off catalytic converter. 
Further upstream of the light-off catalytic converter is fitted an oxygen sensor for airhel 
control. The outputs of the temperature sensors are sent to an electronic control device unit 
(ECU) for measurement, control and calculation. 

The exhaust gas generated in the engine passes through the light-off catalytic converter and is 
discharged. The ECU reads the signals sent from the temperature sensors, calculates the 
cumulative value of generated heat amount and, depending upon the level of the value, issues 
a signal for lighting of a Malhnction Indicator Light (MIL) or the like. 

More specifically, the performance reduction of the light-off catalytic converter is achieved by: 
1) detecting a decrease in the heat amount E,, which is generated from a unit volume of 

the exhaust gas in a unit time by the reaction of the exhaust gases treated by the 
converter, or 

2) detecting a decrease in the cumulative heat amount E,, which is generated from the 
exhaust gas in a predetermined temperature range taken by the converter during its 
temperature increase. The cumulative heat amount is obtained by cumulating each 
average heat amount which is generated from a unit volume of the exhaust gas in a 

295 
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unit time by the reaction of the exhaust gases treated by the Converter. The lower 
limit of the predetermined temperature range is 100-200 "C and the upper limit is 
200-400 "C. 

discharge engine 

sensor ~ R J  light-off temperature 

converter 
400 mm 

Fig. 133 (from EP07794 16) 

Fig. 134 shows the heat balance of a catalytic converter. Ei, is the heat amount possessed by an 
exhaust gas entering the converter per unit time; Eout is the heat amount possessed by an 
exhaust gas leaving the converter per unit time; E, is the heat amount released from the 
converter per unit time; and E, is the heat amount required to change the temperature of the 
converter. The following formula holds: 

E,,,, = E,, i- ER - E ,  - E ,  

where 
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I!!,,,,, (cal I sec) = Q . H,y . 7; 

H, is the specific heat of the exhaust gas 
Q is the volume of the exhaust gas per unit time 
TI is the temperature of the exhaust gas entering the catalytic converter and 
Tz is the temperature of the exhaust gas leaving the catalytic converter 

E, can be calculated by the following formula, when the engine is operated in a steady state 
with no noble metal supported on the converter 

A plurality of E, is determined in various steady states of different catalyst temperatures. A 
relation between catalyst temperature and E, can then be obtained. 

Fig. 134 (from EP07794 16) 

E, is calculated as follows: 
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When the engine is operated with no noble metal supported on the catalytic converter, only Eg 
can be regarded as zero during the period after engine start but before steady state. Hence, the 
heat balance formula becomes 

or 

By measuring TI, Tz, Q and the temperature of the catalyst per each unit time during the 
period after engine start but before steady state and by using E,, ZE, in certain temperature 
range can be calculated from the above mentioned formula. By preparing a graph showing a 
relation between the temperature of the converter and CE, and determining the inclination 
thereof, E, can be determined. 

Thus, Ei,,, E,, E, and E, can be calculated from various measurement values. Consequently E, 
can be calculated from the determined values of Ei,,, E,,,,,, E, and E,. 

n 
a, 

u 
X Cumulative value of Eg (callsee) 

Fig. 135 (from EP07794 16) 

Fig. 135 shows a relation between the cumulative value of generated heat amounts E, and the 
amount of HC discharged. The coefficient of correlation between the cumulative value of 
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generated heat amounts Eg and the amount of HC discharged is 0.956 and the correlation 
between them is high. The HC limit for new ULEV in the FTP test cycle is 0.04 g/mile. The 
cumulative value of generated heat amounts Eg when the hydrocarbon amount discharged has 
reached 1.5 times the above HC limit i.e. 0.06 dmile, can be obtained from fig. 135. Thus a 
malfunction indication lamp (MIL) can be lighted when the cumulative value of Eg of a vehicle 
has reached the value obtained above from fig. 135. 

The method of EP0780551 (1997) is applied on the upstream front side of a light-off catalytic 
converter installed upstream of a main converter (fig. 133). The performance reduction of the 
light-off catalytic converter is achieved by detecting the increase in activation temperature of 
the light-off converter i.e. by detecting an increase in the temperature of an exhaust gas 
flowing into the light-off catalytic converter, necessary for its activation. More specifically, the 
activation of the light-off converter is detected by examining whether the difference between 
the temperature of the exhaust gases upstream and downstream of the light-off catalytic 
converter has reached a predetermined level (-50 "C to 200 "C). 

Fig. 136 (from EP0780551) 

Fig. 136 shows a relation between the exhaust gas temperature for activation and the HC 
amount discharged when the difference in temperature between the downstream face and the 
upstream face of the upstream light-off catalytic converter has reached 50 "C (at this 
temperature difference, the catalytic converter is judged to have been activated). The 
coefticient of correlation between the exhaust gas temperature for activation and the 
hydrocarbon amount discharged is 0.861 and the correlation between them is high. 
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As discussed in the previous method, the HC limit for new ULEV in the FTP test cycle is 0.04 
glmile. The exhaust gas temperature for activation when the hydrocarbon amount discharged 
has reached 1.5 times the above HC limit i.e. 0.06 glmile, can be obtained from fig. 136. Thus 
a malfunction indication lamp (MIL) can be lighted when the exhaust gas temperature for 
activation of a vehicle has reached the value obtained above from fig. 136. 



Chapter 2.9 

General Motors Corporation 

The method of US5444974 (1995) comprises the following steps: 
1)  producing an electrical signal from a calorimetric sensor located downstream of the catalytic 

converter. The sensor comprises a first element bearing an oxidation catalyst for CO and 
HC and an adjacent second catalyst-free element but otherwise identical in mass and 
exhaust gas profile to the first element. The electrical signal is directly related to a 
temperature difference between the two elements 

2) monitoring the engine air/hel ratio, the calorimetric sensor temperature and the exhaust gas 
flow rate 

3) deciding the efficiency judgement of the catalytic converter when the engine aidfuel ratio, 
the calorimetric sensor temperature and the exhaust gas flow rate are of predetermined 
values 

4) repeating steps 2-3 many times and collecting the data produced 
5) assessing the condition of the catalytic converter by statistically analyzing the collected data 

and comparing the statistical results to predetermined ones 

The method of US5630315 (1997) comprises the following steps: 
1) measuring a first temperature of the engine exhaust gas flowing into the catalytic converter 

before the gas enters the catalytic converter catalyst 
2) measuring a second temperature of the catalytic converter catalyst 
3) determining a first value of mass air flow into the engine 
4) determining a second value indicative of exothermic activity of the catalytic converter 

responsive to the first and second temperatures 

301 
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5) storing the first and second values in respective first and second tables, each table having at 

6) repeating steps 1 to 5 until the first and second tables are filled 
7) comparing a first difference between a first minimum and a first maximum of the first values 

stored in the first table to a first predetermined threshold 
8) comparing a second difference between a second minimum and a second maximum of the 

second values stored in the second table to a second predetermined threshold and if the first 
and second differences are respectfidly less than the first and second predetermined 
thresholds, then : 

9) updating a filtered exotherm value according to the second value indicative of exothermic 
activity and 

10) comparing the filtered exotherm value to a threshold, wherein filtered exotherm values 
below the threshold are indicative of an improperly operating catalytic converter. 

least n table locations 
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exotherm 
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Fig. 137 fiom (US56303 15) 

Fig. 137 illustrates example catalytic converter operating efficiencies for a 32 cubic inches 
catalytic converter. The plotted traces a illustrate the exotherm temperature for a test vehicle 
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with a catalytic converter having 90% HC conversion during the test procedure. The 
exotherms are plotted against vehicle speed that is recorded when the exotherm is recorded. 
Plot traces b and c illustrate the exotherms of the same converter having 85% and 53% 
conversion eficiency respectively. Fig. 1 3 7 demonstrates the correlation between measured 
exotherm and converter efficiency according to the method of US5630315 (1997). This 
correlation determines the operating status of the catalytic converter. The exotherm satistjring 
the stabilization criteria appears to decrease with increased vehicle speed or, alternatively, 
increasing flow rates. This decrease in the exotherm is due to a combination of decreasing 
emissions emitted from the engine with increased speed as well as decreased conversions in the 
catalytic converter volume being diagnosed which results from increased space velocity in the 
monitored volume. This change in the exotherm is accounted for to minimize the variability of 
the sampled exotherms. 





Chapter 2. I O  

Other Methods 

Audi AG 

In the method of DE3516981 (1986), the temperature is measured upstream and downstream 
of the catalytic converter. Then it is checked if the absolute variations in time of the two 
temperature signals lie within predetermined ranges and if the absolute variation in time of the 
speed of the engine exceeds a predefined threshold. If both conditions are satisfied, then the 
difference between the downstream temperature and the upstream temperature is formed. The 
magnitude of this temperature difference defines the criterion for determining the condition of 
the catalytic converter. 

Hitachi Ltd 

In the method of JP3121240 (1991), the temperature of the exhaust gases downstream of the 
catalytic converter is stored in a map in relation to the engine speed and the air/fbel ratio 
supplied to the engine. If, for certain operating conditions, the measured temperature of the 
exhaust gases downstream of the catalytic converter is found to be smaller than the one 
calculated from the stored map, then the catalytic converter is judged to be deteriorated. 
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306 Methods for Monitoring and Diagnosing the Effciency of Catalytic Converters 

FIA T Auto S.P.A. 

The method described in EPO236659 (1987) makes use of two temperature sensors installed 
upstream and downstream of the catalytic converter. When the temperature difference 
indicated by the two sensors surpasses a first threshold then an intermittent alarm indication 
signal is produced after a predetermined delay. The indication signal continues as long as the 
temperature difference does not fall below a second threshold lower than the first one. If on the 
contrary the temperature difference rises hrther and surpasses a third threshold, which is 
greater than the first one, then a continuous alarm indication signal is produced. 

Universal Oil Products Co. 

In US3696618 (1972), the indication of the performance of the catalytic converter is assessed 
by measuring the difference in temperature between the gases entering the catalytic converter 
and a representative temperature of the converter itself. 

Willard R. Calvert, Sr. 

In US4315243 (1982), the indication of the performance of the catalytic converter is also 
achieved by measuring the difference in temperature of the exhaust gases upstream and 
downstream of the catalytic converter respectively. The temperature is measured by means of 
thermocouples. 

Pitywe Systeme Gmblt 

The method of DE3710268 (1988) is similar to the one of US4315243 (1982) described 
above. 

Lucas Industries PLC 

The method of EP0442648 (1991) assesses the performance of a catalytic converter only when 
a temperature of the engine is greater than a predetermined temperature, or when the speed of 
the engine is substantially constant and comprises the following steps: 
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I )  measuring the temperature of the exhaust gases upstream of the catalytic converter 
2) measuring the temperature of the exhaust gases downstream of the catalytic converter 
3) forming the difference between the upstream and downstream temperature 
4) multiplying the difference by a rate of mass flow of the exhaust gases to form a product 
5) subjecting the product to processing by a transfer hnction having an integral term to 

provide a measure of converter operation. The processing step comprises performing an 
integration or low pass filtering 

6) comparing the measure of operation of the converter with a threshold and 
7) determining that the catalytic converter is deteriorated when the measure of operation 

exceeds this threshold 

Integral of heat differences across catalytic converter 
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Fig. 138 (from EP0442648) 

Fig. 138 shows the integral of heat differences across the catalytic converter vs. time for a 
catalytic converter subjected to use over 2000 miles, 67000 miles, 600 miles on leaded fuel, 
I800 miles on leaded fuel and for a catalytic converter without catalytic substance (blank). The 
heat differences are calculated as described above in steps I to 5 .  The slope of the curves of 
fig. 138 is a measure of performance of the catalytic converter. The steeper the slope of the 
curves the more efficient the catalytic converter is. 
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Mazda Motor Corp. 

In the method of JP4060106 (1992), a temperature increasing gradient of the catalytic 
converter is calculated. The gradient is calculated tiom the temperature of the catalytic 
converter detected at normal operation and from the temperature of the catalytic converter 
detected after the air/t%el ratio of the engine is shifted to a rich side when compared to the 
stoichiometric value. The catalytic converter is considered as deteriorated when the calculated 
temperature increasing gradient is not in a specified allowable range. 

The method of JP5312024 (1993) described already in chapter 1.8 can be also applied. 

Roth-Technik CmbH & Co. Forschung fur Automobil- und 
Urnwelttech niek 

In the method of DE4228536 (1994), the eficiency of a catalytic converter is monitored by 
means of two temperature sensors, which are located directly on the working surface of the 
catalyst by means of a thick-film procedure. One sensor is located at the inlet portion of the 
catalytic converter and the other at the outlet portion of the catalytic converter. The electrical 
signals produced from the two sensors are proportional to temperature. 

Unisia Jecs Corp. 

In JP7080249 (1995) a special sensor is used to determine the activity of a catalytic converter. 
The sensor is installed in the exhaust system and encloses isophthalic acid on which a pair of 
electrodes are provided in opposite orientation through the isophthalic acid. An active or 
inactive state of the catalytic converter is discriminated on the basis of the comparison of value 
of the electric current flowing across the electrodes when constant voltage is applied across the 
electrodes of the sensor element with a reference electric current value. The flow of electric 
current depends on the temperature of the exhaust gases. 

NGK Spark Plug Co. Ltd. 

The method described in JP3267517 (1991) makes use of a sensor installed downstream of the 
catalytic converter. The sensor comprises two thermistors separated by an insulating layer. On 
the surface of one of the thermistors, a catalytic layer is formed. When the catalytic converter 
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is effective then both thermistors indicate a similar temperature. When the catalytic converter is 
deteriorated, then the untreated pollutants react with the catalytic layer of one of the 
thermistors. When the difference in temperature between the two thermistors becomes high 
then it is an indication of a deteriorated catalytic converter. 

Honda Motor Co. Ltd. 

The method of US555725 (1996) assess the efficiency of an electrically heated catalytic 
converter (EHC). The method comprises the following steps: 
1)  detecting the voltage applied to the electrically heated catalytic converter 
2) detecting electric current flowing through the electrically heated catalytic converter 
3) making a changeover between supply and interrupt of power to the electrically heated 

catalytic converter 
4) calculating a parameter indicative of an operative state of the electrically heated catalytic 

converter, based on the detected current and voltage. The detected voltage is compared with 
a predetermined reference voltage value, and the detected current is compared with a 
predetermined reference current value, to calculate the parameter indicative of the operative 
state of the electrically heated catalytic converter. The parameter can be: 

a) the temperature of the catalytic converter, or 
b) the power consumed by the electrically heated catalytic converter, or 
c) the resistance of the electrically heated catalytic converter 

5) detecting the operative state of the electrically heated catalytic converter, based on the 

6) controlling operation of the switch means, based on an output from the detected operative 

7) detecting abnormality of the electrically heated catalytic converter by comparing the 

parameter thus calculated 

state of the catalytic converter 

detected operative state with predetermined reference values. 

Other methods 

Other methods to assess the fhctionality of catalytic converters by means of temperature 
measurements can be found in [4], [ 161 and [23]. 

The method of [I61 attempts to define a method applicable during each driving scenario. 
Resistance sensors are specially integrated between the metallic foils of the catalytic converter 
in order to measure the temperature of the exhaust gases. Initially, the deceleration fuel cut-off 
phase is considered to be a reproducible load condition, suitable for on-board diagnostics 
purposes. During this phase the temperature difference between the metal catalyst substrate 
and the exhaust gas entering the converter is obtained. Due to the very small temperature 
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differences during a fuel cut-off phase, it is necessary to intensifjr the signals so as to enable a 
clearer distinction between the new and the deteriorated converter. To this end, a well-aimed 
quantity of fuel can be injected with the help of the fuel injection system with turned off 
ignition. The goal of this method is to filter out the disturbance effects on grounds of the 
dynamic influences in the previous history. The temperature signals obtained can be 
electronically processed by differentiation to distinguish between a working and a degraded 
catalytic converter (see also [ 11). 



PART THREE 

OTHER METHODS FOR DIAGNOSING THE 
EFFICIENCY OF CATALYTIC CONVERTERS 





Chapter 3 

Other Methods for Diagnosing the Efficiency of Catalytic 
Converters 

This chapter comprises methods for diagnosing degradation of the functionality of catalytic 
converters by using sensors other than oxygen, or temperature sensors. The sensors used 
usually measure concentration of nitrogen oxide (NO,) or carbon monoxide (CO) or 
hydrocarbons (HC) or combinations thereof. The sensors are installed downstream of the 
catalytic converter or inside the catalytic converter. 

These methods allow a direct evaluation of the performance of a converter whereas methods 
based on oxygen concentration or temperature of the exhaust gases allow only indirect 
evaluation methods. 

313 



3 14 Methods for Monitoring and Diagnosing the Eficiency of Catalytic Converters 

Exhaust gas concentration sensors 

Most of the HC sensors known in the prior art, either conductivity or calorimetry, can form the 
basis for providing a signal. 

In a semiconductor HC sensor device, a material absorbs combustible gases (HC and/or CO), 
which absorption changes the conductivity of the material and thus provides an indication of 
the quantity of HC in the exhaust gas to which it is exposed. 

In a calorimetric device, thermocouples are deployed on a divided sensor substrate, one 
portion of which is catalytic. Combustion of the surrounding gas by the catalytic coating will 
raise the temperature of this portion above that of the other portion. Comparison of the 
temperatures of such thermocouples gives a linear indication of the hydrocarbon surrounding 
the sensor (CA2077152 (1993)). 

The main problems of such sensors when they are used for on-board detection of catalytic 
converters are that: 
1)  they possess no reference to evaluate the sensor signal 
2) the devices are bulky and generally inaccurate 
3) they cannot operate at the higher temperatures of automotive exhaust gases or operate 

4) the calorimetric sensors need an excess of oxygen to operate properly 
continuously 

A number of sensors have appeared recently in the literature that can measure the 
concentration of different pollutants in the exhaust gas and that can be used for on-board 
monitoring of catalytic converters. Some representative examples are presented below. 

Fig. 139 is a perspective view of a typical catalytic differential calorimetric sensor having a 
silicon substrate with two membranes and two resistor elements placed on top of the 
membrane (US5265417 (1993)). These resistor elements are covered by a dielectric layer. A 
catalytic layer is placed on top of one of the membranes (and the corresponding resistor 
element and the dielectric layer). The other resistor element on the other membrane is used to 
measure the temperature of the surrounding gas, while the resistor element with the catalytic 
layer measures the additional heat generated by the oxidation reactions on the catalytic layer. 
Both membranes are thermally isolated from each other, because they have a low thermal 
conductivity and the silicon substrate is a good heat sink. 

The resistor elements could be part of a Wheatstone bridge, in which case the sensor output is 
directly proportional to the amount of combustibles in the gas. An alternative method of 
operating the sensor is to heat the membranes to a set temperature by passing currents through 
the resistor elements. The difference in both currents would then be a measure of concentration 
of combustibles present in the gas. The membranes are typically 1 micrometer in thickness and 
1 mm in width and are made of a composite structure of silicon oxide and silicon nitride to 
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reduce residual stress. The temperature sensitive resistor elements are typically made of a 
sputtered platinum film patterned by lithography and a chemical etching. 

catalytic resistor silicon 
te membrane 

Fig. 139 (from US52654 17) 

Catalytic layers that may be applied to the catalytic differential calorimetric sensor may be 
deposited by a variety of techniques such as sputtering, evaporation (E-gun) or by applying a 
paste. The sensor of fig. 139 is used to monitor the concentration ofHC in the exhaust gas. 

Fig. 140 illustrates a sensor that can be used for measuring the concentration of hydrogen, CO 
or HC downstream of a catalytic converter (US5472580 (1995)). The sensor comprises an 
inner electrode which may be platinum, formed on one face of an electrolyte body, and an 
outer electrode formed on an opposed surface of the electrolyte body. A suitable electrolyte 
body may be formed from yttria stabilized zirconia. The outer electrode includes a gold- 
containing layer according to the present invention. For example, the outer electrode may 
include a platinum electrode and a gold-containing layer formed on top of the platinum 
electrode. 
Alternatively, the outer electrode may be simply a single gold-containing layer. The gold- 
containing layer may be an alloy which contains at least 28 percent by weight gold. 

The gold layer may be deposited by a variety of techniques including sputtering, ink printing, 
or other thin and thick film deposition techniques. Preferably the thickness of the gold layer 
ranges from about 0.5 microns to about 12 microns. A protective coating such as spinel may 
overlay the outer electrode including the gold-containing layer. 
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Fig. 140 (from US5472580) 

The voltage output produced from the two electrodes of the sensor when they come in contact 
with the non-combusted pollutants is used for determining the condition of the catalytic 
converter. 

A very promising technique for measuring unburned HC is the use of surface ionization 
detectors ([25]). The sensor comprises platinum filaments of very small diameter that are kept 
at high temperatures of about 1000 "C. The platinum filaments produce small currents when 
subjected to a flow stream containing hydrocarbons. The signal is sensitive to the gas flow rate, 
the oxygen, hydrogen and carbon monoxide concentrations of the gas, as well as to 
hydrocarbon molecular structure (fig. 141). 

Although the ability of the sensor to detect differences in HC concentration before and after 
the catalytic converter as well as engine misfires has been demonstrated, significant work 
remains to be done in order to render the detector feasible for on-board diagnostics purposes. 
This work concerns detector contamination, processing of very small currents, stability over 
long-term operation and durability ([I]). 

NGK Insulators has presented recently a number of NO, sensors that can be used for 
monitoring the automotive exhaust gas. Such a sensor is shown in fig. 142 (EP0769694 
(1997)). Fig. 142a shows a plan view of the sensor, and fig. 142b shows an enlarged view of 
principal components, taken,along a cross section of A-A shown in fig. 142a. 
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Fig. 141 (fiom [19], p. 20) 

The sensor element comprises a plurality of dense and airtight oxygen ion-conductive solid 
electrolyte layers (zirconia ceramics) a, b, c, d, e, f stacked up on each other. 
It comprises a first internal space into which the exhaust gas is introduced through a first 
diffusion rate-determining passage, a second internal space arranged with a NO, reducing 
catalyst, into which an atmosphere is introduced through a second diffision rate-determining 
passage. 

An electrochemical pumping cell controls a partial pressure of oxygen in the first internal 
space by using the first oxygen ion-conductive solid electrolyte a and electrochemical cells 
provided in contact therewith. 
A partial oxygen pressure detecting means detects the partial pressure of oxygen in the first 
internal space by using the first oxygen ion-conductive solid electrolyte a and electrochemical 
cells provided in contact therewith. 
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A first electrochemical sensor cell outputs an electromotive force corresponding to the partial 
pressure of oxygen in the second internal space. A first potentiometer (voltage detecting 
means) detects the electromotive force output of the first electrochemical sensor cell. 

outer pumping first internal second measuring electrode a) 
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Fig. 142 (tiom EP0769694) 

The NO, concentration is determined from a value of the electromotive force of the first 
electrochemical sensor cell detected by the first potentiometer. 

Other types of sensors will be presented later in this chapter 
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Monitoring and diagnosing set-up 

Fig. 143 shows an exemplary monitoring and diagnosing set-up. 
In non-OBD methods normally the sensor that measures the content of an exhaust component 
is introduced in the tail pipe, whereas in OBD methods the sensor is installed downstream or 
inside the catalytic converter. The system may comprise a h or oxygen sensor placed upstream 
of the catalytic converter, additional exhaust gas concentration component sensors installed 
upstream andlor downstream of the catalytic converter, an exhaust gas analyzer, a control unit 
(computer) receiving the output signals of all sensors plus information concerning the 
operation conditions of the engine e.g. engine load, cooling water temperature, intake air flow 
etc. The control unit processes all the input and can regulate the air/fkeI ratio of the mixture 
fed to the engine as well as the introduction of secondary air in the exhaust system. The control 
unit may comprise calculation means, integrators, comparators, storage means etc. Air supply 
means are also controlled to supply the exhaust path with secondary air. Driver warning means 
are also included for the case where a degraded catalytic converter is detected. 

Air Flow 
+ + 

$&Lr internal combustion engine nml $ HC. NOx. CO 
sensor 

Characteristic 

Fig. 143 (from [9], p. 22) 
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A small number of methods presented in this chapter uses pressure sensing devices in the 
exhaust pipe of an internal combustion engine in order to assess the hnctionality of the 
catalytic converter. 



Chapter 3.1 

Ford Motor Co. - Ford France SA - Ford Werke AG - Ford 
Motor Co. Canada - Ford Motor Co. Ltd. 

The method of US5177464 (1993) and CA2077152 (1993) is applied to the set-up offig. 144. 
As shown in fig. 144, the on-board monitoring system comprises essentially a test chamber 
remote from the exhaust stream, means for supplying the test chamber with sampled exhaust 
gases sequestered from the automobile's engine exhaust stream, a single hydrocarbon sensor 
exposed to the sequestered exhaust gases in the test chamber to render a signal responsive to 
the concentration of hydrocarbon in such chamber, and means for comparing the sensed signal 
with a reference signal. 

The means for supplying the chamber particularly comprises a supply channel interconnected 
between the chamber and the gas stream which is upstream of the catalytic converter, a supply 
channel independently interconnected between the chamber and the stream which is 
downstream of the catalytic converter, and valve means for permitting flow-through of no 
more than one channel to the chamber at any one moment. The valve means may hrther 
include a computerized monitoring control module having a routine for alternately opening 
and closing the valves at a predetermined frequency. Such predetermined frequency may be in 
the range of 0.1 to 1 .O Hz. The apparatus may fbrther comprise an electronic engine control 
unit (ECU or EEC) interconnected to the monitoring control module to initiate a catalyst 
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interrogation routine after steady-state conditions and a window of aidfuel, speed/load 
opportunities are met. These conditions are described in the California Air Resources Board 
(CAM) regulations designated OBD TI. The criteria are specified in these regulations, which 
are incorporated herein by reference (see Introduction). 

The test chamber itself should be relatively small, having a volume sufficient to contain the 
hydrocarbon sensor surrounded by sufficient volume of sequestered exhaust gas so as to 
function properly. Such volume may be in the range of 0.2 to I .O cubic inch. 

To provide reliable operation, a single HC sensor is placed in such chamber so as to eliminate 
the need for both a hydrocarbon sensor upstream as well as downstream of the catalytic 
converter, which is costly and leads to durability and reliability problems. The two sensor 
approach would require that sensor characteristics track over the operating conditions and 
useful life of the sensors and thereby require some type ofjump-back software. 

Thus, alternate sampling from upstream and downstream locations communicated to a 
common test chamber is the approach of this invention. Each sample line connects to remotely 
located solenoids, the output of which would discharge into the small test chamber. The 
length and design of the sample lines are chosen to provide adequate cooling of the exhaust 
gas samples to prevent heat damage to the solenoids of the valves and to the hydrocarbon 
sensor itself. 

It is important that very low sample flow rates be used for proper operation of the invention. 
Such flow rates may range from as little as 50 cm3/min to 800 cm3/min. As a consequence of 
such low flow rate, deterioration of the hydrocarbon sensor due to the prolonged exposure to 
exhaust gases will be negligible. The sample flow rate is that of the exhaust gas into the test 
chamber. In practice, the exhaust gas flow rate into the test chamber would be controlled by 
connecting the outlet of the chamber to the engine intake manifold through a suitable orifice. 

The method comprises the following steps: 
I )  transferring periodically a downstream sample quantity of gas, taken from a location 

downstream of the catalytic converter, into the test chamber at a predetermined flow rate. 
2) measuring the hydrocarbon content (HC) of the downstream exhaust gas quantity inside the 

test chamber by means of the hydrocarbon sensor (fig. 144) 
3) transferring periodically an upstream sample quantity of gas, taken from a location upstream 

of the catalytic converter, into the test chamber at a predetermined flow rate. The test 
chamber should contain at any time exhaust gas from either the upstream or downstream 
location but not both 

4) measuring the hydrocarbon content (HC) of the upstream exhaust gas quantity inside the 
test chamber by means of the hydrocarbon sensor 

5 )  forming the quotient 
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where: 
(HC), is the concentration of hydrocarbons upstream of the catalytic converter and 
(HC)2 is the concentration of hydrocarbons downstream of the catalytic converter. 

6) comparing the quotient AZ with a predetermined quotient, and deciding that the catalytic 
converter is deteriorated when the difference between the quotient AZ and the 
predetermined quotient is greater than e.g. 50%. 

The transfer of exhaust gas in the test chamber is achieved by alternately closing and opening 
the two solenoid valves installed in the channels that supply exhaust gas the test chamber. 

Fig. 144 (from US51 77464) 

The method of US5265417 (1993) uses the configuration of fig. 144 and it is similar to the 
method of US5177464 (1993) described above. The sensor of fig. 139 is also used. 
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In a first embodiment of the invention a catalytic differential hydrocarbon sensor is used in 
order to measure the difference in HC content of the exhaust gas samples sequestered 
upstream and downstream of the catalytic converter. 

In a second embodiment two different catalytic sensors are used to measure the HC content of 
the exhaust gas samples upstream and downstream of the catalytic converter respectively. 

In the method of GB2290883 (1996) comprises the following steps: 
1) training a first neural network to predict the emissions of the exhaust gas upstream of the 

catalytic converter, by accumulating a plurality of measured exhaust gas emission outputs 
fiom a plurality of vehicle operating cycles and from a plurality of vehicles 

2) predicting the emissions of the exhaust gas upstream of the catalytic converter by inputting 
a first set of engine operating condition signals to the first neural network. The first set of 
signals comprises at least two signals taken from the group consisting of air intake mass 
flow signal, engine speed signal, upstream oxygen sensor signal, engine fuel signal and 
exhaust gas recirculation signal 

3) training a second neural network to predict the emissions of the exhaust gas downstream of 
the catalytic converter, by accumulating a plurality of measured exhaust gas emission 
outputs from a plurality of vehicle operating cycles and from a plurality of vehicles. 

4) predicting the emissions of the exhaust gas downstream of the catalytic converter by 
inputting a second set of engine operating condition signals to the second neural network. 
The second set of signals comprises at least two signals taken fiom the group consisting of 
air intake mass flow signal, engine speed signal, upstream oxygen sensor signal, engine fuel 
signal, exhaust gas recirculation signal, spark advance signal, downstream oxygen sensor 
signal and predicted upstream exhaust gas emissions 

5 )  determining the ratio of the predicted emissions upstream of the catalytic converter to the 
predicted emissions downstream of the catalytic converter 

6) comparing this ratio to a predetermined one in order to assess the performance of the 
catalytic converter. 



Chapter 3.2 

Volkswagen AG - General Motors Corp. 

The method of DE3809082 (1988) uses a single gas analyzer for transferring periodically 
exhaust gas samples from locations upstream and downstream of the catalytic converter (fig. 
145). The analyzer measures simultaneously HC, CO and NO,. A three-way valve is used to 
deviate the samples from the upstream or downstream locations in the gas analyzer. Depending 
on the measured noxious content of the exhaust gases, useful conclusions are drawn about the 
condition of the catalytic converter. 

In the method of DE393S381 (1990) the catalytic converter is heated to a specified activation 
temperature by the exhaust gases and then the engine is operated at idling speed. During idling, 
nitrogen oxide is injected at a controlled rate upstream of the catalytic converter. The nitrogen 
oxide quantity injected is smaller than the one needed to produce a stoichiometric mixture. The 
residual concentration of nitrogen oxides downstream of the catalytic converter is then 
measured by means of an exhaust gas sensor and it is compared with predetermined values to 
draw conclusions about the condition of the catalytic converter. 
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HC, CO, NOx 
gas analyzer 

speed 

- -  A - step motor 

Fig. 145 (from DE3809082) 

In the method of US3766536 (1973) the pressure of the exhaust gases is measured 
downstream and inside the catalytic converter. The pressure is proportional to the temperature 
of the exhaust gases. When the catalytic converter has reached its activation temperature, the 
pressure difference between the locations downstream and inside the catalytic converter is 
formed. When the pressure difference is higher than a certain threshold then the catalytic 
converter is considered as efficient. 

The method of US5431043 (1995) comprises the following steps: 
1) preheating the catalytic converter to its activation temperature 
2) disabling the ignition and fuel supply systems of the engine 
3) introducing a metered quantity of hydrocarbons (e.g. propane) from a source into the 

engine upstream of the catalytic converter 
4) cycling the engine such that the metered quantity of the hydrocarbons is mixed with air from 

the engine intake and is pumped, through the cycling of the engine, through the preheated 
catalytic converter 

5) analyzing the levels of hydrocarbons, oxygen and carbon dioxide downstream of the 
catalytic converter 

6) assessing the condition of the catalytic converter from the analysis results 
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The monitoring method of US5472580 (1995) is activated when the combustion engine is 
operated in a lean airlfuel ratio and comprises the following steps: 
I )  positioning a sensor in the exhaust gases downstream of the catalytic converter 
2) measuring the voltage output from the sensor, responsive to the combustible concentration 

3) comparing the voltage output from the sensor with a predetermined value corresponding to 

4) assessing the condition of the catalytic converter from the comparison of the actual and 

of hydrogen andlor carbon monoxide in the exhaust gases 

known concentration of hydrogen andlor carbon monoxide in the exhaust gases 

predetermined voltage output values. 

The sensor comprises an outer electrode having a first layer comprising a metal, a second layer 
containing at least 28 percent by weight gold and a solid electrolyte body between the two 
electrodes (see fig. 140). 

In the method of DE4426788 (1995) NO,, or oxygen or temperature sensors are used 
upstream and downstream of the catalytic converter to determine the efficiency of the 
converter. Three different cases are then distinguished: 
1)  When a diminution of the NO,-reduction capability is observed, then the quantity of the 

recirculated exhaust gas (EGR) is increased 
2) When the deactivation of a heated catalytic converter (EHC) progresses from the exhaust 

gas intake side of the converter, then the heating process is extended in time 
3) When the deactivation of a catalytic converter supplied with secondary air progresses from 

the exhaust gas intake side of the converter, then the supply of secondary air is extended in 
time 

In the method of DE19645202 (1997) a HC sensor is installed downstream of the catalytic 
converter, whereas an oxygen sensor is installed upstream of the catalytic converter. The 
method comprises the following steps: 
1 ) starting the engine from cold 
2) summing the measured HC emissions downstream of the catalytic converter during a fixed 

time window after starting the engine from cold 
3) storing electronically the summed values of step 2 
4) comparing the stored summed value of step 3 with a predetermined threshold 
5 )  triggering a fault signal , when the comparison of step 4 indicates a certain deviation 

The method can be explained by means of fig. 146, where the concentration of HC 
downstream of the catalytic (curves 1,2) as well as the temperature T of the exhaust gases 
upstream of the converter (curve 3) in function of time t are presented. Curve I corresponds to 
the measured concentration of HC downstream of a new catalytic converter. Curve 2 
corresponds to the measured concentration of HC downstream of a deteriorated catalytic 
converter. Till time point t l ,  both curves show a similar behavior, so this region is not suitable 
for evaluating the efficiency of the catalytic converter. 
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The time interval dt corresponds to the time window during which the evaluation of the 
efficiency of the converter takes place. Points tl and t2 correspond to the beginning and end of 
the time window. The shaded area corresponds to the summated concentration of HC 
downstream of the catalytic converter. The area measured for the case of a new converter 
(curve 1) is used as the threshold for comparison of step 4. Large areas correspond to highly 
deteriorated catalytic converters (curve 2). 
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Chapter 3.3 

Hitachi America Ltd. - Hitachi Ltd. 

The method of DE4402850 (1994) detects the hnctionality of a nitrogen oxide (NO,) catalytic 
converter installed downstream of a three-way catalytic converter of an exhaust system. Two 
NO, concentration sensors are installed in the exhaust pipe to measure the concentration of 
NO, in the exhaust gases during testing. A first NO, sensor is installed between the three-way 
converter and the NO, converter whereas the second sensor is installed downstream of the 
NO, converter. The output signals of the two sensors are determined and the following 
efficiency coefficient is calculated: 

where: 
(NO,), is the N0,concentration of the exhaust gases upstream of the catalytic converter and 
(NO& is the NO, concentration of the exhaust gases downstream of the catalytic converter. 
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If the efficiency coefficient value AZ is less than a threshold E the catalytic converter is 
considered as deteriorated. 

The method of DE19708225 (1997) is applied on the layout of fig. 147. An air filter, an air 
intake mass sensor, a throttle valve sensor and an ISC idling valve to regulate the air during 
idling are installed in the air intake of the engine. A fuel injector injects fuel in the air intake 
and a spark plug ignites the aidfuel ratio in the engine cylinder. The speed of the engine is 
measured by means of a crank angle sensor and the cooling water temperature is measured by 
means of a water temperature sensor. Upstream of the catalytic converter, an aidfuel ratio 
sensor measures the aidfuel ratio content of the exhaust gases in order to feedback-control the 
engine airhe1 ratio, whilst a HC sensor downstream of the converter measures the content of 
HC in the exhaust gases. In place of a HC sensor, a NO, or an air/fuel sensor can be used. 
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Fig. 147 (from DE197082253 

A control unit receives the output signals of all sensors and it controls the fuel injection and the 
ignition of the aidfuel ratio in the cylinder. Additionally, the control unit determines whether or 
not the operating conditions of the engine are appropriate for a catalytic converter efficiency 
diagnosis and determines the efficiency of the catalytic converter. 
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The method comprises the following steps: 
1) measuring the HC or the air/fkel ratio or the NO, content of the exhaust gases downstream 

of the catalytic converter by means of the HC sensor or the airhe1 ratio sensor or the NO, 
sensor respectively 

2) determining the temperature of the catalytic converter and/or the operating conditions of the 
engine and when the temperature of the converter andfor the operating conditions of the 
engine satisfy certain conditions then 

3) integrating the measured output signal of the downstream sensor 
4) averaging the integrated value calculated at step 3 
5) determining the efficiency of the catalytic converter by comparing the averaged integrated 

value with a predetermined threshold 

If a HC sensor is used downstream of the catalytic converter, then an averaged value of the 
integral calculated at step 3 can be expressed as follows: 

. moleczdar weight HC 
molecular weighf air 1 dt J [ ( H Q  Qo,, - -- -___ -__ 

AZ = (in f i m )  
JVdf 

where: 
V is the driving speed of the car 
@IC), is the concentration of HC downstream of the catalytic converter 
Qair is the intake air volume 

When the average value of AZ is greater than a predetermined threshold, then the converter is 
considered as deteriorated. Only one HC sensor is necessary for the deterioration detection. 

Fig. 148 shows the relationship between the temperature of the catalytic converter and the HC 
purification ability. The behavior of a new converter is shown as well as the behavior of three 
deteriorated converters (a to c). Converter a) concerns a converter with such a high 
temperature that can purify 90% of existing HC (as a new Converter). Converter (b) concerns a 
converter with low HC purification ability. Converter c) concerns a converter with low HC 
purification ability, although the activation temperature of the converter is as high as that of a 
new converter. TI is the time, in which the integrated value of the intake air volume Qdr lies 
between certain limits el and EZ. TZ is a predetermined time period, that starts at the time point 
that the integrated value of the intake air volume Qafr is equal to EZ.  Both TI and TZ depend on 
the temperature of the catalytic converter as well as on the time after engine start up. 
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Fig. 148 (from DE 19708225) 

Fig. 149 shows the averaged values AZ of the HC quantity, that is estimated for each of the 
deteriorated catalytic converters (a to c) of fig. 148. By choosing suitable integration periods 
TI and T2 and by setting suitable thresholds of AZ, it is possible to determine the deterioration 
of the catalytic converter. 
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Fig. 149 (from DE19708225) 



Chapter 3.4 

Robert Bosch GmbH 

The method of DE19537788 (1997) is applied for the engine layout of fig. 150. 
The engine of fig. 150 is a Diesel engine with an a exhaust system comprising an oxidation 
catalytic converter and/or a reduction catalytic converter. A temperature sensor is installed 
upstream of the converter and fuel (HC) is supplied to the exhaust gases by means of a fuel 
metering device. The quantity of hydrocarbons supplied is dependent on the operation 
parameters of the engine and is used for reduction of NO, in the catalytic converter. A HC 
sensor installed downstream of the converter(s) measures the content of HC in the exhaust 
gases and an air flow meter measures the quantity of intake air. A rotational speed sensor 
measures the rotational speed of the engine and a fuel metering device meters the fuel injected 
to the engine. An electronic control unit receives information from the sensors and adjusts the 
fuel quantity injected in the engine and the quantity of HC supplied to the exhaust pipe. A 
monitoring device checks the efficiency of the catalytic converter. 
In case of a deteriorated converter, the quantity of HC supplied to the exhaust gases does not 
reduce NOx but contributes to additional pollution. 

The method comprises the following steps: 
1) checking whether certain operating conditions of the engine which depend on the rotational 

2) measuring the content of HC in the exhaust gases downstream of the catalytic converter by 
speed of the engine and the injected fuel quantity are fulfilled, and in case they do 

means of the HC sensor 
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3) determining a first parameter which is a measure of the time interval during which a 
significant monitoring of the catalytic converter takes place 

4) determining a second parameter which is a measure of the time interval during which the 
catalytic converter works normally. A normal operation of the catalytic converter means 
that the measured HC content of the exhaust gases downstream of the converter is not 
higher than a predetermined threshold. This threshold depends on the temperature of the 
exhaust gases or the injected fuel quantity or the rotational speed or the metered quantity of 
HC supplied to the exhaust gases 

5) determining the deterioration of the catalytic converter by comparing the two parameters 
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Fig. 150 (from DEI 9537788) 

In the method of W09715468 (1997) it is judged whether the damage to a catalytic converter 
was due to a critical low level of the he1 in the fuel tank. In such cases and especially when the 
vehicle goes uphill or downhill, the he1 pump sporadically supplies the engine with gas 
instead of fuel. As a result of this one or more cylinders of the engine misfire and the non-burnt 
fuel in the cylinders is burnt in the catalytic converter. Misfiring provokes then overheating of 
the converter that can lead to damages. 

A fuel level indicator indicates the level of the fuel in the tank. The indicated fuel levels 
together with engine misfires are stored in a memory. Where misfires and critical fuel levels 
(indicated by a fault indicator light) are found to be present simultaneously, the stored data are 
linked in the memory so that it is possible when the linked stored data are read out later to 
ascertain whether or not the misfires were caused by a critical fuel level. In this way it can be 
proved whether or not the damage to the converter was provoked by a mistake of the driver. 
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Other Methods 

Monsanto Co. 

The method of US3667914 (1972) tests a catalyst in a laboratory and comprises the following 
steps: 
1) cyclically passing a combination of oxygen rich and oxygen poor exhaust gases through a 

catalyst charge for predetermined time intervals at a desired temperature to cause attrition 
of the catalyst charge 

2) adjusting the rate of flow of the exhaust gases in accordance with the kinetic reaction 
conditions existing during attrition of the catalyst charge 

3) periodically passing a catalytically inactive gas through the catalyst charge at a linear flow 
rate which is substantially higher than the rate of flow of the exhaust gases 

4) measuring a pressure drop across the catalyst charge during the passing of the neutral gas 
through the charge. An increase in pressure drop measured in a time interval span is 
proportional to the degradation of the catalyst 
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0 Beckman Industries, Inc. 

In the method of US4116053 (1978), secondary air is injected upstream of the catalytic 
converter in order to create a thermal reaction of the exhaust gases and to dilute the HC and 
CO existing in the exhaust gases. A dilution factor DF is estimated from the formula 

Injected air volume 
Total exhaust volt~nie 

I F  = 

A family of working curves graphing the conversion efficiency of the whole exhaust system 
against the CO at the tailpipe as a function of the various oxygen dilution levels to be found in 
the exhaust gases is used in conjunction with the present test procedure. The method 
comprises the following steps: 
1) disabling secondary air injection 
2) verifying that the engine is running properly at curb idle speed 
3) adjusting the carburetor aidfie1 ratio to achieve an oxygen level in the emissions of about 

4) enabling secondary air injection 
5) reading the oxygen level in the emissions 
6) disabling secondary air injection 
7) injecting a continuous flow of additional fie1 (propane) into the air intake in an amount 

sufficient to cause the CO level in the emissions from the exhaust system to achieve a level 
of about 2% 

1 Yo 

8) enabling secondary air injection 
9) reading the CO level in the emissions while maintaining the flow of additional fuel 
10) determining the efficiency of the exhaust system as a function of the CO level read in step 

(9) from the family of working curves graphing the conversion efficiency of the whole 
exhaust system against the CO at the tailpipe as a function of the various oxygen dilution 
levels. The efficiency is 100% when the content in CO is 0% and the emciency is 0% when 
the CO content is 10% and the oxygen read in step (5) is 21%. 

The method of US4175427 (1979), uses a hydrocarbon (HC) sensor, a carbon monoxide (CO) 
sensor and an oxygen sensor to assess whether the engine or the catalytic converter is 
malhnctioning. The sensors are installed in the exhaust system of the engine. An idling and a 
non-idling operating condition of the engine are used for the tests, which comprise the 
following steps: 

A. idle speed 
1) sensing CO emissions and producing a first output when the CO emissions exceed a 

first predetermined maximum and the CO emissions exceed the oxygen emissions, 
while producing a second output if the oxygen emissions exceed the CO emissions 
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2) sensing the HC emissions and producing a third output if the HC emissions are 
greater than a second predetermined maximum and the CO emissions are greater 
than the oxygen emissions, while producing a fourth output when the oxygen 
emissions are greater than the CO emissions 

B. off-idle speed 
I) sensing CO emissions and producing a fifth output when the CO emissions exceed a 

third predetermined maximum and the CO emissions exceed the oxygen emissions, 
while producing a sixth output when the oxygen emissions exceed the CO emissions 

2) sensing the HC emissions and producing a seventh output when the HC emissions are 
greater than a fourth predetermined maximum and the CO emissions are greater than 
the oxygen emissions, while producing an eighth output when the oxygen emissions 
are greater than the CO emissions 

Display means produce information about the condition of different parts of the engine in 
response to the above mentioned first, second, third, fourth, fifth, sixth, seventh and eighth 
outputs. 
The catalytic converter needs to be replaced as indicated by one of high CO emissions with 
oxygen emissions greater than CO emissions or high HC emissions with oxygen emissions 
greater than CO emissions. 

Techniscke Universitdt “Otto van Cuericke ’’ Magdeburg 

The method of DD269673 (1989) comprises the following steps: 
1) operating the engine at idling with a speed which is higher than the normal one 
2) measuring simultaneously the temperature and the oxygen content of the exhaust gases 

upstream of the catalytic converter, by means of a temperature sensor and an oxygen sensor 
respectively 

3) comparing the measured temperature of the exhaust gases with the activation (light-off) 
temperature of the catalytic converter 

4) activating an exhaust gas heating apparatus, if the measured temperature is lower than the 
light-off temperature of the catalytic converter, till the light-off temperature is achieved 

5) correcting the oxygen content of the exhaust gases, if it is measured to be low, by regulating 
the carburetor 

6) measuring the content of the exhaust gases in CO upstream of the catalytic converter and 
regulating the carburetor to produce a normal low content of pollutants in the exhaust 

7) assessing the finctionality of the catalytic converter by measuring the exhaust gas content in 
HC at the exit of the exhaust pipe and by comparing the measured value to a predetermined 
threshold 
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Toshiba Corp. 

The catalytic activity of a catalytic converter, as disclosed in JP3050406 (1991), is assessed by 
measuring the temperature of the exhaust gases upstream of the catalytic converter and by 
measuring the pressure drop (loss) across the catalytic converter. A lowering in the activity of 
the catalytic converter results in a decrease of temperature of the catalytic converter and it also 
results in a decrease of the exhaust gas flow velocity passing through the converter. Thus the 
pressure loss across the converter is also reduced. 

Cutmann Messtechnik AG 

The method of patent application EP0409013 (1991) is a non-OBD diagnostic method and 
comprises the steps of: 
1) memorizing first signals which are transmitted by a h sensor located upstream of the 

2) sampling the exhaust gases downstream of the catalytic converter and generating second 

3) storing reference signals denoting the desired parameters of exhaust gases 
4) comparing the stored reference signals with the first and second signals and assessing a first 

efficiency of the converter 
5) repeating the steps 1-4 of memorizing, sampling and comparing while the engine is operated 

under no-load conditions at approximately 3000 RPM and assessing a second efficiency of 
the converter 

6) determining the efficiency of the catalytic converter from the results of the comparison tests 
at 1000 and 3000 RPM. If there is no appreciable difference between the ascertained first 
and second efficiencies following the tests at 1000 and 3000 RPM, then the operation of the 
converter is considered as satisfactory. 

catalytic converter during idling of the engine at approximately 1000 RPM 

signals denoting the content of the exhaust gases in CO and HC 

0 Nissan Motor Co. Ltd 

The method of JP3073839 (1991) demands that the engine attains a preset operating 
condition. This preset condition is achieved by detecting different operating parameters of the 
engine (cooling water temperature, rotational speed and suction negative pressure of the 
engine) and by judging that these parameters fall within certain ranges. The concentration of 
NO, downstream of the catalytic converter is then measured and compared to a predetermined 
threshold. When the measured concentration of NO, is found to be bigger than the threshold 
then the catalytic converter is considered as deteriorated. 
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In the method of JP7054641 (1995) two NO, sensors are installed on either side of a catalytic 
converter which is capable of purifjhg NO, in an oxygen excessive state. The concentrations 
of NO, upstream and downstream of the converter are measured and the following ratio is 
formed 

where: 
(NO,), is the N0,concentration of the exhaust gases upstream of the catalytic converter and 
(NO& is the NO, concentration of the exhaust gases downstream of the catalytic converter. 

Next a reference value of AZ is calculated based on the engine speed and the basic fuel 
injection amount to the cylinders of the engine. The measured value of AZ and the calculated 
reference value of AZ are compared and an alarm signal is produced when a decrease of the 
NO, conversion ratio is judged on the basis of the comparison. 

The method of JP9088560 (1997) diagnoses the efficiency of a NO, adsorbing catalytic 
converter that adsorbs NO, during lean operation of the engine and reduces adsorbed NO, 
during stoichiometric operation of the engine (lean-burn engine). The method comprises the 
following steps: 
1)  feedback-controlling the engine air/fbel ratio by means of an oxygen sensor installed 

2) open-controlling the engine aidfuel ratio under a lean condition 
3) determining the NO, content of the exhaust gases downstream of the catalytic converter by 

4) measuring the time interval that the measured NO, content needs to reach a predetermined 

5) determining the deterioration of the NO, adsorption capability of the converter when the 

upstream of the catalytic converter under a stoichiometric condition 

means of a NO, sensor 

slice level after the engine aidfuel ratio changes from stoichiometric to lean 

measured time interval is smaller than a predetermined threshold 

0 ABB Patent GmbH 

The method of patent application DE4039429 (1992) carries out the monitoring of the 
catalytic converter at a defined temperature of the measuring sensors and comprises the 
following steps: 
1) detecting hydrogen and CO downstream of the catalytic converter by means of a sensor 

2) detecting the oxygen content of the exhaust gases by means of an oxygen sensor disposed 
disposed in the exhaust path downstream of the converter 

upstream of the catalytic converter 
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3) feedback controlling the aidfuel ratio of the engine by making use of the output signal of the 

4) forming a differential signal of the output signals of the two sensors, which corresponds to 

5 )  indicating a deteriorated catalytic converter if the differential signal exceeds a defined 

oxygen sensor 

the content of hydrogen and CO of the exhaust gases 

threshold value 

Blanke, J .  D. 

The method of patent US5175997 (1991) comprises the following steps: 
1) injecting secondary air into the exhaust system upstream of the catalytic converter 
2) feedback controlling the engine aidfuel ratio by means of an oxygen sensor located 

upstream of the catalytic converter and the system for injecting air to the exhaust system 
3) calibrating an exhaust gas analyzer, which measures the content of CO, oxygen and HC 

downstream of the catalytic converter 
4) disabling the injection of air and providing a signal to the engine aidfuel control to produce 

an oxygen level in the exhaust stream downstream of the catalytic converter of about one 
percent 

5 )  enabling the injection of air and determining the oxygen level in the exhaust stream 
downstream of the catalytic converter using the analyzer 

6) disabling the injection of air and providing a signal to the engine airhe1 control to produce 
a CO level in the exhaust stream downstream of the catalytic converter of about two 
percent 

7) determining the HC level in the exhaust stream downstream of the catalytic converter using 
the analyzer 

8) enabling the injection of air and determining the CO and HC levels in the exhaust stream 
downstream of the catalytic converter using the analyzer 

9) calculating catalytic converter efficiency using the oxygen level in step 5, the HC levels 
determined in steps 7 and 8, and the CO levels produced in step 6 and determined in step 8. 

Effoort Mijdrecfit B. V; 

In the method of DE4207079 (1992), a h probe is installed upstream of the catalytic converter 
and a gas concentration sensor for measuring CO or CO2 or HC or oxygen is installed in the 
exit of the exhaust pipe. The engine operates for a certain time in order to warm up, and during 
the test it runs with a constant speed of 3000 RPM. The output signals of the h probe and the 
gas concentration sensor are retrieved and compared to predetermined values stored in the 
form of histograms. From this comparison, usehl information is extracted concerning the 
functionality of theeatalytieeonverter. 
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Keesmann, T. 

In the German Patent Utility Model DE9202966U (1992) an experimental measuring set-up is 
presented. A specially designed flange, installed upstream of the catalytic converter, carries all 
the necessary instrumentation (electric and pneumatic) to determine the efficiency of the 
converter. Such instrumentation comprises temperature, oxygen and CO sensors and tubes to 
blow oxygen into the exhaust. At the tail pipe, the CO or/and HC content of the exhaust gases 
is measured. 

e Honda Motor Co. Ltd 

The method of US5179833 (1993) comprises the following steps: 
1) measuring the HC content of the exhaust gases upstream of the catalytic converter by 

2) measuring the HC content of the exhaust gases downstream of the catalytic converter by 

3) calculating the ratio of the measured HC content downstream of the catalytic converter to 

4) determining that the catalytic converter is deteriorated when this ratio is larger than a 

means of a first HC sensor 

means of a second HC sensor 

the measured HC content upstream of the catalytic converter 

predetermined value 

Iris-CmbH Infrared & Intelligent sensors 

The method of patent application W09409266 (1 994) comprises two similar sensors installed 
upstream and downstream of the catalytic converter. Each of the two sensors has an infrared 
emitting part and an infrared receiving part and they can measure the concentration or the 
variation in time of the concentration of an exhaust gas component. The measured 
concentration or varii?tion in time of the concentration of this exhaust gas component upstream 
and downstream of the catalytic converter are used as a measure of the performance of the 
catalytic converter. 

e Hagen & Sckildkamp Tecliniek B. K 

The method of patent application FR2719116 (1995) uses a simple pressure gauge upstream 
of a catalytic converter, in order to measure the pressure upstream of the catalytic converter 
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while the engine is running. This simple quantitative procedures determines the degree of 
blockage of the catalytic converter. 

RotIt-Technik GmbH & Co. Forscltung f l r  Automobil- und 
Umwelttechniek 

In the method of DE4441432 (1996) an HC sensor is installed downstream of the catalytic 
converter to veri5 the performance of both the catalytic converter and the h sensor which is 
installed upstream of the converter. In predetermined operating modes of the engine the 
measured data are compared to stored data and usehl conclusions are drawn about the 
condition of the catalytic converter and the h sensor. The system also controls secondary air 
injected in the exhaust to vary the quantity of air present in the catalytic converter to a preset 
value. 

NGK Insulators Ltd 

The method of EP0743431 (1996) uses an oxygen concentration measuring apparatus 
comprising an electrochemical oxygen pumping cell downstream of the catalytic converter (fig. 
15 1) and comprises the following steps: 
1) introducing the exhaust gases downstream of the catalytic converter into a processing zone 

under a predetermined diffusion resistance and detecting an oxygen partial pressure of the 
exhaust gas within the processing zone. 

2) energizing the electrochemical pumping cell to perform an oxygen pumping action for 
pumping oxygen out of said processing zone to thereby control an oxygen concentration in 
the exhaust gas within the processing zone to a predetermined value at which a combustible 
gas component (e.g. CO, HC, Hz) of the exhaust gas cannot be substantially burned. More 
specifically, the voltage applied between the pair of electrodes of the electrochemical cell is 
controlled on the basis of a monitor voltage which corresponds to the detected oxygen 
partial pressure within the processing zone, such that this detected oxygen partial pressure 
is held at a predetermined value 

3) detecting a pumping current (limiting current) flowing through the electrochemical pumping 
cell during activation of the electrochemical pumping cell 

4) determining a degree of deterioration of the catalytic converter according to an oxygen 
concentration in said combustion exhaust gas which is obtained on the basis of the detected 
pumping current 

The processing zone, the difision control passage and the electrochemical oxygen pumping 
cell are integrally provided in a sensing element, which includes an oxygen ion conductive solid 
electrolyte layer as an integral part thereof. 
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Fig. 15 1 (from EP074343 I )  

In the method of EP0751390 (1997) a temperature exhaust gas sensor is presented that can be 
used for detecting deterioration of a catalytic converter. The sensor has a pair of temperature 
sensor sections, where one of the temperature sensor sections is covered with porous oxidizing 
catalytic layers for oxidizing the exhaust gas, whereas the other is not covered with oxidizing 
catalyst layers. The catalyst present on one of the sensor sections burns the exhaust gas and in 
the other temperature sensor section, the temperature of the gas to be measured is 
compensated. When a difference between temperatures of the pair of sensor sections or a 
difference between powers fed to the pair of sensor sections exceeds a predetermined 
threshold, it is judged that the catalytic converter is deteriorated. 

Fig. 152 shows the correlation between a value obtained by accumulating power differences 
between the two temperature sensor sections (resistors) every second at the time of self- 
heating of the sensor sections at 500 "C and an amount of the exhausted hydrocarbons. From 
the output of the sensor, the lighting of the malfbnction indicator lamp (MIL) can be judged. 
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Fig. 152 (from EP075 1390) 

Fuji Heavy Ind Ltd 

In JP7180535 (1995) a lean NO, catalytic converter is monitored to assess whether it is 
deteriorated. For this reason a NO, concentration sensor is mounted in the exhaust pipe 
downstream of the converter in a position that is not influenced by the ambient air at the tail 
pipe region. At certain operating conditions of the engine and for a specific time interval, the 
output concentration of NO, measured by the sensor is integrated. The integral value is 
compared to a predetermined value to decide whether the converter is deteriorated. 

Toyota Motor Co Ltd. 

In the method of JP5113157 (1993), a NOx sensor is installed downstream of a lean NO, 
catalytic converter. The measured NO, content of the exhaust gas is compared to a reference 
value to determine whether or not the catalytic converter is deteriorated. When it is judged that 
the catalytic converter is deteriorated, the exhaust gas recirculation amount (EGR) is 
increased. 
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The method of Jp8338297 (1996) comprises the following steps: 
1) detecting the current purification capacity of a catalytic converter by means of a purification 

2) determining a threshold of the purification capacity of the catalytic converter according to 

3) calculating a difference between the measured current purification capacity of the converter 

4) comparing this calculated difference with a predetermined value 
5) determining that the catalytic converter is deteriorated when the calculated difference 

capacity detector mounted in the exhaust pipe 

the current temperature of the converter 

and the calculated threshold value 

exceeds the predetermined value 

In the method of JP9041950 (1997) a HC sensor is mounted in the exhaust pipe downstream 
of the catalytic converter. A deterioration index is calculated, based on the measured 
concentration of HC in the exhaust pipe. A threshold value of the deterioration index is 
calculated and corrected based on the current velocity of the exhaust gases in the converter. 
The corrected threshold value is compared to the deterioration index and the deterioration of 
the converter is determined from this comparison. 

e Forskarpatent I Linkaping AB 

In the method of W09715751 (1997), momentarily during engine operation a suitable amount 
of thin oil is fed to the intake of the engine, which is burned on the surface of the converter. A 
gas sensor sensitive to thin oil is placed downstream of the catalytic converter. The sensor 
indicates the presence of thin oil in the exhaust gases and thereby the fbnctionality of the 
converter. 

Komatsu Ltd. 

In W09713058 (1997) a hydrocarbon sensor is installed downstream of a NO, reducing 
catalytic converter of a Diesel engine. A reducing agent (fbel) is fed to the exhaust system 
upstream of the converter. Operation parameters like the rotational speed of the engine, the 
engine load and the HC content of the exhaust gases are fed to a deterioration detecting 
means. The determination of deterioration of the NO, catalytic converter is based on the 
change in an amount of HC in the exhaust gases with the passage of time when the operating 
condition of the engine (determined from the rotational speed and the load) meets a 
predetermined condition. To compensate the deterioration of the catalytic converter, the 
quantity of reducing agent (fuel) fed to the exhaust gases is increased. 
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Leybold AG 

The method of EP0294715 (1988) is a non-OBD diagnosis method and comprises the 
following steps: 
1) supplying a mixture of nitrogen oxide (NO,) and an inert gas (Argon) in the exhaust gases 

2) measuring the NO, and inert gas concentration of the exhaust gas downstream of the 

3) determining the efficiency of the catalytic converter by comparing the mixture of NO, and 

upstream of the catalytic converter. The NO, /Ar ratio is 1 ; 1 

catalytic converter by means of a mass spectrometer 

Argon (Ar) upstream and downstream of the catalytic converter 

An efficient converter reduces more than 90% of the NO, whereas the Argon 
unaffected. 

remains 

0 Osaka Gas Co. Ltd 

The method of JP59119247 (1984) detects the deterioration of a catalytic converter by 
analyzing the noble metal catalyst (e.g. Ru) deposited on a carrier of alumina, titanium dioxide, 
zirconia etc. by means of a photoelectric spectrum analysis. X-rays are applied to a certain 
specimen of the catalyst, and the energy distribution of the electrons released from the 
specimen by a photoelectric effect is measured. The position of the peak in the photoelectric 
spectrum of the actual catalyst is detected and compared with the position of the 0-peak value 
in the photoelectric spectrum of the metal catalyst. The comparison allows the extraction of 
conclusions about the efficiency of the converter. 

Sun Electric UK Ltd 

The non-OBD method of GB2310044 (1997) comprises the measuring system of fig. 153 that 
is inserted in the exhaust pipe of a motor vehicle to determine the efficiency of a catalytic 
converter. The system comprises a gas analysis apparatus that analyzes the concentrations of 
four gas components in the exhaust emissions from the engine, namely hydrocarbons, oxygen, 
carbon monoxide and carbon dioxide. A data processing apparatus samples data from the gas 
analysis apparatus and determines the rate of change of the individual gas concentrations with 
time and identifies a time instant or period at which the rate of change of concentrations 
changes in accordance with a predetermined pattern or rate characteristic of the activation of 
the catalytic converter (“light-off). A display provides a signal indicative of the “light-off’ of 
the converter. The system includes further a data-processing hnction, a data-storage function, 
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a computation function and a display function. A projecting probe is inserted in the exhaust 
pipe to sample the exhaust gases. 

ga: projecting probe I 
I 4 gas / 

analyzer 

data procysing apparatus 

1 
processing 

1 
computation storage 

I 

Fig. 1 53 (from GB23 10044) 

The method comprises the following steps: 
1) sampling exhaust gas delivered by the internal combustion engine 
2) determining data relating to the concentration of at least three gases therein 
3) identifling, by means of a data processing algorithm, changes in the concentrations of at 

least two of the exhaust gas components indicative of the state of operation of a catalytic 
system provided in the engine exhaust delivery system. A time instant or period is identified 
at which the rate of change of concentrations for at least two of the gases in the emissions is 
in accordance with a predetermined pattern or rate or configuration characteristic of 
activation or deactivation of the catalytic converter 

4) providing a signal indicative of the state of operation of the catalytic system 

The different phases of the present analysis are shown in fig. 154. In phase “engine-off, the 
concentrations of the gases (HC, CO, C02 and 02) are at the values indicated corresponding to 
substantially zero except in the case of oxygen, which is at its atmospheric level. In phase 
“engine-start”, the oxygen level dips sharply at 30, rises likewise sharply at 32 and then 
plateaus and commences a gentle decrease in 34. 
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Hydrocarbons and carbon monoxide increase at 36, then plateau and commence a 
corresponding shallow decline at 38. Carbon dioxide likewise rises at 40 to a generally 
horizontal plateau 42. The plateaus 34, 38 and 42 extend across the “catalytic converter 
warming” phase. 

I I I 

I - I 
time 

Fig. 154 (from GB23 10044) 

Finally, each plot undergoes at the interface 44 between “catalytic converter warming” and 
“catalytic converter activated phases a sudden increase in the rate of change (plateaus 46, 48, 
50). This region of change may be identified as a distinct phase called “catalytic converter 
light-off phase. The concentrations then settle down to plateaus 52 (CO, HC, 0 2 )  and 54 
(C02). 

A suitable algorithm detects then the changes of slope at 46,48 and 50 for each of the four gas 
components. The calculated values are compared to effectively stored values of the system in 
order to determine when the system has reached the interface 44 and the plateaus at 52 and 54, 
whereupon a signal can be triggered to indicate that the converter is activated. In the event that 
this final stage is not reached, then a failure signal is activated after a short time interval 
corresponding to the maximum time required for the system to reach the interface 44. 
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Other methods 

A method to test the performance of a catalytic converter at a specialized workshop is 
presented in [26]. 

According to the method, the converter is warmed up by operating the vehicle under high idle 
conditions for a period of 3 to 5 minutes. After the vehicle is shut off the spark and fuel to the 
engine are disabled by removing the appropriate fuses. Gaseous propane is then introduced in 
the exhaust system upstream of the converter e.g. through the secondary air ports and the 
engine is cranked. The cranking of the engine transports the propane and air through the 
catalytic converter. where oxidation of the propane occurs. A gas analyzer bench is used to 
measure the concentration of HC and COz emitted from the tailpipe of the vehicle. The 
determination of the converter eficiency is based on the measured concentrations of HC and 
coz. 

By measuring both HC and COZ concentrations, the efficiency determination is independent of 
the flow rate of the propane, the cranking speed and the engine displacement. 

The method of SUI741880 (1992) is based on the fact that when dust is deposited on the 
surface of a porous catalytic material, the speed of the gas through the material is changed and 
consequently the intensity of produced noise is also changed. The noise produced is detected 
by means of suitable measuring equipment, it is analyzed and compared to predetermined 
values to determine the efficiency of the catalytic converter. 

The method of [29] compares two non-OBD diagnostic methods. The first method is a non- 
intrusive propane injection catalytic converter test procedure developed by General Motors 
and the second method uses a fiber-optic borescope to visually assess the condition of the 
catalytic converter substrate. 

The method of DE4019572 (1992) has been already discussed in chapter 1.16. 
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Chapter 4 

Discussion and Comparison of Existing Methods 

This chapter summarizes the principles of the three main categories for monitoring and 
diagnosing the degradation of catalytic converters placed in the exhaust systems of modern 
vehicles. Advantages and disadvantages of all three methods are discussed and are compared 
to each other. Similar summaries can be also found in [I], [9] and [ 191. 

353 
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Use of il or oxygen sensors 

The diagnosing methods of the deterioration of a catalytic converter by means of conventional 
I. or oxygen sensors have the big disadvantage that the diagnosis is achieved in an indirect 
way. Instead of measuring directly the composition of the exhaust gases, a rather switch-type 
response output signal indicating deviation from stoichiometry of the aidfuel ratio in the 
exhaust gases is obtained. 

The sensor exhibits a complex response due to species difision effects through its outer 
surface. Such difision effects can cause long and random response times when switching 
between rich and lean aidfuel ratio. ‘Memory effects’, that is change in response time due to 
air/fuel preconditioning, further complicates the interpretation of the sensor output signal. 

This type of indirect diagnosis is based on the oxygen storage capacity of the catalytic 
converter, which has been proved in the literature not to be always directly correlated with 
overall deficiency of the converter, as the aging mechanisms in the two phenomena are not 
generally identical. In some cases, converters which have lost nearly all of their oxygen storage 
capacity due to high temperature aging still retain HC conversions near 90% ([27]). Especially, 
small volume light-off catalytic converters lose their oxygen storage capacity due to high 
temperature aging, but their FTP HC efficiency is very high resulting in a very low decrease in 
efficiency of the combination light-off and main catalytic converters ([28]). 
Furthermore, stability of oxygen storage capacity is very much dependent on washcoat 
formulation (use of appropriate stabilizers). 

For example, errors may appear when the slope of the output signal of the downstream oxygen 
sensor is processed to determine the oxygen storage of the converter (the signal processing is 
such that the slope of the downstream oxygen sensor signal will give the oxygen storage 
capacity of the catalytic converter). Then the system fimctions in the manner depicted by the 
following equations (EP0799984 (1997)): 

Hypothesis: 
x = ND output signal value of downstream oxygen sensor 
xf = filtered output signal value of downstream oxygen sensor 
02 index = oxygen storage capacity of the converter 
t = time instant 
15.6 msec = duration between two time instants 
a = filter coefficient of x to generate xf. 

Thesis: 
02 index is related to the slope of the downstream oxygen sensor 

Demonstration: 
0 2  index (t) = x(t) - xdt) current diagnostic 
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xdt) = xdt-1) - {a (xdt-I) - x(t)) current diagnostic 

xdt) = (1  -a) xdt- 1 ) + a x(t) 

02 index (t) = x(t) - ((1-a) xdt-1) + a x(t)) 

02 index (t) = (I-a) x(t) - (1-a) xdt-1) 

02 index (t) = (I-a) {x(t-1) - xdt-I)) 

The filter coefficient on the downstream oxygen sensor is high. Since the loop time is constant 
the 0 2  index value at its maximum will be very close to the slope of the downstream oxygen 
sensor signal. 

The result of this analysis is shown in fig. 155. It will be apparent that the oxygen sensor index 
is a measure of the downstream oxygen sensor slope. The slope is related to the response time 
of the sensor but not to the storage capacity of the converter. Thus, anything which can affect 
the response time of the sensor will generate an incorrect oxygen sensor index. Factors which 
can affect sensor response time are, for example, poisoning of the exhaust gases, aging of the 
sensor, air/tiel ratio control, location of the sensor and so on. Experience has shown that a 
lazy downstream oxygen sensor can make an inert converter appear to finction properly. 

x(t) - X p )  
slope = 15.6 msec 

t-1 t 
timet 

Fig. 155 (from EP0799984) 
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As already mentioned, an important factor that influences the precision of assessment of the 
efftciency of the catalytic converter is the deterioration or aging of the oxygen sensors installed 
upstream or downstream of the catalytic converter. 
Particularly, the upstream oxygen sensor, which is directly exposed to hot exhaust gases, 
undergoes faster deterioration than the downstream oxygen sensor. The rate at which the 
determination proceeds is thus different between the upstream and downstream oxygen 
sensors, which results in an error in the result of deterioration determination. For this reason, 
modern methods for assessing the functionality of catalytic converters comprise simultaneous 
assessment of degradation of oxygen sensors and compensation of the errors that occur from 
this degradation. Certain types of fuel additives, carbon particles, engine oil and naturally 
occurring chemicals can adversely affect the performance of the measuring sensors. 

The sensors installed upstream and downstream of the catalytic converter may have different 
characteristics, due to manufacturing tolerances. These tolerances must be taken into account 
during the assessment of the condition of the catalytic converter. 

Two oxygen sensors installed upstream and downstream of the catalytic converter of a certain 
type of vehicle can give much different output signals when it is used in the exhaust system of 
another type of vehicle [ 191. 

The temperature of the catalytic converter is also an important factor that can influence the 
correct determination of the deterioration of a catalytic converter by means of oxygen or 
aidfuel sensors. The oxygen storage capacity of the catalytic converters in general varies with a 
change in the temperature, which causes a variation in the indication of the sensor placed 
downstream of the catalytic converter. Additionally, the high operating temperature of the 
sensors (X50 "C) requires that special filtration should be applied, to avoid using 'lower 
temperature signals' for OBD purposes. The measurement of temperature of the exhaust gas 
would probably be required that would result in an increase of the total cost of the monitoring 
set-up. This problem can be solved by correlating the temperature of the converter with other 
operating parameters of the engine. This correlation is pre-stored in a memory part of the 
monitoring set-up and allows an estimation of the temperature of the converter by referring to 
the correspondence information on the basis of detected results of the operating state of the 
engine (US5649420 (1 997)). 

Oxygen sensors cannot monitor the malfunction of catalytic converters during cold start-up, 
which is most critical for modern OBD technology vehicles. 

During injection of secondary air in the exhaust system to enhance oxidation of unburned HC 
and CO in the exhaust manifold, the exhaust gas arriving at the catalytic converter is lean for 
the warm-up phase (air injection phase). During this period no voltage could be generated by a 
normally operating downstream or oxygen sensor, thus precluding any catalytic converter 
efficiency detection. 

During the deterioration diagnosis procedure, the engine air/fuel ratio is controlled in such a 
way as to achieve certain predetermined operating conditions. Great attention should be paid 
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not to increase the emissions of the internal combustion engine during this deterioration 
diagnosis procedure. 

Deterioration detection prohibiting means must be also included in the measuring set-up to 
exclude an erroneous deterioration detection when predefined engine operation parameters are 
not satisfied. 

Universal airlfbel ratio heated exhaust gas oxygen sensors (UEGO) seem to be more promising 
for use in OBD systems because of their proportional output characteristic (unlike the switch- 
type response of conventional oxygen sensors). However, their cost compared to HEGO 
sensors still lies an order of magnitude higher. An even more promising oxygen sensor for use 
in OBD systems is the so-called NEEGO sensor presented in [19]. 

In general the use of dependable linear oxygen sensors gives more reliable results although 
there is no direct evaluation of CO, HC and NO, concentrations in the exhaust. 

In [30] it has been proven that oxygen or h sensors can give a satisfactory assessment of the 
efficiency of a catalytic converter for the case of LEV or EURO 111 standards. 

Use of temperature sensors 

The diagnosing methods of the deterioration of a catalytic converter by means of temperature 
sensors has the big disadvantage that the diagnosis is achieved in an indirect way. The 
methods do not measure directly the concentration of pollutants downstream of the catalytic 
converter, but they try to determine the condition of the converter by measuring the 
exothermic reaction taking place inside the converter. This makes it difficult to accurately 
detect deterioration of the converter (US5179833 (1993)). 

However, the results of temperature sensors used to veri@ catalytic converter efficiency 
diagnosis evaluated by means of the dual-oxygen sensor technique have shown that dual 
oxygen-sensor measurements for catalytic converter efficiency become questionable with 
introduction of ULEV standards ([22]). 

Additionally, in W09420738 (I  994) it is claimed that it is difficult to produce a signal 
qualitatively representative of the efficiency of a catalytic converter based on the output signals 
of an upstream and a downstream airhe1 sensor and this presents the vehicle manufacturer 
with a serious dilemma. If a high efficiency threshold is set, then the driver will be frequently 
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given false warnings of failure of the catalytic converter and apart from the nuisance to the 
driver this could result in the warning signals being totally disregarded when the alarm is 
genuine. On the other hand, if a low threshold is set and the vehicle should fail to comply with 
the legislative requirements then the manufacturer could face serious financial penalties. For 
these reasons, it is proposed in W09420738 (1994) to use temperature measurements 
techniques to assess the hnctionality of a catalytic converter. 

Problems can arise in the diagnosis of a converter by means of temperature measurements, 
because the measured temperature difference can fall, and even become negative, for an 
efficient converter during certain operating conditions of an internal combustion engine (see 
EP0442648 (1991)). 

In [4] it has been proven that the use of only the downstream exotherm of an underfloor 
catalytic converter is not sufficient to assess the efficiency of the catalytic converter during 
transient state driving. The exotherm requires excessive amounts of time to stabilize after a 
transient maneuver (approximately 5 minutes following a deceleration from 60 to 30 
miledhour). 

In EP0751390 (1996) and EP0779416 (1997) it is claimed that the methods that measure the 
exothermic reaction in a catalytic converter by making use of two temperature sensors 
upstream and downstream of the catalytic converter are reliable only after the vehicle has been 
operated several minutes at a constant speed of 40-60 Km/h to stabilize the exhaust gas 
thermally, because the catalyst has a large capacity. Additionally, the measurement of the 
performance of the converter at a higher accuracy, longer-time operation at the above constant 
speed is necessary. However, under actual running conditions of the vehicles where 
acceleration and deceleration are repeated, the above-mentioned requirement of the running at 
constant speed can hardly be met, and therefore it is difficult to detect the deterioration with 
high precision. Furthermore, a sufficient temperature difference cannot be obtained unless the 
temperature sensors are inserted into an exhaust tube so that they may be close to the central 
axis of the exhaust tube, and hence this method has a drawback that the pressure of the exhaust 
gas is increased and the output power of the engine is consequently reduced. 

When a throttle valve controlling the admission of a combustible mixture to the engine is 
opened, the temperature of exhaust gas entering the converter can rise dramatically but, 
because of thermal lags, the temperature of exhaust gas leaving the converter rises more 
slowly. This can result in an indication of incorrect operation of a converter which is actually 
operating efficiently. 

Similar problems can occur during other modes of operation of the engine giving rise to 
spurious or transient temperature differences which are detected as indicating inefficient 
operation of the converter. 

An additional problem for detecting correctly the efficiency of an exhaust gas catalytic 
converter is a possible deterioration of a temperature sensor. The output of such a deteriorated 
sensor must be corrected during the diagnosis procedure in order to avoid erroneous results. 
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Existing temperature sensor elements have a drastically reduced life duration, when they suffer 
very often from very fast and big temperature variations. 

Linear temperature sensors become more attractive if they are used simultaneously for 
monitoring other emission control finctions (exhaust gas ignition, catalyst temperature 
management) or detection of engine misfire ([24]). 

A new generation of temperature sensors like fiber optics pyrometers is under investigation. 
These sensors have a very fast response time but they still suffer from signal output instabilities 
a191). 

In general, durable production-feasible temperature sensors which can be mounted either inside 
the catalytic converter substrate or on its external surface are lacking and need to be developed 
~ 3 1 .  

The main problem with the temperature measurement techniques remains the lack of 
universally valid monitoring methods, principally applicable during each driving scenario. 

However according to [3 I], the temperature measurements in combination with a suitable 
algorithm is a very reliable, inexpensive and readily available method of assessment of the 
condition of a catalytic converter. 

Use of exhaust gas concentration sensors 

Direct measurements of HC, CO and NO, is the most obvious way to monitor the efficiency of 
a catalytic converter. The feasibility of this technique, however, strongly depends on the 
development of such sensors applicable for vehicle exhaust systems at a rational cost. 

Calorimetric and semiconductor HC sensors suffer from the following: 
1) they possess no reference to evaluate the sensor signal 
2) the devices are bulky and generally inaccurate 
3) they cannot operate at the higher temperatures of automotive exhaust gases or operate 

4) the calorimetric sensors need an excess of oxygen to operate properly 

Potentiometric thick-film HC sensors have good properties and have shown satisfactory 
correlation with measured HC concentrations by gas analyzers. These sensors could eventually 
be used for monitoring catalytic converters after their cost becomes affordable. 

continuously 
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Surface ionization detectors are also a possible hture solution for OBD purposes, but for the 
time being they suffer from considerable drawbacks. 

In [3 11, the use of a conventional HC sensor for a catalytic converter assessment system is not 
recommended since the HC content signal is not very sensitive to catalytic converter efficiency, 
especially when the converter operates at high temperatures. On the contrary, the use of a CO 
sensor to assess the efficiency of a catalytic converter in combination with a simple algorithm is 
straightforward under the condition that reliable and inexpensive CO sensors are reliable [30]. 

NO, sensors are still under investigation and they have been used in the literature in a limited 
number of cases for OBD purposes. 
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Priority: JP930054033 15.03.93 
Applicant: NISSAN MOTOR 
Inventor: SATO TATSUO: NISHIZAWA 

Title: CATALYST DETERIORATION 
MASAYOSHI 

DIAGNOSING DEVICE OF 
INTERNAL 
COMBUSTION ENGINE 

Family: JP6264724 A 20.09.94 

JP6264725 A 20.09.94 256 
Priority: JP930055506 16.03.93 
Applicant: MITSUBISHI ELECTRIC CORP 
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CONTROLLER 

IWASHITA YOSHIKAZU 

Family: JP6280662 A 04.10.94 
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Applicant: SUZUKI MOTOR CO 
Inventor: TOYODA KATSUHIKO 
Title: DEVICE FOR JUDGING 
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Applicant: HITACHI LTD 
Inventor: KOUHIRA TAKASHI: ISH11 

Title: TROUBLE DIAGNOSTIC 
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Inventor: MATSUSHIMA HIDEYUKI 
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JUDGING DEVICE FOR 
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INTERNAL 
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Family: JP7189781 A 28.07.95 

JP7397807 A 01.08.95 186 
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Applicant: SUZUKI MOTOR CO 
Inventor: TOYODA KATSUHIKO 
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DETERIORATION OF 
CATALYST FOR INTERNAL 
COMBUSTION ENGINE 

Family: JP7197807 A 01.08.95 

JP7238824 A 12.09.95 222 
Priority: JP940028603 25.02.94 
Applicant: ATSUGI UNISIA CORP 
Inventor: TAKAYAMA KENGO: OSAKI 
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DETERIORATION OF 
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Family: JP7238824 A 12.09.95 
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Priority: JP940032577 02.03.94 
Applicant: NISSAN MOTOR 
Inventor: NAKAJIMA YUKI 
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DIAGNOSTIC DEVICE FOR 
INTERNAL 
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Family: JP7243342 A 19.09.95 
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Applicant: MAZDA MOTOR 
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Invcntor: OKABE SHINICHI: IT0 
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DIAGNOSING DEVICE FOR 
ENGINE 
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Priority: JP94009.1429 06.05.94 
Applicant: NISSAN MOTOR 
Inventor: NAKAJIMA W K I  
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ENGINE 

Family: JP7301116 A 14.11.95 

JP7305623 A 21.11.95 202 
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JP940048580 18.03.94 
Applicant: NISSAN MOTOR 
Inventor: IWANO HIROSHI: NAKAJIMA 
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Titlc: CATALYST DETERIORATION 

DIAGNOSTIC DEVICE FOR 
INTERNAL 

COMBUSTION ENGINE 
Family: JP7305623 A 21.11.95 

JP7310536 A 28.11.95 203 
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Applicant: NISSAN MOTOR 
Inventor: MATSUMOTO MIKIO: 

NAKAJIMA YUKI 
Titlc: DIAGNOSTIC DEVJCE FOR 

DETERIORATION OF 
CATALYST FOR INTERNAL 
COMBUSTION ENGINE 
JP73 10536 A 28.1 1.95 Family: 

J P R O O S ~ O ~  A 12.01.96 156 
Priority: JP940123487 06.06.94 
Applicant: HITACHI LTD: HlTACHl KAA 
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Inventor: SAT0 KANEMASA: UENO 

SADAYASU 
Title: DIAGNOSTIC METHOD FOR 

CATALYST AND OXYGEN 
SENSOR USED FOR 
THE METHOD 

Family: JPX005602 A 12.0 1.96 

JPR082213 A 26.03.96 258 
Priorify: JP940217417 12.09.94 
Applicant: NISSAN MOTOR 
Invcntor: ISOBE AKIO: OTA TADAKI: 

AOYAMA HISASHI: TAYAMA 
AKIRA 

CONTROL DEVICE OF 
INTERNAL COMBUSTION 

Title: EXHAUST EMISSION 

Family: Ip8082213 A 26.03.96 

JP8093456 A 09.0496 2S8 
Priority: JP940224428 20.09.94 
Applicant: NISSAN MOTOR 
Inventor: ISHIHARA KOJI: OTA 

Title: EXHAUST EMISSION 
TADAKI: TAYAMA AKIRA 
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INTERNAL COMBUSTION 
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Family: JP80934.56 A 09.04.96 

JP8128317 A 21.05.96 203 
Priority: JP940269882 02.1 I .94 
Applicant: NISSAN MOTOR 
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INTERNAL 
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Family: JP8128317 A 21.05.96 

JP8135432 A 28.05.96 223 
Priority: JP940303033 11.1 1.94 
Applicant: ATSUGI UNlSlA CORP 
Invcntor: TAKAYAMA KENGO: 

FURUYA JUNICHI: OSAKI 
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INTERNAL 
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JP8144744 A 04.06.96 140 
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Applicant: HONDA MOTOR CO LTD 
Inventor: SEKI YASUNARI 
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INTERNAL 
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Priority: JP940309860 18. I 1.94 
Applicant: HONDA MOTOR CO LTD 
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Family: JPX144745 A 04.06.76 
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JP8177468 A 09.07.96 203 
Priority: JP940328464 28.12.94 
Applicant: NISSAN MOTOR 
Inventor: TAKEYAMA SATORU: 
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INTERNAL 
COMBUSTION ENGINE 

Family: JPU177468 A 09.07.96 

Jp11177469 A 09.07.96 203 
Priority: JP940327415 28.12.94 
Applicant: NISSAN MOTOR 
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DETERIORATION 
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Applicant: NISSAN MOTOR 
Invcntor: NAKAJIMA YUKI: 

MATSUMOTO MIKlO 
Title: CATALYST DEGRADATION 

DIAGNOSING DEVICE FOR 
INTERNAL 
COMBUSTION ENGINE 
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JPU246854 A 24.09.96 12s 
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SAT0 KAZUKI 
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INTERNAL 
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JP8270438 A 15.10.96 290 
Priority: JP9.50077751 03.04.95 
Applicant: TOYOTA MOTOR COW 
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JUDGING DEVICE 
Family: JP8270438 A 15.10.96 
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Family: JP8291740 A 05.1 1.96 
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AUTOMOTIVE ENG 
Inventor: IKEDA WJI; KONO KAZUYA: 

NUMATA AKITO 
Title: CONTROL DEVICE FOR 

INTERNAL COMBUSTION 
ENGINE 
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CONTROLLER FOR 
INTERNAL COMBUSTION 
ENGINE 

Title: AIR-FUEL RATIO 
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Priority: JP9501 I 1640 10.05.95 
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US4315243 A 09.02.82 306 
Priority: US800 187485 16.09.80 
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Applicant: DAIMLER BEN2 AG (DE) 
Inventor: ABTHOFF JORC (DE): 

SCHUSTER HANS-DIETER: 
WOLLENHAUPT GOTTFFRIED 
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Priority: JPX60179042U 20.11.86 
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Priority: US930167301 16.12.93 
Applicant: FORD MOTOR CO (US) 
Inventor: WADE WALLACE R (US) 
Title: Light-OB catalyst monitor 
Family: US5351484 A 04.10.94 

EP0659088 A 28.06.95 

US5353592 A 11.10.91 73 
Priori*: US930157548 26.1 1.93 
Applicant: FORD MOTOR CO (US) 
Inventor: ZIMLICH GLENN A (US): 

ORZEL DANIEL V (US): 
TRUONGTRI T (US) 

monitoring 
Title: Engine aidfuel control with 

Family. US5353592 A 11.10.94 

US5357750 A 2510.94 177 
Priority: US930001225 06.01.93: 

JP900096935 12.04.90: 
US910684077 12.04.91 

Applicant: NGK SPARK PLUG CO (JP) 
Inventor: IT0 YASUO (JP): 

HAYAKAWA NOBUHIRO (JP): 
YAMADA TESSHO (JP) 

deterioration of catalyst and 
mcasuring conversion eficiency 
thereof with an air/hel ratio 
sensor 

Title: Method for detecting 

Family: US5357750 A 25.10.91 

US5357753 A 25.10.94 88; 81; 
165 

Priority: US930167303 16.12.93 
Applicant: FORD MOTOR CO (US) 
Inventor: WADE WALLACE R (US) 
Title: Catalysi monitor for a Y pipe 
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csliaust configuration 
Family US5357753 A 25.10.94 

EP0659987 A 28.06.95 

US5363646 A 1511.94 75 
Priorit?: US9301 2684'1 27.09.93 
Applicant. FORD MOTOR CO (US) 
Inventor: ORZEL DANIEL V (US): 

ZIMLICHGLENN A (US): 
TRUONGTRI T 

Titlc: Enginc air/fiucl control systcm 
with catalytic convertcr 
monitoring 

Family: US5363646 A 15.1 1.94 
EP064.5533 A 29.03.95 

US5363647 A 15.11.94 191; 196 
Priority: JP920274337 13.10.92: 

JP920277444 15. 10.92: 
JP920283182 21.10.92 

Applicant: MlTSUBISHl ELECTRIC CORP 
Inventor: OHUCHI HIROFUMI (JP): 

FUJIMOTO SHINYA (F) 
Titlc: Dual-scnsor tvpc air fucl ratio 

control systcm for intcrnal 
combustion cngine and catalytic 
convertcr diagnosis apparatus for 
the same 

Family: US5363647 A 15. 11.94 

US5377484 A 03.01.95 113; 115 
Priority JP920329406 09.12.92 
Applicant: TOYOTA MOTOR CO LTD 
Invcntor: SHlMlZU YASLRllRO (JP) 
Titlc: Device for detecting deterioration 

of A catalytic convertcr for an 
engine 

Family: US5377484 A 03.01.95 

US5379587 A 10.01.95 180; 182; 
184; 185 

Priority: JP920253605 3 I .08.92: 
JP920253606 3 I .08.92: 
JP920253607 3 1.08.92 

Applicant: SUZUKI MOTOR CO (JP) 
Invcntor: TOYODA KATSUHIKO (JP) 
Titlc: Apparatus for judging 

deterioration of catalyst of 
internal combustion engine 

Family: DE4328099 A 10.03.94 
US5379587 A 10.01.95 

US5381656 A 17.01.95 76 
Priority: US930127153 27.09.93 

Applicant: FORD MOTOR CO (US) 
Inventor: ORZEL DANIEL V (US): 

ZIMLICH GLENN A (US): 
TRUONGTRI T (US) 

Rith catalytic converter 
monitoring 

Title: Engine air/hel control systcm 

Family US5381656 A 17.01.95 

US5381657 A 17.01.95 133; 138; 
143 

Priority: JP930027292 22.01.93 
Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: TAKIZAWA TSUYOSHI (JP): 

SEKI YASUNARI (JP): IWATA 
YOICHT (JP): SATO 
TOSHIHIKO: NAKAYAMA 
TAKAYOSHI (JP) 

Title: Catalyst dcteriorationdctccting 
qstcm for intcrnal combustion 
engincs 

Family: US5381657 A 17.01.95 

US5385016 A 31.01.95 81 
Priority: US930173007 27.12.93 
Applicant: FORD MOTOR CO (US) 
Invcntor: ZlMLlCH GLENN A (US): 

ORZEL DANIEL V (US): 
TRUONGTRI T (US) 

Title: Air/hel control system 
responsive to duo upstream EGO 
sensors with converter 
monitoring 

Family: US5385016 A 31.01.95 
GB2285147 A 28.06.95 
DE4446107 A 29.06.95 
JP7208240 A 08.08.95 
DE4446107 C 27.02.97 

US5386693 A 07.02.95 76 
Priority: US930127148 27.09.93 
Applicant: FORD MOTOR CO (US) 
Inventor: ORZEL DANIEL V (US) 
Title: Engine aidfuel control system 

wit11 catalytic convertcr 
monitoring 

Family: US5386693 A 07.02.95 

US5386695 A 07.02.95 139 
Prione: JP930026286 21.01.93 
Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: IWATA YOICHI (JP). SATO 

TOSHIHIKO (JP): SEKI 
YASUNARI (JP): TAKIZAWA 
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TSUYOSHI (JP): NAKAYAMA 
TAKAYOSHI (JP) 
Air-fucl ratio control systcm for 
internal combustion cngincs. 
having catalytic converkr 
deterioration-detecting function 

Title: 

Family: USS386695 A 07.02.95 

US5388403 A 14.02.95 15 
Priority: JP930052426 12.O3.93 
Applicant: TOYOTA MOTOR CO LTD 
Inventor: N A G M I  TETSUO (JP): 

HIRAYMA HlROSHl (JP) 
Title: Exhaust gas purification dcvicc 

for an engine 
Family: US5388403 A 14.02.95 

US5390490 A 21.02.95 77 
Priority: US930135549 04.1 1.93 
Applicant: FORD MOTOR CO (US) 
Inventor: BROOKS TIMOTHY J (US) 
Title: Method and apparatus for 

measuring the efficacy of a 
catalytic converter 

Family: US5390490 A 21.02.95 
EP0652357 A 10.05.95 
JP7180538 A 18.07.95 
EN652357 B 17.09.97 

US5394691 A 07.03.95 143 
Priority: JP930063 103 26.02.93 
Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: SEKI YASUNARI (JP) 
Title: Air-fucl ratio control system for 

internal combustion cngines 
having a plurality of cylinder 
groups 

Family EP0614004 A 07.09.94 
US5394691 A 07.03.95 

US5396766 A 14.03.95 139; 140 
Priority: JP920225285 31.07.92 
Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: SAT0 TOSHIHIKO (JP): 

IWATA YOlCHl (JP): IT0 
HlROSHl (JP): TAKIZAWA 
TSWOSHI (JP): NAKAYAMA 
TAKAYOSHI (JP) 

Titlc: Abnormality-dctccting dcvicc for 
internal combustion cngines 

Family: US5396766 A 14.03.95 

US5400592 A 28.03.95 151; 154 
Priority: JP930024163 12.02.93 

Applicant: HlTACHl LTD (JP) 
Inventor: MUKAlHlRA TAKASHI (JP): 

ISH11 TOSHIO (JP); TAKAKU 
WTAKA (JP): NUMATA 
AKIHITO (JP) 

Title: Diagnostic apparatus for catalytic 
converter of an internal 
combustion engine 

Family: DE4404449 A 15.09.94 
US5400592 A 28.03.95 

US5404718 A 11.04.95 77 
Priority: US930127152 27.09.93 
Applicant: FORD MOTOR CO (US) 
Inventor: ORZEL DANIEL V (US): 

TRUONGTRI T (US): 
FARMERDAWD G (US) 

Titlc: Engine control system 
Familv: US5304718 A 11.04.95 

US5412941 A 09.05.95 100 
Priority: JP920064883 23.03.92 
Applicant: TOYOTA MOTOR CO LTD 
Inventor: SUZUKI KATSUHIRO (JP): 

HAYASHI KATSUHIKO (JP): 
ITOH AKIRA (JP) 

Titlc: Device for determining 
deterioration ora catalytic 
converter for an engine 

Family: US5412941 A 09.05.95 

US5412942 A 09.05.95 123; 124 
Priorily: JP920228564 27.08.92: 

JP930046777 08.03.93: 
JP930088547 15.04.93 

Applicant: NIPPON DENS0 CO (JP) 
Inventor: MUKAI YASUO (JP): TAKASU 

YASUHITO (JP): NAKAYAMA 
MASAAKI (JP) 

Title: Catalytic converter deterioration 
dctecting system for engine 

Family: US5412942 A 09.05.95 

US5414995 A 16.05.95 162; 113 
Priority: US940195671 16.02.94: 

JP910330421 13.12.91: 
JP910330429 13.12.91: 
US9209XX274 14.12.92 

Applicant: MAZDA MOTOR (JP) 
Inventor: TOKUDA SHOJI (JP): 

MATSUNAGA TAKA0 (JP): 
SHINMOTO KAZUHIRO (JP): 
TERADA KOlCHl (JP): 
YAMAMOTO YOSHIMI (JP) 
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Titlc: Failure detection system for air- 

fucl ratio control systcm 
Family: US5337555 A 16.08.94 

US5414996 A 16.05.95 101 
Priority: JP910295651 12.1 1.91 
Applicant: TOYOTA MOTOR CO LTD 
Invcntor: SAWADA HIROSHI (JP): 

INOUE TOSHIO (JP) 
Tillc: Dcvicc for dctcctiiig thc dcgree of 

deterioration of a catalyst 
Family: US5414996 A 16.05.95 

US5116710 A 16.05.95 140 
Priori&: US940190252 01.02.94: 

JP900117890 08.05.90: 
US91069483 I 02.05.91 

Applicant: HONDA MOTOR CO LTD 
Inventor: KURODA SHIGETAKA (JP): 

IWATA YOICHI (JP): KANO 
HfDEKAZU (JP) 

of a three-way catalyst of an 
internal combustion engine 

Titlc: Method of detecting deterioration 

Family: US5416710 A 16.05.95 

US5417061 A 23.05.95 189; 191 
Priorit?: US940272649 1 1.07.94: 

JPO IO2643 12 14.10.9 1 : 
US920946532 17.O9.92 

Applicant: MITSUBISHI ELECTRIC CORP 
Invcntor: MAEDA MIE (JP): OWCHI 

HlROFUMl (JP) 
Titlc: Devicc for detccting catidyst 

dctcrioration for an internal 
combustion cngine 

Family: DE4233977 A 15.04.93 
DE4233977 C 19.05.93 
US5417061 A 23.05.95 

USSJ2523J A 20.06.95 188; 192; 
193 

Priority: US9403085 I I 2 I .09.94: 
JP920274337 13.10.92: 
JP920277444 15.10.92: 
JP920283182 21.10.92: 
US930133983 08. 10.93 

Applicant: MlTSUBlSHl ELECTRIC CORP 
Inventor: OHUCHI HlROFUMI (JP): 

FUJIMOTO SHINYA (JP) 
Title: Dual-scnsor tvpe air-fuel ratio 

control system for intcrnal 
combustion engine and catalytic 

convcrtcr diagnosis apparatus for 
the same 

Family: US5363647 A IS. 11.94 

US5428956 A 04.07.95 244 
Priority: US940247353 23.05.94: 

DE904027207 28.08.90: 
US93002465G 01.03.93 

Applicant: EMITEC EMISSIONSTECHNIK 
Invcntor: MAUS W. (DE): SWARS H. 

(DE): BRUCK ROLF (DE) 
Titlc: Method for monitoring thc 

catalytic activity ofa  catalytic 
converter in the exhaust gas 
systcm of an internal combustion 
cngine 

Family: DE4027207 A 05.03.92 
W09203642 A 05.03.92 
EP0545974 A 16.06.93 
BR9106797 A 06.07.93 
BR9106810 A 06.07.93 
CZ9300220 A 1 1 .08.93 
CZ930022 I A 1 I ,08.93 
JPS5089OOT T 09.12.93 
EP054597.1 B 26.01.94 
EP0545976 B 26.01.94 
DE59100960G G 10.03.94 
DE59100961G G 10.03.94 
JP6501532T T 17.02.94 
ES2048017T T 01.03.94 
ES2048597T T 16.03.94 
US5339628 A 23.08.94 
US5428956 A 04.07.95 
RU2076930 C 10.04.97 

US5431011 A 11.07.95 208; 209 
Priority: US930166978 14.12.93 
Applicant: GENERAL MOTORS COW 
Inventor: CASARELLA MARK V (US): 

YURGIL JAMES R (US): 
WADE DAVID R (US): 
KLEINFELDER GARY A 
(US): WELLENKOTTER KURT 
A (US): VANGILDER JOHN 

Title: Catalytic converter diagnostic 
Family: US543 101 1 A 1 I .07.95 

US5431012 A 11.07.95 273 
Priority: US040270616 05.07.94 
Applicant: FORD MOTOR CO (US) 
Inventor: NARULA CHAITANYA K 

(US): ADAMCZYK JR 
ANDREW A (US) 

Tille: System for monitoring the 
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performance of automotive 
catalysts 

Family: US5431012 A 11.07.95 
W09601364 A 18.01.96 
EP0769096 A 23.04.97 

US5431043 A 11.07.95 326 
Priority: US940236837 02.05.94 
Applicant: GENERAL MOTORS CORP 
Inventor: GUGEL JONATHAN K (US); 

VANDENBUSH ROBERT W 
(US): GHANAM PAUL F (US) 

Titlc: Catalyst activity tcst 
Family: US543 1043 A 11.07.95 

US5437154 A 01.08.95 140 
Priority: P930085324 19.03.93 
Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: SAT0 TOSHlHIKO (JP): 

TAKIZAWA TSWOSHI (P): 
IWATA YOlCHl (JP): IT0 
HIROSHI (JP): NAKAYAMA 
TAKAYOSHI (JP) 

Title: Misfire-dctecling systcin for 
internal combustion engines 

Family: US5437154 A 01.08.95 

US5444974 A 29.08.95 30 1 
Priority: US930088029 09.07.93 
Applicant: GENERAL MOTORS CORP 
Inventor: BECK DONALD D (US); 

DORASWAMY JAYANTHI 
(US): LECEA OSCAR A (US) 

Title: On-board automotivc csliaust 
catalyst monitoring with a 
calorimctric sensor 

Family: US5444974 A 29.08.95 

US5447696 A 05.09.95 28(i; 287; 
289 

Priority: JP930151K)81 29.06.93: 
JP930 178088 19.07.93; 
JP930207417 23.08.93 

Applicant: TOYOTA MOTOR CO LTD 
Invcntor: HARADA KENICHI (P) 
Title: Elcctrically heated catalytic 

Family: US5447696 A 05.09.95 
convcrtcr systcm for an cnginc 

US5448886 A 12.09.95 183; 184 
Priority: JP920.319379 04. I 1.92 
Applicant: SUZUKI MOTOR CO (JP) 
Inventor: TOYODA KATSUHIKO (JP) 
Titlc: Catalyst dctcrioration- 

dctermining device for an 
intcrnal combustion engine 

Family: US5448886 A 12.09.95 

US5472580 A 05.12.95 315; 316 
327 

Priority: US940257777 09.06.94 
Applicant: GENERAL MOTORS CORP 
Inventor: KENNARD 111 FREDERICK L 

(US); VALDES CARLOS A 
(US): LANKHEET EARL W 

Title: Catal5lic converter diagnostic 
sensor 

Family: US5472580 A 05. 12.95 

US5487269 A 30.01.96 169 
Priority: W092EW2303 06.10.92: 

Applicant: SIEMENS AUTOMOTIVE SA 
Inventor: ATANASYAN MAIN A (FR): 

Title: Method for monitoring the 

FR910013237 28.10.91 

TARROUX FRANCIS (FR) 

cfficicncy of a catalytic converter 
for treating cshaust gases from 
an internal combustion engine 

FR2682993 A 30.04.93 
EP06114IJ A 24.08.94 
P7500398T T 12.01.95 
EP061141.5 B 23.08.95 
DE69204298E E 28.09.95 
ES2076038T T 16.10.95 
US5487269 A 30.01.96 

Family: W09309335 A 13.05.93 

US5499500 A 1933.96 78 
Priority: US94035X509 19.12.94 
Applicant: FORD MOTOR CO (US) 
Inventor: HAMBURG DOUGLAS R (US): 

LOGOTHETIS EL. (US) 
Title: Engine air/fuel control system 

with catalyiic converter and 
cshaust gas oxygcn sensor 
monitoring 

Family: US5499500 A 19.03.96 

US5509267 A 23.04.96 209; 212 
Priority: US940337703 14.11.94 
Applicant: GENERAL MOTORS CORP 
Inventor: THEIS JOSEPH R (US) 
Titlc: Antomotivc vchicle catalyst 

Family: US5509267 A 23.04.96 
diagnostic 

US5522219 A 04.06.96 78; 79 
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Priority: us950522004 3 1.08.95 
Applicant: FORD MOTOR CO (US) 
Inventor: ORZEL DANIEL V (US): 

ZIMLICHGLENN A (US) 
Title: Eshaust system with bypass 

catalytic converter and 
diagnostics 

Family: US5.522219 A 04.06.96 

US5528898 A 25.06.96 125 
Priority: JP9402610.36 29.09.94 
Applicant: NIPPON DENS0 CO (JP) 
Invcntor: NAKAYAMA MASSAKI (JP): 

MUKAI YASUO (JP) 
Title: Apparatus for detecting 

deterioration of 
catalysts 

Family: DE19536252 A 04.04.96 
JPX100637 A 16.04.96 
US5528898 A 25.06.96 

US5531069 A 02.07.96 1 NC 
Priority JP940027297 3 1.01.94 
Applicant: SUZlJKl MOTOR CO (JP) 
Inventor: TOYODA KATSUHIKO (JP) 
Titlc: Catalyst deterioration- 

determining devicc of an internal 
combustion engine 

JP7217480 A 15.08.95 
CA2138563 A 01.08.9.5 
US5531069 A 02.07.96 

Family: DE19500619 A 03.08.95 

US5533332 A 09.07.96 22 1 
Priority. JP9302 18905 02.09.93 
Applicant: ATSUGI UNISIA CORP (JP) 
In\cntor: UCHIKAWA AKIRA (JP) 
Titlc: Method and apparatus for self 

diagnosis of an internal 
combustion enginc 

Family US5533332 A 09.07.96 

US5544481 A 13.08.96 79 
Priority: US950414569 3 I .03.95 
Applicant: FORD MOTOR CO (US) 
lnicntor: DAVEY CHRISTOPHER K 

(US): DICKISON DONALD F 
(US): JERGER ROBERT J (US) 

and catalytic converter 
monitoring 

Family: US5.544481 A 13.08.96 
EP0735259 A 02.10.96 
JPX277738 A 22.10.96 

Titlc: Engine air/fucl control systctn 

EP0735259 A 28.05.97 

US5555725 A 17.09.96 
Priority: JP940196803 22.08.94 
Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: SHIMASAKI YUICHI (JP): 

KOMATSUDA TAKASHI (JP): 
KAT0 HJROAKI (JP): AOKI 
TAKWA (JP) 

Title: Control system for electrically 
heated catalyst of internal 
combustion engine 

Family: PRO61048 A 05.03.96 
US5555725 A 17.09.96 

US5557929 A 21.09.96 204 
Priority: JP930333908 28.12.93 
Applicant: NISSAN MOTOR (JP) 
Inventor: SAT0 RITSUO (JP): 

Title: Control system for internal 
NISHIZAWA KIMIYOSHI (JP) 

combustion engine equipped with 
exhaust gas purifying catalyst 

Family: JP7189663 A 28.07.95 
USS5.57929 A 24.09.96 

usss~n~oo A 01.10.96 250 
Priority: DE934308661 18.03.93 
Applicant: EMITEC EMISSIONSTECHNIK 
Invcntor: MAUS W. (DE): SWARS H. 

(DE): BRUCK ROLF (DE) 
Titlc: Method and apparatus for 

functional monitoring of a 
catalytic converter 

Family: DE4308661 A 22.09.94 
W09421902 A 29.09.94 
EPO689641 A 08.01.96 
BR940.5949 A 19.12.95 
US5560200 A 01.10.96 
JP8506161T T 02.07.96 
EP0689641 B 28.05.97 
DE59402923G G 03.07.97 
CNI 119464 A 27.03.96 
ES2104360T T 01.10.97 

usss9t9os A 07.01.97 195; 196 
Priority: US950524169 3 I .08.95: 

JP94OO I87 17 I 502.93: 
US940253 166 02.06.94 

Applicant: MITSUBISHI ELECTRlC CORP 
Inventor: FUJIMOTO SHINYA (JP): 

OHUCHl HIROFUMI (JP) 
Title: Deterioration detecting apparatus 

for catalytic converter 
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Family: JP7225203 A 22.08.95 
US5591YO.S A 07.01.97 

US5622047 A 22.04.97 126; 127 
Priority: US9403 18599 05. 10.94: 

JP920177229 03.07.92: 

US930081730 01.07.93 
~ ~ ~ 3 0 2 5 3 8 9 n  12.10.93: 

Applicant: NIPPON DENS0 CO (JP) 
Invcntor: YAMASHITA WKIHIRO (JP): 

IKUTA KENJl (US): ISOMURA 
SHIGENORI (JP) 

detecting saturation gas amount 
absorbed by catalytic convcrtcr 

Titlc: Method and apparatus for 

Family: DE4322341 A 05.01 ,94 

US5626014 A 06.05.97 273; 275 
Priority: US950497S62 30.06.95 
Applicant: FORD MOTOR CO (US) 
Inventor: HEPBURN JEFFREY S (US): 

Titlc: 

Family: US5626014 A 06.05.97 

MEITZLER ALLEN H (US) 
Catalyst monitor bascd on a 
thcrmal power modcl 

US5627757 A 06.05.97 220 
Priority: US950520038 28.08.95: 

IT92T000760 14.09.92: 
US9301 19503 10.09.93 

Applicant: FIAT AUTO SPA (IT) 
Inventor: COMIGNAGHI EMILIO (IT): 

PEROTTO ALDO (IT) 
Titlc: System for monitoring the 

efficiency of a catalyst. in 
particular for motor vehicles 

Family: EP0588123 A 23.03.94 
EPO588123 B 28.02.96 
DE69301648E E 04.04.96 

US5627757 A 06.05.97 

US5630315 A 20.0597 301; 302; 
303 

1 ~ 1 2 ~ 7 1 0 0  B ns.01.96 

Priority: US950556292 06.10.95 
Applicant: GENERAL MOTORS CORP 
Invcntor: THEIS JOSEPH R (US) 
Titlc: Catalyst diagnostic system and 

Family: US5630315 A 20.05.97 
mcthod 

u s s 6 3 6 s i ~  A 10.06.97 141 
Priority: JP940308229 17.11.94: 

JP940309860 18. I I .94 

Applicant: HONDA MOTOR CO LTD (JP) 
Inventor: SEKI YASUNARI (JP) 
Title: Catalyst dctcrioration- 

determining system for internal 
combustion engines 

Family: JP8144744 A 04.06.96 
US5636514 A 10.06.97 

US5640846 A 24.06.97 196 
Priority: US950420736 11.04.95: 

JP920274337 13.10.92: 
JP920277444 15. 10.92: 
JP920283182 21.10.92: 
US940308510 21.09.94: 
US930133983 08.10.93 

Applicant: MITSUBISHI ELECTRIC CORP 
Inventor: OHUCHI HIROFUMI (JP): 

FUJIMOTO SHINYA (JP) 
Title: Dual-sensor type air-fuel ratio 

control system for internal 
combustion engine and catalytic 
converter diagnosis apparatus for 
the samc 

Family: US5363647 A 15.1 1.94 

198; 205 US564491 2 A 08.07.97 
Prioritv: US950503256 17.07.95: 

313920228307 27.08.92: 
US930104569 11.08.93 

Applicant: NISSAN MOTOR (JP) 
Inventor: KAWAMURA KATSUHIKO 
Titlc: Svstcin for diagnosing 

dcterioration of catalyst in 
exhaust system of internal 
combustion cngine 

Family: US5644912 A 08.07.97 

US5649420 A 22.07.97 153; 356 
Priority: US960663942 14.06.96: 

JP93003976.5 26.04.93; 
US940233398 26.04.94 

Applicant: HlTACHl LTD (JP) 
Invcntor: MUKAIHIRA TAKASHI (JP): 

ISH11 TOSHIO (JP): MIURA 
KIYOSHI (JP): KAWANO 
KAZWA (JP) 

Title: System for diagnosing 
deterioration of catalyst 

Family: EPO626507 A 30.11.94 
US5526643 A 18.06.96 
US5649420 A 22.07.97 

US5678402 A 21.10.97 142 
Priority: JP940076649 23.03.94: 
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